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00- Technical data 


1 Safety precautions 
(ARL006273; Edition 02.2019) 


> “1.1 Safety precautions when working on the high-voltage sys- 
tem”, page 1 


> “1.2 Safety precautions when working in the vicinity of high- 
voltage components”, page 2 


> “1.3 Safety precautions when working on vehicles with start/ 
stop system”, page 2 


> “1.4 Safety precautions when using testers and measuring in- 
struments during a road test”, page 2 


> “1.5 Safety precautions when handling gas discharge bulbs”, 
page 2 


1.1 Safety precautions when working on the high-voltage system 
High voltage! Danger to life! 


The voltage levels in the high-voltage system constitute a safety 
hazard. Danger of Severe or fatal injuries from ‘electric shock 


~' Persons‘with life-sustaining or other electronic medical -devi- 
ces in.or on their body must not perform any work on the high- 
voltage system. Such medical devices include internal anal- 
gesic pumps, implanted defibrillators, pacemakers, insulin 
pumps and hearing aids. 


— Have the high-voltage system de-energised by a suitably 
qualified person. 


Risk of injury - engine may start unexpectedly 


It is difficult to know whether the drive system is active on electric 
and hybrid vehicles. Moving parts could trap or draw in parts of 
the body. 


— Switch off ignition. 
- Store ignition key outside of vehicle. 


Risk of damage to high-voltage wires 


Incorrect handling may damage the insulation of the high-voltage 
wires or high-voltage connectors. 


— Never use high-voltage wires and high-voltage connectors as 
a support. 


— Never use high-voltage wires and high-voltage connectors as 
a support for tools. 


— Never bend or kink high-voltage wires. 


— Note coding when joining up high-voltage connectors 
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1.2 Safety precautions when working in the vicinity of high-voltage components 
High voltage! Danger to life! 


The voltage levels in, the high-voltage system constitute a safety 
hazard. Danger of.severe,orfatal injuries from electric shock if 
high-voltage components or high-voltage wiring are damaged. 


— Perform.a.visual check of high-voltage components and high- 
voltage wires. 


— Never use cutting/forming tools or other sharp-edged tools. 


— Never perform work using welding, brazing, thermal bonding 
or hot air. 


1.3 Safety precautions when working on vehicles with start/stop system 
Risk of injury - engine may start unexpectedly 


The engine can start unexpectedly if the vehicle's start/stop sys- 
tem is activated. A message in the instrument cluster indicates 
whether the start/stop system is activated. 


- To deactivate the start/stop system, switch off the ignition. 


1.4 Safety precautions when using testers and measuring instruments during 
a road test 
Risk of injury if test equipment is not secured 


If an accident occurs and the front passenger's airbag is triggered, 
test equipment which is not secured adequately may be catapul- 
ted through the vehicle with potentially serious consequences. 


— Secure test equipment on the rear seat with a belt. 


Or: 
— Have a second person operate the test equipment on the rear 
seat. 
15 Safety precautions when handling gas discharge bulbs 


Risk of injury due to electric shock 


When the headlights are switched on, the components of the gas 
discharge headlights marked with yellow high-voltage warning 
symbols are under high voltage. Touching the components may 
cause an electric shock. 


— Never touch the components of the gas discharge headlights 
marked with yellow high-voltage warning symbols when the 
headlights are switched on. 


— When performing work, switch off the ignition and all electrical 
equipment and store the ignition key outside the vehicle. 


- Do not flash the headlights. 
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Risk of injury from,burns, UV radiation, glare and explosion of gas 
discharge headlights 


Only operate gas discharge bulb in headlight housing. 
Do not look into the light beam. 
Avoid contact with the glass part of exploded bulbs. 


Wear safety goggles and protective gloves to remove and in- 
stall gas discharge bulb. 
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2 Repair notes 
=> “2.1 Rules for cleanliness”, page 4 
> “2.2 General notes”, page 4 


> “2.3 Contact corrosion”, page 4 
> “2.4 ESD (electrostatic discharge) workplace”, e4 


> “2.5 Routing and attaching lineseancdbwiring’;;page:5 


2.1 Rules for cleanliness 


Even small quantities of dirt can lead to defects. Therefore it is 
important to observe the following rules for cleanliness when per- 
forming work: 


+ Carefully clean all connections/service apertures and sur- 
rounding areas before disconnecting/opening/releasing. 


+ Seal off open pipes and connections immediately with clean 
plugs, e.g. from engine bung set - VAS 6122- . 


@ Place removed parts on a clean surface and cover them. Use 
only lint-free cloths. 


+ Carefully cover or seal open components if repairs cannot be 
carried out immediately. 


+ Only install clean components; replacement parts should only 
be unpacked immediately prior to installation. Do not use parts 
that have been stored without their packaging (e.g. in toolbox- 
es). 


+ Do not work with compressed air when the system is open. 


@ Protect unplugged electrical connectors against dirt and mois- 
ture and make sure connections are dry when attaching. 


2.2 General notes 


@ For the applicable current flow diagrams, refer to > Current 
flow diagrams, Electrical fault finding and Fitting locations. 


2.3 Contact corrosion 


Contact corrosion can occur if unsuitable fasteners (bolts, nuts, 
washers, etc.) are used. 


For this reason, only fasteners with a special surface coating are 
fitted. 


Furthermore, rubber components or plastic components and ad- 
hesives are made of non-conductive material. 


Always fit new components if you are not sure that the old com- 
ponents are suitable = Electronic parts catalogue . 


Please note: 


@ We recommend the use of genuine replacement parts only; 
they have been tested and are compatible with aluminium. 


+ We recommend using Audi Genuine Accessories. 


+ Damage caused by contact corrosion is not covered by war- 
ranty. 


2.4 ESD (electrostatic discharge) workplace 
@ Requirement for cleanliness: Make sure no particles enter the 


headlight housing, in particular no metallic or otherwise con- 
ductive material. 
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When working on the open headlight, ensure that no oil, 
grease, silicone or other material comes into contact with parts 
of the headlighi, These materials.can evaporate and build up 
a film inside the headlight. 


Do NOT touch the electronic printed circuit boards with bare 
hands, as this.can cause migration. 


Electrostatic discharge (ESD) protection: The requirements 
according to DIN 613-40-5-1 must always be met when han- 
dling electronic equipment. 


Do not re-use electronic equipment (i.e. components, assem- 
blies) which has:been dropped: 


ESD (electrostatic discharge) workplace -VAS 6613- > Elec- 
trical system; General information; Rep. gr. 97 ; ESD (elec- 
trostatic discharge) workplace VAS 6613 . 


2.5 Routing and attaching lines and wiring 


To prevent mix-ups and to ensure that all components are re- 
installed in their original installation positions, mark compo- 
nents such as fuel lines, hydraulic lines, vacuum lines, 
activated charcoal filter system or electrical wiring before re- 
moving them. Where necessary, make sketches or take pho- 
tographs. 


Because of the limited space in the engine compartment, it is 
important to ensure that there is adequate clearance to any 
moving or hot components to avoid damage to lines and wir- 
ing. 
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3 Battery 

> “3.1 Battery - general notes”, page 6 

=> “3.2 Battery types”, page 6 

3.1 Battery - general notes 


> Electrical system; General information; Rep. gr. 27 ; Battery 


3.2 Battery types 


> Electrical system; General information; Rep. gr. 27 ; Battery 
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2/— Starter, current supply, CCS 


1 Battery 
> “1.1 Exploded view - battery”, page 7 
> “1.2 Disconnecting and connecting battery”, page 12 


> “1.3 Removing and installing earth cable with battery monitor 
control unit J367 ”, page 17 


> “1.4 Removing and installing batte age 20 
> “1.5 Checking battery”, page 32 

> “1.6 Charging battery”, page 32 

1.1 Exploded view - battery 


=> “1.1.1 Exploded view - battery, vehicles without high-voltage 
system”, page 7 


> “1.1.2 Exploded view - battery, vehicles with high-voltage sys- 
tem (hybrid)”, page 9 


> “1.1.3 Exploded view - battery, vehicles with high-voltage sys- 
tem (e-tron)”, page 11 


1.1.1 Exploded view - battery, vehicles without high-voltage system 
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1 - Retainer plate 


2 - Bolt 
QO 18Nm 


3 - Battery 
Q Disconnecting and con- 
necting > page 12 

Q Removing and installing 

=> page 20 


4 - Bolt 


5 - Nut 
QO 5Nm 


6 - Main fuse holder 
Q Disconnecting and con- 
necting 
> “1.4.1 Removing and 
installing battery - vehi- 
cles without high-volt- 
age system”, page 20 
Q Exploded view 

=> page 401 


7 - Cover for negative terminal 


8 - Cover for positive terminal 


9 - Retaining bracket 
Q For cover for tool kit 


10 - Bolt 
Q 4x 
Q 18Nm 
11 - Electrical wire r | ee ; 
Q For battery monitor con- 


trol unit - J367- i nm 
Q) Observe correct sequence when connecting earth cable = page 13 
12 - Earth cable with battery monitor control unit - J367- 
Q Different versions > Electronic parts catalogue 
Q Disconnecting and connecting > page 12 
QO Removing and installing > page 17 
13 - Nut 
Q Tightening torque > Current flow diagrams, Electrical fault finding and Fitting locations 
14 - Bolt 
15 - Nut 
QO 5Nm 
16 - Hose for central gas venting system 
17 - Grommet 
Q For hose for central gas venting system 
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1.1.2 Exploded view - battery, vehicles with 
high-voltage system (hybrid) 

Exploded view - battery - A- > page 9 

Exploded view - second battery - A1- > page 10 

Exploded view - battery - A- 


1 - Retainer plate 
2 - Bolt 
Q 18 Nm 
3 - Battery - A- 
Q In luggage compart- 
mentin spare wheel well 
QO Removing and installing 
Swage'23 
4 - Fuse holder A - SA- 


Q... Disconnecting and.con- 
necting 


> “1.4.2 Removing and 
installing batteny Acen 


hicles with high-voltage 
system ‘(hybrid)") 


page 23 
OQ Removing and installing 
=> page 432 
5 - Nut 
QO 5Nm 


6 - Cover for positive terminal 


7 - Nut 
QO 5Nm 


8 - Electrical wire 
QO For battery monitor con- 
trol unit - J367- 


Q Observe correct se- 
quence when connect- 
ing earth cable 


> page 14 
9 - Battery bracket 
10 - Bolt 
QO 3x 
QO 40Nm 


11 - Support tube 
QO For battery bracket 


12 - Earth cable with battery monitor control unit - J367- 
QO Disconnecting and connecting = page 13 
QO Removing and installing > page 18 


13 - Nut 
QO 18Nm 


14 - Hose for central gas venting system 
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Exploded view - second battery - A1- 


1 - Grommet 


üQ For hose for central gas 
venting system 


2 - Hose for central gas venting 
system 


3 - Second battery - A1- 


QO Removing and installing 
> page 27 


4 - Nut 
Q 5Nm 
5 - Electrical wire 
6 - Bolt 
Q 3.5 Nm 
7 - Battery bracket 
8 - Cover for positive terminal 
9 - Positive wire 
10 - Nut 
Q 5Nm 


11 - Electrical wire 
Q) For battery monitor con- 
trol unit 2 - J934- 
12 - Earth cable with battery 
monitor control unit 2 - J934- 
Q Disconnecting and con- 
necting > page 13 
m) Repaiigg and installing 


>page A 
13 - Nut 
n 18 Nm 
14 - Bolt 
a 9Nm 


15 - Retainer plate 
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1.1.3 Exploded view - battery, vehicles with high-voltage system (e-tron) 


1 - Grommet 
Q For hose for central gas 
venting system 


2 - Hose for central gas venting 
system 


3 - Earth cable with battery 
monitor control unit 2 - J934- 


Q Disconnecting and con- 
necting > page 14 

Q Removing and installing 
> page 19 

Nut: 5 Nm 


6 - Battery tray 
Q For second battery - A1- 


Q paid and installing 
> page 3 


7 - Bolt 

Q 10Nm 
8 - Battery cover 
9 - Battery - A- 


Q Removing and installing 
=> page 25 


10 - Fuse holder A - SA- 
Q Disconnecting and con- 


QO) Removing and installing > page 432 

11 - Cover for positive terminal 

12 - Battery cover 

13 - Earth cable with battery monitor control unit - J367- 
QO Disconnecting and connecting > page 14 


QO) Removing and installing > page 18 
Q Nut: 5 Nm 


14 - Nut 

Q 20Nm 
15 - Grommet 

Q For hose for central gas venting system 
16 - Hose for central gas venting system 


17 - Bolt 
QO 18Nm 
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18 - Retainer plate 
19 - Bolt 
Q 4.5Nm 
20 - Adapter for negative battery terminal 
21 - Bolt 
Q 4.5Nm 
22 - Positive wire 
23 - Bolt 
Q 10Nm 


24 - Bracket for battery tray 


QO Removing and installing 
> “1.4.6 Removing and installing battery tray for second battery A1 - e-tron”, page 32 


25 - Second battery - A1- 
QO Removing and installing > page 30 


1.2 Disconnecting and connecting battery 


> “1.2.1 Disconnecting and connecting battery - vehicles without 
high-voltage system”, page 12 


> “1.2.2 Disconnecting and connecting battery A and second bat- 
tery A1 , vehicles with high-voltage s ani brid”, page 13 


> “1.2.3 Disconnecting and connecting battery A and second bat- 
tery A1 , vehicles with high-voltage system - e-tron”, page 14 


1.2.1 Disconnecting and connecting battery - 
vehicles without high-voltage system 


A Caution 


Risk of accident. 


$ Contrary to the following description, the battery must be 
disconnected with the ignition SWITCHED ON when 
working on pyrotechnic components (e.g. airbags, belt 
tensioners). 


Vehicles with TDI engine (SCR) 


@ After the ignition is switched off, the reducing agent is au- 
tomatically drawn back into the active tank for reducing 
agent trom the metering line going to the injector for re- 

ucing agent - N474- . 


Before working in this area, you must therefore wait until 
the reducing agent has been completely drawn out of the 
metering line, this. can take up to.10 minutes after the ig- 
nition has been switched off. 


For the same reason, it is important to wait until the re- 
ducing agent has been drawn back (i.e 10 minutes) be- 
fore disconnecting the battery. 
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Disconnecting 
— Switch off ignition. 


- Take hold of grip to lift luggage compartment floor covering 
and fold it.towards front. 


— Open cover -3- on negative battery terminal. 


— Slacken off nut -1- several turns and disconnect battery clamp 
-2- of earth cable from battery terminal. 


A27-10233 


Connecting 


— Unplug electrical connector -2- at battery monitor control unit 
- J367- -item 3-. 


— When connecting battery, attach battery clamp of earth cable 
to negative battery terminal “—” by hand and tighten nut -1-. 


— Reconnect connector at battery monitor control unit - J367- . 


The following measures are required after re-connecting the bat- 

tery: 

+è Activate automatic open/close function of electric window reg- 
ulators > Owner's Manual . 


@ Interrogate event memories of all control units and erase “Low 
voltage” entry > Vehicle diagnostic tester. 


[a] Note 


After reconnecting the voltage supply, it is possible that the ESP 
warning lamp will not go out until the vehicle has been driven 
several metres. 


Tightening torques 


@ = “1.1.1 Exploded view - battery, vehicles without high-voltage 
system”, page 7 


1.2.2 Disconnecting and connecting battery - 
A- and second battery - A1- , vehicles 
with high-voltage system - hybrid 


A WARNING 


@ To de-energise the 12 Volt section of the system, the bat- 
tery - A- and the second battery - A1- must always be 
disconnected at the same time. 


@ Observe safety precautions when working on vehicles 
with high-voltage system > page 1. 
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Disconnecting 


— Remove luggage compartment floor > General body repairs, 
interior; Rep. gr. 70 ; Luggage compartment trim panels; Re- 
moving and installing luggage compartment floor . 


- Unscrew nut -4- at earth point and detach earth cable -3-. 


A Caution 


Earth cable connection should immediately be wrapped in in- 
sulating tape and moved to side to prevent short circuits. 


— Slacken off nut -1- several turns and disconnect battery clamp 
-2- of earth cable from negative battery terminal. 


AN Caution 


Battery clamp of earth cable should immediately be wrapped 
in insulating tape and moved to side to prevent short circuits. 


Connecting 


- When connecting second battery - A1- , attach battery clamp 
-2- of earthncable to.negative battery terminal “—” by hand and 
tighten nut -1-. 


— Secure earth.cable,-3-,at earth point. 


The following measures are.required.after the batteries have been 
re-connected: 


+ Activate automatic open/close function of electric window reg- 
ulators = Owner's Manual . 


+ Interrogate event memories of all control units and erase “Low A/T IANN (emee J 
voltage” entry > Vehicle diagnostic tester. 


(i Note 


After reconnecting the voltage supply, it is possible that the ESP 
warning lamp will not go out until the vehicle has been driven 
several metres. 


Tightening torques 


@ = “1.1.2 Exploded view - battery, vehicles with high-voltage 
system (hybrid)”, page 9 


1.2.3 Disconnecting and connecting battery - 
A- and second battery - A1- , vehicles 
with high-voltage system - e-tron 


A WARNING 


@ To de-energise the 12 Volt section of the system, the bat- 
tery - A- and the second battery - A1- must always be 
disconnected at the same time. 


@ Observe safety precautions when working on vehicles 
with high-voltage system > page 1. 
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Disconnecting 
— Open flap in luggage compartment floor. 
— Take out tool kit -1-. 


— Remove battery cover -3- above negative battery terminal; to 
do so, release it at side -arrow-. 


— Slacken off nut -1- several turns and disconnect battery clamp 
-2- of earth cable from battery terminal. 


annnnnt A27-10637 


— Release fastener on cover -3- above positive battery terminal 
-arrow-, pull off cover -1- above negative battery terminal to- 
wards rear -arrow B- and move it to one side. 


— Slacken off nut -2- several turns and disconnect battery clamp 
-1- of earth cable from battery terminal. 
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Connecting 


— Unplug electrical connector -2- at battery monitor control unit 
2 - J934- / battery monitor control unit - J367- -item 3-. 


- When connecting battery, attach battery clamp of earth cable 
to negative battery terminal “—” by hand and tighten nut -1-. 


— Re-connect electrical connector. 


The following measures are required after the batteries have been 
re-connected: 


+ Activate automatic open/close function of electric window reg- 


ulators > Owner's Manual . 


+ Interrogate event memories of all control units and erase “Low 
voltage” entry > Vehicle diagnostic tester. 


(à) Note 


After reconnecting the voltage supply, it is possible that the ESP 
warning lamp will not go out until the vehicle has been driven 
several metres. 


Tightening torques 


@ = “1.1.3 Exploded view - battery, vehicles with high-voltage 
system (e-tron)”, page 11 
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1.3 Removing and installing earth cable with 
battery monitor control unit - J367- 


> “1.3.1 Removing and installing earth cable with battery monitor 
control! unit J367 - vehicles without high-voltage system”, 
page 17, 


=> “43.2 Removing and installing earth cable with battery monitor 
control unit J367 of battery A - vehicles with high-voltage system 
hybrid)”, page 18 


>“P33 Removing and installing earth cable with battery monitor 
control, unit J367- of battery.A -.vehicles-with high-voltage system 
(e-tron)”, page 18 


> “1.3.4 Removing and installing earth cable with battery monitor 


control unit 2 J934 of second battery A1 - vehicles with high-volt- 
age system (hybrid)”, page 19 


> “1.3.5 Removing and installing earth cable with battery monitor 
control unit 2 J934 of second battery A1 - vehicles with high-volt- 


age system (e-tron)”, page 19 

1.3.1 Removing and installing earth cable with 
battery monitor control unit - J367- - ve- 
hicles without high-voltage system 


Removing 
— Switch off ignition. 


- Take hold of grip to lift luggage compartment floor covering 
and fold it towards front. 


— Take out tool kit. 


— Remove lining for spare wheel well (if fitted) = General body 
repairs, interior; Rep. gr. 70 ; Luggage compartment trim pan- 
els; Removing and installing lining for spare wheel well . 


— Open cover -1- on negative battery terminal. 


— Slacken off nut -2- several turns and disconnect battery clamp 
of earth cable from negative battery terminal. 


— Unplug electrical connector -3-. 


— Remove nut -5- and detach earth cable -6- with battery monitor 
control unit - J367- -item 4-. 


Installing 


Installation is carried out in reverse order; note the following: 


- Connect battery = page 13. 


Tightening torques 
@ >“1.1.1 Exploded view - battery, vehicles without high-voltage 
system”, page 7 
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1.3.2 Removing and installing earth cable with 
battery monitor control unit - J367- of 
battery - A- - vehicles with high-voltage 
system (hybrid) 


A WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system > page 7. 


Removing 

— Remove luggage compartment floor > General body repairs, 
interior; Rep. gr. 70 ; Luggage compartment trim panels; Re- 
moving and installing luggage compartment floor . 


— Remove exhaust air duct for drive battery > Heating, air con- 
ditioning; Rep. gr. 87 ; Battery cooling module . 


— Slacken off nut -1- several turns and disconnect battery clamp 
of earth cable from battery terminal. 


— Unplug electrical connector -2-. 


— Remove nut -5- and detach earth cable -4- with battery monitor 
control unit - J367- -item 3-. 


Installing 

Installation is carried out in reverse order; note the following: 

— Connect battery = page 14. 

Tightening torque 

@ = “1.1.2 Exploded view - battery, vehicles with high-voltage 


system (hybrid)”, page 9 


1.3.3 Removing and installing earth cable with 
battery monitor control unit - J367- of 
battery - A- - vehicles with high-voltage 
system (e-tron) 


A WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system > page 7. 
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Removing 


- Disconnect earth cable from battery with ignition switched off 
> page 14. 


— Remove nut -arrow- and detach earth cable -3- with battery 
monitor control unit - J367- -item 1-. 


— Unplug electrical connector -2-. 

Installing 

Installation is carried out in reverse order; note the following: 
=~Connectbattery™=ypage 16 . , HT] 
Tightening torque 


@ >°1.13 loded*view - battery, vehicles with high-voltage 
system (e-tron)”, page 11 


1.3.4 Removing and installing earth cable with 
battery monitor control unit 2 - J934- of 
second battery - A1- - vehicles with high- 
voltage system (hybrid) 


A WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system > page 1. 


Removing 

— Remove luggage compartment floor > General body repairs, 
interior; Rep. gr. 70 ; Luggage compartment trim panels; Re- 
moving and installing luggage compartment floor . 


— Slacken off nut -1- several turns and disconnect battery clamp 
of earth cable from battery terminal. 


— Unplug electrical connector -2-. 


— Remove nut -4- and detach earth cable -3- with battery monitor 
control unit 2 - J934- -item 5-. 


Installing 


Installation is carried out in reverse order; note the following: 
- Connect battery > page 14. 
Tightening torques 


@ = “1.1.2 Exploded view - battery, vehicles with high-voltage 
system (hybrid)”, page 9 


1.3.5 Removing and installing earth cable with 
battery monitor control unit 2 - J934- of 
second battery - A1- - vehicles with high- 
voltage system (e-tron) 


A WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system > page 7. 
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Removing 


- Disconnect earth cable from battery with ignition switched off 
=> page 14. 


— Unplug electrical connector -1-. 


— Remove nut -arrow- and detach earth cable -2- with battery 
monitor control unit 2 - J934- -item 3-. 


Installing 
Installation is carried out in reverse order; note the following: 
— Connect battery > page 16. 


Tightening torques 


@ = “1.1.3 Exploded view - battery, vehicles with high-voltage 
system (e-tron)”, page 11 


1.4 Removing and installing battery 


> “1.4.1 Removing and installing battery - vehicles without high- 
voltage systém:spage:20 


> “1.4.2 Removing and installing battery A - vehicles with high- 


voltage SystemAhybrid)” e2 


> “1.4.3 Removing and installing battery A - vehicles with high- 
voltage system (e-tron)”, page 25 


> “1.4.4 Removing and installing second battery A1 - vehicles with 
high-voltage system (hybrid)? 27 


> “1.4.5'Removing'and installing'second batteryA1 2 vehicles with 
high-voltage system (e-tron)”, page 30 


> “1.4.6 Removing and installing battery tray for second battery 
Ai - e-tron”, page 32 


1.4.1 Removing and installing battery - vehi- 
cles without high-voltage system 


Removing 
— Switch off ignition. 


- Take hold of grip to lift luggage compartment floor covering 
and fold it towards front. 


— If fitted, remove accumulator and move to one side (with con- 
nections attached) = Running gear, axles, steering; Rep. gr. 
43 ; Air suspension; Removing and installing accumulator . 


— Take out tool kit. 
— Remove bolts -arrows- and detach retainer -1-. 


A27-10281 
= a.) 


T 
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— Disengage cover -7- for negative battery terminal at battery 
-arrows-. 


Slacken off nut -4- several turns and disconnect battery clamp 
-5- of earth cable from negative battery terminal. 


= "Puli off cover-1=Over positive battery terminal. 


| € Slacken off nut -2- several turns and disconnect battery clamp 
Aà -3¥of positive cable together with main fuse holder from pos- 
itive battery terminal. 


Pull off hose -6- for central gas venting system. 


Remove bolt -8- on battery retainer plate -9-. 


a Aetat out of battery tray and lift out of luggage compart- 


A WARNING 


Observe environmental requirements. 


$ When disposing of used batteries, always observe the re- 
quired disposal procedures for batteries and sulphuric 
acid > Electrical system; General information; Rep. gr. 
27 ; Battery . 


Installing 


[a] Note 


@ Only install maintenance-free batteries with the specifications 
“TL82506” (from December 1997 onwards) and 
“VW75073" (from August 2001 onwards). 


+è Batteries from the Audi parts range feature a base strip adapt- 
er for matching to different retainer flanges. The battery oper- 
ating instructions give details of when and how to use the base 


strip adapter. 
— Insert battery in battery tray so that battery base strip engages x” 74 = 
in retainer flanges of battery tray -arrow-. X te 


* It should no longer be possible to move the battery. 
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— Fit battery retainer plate -5-. 


* Lug -arrow- on battery retainer plate must engage in recess in 
battery base strip -4-. 


— Tighten bolt -6- for battery retainer plate. 


— Connect hose -3- for central gas venting system. Observe 
notes in > Electrical system; General information; Rep. gr. 
27 ; Battery . 


— Connect up battery in the following sequence with ignition and 
electrical equipment switched off: 


— First connect battery clamp -2- of positive cable by hand to 
positive battery terminal “+” and tighten nut. 


— Close cover -1- over positive battery terminal. 
— Unplug electrical configctona- at Battery monitor control unit 
- J367- -item 3-. g | me 


— Attach battery Aap KaKa kaivo battery terminal 
“—" by hand and tighten nut -1-. 


— Reconnect connector.at; battery. monitor,control, unit - J367-.. 


- After installation, check; that-battery is firmly secured, =, Elec- 
trical system; General information; Rep. gr. 27 ; Battery . 


— Fit cover for negative battery terminal on battery. 
— Fit retainer -1- and tighten bolts -arrows-. 


— After renewing the battery, it must be adapted in “Guided Fault 
Finding” or “Guided Functions” mode = Vehicle diagnostic 
tester. 


ag following measures are required after re-connecting the bat- 
ery: 


+ Activate automatic open/close function of electric window reg- 
ulators > Owner's Manual . 


+ Interrogate event memories of all control units and erase “Low S Aie Di, 
voltage” entry > Vehicle diagnostic tester. 


a Note 


After ag lel d the voltage supply, it is possible that the ESP 
warning lamp will not go out until the vehicle has been driven 
several metres. 


Tightening torques 


@ >“1.1.1 Exploded view - battery, vehicles without high-voltage 
system”, page 7 
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1.4.2 Removing and installing battery - A- - 
vehicles with high-voltage system (hy- 
brid) 


A WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system = page 1. 


Removing 
— Remove second battery - A1- > page 27 . 


— Slacken off nut -5- several turns and disconnect battery clamp 
-4- of earth cable from battery terminal. 


— Open cover -1- on positive battery terminal. 


— Slacken off nut -2- several turns and disconnect battery clamp 
-3- of positive cable together with fuse holder A - SA- from 
battery terminal. 


— Remove bolt -7- on battery retainer plate -6-. 
— Lift battery out of luggage compartment. 


A WARNING 


Observe environmental requirements. 


$ When disposing of used batteries, always observe the re- 
quired ys erd procedures for batteries and sulphuric 


k | A27-10382 | 


acid > Electrical system; General information; Rep. gr. 
27 ; Battery . 


Installing 


Installation is carried out in reverse order; note the following: 


(i) Note 


+ Only install maintenance-free batteries with the specifications 
“TL82506” (from December 1997 onwards) and 
‘VW75073° (from August 2001 onwards). 


+è Batteries trom.the Audi parts range feature abase strip adapt- 
er for matching to different retainer flanges. The battery oper- 
ating instructions give details of when. and howto use the base 
strip adapter. 
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— Insert battery in battery tray so that battery base strip engages 
in retainer flanges of battery tray -arrow-. 


* It should no longer be possible to move the battery. 


— Fit battery retainer plate -4-. 


* Lug -arrow- on battery retainer plate must engage in recess in 
battery base strip. 


— Tighten bolt -5- for battery retainer plate. 


— Connect hose for central gas venting system. Observe notes 
in > Electrical system; General information; Rep. gr. 27 ; 
Battery . 


— Connect up battery in the following sequence with ignition and 
electrical equipment switched off: 


— First connect battery clamp -3- of positive cable by hand to 
positive battery terminal “+” and tighten nut -2-. 


— Close cover -1- over positive battery terminal. 


-Ag Al 


vA eset 


permitted unl yuthorised by AUDI AG. AUDI AG does not guarantee or accept any liabilit 


24 Rep. gr.27 - Starter, current supply, CCS 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


Unplug electrical connector -2- at battery monitor control unit 
- J367- -item 3-. 


— Attach battery clamp of earth cable to negative battery terminal 
“~” by hand and tighten nut -1-. 


— Reconnect connector at battery monitor control unit - J367- . 


— After installation, check that battery is firmly secured > Elec- 
trical system; General information; Rep. gr. 27 ; Battery . 


— Install second battery - A1- > page 27 . 


— After renewing the battery, it must be adapted in “Guided Fault 
Finding” or “Guided Functions” mode = Vehicle diagnostic 
tester. 


The following measures are required after re-connecting the bat- 
tery: 


+ Activate automatic open/close function of electric window reg- 
ulators > Owner's Manual . 


@ Interrogate event memories of all control units and erase “Low 
voltage” entry > Vehicle diagnostic tester. 


(å) Note 


After reconnecting the voltage supply, it is possible that the ESP 
warning lamp will not go out until the vehicle has been driven 
several metres. 


Tightening torques 


@ = “1.1.2 Exploded view - battery, vehicles with high-voltage 
system (hybrid)”, page 9 


1.4.3 Removing and installing battery - A- - 
vehicles with high-voltage system (e- 
tron) 


VAN WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system > page 1. 
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Removing 


- Disconnect earth cable from battery with ignition switched off 
=> page 14. 


— Open cover -4- on positive battery terminal. 


— Slacken off nut -5- several turns and disconnect battery clamp 
-3- of positive cable together with fuse holder A --SA- from 
battery terminal. 


— Pull off hose -7- for central gas venting system. 
— Remove bolt -1- on battery retainer plate -2-. 
— Lift battery -6- out of luggage compartment. 


A WARNING 


Observe environmental requirements. 


A27-10612 


$ When disposing of used batteries, always observe the re- 
quired Ss procedures for batteries and sulphuric 


acid > Electrical system; General information; Rep. gr. 
27 ; Battery . 


Installing 


Installation is carried out in reverse order; note the following: 


(à Note 


+ Only install maintenance-free batteries with the specifications 
“TL82506” (from December 1997 onwards) and 
“VW75073" (from August 2001 onwards). 


¢ Batteries from the Audi parts range feature a base strip adapt- 
er for matching to different retainer flanges. The battery oper- 
ating instructions give details of when and how to use the base 
strip adapter. 


— Insert battery in battery tray so that battery base strip engages 
in retainer flanges -arrows- of battery tray. 


« It should no longer be possible to move the battery. 


A27-10658 
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— Fit battery retainer plate -2-. 


* Lug on battery retainer plate must engage in recess on battery 
base strip. 


— Tighten bolt -1- for battery retainer plate. 


— Connect hose -7- for central gas venting system. Observe 
notes in > Electrical system; General information; Rep. gr. 
27 ; Battery . 


— Connect up battery in the following sequence with ignition and 
electrical equipment switched off: 


— First connect battery clamp -3-,of positive cable by hand to 
positive battery terminal “+” and tighten nut -5-. 


— Close cover -4overpositive,battery:terminal. 
— Connect battery = page 16. 


— After installation, check that’battery is firmly secured > Elec- 
trical system;-General; information; -Rep gra, 27 ;Battery . 


— After renewing the battery, it must beadapted in“Guided Fault 
Finding” or “Guided Functions” mode = Vehicle diagnostic 
tester. 


A2?7-10612 


The following measures are required after re-connecting the bat- 
tery: 


+è Activate automatic open/close function of electric window reg- 
ulators = Owner's Manual . 


@ Interrogate event memories of all control units and erase “Low 
voltage” entry > Vehicle diagnostic tester. 


(å) Note 


After reconnecting the voltage supply, it is possible that the ESP 
warning lamp will not go out until the vehicle has been driven 
several metres. 


Tightening torques 


@ = “1.1.3 Exploded view - battery, vehicles with high-voltage 
system (e-tron)”, page 11 


1.4.4 Removing and installing second battery 
- A1- - vehicles with high-voltage system 
(hybrid) 


A WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system > page 7. 
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Removing 


— Remove luggage compartment floor > General body repairs, 
interior; Rep. gr. 70 ; Luggage compartment trim panels; Re- 
moving and installing luggage compartment floor . 


— Remove exhaust air duct for drive battery > Heating, air con- 
ditioning; Rep. gr. 87 ; Battery cooling module . 


— Remove bolts -arrows-. 
— Detach bracket -1-. 


— Slacken off nut -2- several turns and disconnect battery clamp 
-9- of earth cable from battery terminal. 


— Open cover -6- on positive battery terminal. 


- Slacken off nut -5- several turns and disconnect battery clamp 
-4- of positive cable from battery terminal. 


— Pull off hoses -1, 3- for central gas venting system. 
- Remove bolt -740m battery retainer,plate -8-. 
- Lift battery out of luggage compartment. 


A WARNING? er ae” 


Observe environmental requirements: 
$ When disposing of used-batteries, always observe the re- 


quired disposal procedures for batteries and sulphuric 
acid > Electrical system; General information; Rep. gr. 
27 ; Battery . 


Installing 
Installation is carried out in reverse order; note the following: 


(a) Note 


+è Only install maintenance-free batteries with the specifications 
“TL82506” (from December 1997 onwards) and 
“VW75073" (from August 2001 onwards). 


¢ Batteries from the Audi parts range feature a base strip adapt- 
er for matching to different retainer flanges. The battery oper- 
ating instructions give details of when and how to use the base 
strip adapter. 
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— Insert battery in battery tray so that battery base strip engages Z = 
in retainer flanges of battery tray -arrow-. : = > 


a. 


* It should no lon 


— Fit battery retainer plate -7-. 


* Lug -arrow- on battery retainer plate must engage in recess in 
battery base strip. 


— Tighten bolt -6- for battery retainer plate. 


- Connect hoses -1, 2- for central gas venting system. Observe 
notes in > Electrical system; General information; Rep. gr. 
27 ; Battery . 


— Connect up battery in the following sequence with ignition and 
electrical equipment switched off: 


— First connect battery clamp -3- of positive cable by hand to 
positive battery terminal “+” and tighten nut -4-. 


— Close cover -5- over positive battery terminal. 
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— Unplug electrical connector -2- at battery monitor control unit 
2 - J934- -item 3-. 


— Attach battery clamp of earth cable to negative battery terminal 
“— by hand and tighten nut -1-. 


— Reconnect connector at battery monitor control unit 2 - J934- . 


— After installation, check that battery is firmly secured > Elec- 
trical system; General information; Rep. gr. 27 ; Battery . 


— Install second battery - A1- > page 27 . 


— After renewing the battery, it must be adapted in “Guided Fault 
Finding” or “Guided Functions” mode = Vehicle diagnostic 
tester. 


The following measures are required after re-connecting the bat- 
tery: 


+ Activate automatic open/close function of electric window reg- 
ulators > Owner's Manual . 


+ Interrogate event memories of all control units and erase “Low 
voltage” entry > Vehicle diagnostic tester. 


[a | Note 


After reconnecting the voltage supply, it is possible that the ESP 
warning lamp will not go out until the vehicle has been driven 
several metres. 


Tightening torques 


@ = “1.1.2 Exploded view - battery, vehicles with high-voltage 
system (hybrid)”, page 9 


1.4.5 Removing and installing second battery 
- A1- - vehicles with high-voltage system 
(e-tron) 


AN WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system > page 1. 
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Removing 


— Disconnect earth cable from battery with ignition switched off 
=> page 14. 


— Remove bolt -3-, disconnect positive wire -5- and electrical 
wire -4- from battery terminal and move them to one side. 


— Remove bolts -arrows-. 


— Disengage and detach bracket for battery tray -6- from battery 
tray by pivoting it towards rear. 


— Pull off hose -1- for central gas venting system. 
— Lift battery -2- out of luggage compartment. 


A WARNING 


Observe environmental requirements. 


@ When disposing of used batteries, always observe the re- 


quired oo. procedures for batteries and sulphuric la 


acid > Electrical system; General information; Rep. gr. 
27 ; Battery . 


Installing 


Installation is carried out in reverse order; note the following: 


(å) Note 


@ Only install maintenance-free batteries with the specifications 
“TL82506” (from December 1997 onwards) and 
“VW75073" (from August 2001 onwards). 


¢ Batteries from the Audi parts range feature a base strip adapt- 
er for matching to different retainer flanges. The battery oper- 
ating instructions give details of when and how to use the base 
strip adapter. 


- Fit battery in battery tray. 


* It should no,longer.be possible.to move the battery. 


- Connect hose for central gas venting system. Observe notes 
n > Electrical-system; General- information; Rep. gr.,.27,; 
attery . 


- Connect battery > page 16. 


— After renewing the battery, it must be adapted in “Guided Fault 
Finding” or “Guided Functions” mode > Vehicle diagnostic 
tester. 


The following measures are required after re-connecting the bat- 
tery: 


+ Activate automatic open/close function of electric window reg- 
ulators = Owner's Manual . 


@ Interrogate event memories of all control units and erase “Low 
voltage” entry = Vehicle diagnostic tester. 
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a Note 


After reconnecting the voltage supply, it is possible that the ESP 
warning lamp will not go out until the vehicle has been driven 
several metres. 


Tightening torques 


@ = “1.1.3 Exploded view - battery, vehicles with high-voltage 
system (e-tron)”, page 11 


1.4.6 Removing and installing battery tray for 
second battery - A1- - e-tron 


A WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system > page 1. 


Removing 
— Remove second battery > page 30. 


— Move electrical wiring harness and positive wire clear 
-arrows-. 


— Remove bolts -1, 3, 4-. 

— Take battery tray -2- out upwards. 

Installing 

Installation is carried out in reverse order; note the following: 
Tightening torques 


@ = “1.1.3 Exploded view - battery, vehicles with high-voltage 
system (e-tron)”, page 11 


A27-10614 


1.5 Checking battery 


> Electrical system; General information; Rep. gr. 27 ; Checking 
battery 


1.6 Charging battery 


Procedure 


A WARNING 


Risk of explosion due to a'discharged battery with ‘magic eye’. 


@ The battery must NOT be checked or charged if the “magic 
eye” indicator is colourless or yellow. Do not attempt to 
jump-start the vehicle! There is a danger of explosion if 
you test or charge the battery or jump-start the vehicle! 
The battery must be renewed. 
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Before connecting battery charger, it is necessary to perform the 
following steps: 


[a] Note 


Wherever possible, the battery should be installed in the vehicle 
and connected while it is being charged. Otherwise, the charging 
current will not be taken into account in the capacity calculation 
of the battery monitor control unit - J367- . 


Switch off ignition and all electrical equipment. 
Release cover -3- and swivel to the side -arrow-. 


Connect red clamp “+” of battery charger to remote positive 
terminal -2- and black clamp “—” to remote earth terminal -1-. 


Plug in mains connector of battery charger and switch on bat- 
tery charger > Electrical system; General information; Rep. 
gr. 27 ; Charging battery . 


Leave rear lid open during charging. 


Juke Removing and installing battery cut-off 


relay/battery isolation igniter 


Battery isolation igniter. N253- must be renewed if defective or if 
it has been triggered. 


Removing and installing battery isolation igniter - N253- > 
General body repairs, interior; Rep. gr. 69 ; Battery isolation 
igniter; Removing and installing battery isolation. igniter 
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2 Jump-start terminal 


> “2.1 Exploded view - jump-start terminal”, page 34 


> “2.2 Removing and installing jump-start terminal”, page 35 


2.1 Exploded view - jump-start terminal 


1 - Wire retainer 
Q) 2x 


2 - Nut 


Q For bracket for wiring 
harness 


QO 40Nm 


3 - Nut 
Q Tightening torque 
> Current flow dia- 
grams, Electrical, fault 
finding and Fitting loca- 
tions 
4 - Wiring guide 
Q With retainer 
5 - Jump start socket ;,U6- 


QO Remote positive termi- 
nal with wiring harness 


Q Removing and installing 
=> page 35 
6 - Mounting 
Q For jump start socket - 
U 


Q Removing and installing 
> page 37 


7 - Bolt 
O 2x 
QO 4Nm 
8 - Cover 
QO For wiring harness 


9 - Terminal 30 wiring junction 
- TV2- 


QO Exploded view > page 420 
10 - Jump-start connection 
QO Remote negative terminal of battery 
QO 9Nm 
11 - Terminal B+ 
Q) To starter 
12 - Electrical connector 
Q) To starter 
13 - Terminal 30/B+ 
ü To alternator 


14 - Earth cable 
QO To engine support 
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15 - Nut 
Q Tightening torque > Current flow diagrams, Electrical fault finding and Fitting locations 


16 - Electrical connector 
ü To alternator 


17 - Electrical connectors 
Q To radiator fan(s) 


2.2 Removing and installing jump-start ter- 
minal 


> “2.2.1 Removing and installing jump start socket U6 ”, 
page 35 


> “2.2.2 Removing and installing mounting for jump start socket 
U6 ”, page 37 


2.2.1 Removing and installing jump start 
socket - U6- 
Removing 


— Disconnect earth cable from battery with ignition switched off 
=> page 12. 


- Remove engine mounting (right-side) > Rep. gr. 10 ; Assem- 
bly mountings; Removing and installing engine mountings . 


— Remove nut -1- and move earth cable clear at engine support. 
— Remove bolts -arrows- and detach engine support (right-side). 


— Unplug connector -3-on starter (slide locking element towards 
rear and press down release catch). 


— Unscrew nut -2- and detach B+ wire from solenoid switch. 


(à) Note 


@ Disregard items -1 and 4-. 
+è Illustration shows 3.0 Itr. TFSI engine. 


— Unplug electrical connectors -1- and -2- for radiator fan (slide 
locking element towards rear -arrow- and press down release 
catch). 
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— Release fasteners -arrows- and move clear wiring guide -2-. 
— Remove cap nut -1- and move clear earth cables. 


Ageia 

a 

— Remove body brace > Running gear, axles, steering; Rep. 
DA ROA US PR EST UR Renin AO PRL, i 


- ‘Remove air cleaner housing = Rep. gr. 23 ; Air cleaner; Re- 
\moving,and:installing air cleaner housing or =; Repogr. 24.5, C 
Air cleaner; Removing and installing air cleaner housing . 


Release catch -arrow A- and open cover -arrow B-. 


— 
A10-11368 


Detach electrical connector -1- from retainer and unplug. 


— Remove nuts -3, 4 and 5- and move clear electrical wiring and 
wiring harness -2-. 


— Lift off foam wedge -1-. 

— Remove bolts -arrows-. 

— Lift out jump start socket - U6- with wiring harness. 
Installing 

Installation is carried out in reverse order; note the following: 


- Connect battery. Steps required: vehicles without high-voltage 
system > page 13 , vehicles with high-voltage system 
=> page 14. 


Tightening torques 
@ = “2.1 Exploded view - jump-start terminal”, page 34 
@ = “4.1 Exploded view - starter’, page 58 
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2.2.2 Removing and installing mounting for 


Removing 


Installing 
Installation is car 


Refit all cable ties'at the same Jocations: when reinstalling. 


Tightening torques E 
+ 


jump start socket - U6- 


Remove plenum chamber cover > General body repairs, ex- 
terior; Rep. gr. 50 ; Bulkhead; Removing and installing plenum 
chamber cover . 


Lift off foam wedge -arrow-. 


Release cover -4- -arrows-, disengage and detach. 
Cut through cable ties -1, 3 and 5-. 
Remove bolts -2, 6-. 


Release cover -5- and swivel to the side. 


Release retaining tabs -1- and -3- and lift remote positive ter- 
minal -2- slightly out of mounting. 


Pull mounting -4- towards front of vehicle and swivel out in 
direction of -arrow-. 


note the following: 


[ 


> "2.1 Ex loded view - jum -start terminal” age 34 
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3 Alternator 


> “3.1 Exploded view - alternator’, page 38 


> “3.2 Removing and installing alternator’, page 42 
=> “3.3 Checking alternator’, page 57 
3.1 Exploded view - alternator 


r— se a Exploded view - alternator without sliding bushes, version 
1”, page 3 


> “3.1.2 Exploded view - alternator without sliding bushes, version 
2”, page 39 


> “3.1.3 Exploded view - alternator with sliding bushes”, 
page 40 


=> “3.1.4 Exploded view - water-cooled alternator with sliding 
bushes”, page 41 


3.1.1 Exploded view - alternator without sliding bushes, version 1 


1 - Bolt 


Q Different versions > 
Electronic parts cata- 
logue 


Q 4x 
Steel bolt 
Q 20Nm 
Aluminium bolt 
Q Renew after removing 
Q 8Nm +180° 


2 - Alternator 


QO Removing and installing 
=> page 42 


3 - Terminal 30/B+ 
4 - Nut 

Q 16 Nm 
5 - Trim cap 


6 - Electrical connector 
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3.1.2 Exploded view - alternator without sliding bushes, version 2 


1 - Bolt 
Q 2x 
QO 20Nm 


2 - Alternator 


Q Removing and installing 
=> page 42 


3 - Threaded pin 
Q 2x 
QO 10Nm 
4-Nut 
Q 2x 
QO 20Nm 
5 - Terminal 30/B+ 
6 - Nut 
QO 16Nm 
7 - Trim cap 
8 - Electrical connector 
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3.1.3 Exploded view - alternator with sliding bushes 


1 - Bolts 
QO 23Nm 


2 - Alternator 
m) zanan and installing 
> page 4 
3 - Sliding bush 
QO Ensure that bushes 
slide freely, as the 
clamping pressure of a 
stiff bush will be insuffi- 
cient even when the cor- 
rect tightening torque is 
applied 


4 - Electrical connector 


5 - Nut 
QO 16Nm 


6 - Trim cap 
7 - Terminal 30/B+ 
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3.1.4 Exploded view - water-cooled alternator with sliding bushes 


1 - Bolt 
QO 23Nm 


2 - Alternator 
Q Removing and installing 
> page 4 
3 - Terminal 30/B¥ 
4-Nut 
Q 16Nm 
5 - Trim cap 
QO Depending:on equip- 
ment 
6 - Electrical connector 
7 - Coolant return pipe 


8 - Bolt 
QO 9Nm 


9 - Retaining plate 
Q For coolant pipes 


10 - Coolant supply pipe 
11 - O-rings 

QO Renew 
12 - Sliding bush 


Q Ensure that bushes 
slide freely, as the 
clamping pressure of a 
stiff bush will be insuffi- 
cient even when the cor- 
rect tightening torque is 
applied 
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3.2 Removing and installing alternator 


> “3.2.1 Removing and installing alternator - vehicles with 1.8 Itr. 
and 2.0 Itr. TFSI engine”, page 42 


> “3.2.2 Removing and installing alternator - vehicles with 2.5 Itr. 
and 2.8 ltr. FSI engine”, page 43 


> “3.2.3 Removing and installing alternator - vehicles with 3.0 Itr. 
TFSI engine”, page 44 


=> “3.2.4 Removing and installing alternator - vehicles with 4.0 Itr. 
TFSI engine”, page 45 


=> “3.2.5 Removing and installing alternator - vehicles with 2.0 Itr. 
TDI engine (PR-TM4)”, page 47 


=> “3.2.6 Removing and installing alternator - vehicles with 2.0 Itr. 
TDI engine (PR-TD1)”, page 49 


=> “3.2.7 Removing and installing alternator - vehicles with 3.0 Itr. 
TDI engine”, page 50 


=> “3.2.8 Removing and installing alternator - vehicles with 3.0 Itr. 
biturbo TDI engine”, page 52 


=> “3.2.9 Removing and installing alternator - vehicles with 3.0 Itr. 
TDI engine (EA897 generation |)”, page 55 


3.2.1 Removing and installing alternator - ve- 
hicles with 1.8 Itr. and 2.0 Itr. TFSI en- 
gine 

Removing 


- Disconnect earth cable from battery with ignition switched off 
=> page 12. 


— Slacken off poly V-belt and detach from alternator pulley > 
Rep. gr. 13 ; Cylinder block (pulley end); Removing and in- 
stalling poly V-belt . 


— Remove bolts -arrows- and swivel alternator forwards. 
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— Unplug electrical connector -1-. 
— Unscrew terminal 30/B+ -item 2-. 
— Remove alternator. 

Installing 


Installation is carried out in reverse order; note the following: 


[a] Note 


. nn Cea" 
Renew aluminium bolts. a Ee S | 


= 
— Make sure poly V-belt is properly seated and correctly routed. 
— Connect battery. Steps required > page 13. 

— Start engine and check that poly V-belt(s) run properly. 
Tightening torques 


@ = “3.1.1 Exploded view - alternator without sliding bushes 
version 1”, page 38 


3.2.2 Removing and installing alternator - ve- 
hicles with 2.5 Itr. and 2.8 Itr. FSI engine 
Removing 


— Disconnect earth cable from battery with ignition switched off 
=> page 12. 


— Slacken off poly V-belt and detach from alternator pulley > 
Rep. gr. 13 ; Cylinder block (pulley end); Removing and in- 
stalling poly V-belt . 


— Remove noise insulation (front) > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


— Unplug electrical connector -1- at oil level and oil temperature 
sender - G266- . 


— Move clear wiring harness -6- at alternator -arrows-. 
— Remove bolts -5, 7, 8, 9-. 

— Unscrew nut -2- and detach B+ wire -3-. eo ae F 
— Unplug electrical connector -4-. | || 3 ý paa 


— Remove alternator downwards. 


Installing 

Installation is carried out in reverse order; note the following: 
> Make Suré polyV-belt is properly seated and correctly routed. 
i = Connect battery. Steps required > page 13. 

— Start engine and check that poly V-belt(s) run properly. 
Tightening torques 


@ >= “3.1.1 Exploded view = alternator without sliding bushes, 
version £5 page 38: 
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3.2.3 Removing and installing alternator - ve- 
hicles with 3.0 Itr. TFSI engine 
Removing 


— Disconnect earth cable from battery with ignition switched off 
=> page 12. 


— Slacken off poly V-belt and detach from alternator pulley > 
er gr. 13 ; Cylinder block (pulley end); Removing and in- 
stalling poly V-belt . 


— Remove front wheel spoiler > General body repairs, exterior; 
Rep. or. 66 ; Wheel housing liners; Removing and installing 
wheel housing liner (front) . 


— Cut through cable ties -3, 4- and move wiring harness on 
bracket -2- clear. 


a Note 


Disregard -item 1-. 


~ <f z P 
{ A27-10340 | 


— Unplug electrical connector -1- at oil level and oil temperature 
sender - G266- . 


- Move clear wiring harness -3- at alternator -arrows-. 
- Rem 2, 6-. 
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— Unscrew nut -1- and detach B+ wire -2-. 
— Unplug electrical connector -3-. 


— Detach alternator -4- from threaded pins and take out from 
below. 


Installing 

Installation is carried out in reverse order; note the following: 

— Make sure poly V-belt is properly seated and correctly routed. 
— Connect battery. Steps required > page 13. 

— Start engine and check that poly V-belt(s) run properly. 


@ = “2.1 Exploded view - jump-start terminal”, page 34 
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3.2.4 Removing and installing alternator - ve- 
hicles with 4.0 Itr. TFSI engine 


Special tools and workshop equipment required 


+ Hose clip pliers - VAS 6362- 
VAS 6362 


Removing 


- Disconnect earth cable from battery with ignition switched off 
=> page 12. 


— Remove radiator with radiator cowl > Rep. gr. 19 ; Radiator/ 
radiator fans; Removing and installing radiator . 


— If fitted, remove bolt -arrow- for coolant line. 


— Remove tensioner for poly V-belt > Rep. gr. 13 ; Cylinder 
block (pulley end); Removing and installing tensioner for poly 
V-belt . 


[a] Note 


The coolant lines remain connected on the Audi RS 6. 


«F-n 
A19-11763 |f 
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— Unplug electrical connector -3-. 
— Unscrew nut -1- and detach B+ wire -2-. 


— Unscrew bolts -arrows- for alternator approx. 6 turns. 


- Tap carefully on bolt.heads.with a hammer to.release sliding, 
bushes soour alternati a 
ermitted | authorised by AUDI AG. AUDI AG doe 
- Remove bolts completely. a san . 
- Iffitted, remove silencer for auxiliary heater > "Auxiliary bl i 
supplementary heater; Rep. gr. 82; Auxiliary/supplementary 
heater; Removing and installing silencer with bracket . 


— Move alternator as far as possible towards right. 
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— Release hose clip -3- and detach coolant hose -4-. 
— Remove bolt -1- and pull off coolant hose with connection 


— Take out alternator towards front. 
Installing 
Installation is carried out in reverse order; note the following: 


[a] Note 


@ Secure all hose connections with the correct type of hose clips — — oni 


(same as original equipment) > Electronic parts catalogue . 


@ You must ensure that the bushes slide freely, as the clamping 
pressure of a stiff bush will be insufficient even when the cor- 
rect tightening torque is applied. 


- To facilitate positioning of alternator, drive back sliding bushes 
for securing bolts slightly. 

— Make sure poly V-belt is properly seated and correctly routed. 

— Connect battery. Steps required > page 13. 

— Start engine and check that belt runs properly. 

Tightening torques 


@ = “3.14 Exploded view Swater-Cooled alternator with sliding 
bushes" "page 44 


3.2.5 Removing and installing alternator = ve- 
hicles with.2.0 ltr: TDI engine (PR-TM4) 


Removing 


- Disconnect earth cable from battery with ignition switched off 
=> page 12. 
— Slacken off poly V-belt and detach from alternator pulley > 


Rep. gr. 13 ; Cylinder block (pulley end); Removing and in- 
stalling poly V-belt . 


— Unfasten retaining clips -arrows- and remove toothed belt cov- 
er (top). 


A10-11056 
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— Release hose clip -2- and detach air hose -3- from throttle 
valve module - J338- . 


— Remove bolt -1-. 


— Remove nut -3- and unplug electrical connector -1-. 


- Detach continued coolant circulation pump - V51- -item 2- with 
retainer and move clear to one side (with coolant hoses at- 
tached). 


— Unscrew centre hex stud -2- and pull coolant pipe -1- (with 
hoses connected) in direction of -arrow-. 


— Unscrew terminal 30/B+ -item 1-. 


— Unplug electrical connector -2-. 
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— Remove bolts -arrows-. 


[a] Note 


+è /falternator sticks in retainer, screw bolt back in again down 
to the last 2 turns. 


@ Tap carefully on bolt heads with flat side of hammer to release 
bushes of alternator mountings. 


. ; Re MATIN 
— Pull coolant pipe to one side and detach alternator -1-. — 2 CE 


Installing à = 
Installation is carried out in reverse order; note the following: 


- To facilitate positioning of alternator, drive back bushes for 
securing bolts slightly. 


(å) Note 


Stiff alternator mount bushes must be freed; otherwise the clamp- 
ing force of the bush will not be adequate even when the bolts are 
tightened to the correct torque. 

— Make sure poly V-belt is properly seated and correctly routed. 
— Connect battery. Steps required > page 13. 

— Start engine and check that belt runs properly. 

Tightening torques 


+ 221 .3 Exploded view - alternator with sliding bushes”, page 


3.2.6 Removing and installing alternator - ve- 
hicles with 2.0 Itr. TDI engine (PR-TD1) 


Removing 


— Disconnect earth cable from battery with ignition switched off 
> Page 12 


= Remove tensioner for poly V-belt > Engine; Rep. gr. 13; 
Cylinder block (pulley.end); Removing and installing tensioner 
for poly V-belt . 


-~__ Detach air conditioner compressor at bracket and tie up to side 
> Heating, air conditioning; Rep. gr. 87 ; Air conditioner com- 
pressor; Detaching,and attaching, air:conditioner compressor 
at bracket . 
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— Unplug electrical connector -3-. 
— Unscrew nut -2- and detach B+ wire -1-. 
— Unscrew bolts -arrows- approx. six turns. 


— Tap carefully on bolt heads with a hammer to release bushes 
on alternator mountings. 


— Remove bolts completely. 

— Remove alternator -4- downwards. 

Installing 

Installation is carried out in reverse order; note the following: 


- To facilitate positioning of alternator, drive back bushes for 
securing bolts slightly. 


* Stiff alternator mount bushes must be freed; otherwise the 
clamping force of the bush will not be adequate even when the 
bolts are tightened to the correct torque. 


- Connect battery. Steps required > page 13. 

— Start engine and check that poly V-belt(s) run properly. 
Tightening torques 

+ 231 .3 Exploded view - alternator with sliding bushes”, page 


3.2.7 Removing and installing alternator - ve- 
hicles with 3.0 Itr. TDI engine 
Removing 


- Disconnect earth cable from battery with ignition switched off 
=> page 12. 


— Slacken.off poly V-belt and detach from alternator pulley > 
Rep i y ir block (pulley end); Removing and in- 


~Remove ait. cleaner hosing > Rep. gr. 23 ; Air cleaner; Re- 
moving and installing air cleaner housing . A 57 S ef 4 
r,,Press release tabs and remove crankcase breather hose -1-. By N ) 


CESA AIAN 
4 ey ey, AA os 
Sal A 


N d i e 
— Unclip pressure differential sender - G505- -item 2- and re- A H 
move from bracket. l ENL 


Unplug electrical connector -3-. 


VA 


= 
N I TA 
W 


— Unscrew bracket for pressure differential sender from cylinder 
head cover. 


- dtl bracket for fuel lines on cylinder head cover and lift fuel 
ines. 
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Remove bolts -2- and -3-. 
Detach air pipe from air hose (release hose clip -1-). 


Remove front right wheel spoiler > General body repairs, ex- 
terior; Rep. gr. 66 ; Wheel housing liners; Removing and 
installing wheel housing liner (front) . 


Detach air hose from air pipe (right-side) and move clear to 
one side (release hose clip -arrow-). 


Push air pipe upwards until alternator is free. 


Remove noise insulation (front) = General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


Ls 


mal A21-10230 
~ - [ea 


Unscrew bolts -arrows- for alternator approx. 6 turns. 


Tap. carefully on bolt heads witha, hammer to, release bushes 
on alternator mountings. 


Remove bolts completely. 


Detach alternator from bracket. 
Unplug electrical connectors -2, 4-. 
Unscrew nut -1- and detach B+ wire -3-. 


A27-10284 
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- Take out alternator -1- as shown in illustration -arrow-. 
Installing 
Installation is carried out in reverse order; note the following: 


- To facilitate positioning of alternator, drive back bushes for 
securing bolts slightly. 


B Note 


Stiff alternator mount bushes must be freed; otherwise the clamp- . d \ P 
ing force of the bush will not be adequate even when the bolts are 
tightened to the correct torque. ; 


— Make sure poly V-belt is properly seated and correctly routed. 
— Connect battery. Steps required > page 13. 

— Start engine and check that poly V-belt(s) run properly. 
Tightening torques 


@ = “3.1.3 Exploded view - alternator with sliding bushes”, page 
40 


@ Air pipe > Rep. gr. 21 ; Charge air system; Exploded view - 
charge air system 


3.2.8 


Removing 


- Disconnect earth cable from battery with ignition switched off |’ 
=> page 12. nitted | t UI [ 


— Carefully pull engine cover panel off retaining pins one-after 
another -arrows-. Do not jerk engine cover panel away, and 
do not try to pull on one side only. 


- Remove air cleaner housing > Rep. gr. 23 ; Air cleaner; Re- 
moving and installing air cleaner housing . 


— Slacken off poly V-belt and detach from alternator pulley > 
Rep. gr. 13 ; Cylinder block (pulley end); Removing and in- 
stalling poly V-belt . 


- Move fuel lines clear at cylinder head cover. 


— Press release tabs and remove crankcase breather hose -1-. 


fy 


15-1 
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— Remove front noise insulation = General body repairs, exte- 
rior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


— Remove bolts -1-. 


[a] Note 


Disregard -item 2-. 


- ade hose clip -3- and detach air hose from air pipe (right- 
side). 


— Remove bolts -arrows-. 


— Detach air pipe (right-side) -2- with air pipe intermediate piece 
-1- from turbocharger and move to one side. 


; a Ro 
= i -~ 


i 


Parts ] 


Mf. 
} 
i 
Jas 


— Unplug electrical connector -2- and move clear. 


(ë) Note 


Disregard -item 1-. 


- i R : turn stop -1- for torque reaction sup- 
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— Unclip cover -1-. 
— Remove bolt -2- and detach idler roller (right-side). 


- Unscrew bolts -arrows- for alternator approx. 6 turns. 


— Tap carefully on bolt heads with a hammer to release bushes 
on alternator mountings. 


— Remove bolts completely. 


— Detach alternator from bracket. 

— Unplug electrical connectors, -2,,4-. 

— Unscrew nut -1- and detach B+ wire -3-. 

— Take out alternator towards right. 

Installing 

Installation is carried out in reverse order; note the following: 


- To facilitate positioning of alternator, drive back bushes for 
securing bolts slightly. 


a Note 


Stiff alternator mount bushes must be freed; otherwise the clamp- 
ing force of the bush will not be adequate even when the bolts are 
tightened to the correct torque. 


A27-10284 


— Make sure poly V-belt is properly seated and correctly routed. 

- Connect battery. Steps required > page 13. 

- Start engine and check that poly V-belt(s) run properly. 

Tightening torques 

+ Fona .3 Exploded view - alternator with sliding bushes”, page 

@ Stop for torque reaction support > Rep. gr. 10 ; Assembly 
mountings; Exploded view - assembly mountings . 


@ Airpipe = Rep. gr. 21 ; Charge air system; Exploded view - 
charge air system 
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3.2.9 Removing and installing alternator - ve- 
hicles with 3.0 Itr. TDI engine (EA897 
generation |) 

Removing 


— Disconnect earth cable from battery with ignition switched off 
=> page 12. 


— Remove air cleaner housing > Rep. gr. 23 ; Air cleaner; Re- 
moving and installing air cleaner housing . 


— Remove cover -1- (right-side) for drive shaft in wheel housing. 


— Remove bolts -arrows- and detach heat shield -1- (right-side). 


— Remove front wheel spoiler (right-side) >. General body re- 
pairs, exterior; Rep. gr. 66 ; Wheel housing liners; Exploded 
view - wheel housing liner (front) . 


— Remove poly V-belt > Rep. gr. 13 ; Cylinder block (pulley 
end); Removing and installing poly V-belt . 


\ 


(i 


/ 
"| A10-11377 
1 
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— Release hose clip -4- and detach air hose from air pipe. 


— Remove bolts -1, 3- and push air pipe -2- upwards until alter- 
nator is accessible. 
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— Remove bolt -2- and detach idler roller. 


— Drain off coolant > Rep. gr. 19 ; Cooling system/coolant; 
Draining and filling cooling system . 


— Lift retaining clip -2- and disconnect coolant hose from radia- 
tor. 


— Unscrew bolts -arrows- for alternator approx. 6 turns. 
- Tap carefully on bolt heads with a hammer to release bushes 
ona 2 


— 
a — : 


amw a 
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— Detach alternator -4- from bracket. 
— Unscrew nut -1- and detach B+ wire -2-. 
— Unplug electrical connector -2-. 


/ a Vs 
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— Take out alternator -1- as shown in illustration -arrow-. 


[a] Note 


+ /fthe air pipe cannot be pushed far enough upwards, the cool- 
ant pipe l aic must be detached (to do so, remove bolts 
-arrows-). 


@ Do not loosen -items 1, 2 and 3-. 


Installing 
Installation is carried out in reverse order; note the following: 


(å) Note 


Stiff alternator mount bushes must be freed; otherwise the clamp- 
ing force of the bush will not be adequate even when the bolts are 
tightened to the correct torque. 


- To facilitate positioning of alternator, drive back bushes for 
securing bolts slightly. 


— Make sure poly V-belt is properly seated and correctly routed. 
— Connect battery. Steps required > page 13. 

— Start engine and check that poly V-belt(s) run properly. 
Tightening torques 


+ ZA .3 Exploded view - alternator with sliding bushes”, page 


@ = Rep. gr. 13; Cylinder block (pulley end); Exploded view - 
cylinder block (pulley end) 


3.3 Checking alternator 


> Electrical system; General information; Rep. gr. 27 ; Alternator 
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4 Starter 
> “4.1 Exploded view - starter”, page 58 
=> “4.2 Removing and installing starter’, page 60 


4.1 Exploded view - starter 


> “4.1.1 Exploded view - starter, vehicles with 4-cyl. engine”, page 
58 


> “4.1.2 Exploded view - starter, vehicles with 6-cyl. or 8-cyl. en- 
gine”, page 59 


4.1.1 Exploded view - starter, vehicles with 4-cyl. engine 


1 - Bolt 
Q Tightening torque: 


@ Vehicles with manual gear- 
box > Rep. gr. 34; Re- 
moving and installing gear- 
box; Tightening torques for 
gearbox 


@ Vehicles with automatic 
paara > Rep. gr. 37; 
emoving and installing 


gearbox; Tightening tor- - 
ques for gearbox ` 

¢ Vehicles with dual clutch i a if 
gearbox > Rep. gr. 34; ie i PN Cl W X 


Removing and installing 
gearbox; Tightening tor- 
ques for gearbox 


6 


2 - Spacer sleeve 


3 - Starter 


Q Removing and installing 


4 - Terminal B+ 
5 - Nut 
Q 15Nm 
6 - Electrical connector 
7 - Bolt 
Q Tightening torque: 


@ Vehicles with manual gear- 
box > Rep. gr. 34; Re- 
moving and installing gear- 


box; Tightening torques for 


gearbox 


¢ Vehicles with automatic gearbox = Rep. gr. 37 ; Removing and installing gearbox; Tightening torques for 
gearbox 


@ Vehicles with dual clutch gearbox > Rep. gr. 34 ; Removing and installing gearbox; Tightening torques for 
gearbox 
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4.1.2 Exploded view - starter, vehicles with 6-cyl. or 8-cyl. engine 


1 - Starter 


QO Removing and installing 
=> page 60 


2 - Bolt 
Q Tightening torque: 


@ Vehicles with manual gear- 
box or dual clutch gearbox 
=> Rep. gr. 34; Removing 
and installing gearbox; 
Tightening torques for 
gearbox 


@ Vehicles with automatic 
gearbox > Rep. gr. 37; 
Removing and installing 
gearbox; Tightening tor- 
ques for gearbox 


3 - Electrical connector 
4 - Terminal B+ 


5 - Nut 
OQ 20Nm 


6 - Bolt 
Q Tightening torque: 


@ Vehicles with manual gear- 
box or dual clutch gearbox 
=> Rep. gr. 34 ; Removing 
and installing gearbox; 
Tightening torques for 
gearbox 


@ Vehicles with’automatic 
gaano > Rep. gr. 37; 
emoving and installing 


gearbox; Tightening tor- 


ques for gearbox 
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4.2 Removing and installing starter 


> “4.2.1 Removing and installing starter - vehicles with 1.8 Itr and 
2.0 Itr. TFSI engine without high-voltage system”, page 60 


> “4.2.2 Removing and installing starter - vehicles with 2.0 Itr. 
TFSI engine and high-voltage system”, page 62 


> “4.2.3 Removing and installing starter - vehicles with 2.5 Itr. and 
2.8 Itr. FSI engine”, page 63 


=> “4.2.4 Removing and installing starter - vehicles with 3.0 Itr. 
TFSI engine”, page 64 


=> “4.2.5 Removing and installing starter - vehicles with 4.0 Itr. 
TFSI engine”, page 65 


=> “4.2.6 Removing and installing starter - vehicles with 2.0 Itr. TDI 
engine (PR-TM4)”, page 67 


=> “4.2.7 Removing and installing starter - vehicles with 2.0 Itr. TDI 
engine (PR-TD1)”, page 68 


=> “4.2.8 Removing and installing starter - vehicles with 3.0 Itr. TDI 
engine”, page 71 ; 
> “4.2.9 Remdving ana installi 
biturbo TDI engine”, ‘page 41 
> “4.2.10 Removiig and ihstalliig stafter - vehicles with 3.0 Itr. 
TDI engine (EA897 generation |)”, page 72 
4.2.1 Removing and installing starter - vehi- 
cles with 1.8 Itr and 2.0 Itr. TFSI engine 
without high-voltage system 


Removing 


- Disconnect earth cable from battery with ignition switched off 
=> page 12. 
— Vehicles up to model year 2014 only: Remove catalytic con- 


verter > Rep. gr. 26 ; Emission control system; Removing 
and installing catalytic converter . 


- Remove engine mounting (right-side) > Rep. gr. 10 ; Assem- 
bly mountings; Removing and installing engine mountings . 


- Remove nut -1- and move earth cable clear at engine support. 


-— Remove bolts -arrows- and detach engine support (right-side). 


- Remove bolt -1- for retainer -2- for wiring harness. 


[eres 


60 Rep. gr.27 - Starter, current supply, CCS 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


— Unplug connector -3- by sliding locking element to rear and 
pressing down release catch. 


— Unscrew nut -2- and detach B+ wire from solenoid switch. 
— Unscrew bolts -1, 4- and detach starter. 


[a] Note 


-Item 1- is accessible from above. 


Installing 
Installation is carried out in reverse order; note the following: 


— On vehicles with automatic gearbox, check whether locking 
part -1- is properly inserted in starter opening before installing 
starter. 


* The locking part must align with the starter opening -2- 
-arrow-. 


A Caution 


Risk of damage to starter. 


Tightening torques righi Copying for private or commercial purposes, in 


AA 
e 58 


ject to the correctness of information in this document. Copy 
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4.2.2 Removing and installing starter - vehi- 
cles with 2.0 Itr. TFSI engine and high- 
voltage system 

Removing 


— Disconnect earth cable from batteries with ignition switched 
off > page 13. 


— Hybrid: Remove catalytic converter > Rep. gr. 26 ; Emission 
control system; Removing and installing catalytic converter . 


- e-tron: Remove front silencer > Rep. gr. 26 ; Exhaust pipes/ 
silencers; Removing and installing front silencer . 


— Remove engine mounting (right-side) > Rep. gr. 10 ; Assem- 
bly mountings; Removing and installing engine mountings . 


— Remove nut -1- and move earth cable clear at engine support. 


— Remove bolts -arrows- and detach engine support (right-side). 


— Unscrew bolts -1, 4- and detach starter. 


B Note 


-Item 1- is accessible from above. 

- Unplug connector -3- by sliding locking element to rear and 
pressing down release catch. 

— Unscrew nut -2- and detach B+ wire from solenoid switch. 


Installing 
Installation is carried out in reverse order; note the following: 


— Check whether locking part -1- is properly inserted in starter 
opening before installing starter. 


* The locking part must align with the starter opening -2- 
-arrow-. 
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A Caution 


Risk of damage to starter. 


$ To tighten bolt -2-, spacer sleeve -arrow- must be inserted 
between starter and gearbox. 


— Connect battery. Steps required > page 14. 


Tightening torques ` 


@ = “4.1.1 Exploded view - starter, vehicles with 4-cyl. engine” 
page 58 


4.2.3 


Removing 
— Disconnect earth cable from battery with ignition switched off 
=> page 12 permitt inle i ed by AUDI AG. AUDI AG doe 


- Remove plenum :chamber'partition:panel = ‘General body re= doc: t ' t by AUDI AG 
pairs, exterior; Rep. gr. 50 ; Bulkhead; Removing and instal- 
ling plenum chamber partition panel . 


— Vehicles with multitronic gearbox: Detach catalytic converter 
(right-side) from exhaust manifold > Rep. gr. 26 ; Emission 
control system; Removing and installing catalytic converter . 


— Remove bolt -arrow-. 


= 
<= 
A27-10286 


— Remove front wheel spoiler > General body repairs, exterior; 
Rep. gr. 66 ; Wheel housing liners; Removing and installing 
wheel housing liner (front) . 


— Unscrew nut -1-. 


— Cut through cable ties -3 and 4- and detach bracket -2- for 
wiring harness. 
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— Remove engine mountings > Rep. gr. 10 ; Assembly mount- 
ings; Removing and installing engine mountings . 


— Remove nut -1- and move earth cable clear at engine support. 


— Remove bolts -arrows- and detach engine support (right-side). 


— Unplug connector -3-,by sliding, locking element.to.rear and 
pressing down release catch. 


— Unscrew nut -4- and detach B+ wire 2- from solenoid switch. 
- Remove bolt -5- and detach starter -1-. 
Installing 

Installation is carried out in reverse order; note the following: 

— Connect battery. Steps required > page 13. 

Tightening torques 


@ > “4.1.2 Exploded view - starter, vehicles with 6-cyl. or 8-cyl. 
engine”, page 59 


@ = “2.1 Exploded view - jump-start terminal”, page 34 


4.2.4 Removing and installing starter - vehi- 
cles with 3.0 Itr. TFSI engine 
Removing 


- Disconnect earth cable from battery with ignition switched off 
=> page 12. 


- Remove plenum chamber partition panel > General body re- 
per exterior; don gr. 50 ; Bulkhead; Removing and instal- 
ing plenum chamber partition panel . 


— Remove bolt -arrow-. 


= 
= 


n ES — A27-10286 
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— Unplug electrical connector -1- at oil level and oil temperature 
sender - G266- . 


— Move clear wiring harness -3- at alternator -arrows-. 


[a] Note 


Disregard -items 2, 4, 5, 6-. 


— Remove engine mountings > Rep. gr. 10 ; Assembly mount- 
ings; Removing and installing engine mountings . 


— Remove nut -1- and move earth cable clear at engine support. 
— Remove bolts -arrows- and detach engine support (right-side). 


— Unplug connector -3- by sliding locking element to rear and 
pressing down release catch. 


— Unscrew nut -4- and detach B+ wire -2- from solenoid switch. 
— Remove bolt -5- and detach starter -1-. 

Installing 

Installation is carried out in reverse order; note the following: 

— Connect battery. Steps required > page 13. 

Tightening torques 


@ = “4.1.2 Exploded view - starter, vehicles with 6-cyl. or 8-cyl. 
engine”, page 59 


A27-10287 


4.2.5 Removing and installing starter - vehi- 
cles with 4.0 Itr. TFSI engine 


4 ‘On vehicles with dual clutch gearbox 0B5: Remove catalytic 
N 4 Converters > Rep. gr. 26 ; Emission control system; Remov- 
A ing and installing-catalytic converter . 


— Remove engine mountings > Rep. gr. 10 ; Assembly mount- 
ings; Removing and installing engine mountings . 


~ _ Remove front wheel housing liner > General body repairs, 
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and 
installing wheel housing liner, (front) . 
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- On vehicles with automatic gearbox OBK: Remove noise in- 
sulation (rear) = General body repairs, exterior; Rep. gr. 66 ; 
Noise insulation; Removing and installing noise insulation . 


— Unscrew bolts -arrows- and detach heat shield. 


— Remove nut -2- and move earth cable clear at engine support 
(right-side). 


- Remove bolts -arrows- and detach engine support (right-side) 
-1-. 


— Unplug connector -4- by sliding locking element to rear and 
pressing down release catch. 


— Unscrew nut -3- and detach B+ wire from solenoid switch. 
- Remove bolts -1, 2-. 
— Detach starter -5-. 


Protected by copyright. Copying for private or comm 


permitted unless authorised by AUDI AG. AUDI AG de 


with respect to the correctness of information in this document. í 
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Installing 
Installation is carried out in reverse order; note the following: 


— Check whether locking part -1- is properly inserted in starter 
opening before installing starter. 


* The locking part must align with the starter opening -2- 
-arrow-. 


Tightening torques 


@ = “4.1.2 Exploded view - starter, vehicles with 6-cyl. or 8-cyl. 
engine”, page 59 


4.2.6 Removing and installing starter - vehi- 
cles with 2.0 Itr. TDI engine (PR-TM4) 
Removing 


— Disconnect earth cable from battery with ignition switched off 
=> page 12. 


— Remove bolts -1, 2- and detach turbocharger support. 


— Remove engine mounting (right-side) > Rep. gr. 10 ; Assem- 
bly mountings; Removing and installing engine mountings . 


— Remove nut -1- and move earth cable clear at engine support. 
— Remove bolts -arrows- and detach engine support (right-side). 


Protected by copyright. Copying for private or commercial purposes, in part o 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept < 
with respect to the correctness of information in this document. Copyright by AUDI AG 
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— Remove bolt -1- for retainer -2- for wiring harness. 


— Unplug connector -3- by sliding locking element to rear and 
pressing down release catch. 


3 babbar solenoid switch. 


-Item 1- is accessible fom above. | = 


t to the rectne inforn í \ 


Installing 


Installation is carried out in reverse order; note the following: 


A Caution 


Risk of damage to starter. 


$ To tighten bolt -2-, spacer sleeve -arrow- must be inserted 
between starter and gearbox. 


— Connect battery. Steps required > page 13. 


Tightening torques 


@ = “4.1.1 Exploded view - starter, vehicles with 4-cyl. engine” 
page 58 


4.2.7 Removing and installing starter - vehi- 
cles with 2.0 Itr. TDI engine (PR-TD1) 
Removing 


- Disconnect earth cable from battery with ignition switched off 
=> page 12. 


— Remove engine cover panel > Servicing 4-cylinder TDI en- 
gine, common rail; Rep. gr. 10 ; Engine cover panel; Remov- 
ing and installing engine cover panel . 
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E 


as E 


Remove plenum chamber partition panel > General body re- 
pairs, exterior; Rep. gr. 50 ; Bulkhead; Exploded view - plenum 
chamber partition panel . 


Remove nut -4- and move bracket with electrical connectors 
-1, 2, 3- to one side. 


Remove bolt -1- and centre hex stud -2-. 
Release hose clip -3- and detach air pipe. 


Remove nut -2- and bolts. -1, 4- and push coolant pipe (rear) 
°Cglightly to one side. Py n 


n Remove engine mounting (right-side) > Rep: gr. T0 Assem- 
_ bly mountings; Removing,and installing engine, mountings -right | 


Remove nut -1- and move earth cable clear at engine support. 
Remove bolts -arrows- and detach engine support (right-side). 


We 


N Ng G KIA 


NE 
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— Remove bolt -1- for retainer -2- for wiring harness. 


— Unplug connector -3- by sliding locking element to rear and 
pressing down release catch. 


— Unscrew nut -2- and detach B+ wire from solenoid switch. 
— Unscrew bolts -1, 4- and detach starter. 


a Note 


-Item 1- is accessible from above. 


Installing 


Installation is carried out in reverse order; note the following: 


A Caution 


Risk of damage to starter. 


$ To tighten bolt -2-, spacer sleeve -arrow- must be inserted 
between starter and gearbox. 


— Connect battery. Steps required > page 13. 


Tightening torques 
@ = “4.1.1 Exploded view - starter, vehicles with 4-cyl. engine” 
page 58 


@ = Engine; Rep. gr. 10 ; Assembly mountings; Exploded view 
- assembly mountings 


@ = Servicing 4-cylinde 
Charge air system; É 


@ = Servicing 4-cylinder T rail; Rep. gr. 21; 
Charge air system; ana view - hose connections for 


charge air system p ooog irl , mercial purpesessins inha 


¢ = Servicing 4-cylinder TDI engine, common rail Roget 9RCIDi DT AG does 
Coolant pipes; Exploded view - coolant pipes i oa 
ess of AUDI AG 
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4.2.8 Removing and installing starter - vehi- 
cles with 3.0 Itr. TDI engine 
Removing 


— Disconnect earth cable from battery with ignition switched off 
=> page 12. 


— Remove plenum chamber partition panel = General body re- 
pam exterior; bn gr. 50 ; Bulkhead; Removing and instal- 
ing plenum chamber partition panel . 


— Remove bolt -arrow-. 


py ozs 

— Remove engine mountings > Rep. gr. 10 ; Assembly mount- 
ings; Removing and installing engine mountings . 

— Remove nut -1- and move earth cable clear at engine support. 

— Remove bolts -arrows- and detach engine support (right-side). 


- Unplug,connector -2--by sliding, locking element.to.rear,and.) pur: 
pressing down release catch. . 


` tted | e L ) S€ I AUDI / AUD z doe l 
- Unscrew nut -4- and detach B+ wire 2 from solenoid switch. 
with rest tt n rt t ror iT nis l 
— Remove bolt -5- and detach starter -1-. 


Installing 


{ 


Installation is carried out in reverse order; note the following: 
— Connect battery. Steps required > page 13. 
Tightening torques 


@ = “4.1.2 Exploded view - starter, vehicles with 6-cyl. or 8-cyl. 
engine”, page 59 


4.2.9 Removing and installing starter - vehi- 
cles with 3.0 Itr. biturbo TDI engine 

Removing 

— Remove bolt -arrow-. 

* From gearbox side (bottom right) 

— Remove alternator > page 52. 
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— Remove engine mountings > Rep. gr. 10 ; Assembly mount- 
ings; Removing and installing engine mountings . 


— Remove nut -1- and move earth cable clear at engine support. 


— Remove bolts -arrows- and detach engine support (right-side). 


— Unplug connector -2- by sliding locking element to rear and 
pressing down release catch. 


— Unscrew nut -4- and detach B+ wire -3- from solenoid switch. 
— Remove bolt -5- and detach starter -1-. 

Installing 

Installation is carried out in reverse sequence. 

Tightening torques 


@ = “4.1.2 Exploded view - starter, vehicles with 6-cyl. or 8-cyl. 
engine”, page 59 


4.2.10 Removing and installing starter - vehi- 
cles with 3.0 Itr. TDI engine (EA897 gen- 
eration l) 

Removing 

— Remove alternator > page 55. 


-— Remove engine mounting (right-side) > Rep. gr. 10 ; Assem- 
bly mountings; Removing and installing engine mountings . 


- Remove nut -1- and move earth cable clear at engine support. 
- Remove bolts -arrows- and detach engine support (right-side). 


- Remove noise insulation (rear) > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


— Remove heat shield for drive shaft (right-side) = Running 
gear, axles, steering; Rep. gr. 40 ; Drive shaft; Removing and 
installing heat shield for drive shaft . 


— Unscrew bolt -arrow- fror 
joints. 
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— Remove bolt -5- and detach starter -1-. 
Protectlastalling yright. Copying for private mercial į 

tInstallation,is carried outin reverse sequence: n 

eTightening:torquesiiess o I 


@ = “4.1.2 Exploded view - starter, vehicles with 6-cyl. or 8-cyl 
engine”, page 59 
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5 Start/stop system 

> “5.1 Overview of fitting locations - start/stop system” 

page 74 

> “5.2 Removing and installing voltage stabiliser’, page 75 

5.1 Overview of fitting locations - start/stop system 
1 - Bracket 


Q For voltage stabiliser - 
J532- 
2 - Nut 
QO 3Nm 
3 - Start/stop operation button 
693- 


Q Removing and installing 
> “2.13 Removing and 


installing switches in 
dash panel”, page 333 


4-Trim 


Q For control unit 1 fo | 0 ¢ 
formation electro 
J794- ' 


5 - Voltage stabiliser - J532- 
ü Removing and installing: 
= page 75 ermit 


6 - Electrical connector 
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5.2 Removing and installing voltage stabil- 


Removing 


Installing 
Installation is carried out in reverse sequence. 


iser 


Switch off ignition. 


Take hold of grip to lift luggage compartment floor covering 
and fold it towards front. 


Remove lining for spare wheel well (if fitted) = General body 
repairs, interior; Rep. gr. 70 ; Luggage compartment trim pan- 
els; Removing and installing lining for spare wheel well . 


Release retaining tabs -1- -arrow A- and pull voltage stabiliser 
- J532- -item 3- out of bracket -2- -arrow B-. 


Unplug electrical connector -4-. 
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6 Adaptive cruise control 


> “6.1 Overview of fitting locations - adaptive cruise control”, page 
76 


> “6.2 Removing and installing adaptive cruise control unit”, page 
rita 


=> “6.3 Calibrating adaptive cruise control”, page 80 
6.1 Overview of fitting locations - adaptive cruise control 


1 - Quick-release fastener 
QO 3x 
Q Renew after removing 


2 - Retainer 
Q Removing and installing 
=> page 77 
3 - Bolt 
QO 2.5 Nm 


4 - Connector 


Q Check for damage, con- 
tact corrosion and mois- 
ture, and repair if neces- 
sary > Electrical sys- 
tem; General informa- 
tion; Rep. gr. 97; 
Repairing wiring har- 
nesses and connectors 


5 - Cover 


6 - Adaptive cruise control unit 


Q Right-side: adaptive 
cruise control unit - 
J428- 


Q Left-side: control unit 2 
for adaptive cruise con- 
trol - J850- 


m) dae and installing 
> page 7 
7 - Clip 


OQ Must always be re- 
newed if stud -item 8- 
was removed 


QO) Renewing = page 78 
8 - Stud 
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6.2 Removing and installing adaptive cruise 
control unit 


> “6.2.1 Removing and installing adaptive cruise control unit 
J428 / J850 ”, page 77 


> “6.2.2 Removing and installing bracket for adaptive cruise con- 
trol unit J428 / J850 ”, page 77 


> “6.2.3 Renewing clip on adaptive cruise control unit J428 / J850 
” page 78 


6.2.1 Removing and installing adaptive cruise 
control unit - J428- / -J850- 


(i) Note 


/f control unit is to be renewed, select the “Replace control unit” 
function for appropriate control unit in » Vehicle diagnostic tester. 


Removing 


— Remove air intake grille > General body repairs, exterior; Rep. 
gr. 63 ; Bumper (front); Exploded view - bumper cover . 


— Remove bolts -1, 2, 3-. 


(å) Note 


Clean and dry the control unit in the area around the electrical 
connector. 


— Unplug electrical connector -arrow-. 


— Detach adaptive cruise control unit -A- from bumper cover. 


Installing 


Installation is carried out in reverse order; note the following: 


[a] Note 


Check electrical connector for damage, contact corrosion and 
water ingress and repair if necessary > Electrical system; Gen- 
eral information; Rep..gr. 97; Repairing wiring harnesses and 
connectors . 


- Calibrate-adaptiveccruise control =» page: 80. 


Tightening torques 


@ = “6.1 Overview of fitting locations > ‘adaptive'cruise‘control’ 
page 76 


6.2.2 Removing and installing bracket for 
adaptive cruise control unit - J428- / - 
J850- 


Special tools and workshop equipment required 
+ Digital caliper, 150 mm - VAS 6335- 
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Removing 

— Remove adaptive cruise control unit > page 77. 

— Release quick-release fastener -1- in anti-clockwise direction. 
— Remove quick-release fastener from studs. 


Detach bracket -2- from adaptive cruise control unit -3-. 
Installing 
Install in reverse order, paying attention to the following: 


(Ë) Note 


@ Renew quick-release fastener. 


@ Studs in bracket are pre-set and should be adjusted if neces- 
sary. 


@ /fstuds were removed, clips on adaptive cruise control unit 
must be renewed > page 78. 


— Set control unit down on a soft and clean surface. 


- Use digital caliper -VAS 6335- to measure dimension -a- on 
all studs and adjust if necessary. 


* Dimension -a- = 43.3 mm 


— Fit bracket -2- onto adaptive cruise control unit -item 3-. 
- Carefully press a new quick-release fastener -4- onto the stud 


— Lock quick-release fastener onto retaining plate by turning it 
clockwise as far as stop. 


A44-10214 


6.2.3 Renewing clip on adaptive cruise control 
unit -J428- / -J850- 


FE) sy 


+ /f studs were removed, clips on adaptive cruise control unit 
must be renewed. 


+è /tis not possible to remove the clips without irreparably dam- 
aging them. 
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Procedure 
Remove bracket for adaptive cruise control unit > page 77 . 
Remove stud -1- using a suitable tool -2-. 


— Insert a screwdriver between hook and housing. 


— Using the screwdriver, bend each hook outwards towards the 
centre until it audibly breaks off. 


- To avoid broken hooks becoming caught in housing, remove 
hooks from inside clip with long-nose pliers. 


— Insert new clip into bore in housing from left and press on by 
hand until it engages audibly. 


* The lugs on the clip must sit correctly in the recesses. 
— Insert stud. 
* Stud must be parallel with bore and correctly aligned with clip. 


A44-10197 
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- Screw stud into adaptive cruise control unit as far as dimen- 
sion -a-. 


* Dimension -a- = 43.3 mm 


— Repeat procedure for other clips if necessary. 


6.3 Calibrating adaptive cruise control 


Before starting calibration work, check whether the vehicle is fitted 
with a night vision system. If this is the case, the camera for the 
night vision system must first be calibrated (depending on the 
damage): 


Requirements 


- The,adaptive.cruise control unit must be calibrated in the fol- 
lowing situations: 


* If,adaptive cruise control unit -J428- / -J850- has been re- 
newed. 


« If adaptive cruise control unit -J428- / -J850- has been re- 
moved: and installed. 


If the front bumper cover has been damaged, for instance 
when parking the car. 


* If the front bumper has been loosened, adjusted, or removed 
and installed. 


* Ifthe rear axle toe setting has been adjusted. 
* If alignment angle is greater than -0.8° to +0.8°. 


* lf there is excessive vertical alignment of adaptive cruise con- 
trol unit (system is deactivated due to loss of sensor vision). 
System operation is impaired by a recurring sensor vision 
problem which cannot be attributed to a dirty sensor or ad- 
py weather conditions (such as heavy rain, snow or ice, 
etc.). 


* If the event memory contains the entry “no or incorrect basic 
setting/adaption’. 


Further procedure > Running gear, axles, steering; Rep. gr. 44; 
Adaptive cruise control; Calibrating adaptive cruise control sys- 
tem. 
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90- Gauges, instruments 


1 Dash panel insert 


> “1.1 Exploded view - dash panel insert”, page 81 
> “1.2 Exploded view - head-up displa age 83 


> “1.3 Removing and installing dash panel insert with control unit 
in dash panel insert J285 ”, page 83 


> “1.4 Pin assignment on multi-pin connectors in dash panel in- 
sert”, page 86 


> “1.5 Pin assignment on fuel gauge senders”, page 87 


=> “1.6 Pin assignment on coolant temperature sender”, 
page 87 


> “1.7 Removing and installing ambient temperature sensor”, 
page 88 


=> “1.8 Removing and installing control unit for head-up display”, 
page 89 


> “1.9 Calibrating control unit for head-up display”, page 89 


1.1 Exploded view - dash panel insert 
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1 - Electrical connector 


QO For ambient tempera- 
ture sensor - G17- 


2 - Ambient temperature sen- 
sor - G17- 


OQ) Removing and installing 
=> page 88 


3 - Oil level and oil temperature 
sender - G266- 


Q Removing and installi 
> Rep.gr. 17; Sum 
oil pump; Removing and 
installing oilevel’and oil 
temperature sender - 
G266- 


4 - Oil pressure switch - F22- / 
oil pressure switch for reduced 
oil pressure - F378- 


ü Removing and installing 
=> Rep. gr. 17 ; Oil filter/ 
oil pressure switches; 
Exploded view - oil filter 
housing/oil pressure 
switches 


5 - Brake fluid level warning 
contact - F34- 


Q Removing and installing 
> Brake system; Rep. 
gr. 47 ; Brake servo/ 
brake master cylinder; 
Exploded view - brake 
servo/brake master cyl- 


inder f 
6 - Bolt 
OQ 2x 
QO 3Nm 


7 - Instrument cluster 
Q With control unit in dash panel insert - J285- 
OQ Removing and installing > page 83 
Q Assignment of contacts at multi-pin connectors > page 86 


8 - Connector for fibre optic cable 
Q Cover with protective cap for wiring harness connector - VAS 6223/9- . 
9 - Electrical connector 
üQ For instrument cluster 
10 - Fuel gauge sender - G- 
QO Pin assignment > page 87 
11 - Fuel gauge sender 2 - G169- 
QO) Pin assignment > page 87 
12 - Rear brake pad wear sender 
QO Rear left brake pad wear sender - G36- , rear right brake pad wear sender - G37- 
QO Removing and installing > Brake system; Rep. gr. 46 ; Rear brakes; Exploded view - rear brake 
13 - Windscreen washer fluid level sender - G33- 
QO Removing and installing > page 114 
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14 - Front brake pad wear sender 
Q Front left brake pad wear sender - G34- , front right brake pad wear sender - G35- 
QO Removing and installing > Brake system; Rep. gr. 46 ; Front brakes; Exploded view - front brake 


15 - Coolant shortage indicator switch - F66- 


1.2 Exploded view - head-up display 


1 - Bolt 
n 4x 


Q Tightening torque > 
General body repairs, 
interior; Rep. gr. 70; 
Central tube for dash 
panel; Exploded view - 
central tube for dash 
panel 


2 - Bracket 
Q +Forcontrol unit for head- 
up display 


OQ) Removing and installing 
=> General body repairs, 
interior; Rep: gr. 70 ; 
Central tube for dash 
panel; Exploded view - 
central tube.for dash 
panel 


3 - Control unit for head-up dis- 
play - J898- 
Q Removing and installing 
=> page 89 
Q Calibrating = page 89 
4 - Bolt 
Q 5.5Nm 


5 - Bolt 
QO 5.5Nm 


6 - Cover (top) 


QO) Removing and installing 
=> General body repairs, 
interior; Rep. gr. 70; 


Dash panel; Exploded 
view - dash panel 
7 - Bolt 
QO 5.5Nm 


8 - Central tube 


1.3 Removing and installing dash panel in- 
sert with control unit in dash panel insert 
- J285- 


Special tools and workshop equipment required 
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@ Protective cap for cable connector - VAS 6223/9- from fibre- 
optic conductor repair set - VAS 6223A- VAS 6223A 


WO0-11495 


a Note 


+ All ih lamps in instrument cluster are fitted with light- 
emitting diodes. The instrument cluster must be renewed in 
the event of a warning lamp failure. 


+è The instrument cluster must not be dismantled. 
+., Removal of instrument cluster does not involve taking out 
steering wheel. 


— When renewing instrument cluster with control unit in dash 
panel insert - J285- select “Replacement” function for appro- 
priate control unit in “Guided Fault Finding” or “Guided Func- 
tions” > Vehicle diagnostic tester. 


Removing 


— Move steering wheel down and to rear as far as possible, using 
full range of steering column adjuster. 


— Remove light switch > page 331 . 


— Remove retaining frame for dash panel insert > General body 
repairs, interior; Rep. gr. 70 ; Dash panel; Removing and in- 
stalling retaining frame for dash panel insert . 


— Remove bolts -1, 3-. 


— Pull out instrument cluster -2- until it makes contact with steer- 
ing wheel. 


— Unplug connector -2- for fibre optic cable and electrical con- 
nector -1-. 


[sora ] 
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— Sealopen connector plug -2- of fibre optic cable with protective 
cap for cable connector - VAS 6223/9- -item 1-. 


[a] Note 


Protective cap prevents contamination of or mechanical damage 
to end face of fibre optic cable which would impair light transmis- 
sion. 


— Unplug electrical connector by releasing catch -1- and moving 
retaining clip in direction of -arrow-. 


— Take out instrument cluster towards front passenger side be- 
tween steering wheel and dash panel. 


Installing 
Installation is carried out in reverse order; note the following: 


— Continue to follow instructions on display of vehicle diagnostic 
tester for new instrument cluster. 


Tightening torques 


@ = (1.1 Exploded view- dash panel insert’, page 81 
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1.4 Pin assignment on multi-pin connectors 
in dash panel insert 

32-pin connector, grey -item A- 

1- MOST bus, ring circuit break diagnostic 

2- Not used 

3- Dash panel insert CAN bus (Low) 

4- Dash panel insert CAN bus (High) 

5- Earth, fuel gauge sender 

6- Fuel gauge sender àG- 

7- Fuel gauge sendené G- 

8- Display unit button - E506- (reset button) 

9- Fuel gauge,sender 2,- G169- 


10- Fuel gauge sender.2 - G169- 
11- Not used 

12- Not used 

13 - Not used 

14- Not used 

15- Not used 

16 - Not used 

17 - Not used 

18 - Not used 

19- Control unit for night vision system - J853- “—” 
20 - Control unit for night vision system - J853- “+” 
21- Not used 

22 - Not used 

23 - Not used 

24 - Not used 

25 - Not used 

26 - Not used 

27 - Not used 

28 - Not used 

29- Terminal 31 

30 - Terminal 31 

31 - Terminal 30 

32 - Terminal 30 


86 Rep. gr.90 - Gauges, instruments 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


Connection for optical MOST bus (fibre optic cable) -item B- 
1- MOST bus input 
2- MOST bus output 


A90-10145 


1.5 Pin assignment on fuel gauge senders 


=> “1.5.1 Pin assignment on fuel gauge sender G ”, page 87 

> “1.5.2 Pin assignment on fuel gauge sender 2 G169 ” 

page 87 

1.5.1 Pin assignment on fuel gauge sender - 
G- 

Unplug electrical connector at sealing flange of fuel tank; for pro- 


cedure refer to > Rep. gr. 20 ; Fuel delivery unit/fuel gauge 
sender; Removing and installing fuel gauge sender - G- . 


(å) Note 


Exact assignment of contacts can be found in applicable current 
flow diagram => Current flow diagrams, Electrical fault finding and 
Fitting locations. 


1.5.2 Pin assignment on fuel gauge sender 2 
- G169- 
Unplug electrical connector at sealing flange of fuel tank; proce- 


dure > Rep. gr. 20 ; Fuel delivery unit/fuel gauge sender; 
Removing and installing fuel gauge sender 2 - G169- . 


(å) Note 


Exact assignment of contacts can be found in applicable current 
flow diagram => Current flow diagrams, Electrical fault finding and 
Fittingocations, 


1.6 Pin assignment on coolant temperature 
sender 


> ‘1.6.1 Pin assignment at.coolant.temperature sender.G62.” 
page 87 


=> “1.6.2 Pin assignment on coolant temperature senders G62 / 
G83 "vehicles with TDI engine®, pag&88 


1.6.1 Pin assignment at coolant temperature 
sender - G62- 
— Unplug electrical connector at coolant temperature sender - 


G62- ; Procedure > Rep. gr. 19 ; Coolant pump/thermostat 
assembly; Exploded view - coolant pump/thermostat . 
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(a) Note 


Exact assignment of contacts can be found in applicable current 
flow diagram = Current flow diagrams, Electrical fault finding and 
Fitting locations. 


1.6.2 Pin assignment on coolant temperature 
senders -G62- / -G83- - vehicles with 
TDI engine 


Unplug electrical connector at radiator outlet coolant temperature 
sender - G83- ; Procedure > Rep. gr. 19 ; Coolant pump/ther- 
mostat assembly; Exploded view - coolant pump/thermostat . 


(à Note 


Exact assignment of contacts can be found in applicable current 
flow diagram => Current flow diagrams, Electrical fault finding and 
Fitting locations. 


1.7 Removing and installing ambient tem- 
perature sensor 
Removing 


— Remove lock carrier cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (front); Removing and installing attach- 
ments . 


— Carefully compress retaining clips -arrow- and pull ambient 
temperature sensor - G17- -item 2- out of retainer. 


— Unplug electrical connector -1-. 
Installing 
Installation is carried out in reverse order; note the following: 


After completing,the repair, carry outithe following steps on the 
operating and display unit for front air conditioning system - E87- 
using the “Guided Fault\Finding” function of the > Vehicle diag- 
nostic tester: 


— Interrogate event memory and erase any entries displayed. 
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1.8 Removing and installing control unit for 
head-up display 


A Caution 


Risk of damage 


$ When removing the control unit for head-up display - 
J898- , do not unscrew any bolts other than those shown 
here. 


If the bolts for the upper section of the housing are re- 
moved, the control unit for head-up display - J898- must 
be renewed. 


If the control unit for head-up display -J898- is dropped by 
mistake, it must be renewed (internal components may be 
damaged even though no external damage is visible). 


When fitting the control unit for head-up display -J898- , 
do not exert any pressure on the upper section of the 
housing, otherwise the control unit may have to be re- 
newed. 


Removing 


— Remove dash panel cover qop) > General body repairs, in- 
terior; Rep. gr. 70 ; Dash panel; Exploded view - dash panel . 


— Cover control unit -3- with a soft cloth. 


— Remove windscreen > General body repairs, exterior; Rep. 
gr. 64 ; Windscreen; Removing and installing windscreen . 


- Remove bolts -1, 2, 5-. 
— Lift out control unit slightly and unplug electrical connector 
4. 


- Detach control unit. 

Installing 

Installation is carried out in reverse order; note the following: 
— Fit control unit and tighten bolts. 


— Locate windscreen in position and secure temporarily, but do NA o] 
not bond in glass. 


— Switch on ignition and check function of control unit. 
-A number should be visible on the windscreen. 

— Calibrate control unit for head-up display > page 89 . 
Tightening torques 

@ = “1.2 Exploded view - head-up display”, page 83 


1.9 Calibrating control unit for head-up dis- 
play 

Special tools and workshop equipment required 

@ Calibration board for head-up display on Audi A6 - VAS 6657- 

Requirements 


— The control unit for head-up display must be calibrated in the 
following situations: 
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If the control unit for head-up display - J898- has been re- 
newed. 


If the windscreen has been removed and installed. 


If the event memory contains the entry “no or incorrect basic 
setting/adaption’. 


Preparations 


Vehicle must be standing on a smooth and level surface. 


Apply parking brake — the vehicle must not be moved while the 
calibration procedure is being performed. 


Fold down and disengage sun visors on both sides and swivel 
round to side windows. 


Attach calibration board -VAS 6657- to centre mountings for 
sun visors -1 and 2-. 


Performing calibration 


> Vehicle diagnostic tester must be connected. 


© A A Ad 


+ 


Select mode and begin diagnosis. 
Select tab. 
Choose [Select own test| and select following options one 


after the other: 

Body 

Electrical system 

01 - Self-diagnosis compatible systems 

82 - control unit for head-up display - J898 

82 - Control unit for head-up display, functions 
82 - Calibration of head-up display 


Further instructions are given by > Vehicle diagnostic tester dur- 
ing calibration procedure. 


After completing calibration of control unit for head-up display, 
exit “Calibration”, switch off ignition and unplug diagnostic 
connector. 
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2 Horn 


> “2.1 Exploded view - horn”, page 91 


> “2.2 Removing and installing treble horn H2 / bass horn H7 ”, 
page 93 


2.1 Exploded view - horn 


> “2.1.1 Exploded view - horn, vehicles without high-voltage sys- 
tem”, page 91 

> “2.1.2 Exploded view - horn, vehicles with high-voltage system” 
page 92 


2.1.1 Exploded view - horn, vehicles without high-voltage system 


1 - Bolt 
Q Tightening torque > 
General body repairs, 
exterior; Rep. gr. 63 ; 
Bumper (front); Explo- 
ded view - impact bar 
2 - Treble horn - H2- 
Q Version 1 


ū One horn above the oth- 
er 


Q nomor and installing 
> page 9 
3 - Bass horn - H7- 
Q Version 1 


ü One horn above the oth- 
er 


Q Removing and installing 
=> page 93 
4 - Nut 
Q 11 Nm 
5 - Bracket 
Q For horns (right-side) 
Q Removing and installingy|} 
=>paĝğe %0) GT) CI 
6 - Nut < 
Q 11 Nm 
7 - Bolt 
Q 8 Nm 
8 - Impact bar, mounting (right- 
side) 
9 - Nut 
Q 11Nm 
10 - Bracket 
Q For horn (right-side) 
QO Removing and installing > page 94 
11 - Bass horn - H7- 
Q Version 2 


2. Horn 91 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


QO Removing and installing > page 93 


12 - Bolt 
QO &8Nm 


13 - Impact bar mounting (left-side) 


14 - Nut 
QO 11Nm 


15 - Bracket 

Q For horn (left-side) 

QO Removing and installing > page 94 
16 - Treble horn - H2- 

ü Version 2 

Q Removing and installing > page 93 


2.1.2 Exploded view - horn, vehicles with high-voltage system 


1 - Impact bar mounting (right- 
side) 


2 - Lock carrier 
3 - Bolt 
QO) 2x 


Q Tightening torque > 
Brake system; Rep. gr. 
47 ; Vacuum system; 
Exploded view - electric 
vacuum pump 


QO 
4 - Bolt 
QO 16Nm 
5 - Bass horn - H7- 


OQ) Removing and installing 
=> page 93 


6 - Spring clip 
7 - Nut 
QO 9Nm 


8 - Bracket 
Q For vacuum pump for 
brakes - V192- and horn 
(right-side) 
9 - Bolt 
QO 8Nm 
10 - Bracket 
Q For horn (left-side) 


QO Removing and installing 
=> page 94 


11 - Nut 
QO 9Nm 

12 - Treble horn - H2- 
QO Removing and installing > page 93 
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2.2 Removing and installing treble horn - 
H2- / bass horn - H7- 


> “2.2.1 Removing and installing treble horn H2 / bass horn H7 , 
version 1”, page 93 


> “2.2.2 Removing and installing treble horn H2 / bass horn H7 , 
version 2”, page 93 


> “2.2.3 Removing and installing bracket for horns - version 1”, 
page 94 


> “2.2.4 Removing and installing bracket for horns - version 2”, 
page 94 


2.2.1 Removing and installing treble horn - 
H2- / bass horn - H7- , version 1 

Removing 

- Remove bumper cover (front) = General body repairs, exte- 
rior; Rep. gr. 63 ; Bumper (front); Removing and installing 
bumper cover . 

— Remove nuts -2, 5-. 

— Detach horns -1, 4- from bracket. 

— Unplug electrical connectors -3, 6-. 

Installing 

Installation is carried out in reverse sequence. 

Tightening torques 

@ = “2.1 Exploded view - horn”, page 91 


2.2.2 Removing and installing treble horn - 
H2- / bass horn - H7- , version 2 
Removing 


— Remove bumper cover (front) > General body repairs, exte- 
rior; Rep. gr. 63 ; Bumper (front); Removing and installing 
bumper cover . 


— Unscrew nut -3-. 


bracket. 


nnector -2-. 


Installation is carried out in reverse sequence. 
‘Tightening torques”) | rcon 
atts Exploded View” horn”, page 91 


| 
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Removing 

~° Remove bumper cover (front) + General body repairs; exte " 

oy tion; Rep. gr. 63); Bumper (front); Removing and. installing, |; 
bumper cover f 

with respect to the correc 

— Unplug electrical con 


ation in this document. Copyrigt 


nectors -4, 5-. 
— Remove bolts -1, 2-. 

— Detach bracket -3- with horns. 
Installing 

Installation is carried out in reverse order; note the following: 
Tightening torques 

@ = “2.1 Exploded view - horn”, page 91 


@ = General body repairs, exterior; Rep. gr. 63 ; Bumper (front); rg 
Exploded view - impact bar Rhy. Za 


- s- 
E IT a90-10135 


2.2.4 Removing and installing bracket for 
horns - version 2 
Removing 


— Remove bumper cover (front) > General body repairs, exte- 
rior; Rep. gr. 63 ; Bumper (front); Removing and installing 
bumper cover . 


BEN 


- Onvehicles with auxiliary heater: Remove bracket for auxiliary 
heater > Auxiliary/supplementary heater; Rep. gr. 82 ; Aux- 
iliary/supplementary heater; Overview of fitting locations - aux- 
iliary/supplementary heater . 


) 


T 


— Unplug electrical connector -1-. 
— Remove bolt -3-. 
— Detach bracket -2- with horn. 


TRE 
a? | 


Installing 

Installation is carried out in reverse sequence. à | 
2 ¢ 

Tightening torques = Se Di 

® = “2.1 Exploded view - horn”, page 91 — 
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92 - Windscreen wash/wipe system 


1 Windscreen wiper system 


> “1.2 Exploded view - windscreen wiper system”, page 96 

=> “1.3 Moving windscreen wipers to service position”, page 98 
=> “1.4 Removing and installing wiper blade”, page 98 

=> “1.5 Removing and installing wiper arms”, page 99 

> “1.6 Adjusting wiper arms”, page 100 

> “1.7 Removing and installing wiper motor V ”, page 101 

> “1.8 Renewing windscreen wiper motor’, page 103 

> “1.9 Removing and installing rain and light sensor’, page 103 


1.1 Overview of fitting locations - windscreen wiper system 


1 - Washer jet for camera for 
night vision system - R212- 


QO Exploded view 
> page 125 
2 - Headlight washer jet 
QO Exploded view 
=> page 125 
3 - Wiper arm 
Q Exploded view 
=> page 96 
4 - Washer jet 
Q Exploded view 
=> page 111 
5 - Grommet 
üQ For washer fluid hose in 
bonnet 
6 - Grommet 
Q Forwasher fluid hose on 
wing panel 
7 - Wiper motor - V- 


Q With wiper motor control 
unit - J400- 


Q Exploded view 
> e 
8 - Washer fluid reservoir 
QO Exploded view 
=> page 111 
9 - Filler neck 
Q For'washer fluid reser- 


voir 
QO Exploded view 
=> page 111 
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1.2 Exploded view - windscreen wiper sys- 
tem 


> “1.2. Explodéd view - Wifidscreen wiper system”, page 96 


> “1.2.2 Exploded view - windscreen wiper system, rain and light 
sensor’ page 97 


1.2.1 Exploded view - windscreen wiper system 


1 - Bolt 
Q Tightening sequence 
=> page 97 
2 - Wiper motor - V- 


Q With wiper motor control 
unit - J400- 


Q Removing and installing 
=> page 101 
QO) Renewing > page 103 
3 - Bolt 
Q Tightening sequence 
=> page 97 
4-Nut 
Q 22Nm 


5 - Trim cap 
6 - Wiper arm, passenger side 


(LHD 


Q Different length = Elec- 
tronic parts catalogue 


Q Removing and installing 
=> page 99 


Q Adjusting > page 100 


7 - Wiper blade, passenger 
side (LHD) 


Q Different length > Elec- 
tronic parts catalogue 


QO Renewing > page 98 
8 - Wiper blade, driver side 
(LHD) 


Q Different length > Elec- 


tronic parts catalogue 
QO Renewing = page 98 
9 - Wiper arm, driver side (LHD) 
Q Different length = Electronic parts catalogue 
QO Removing and installing > page 99 
ū Adjusting > page 100 
10 - Trim cap 
11 - Nut 
Q 22Nm 
12 - Bolt 
QO Tightening sequence > page 97 
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Wiper motor - tightening torque and tightening sequence 
— Tighten bolts in stages in the sequence shown: 


Stage | Bolts [Tightening torque 


EERS Screw in by hand until contact is made 


?qo+ Silicone padright. Copying fo 
oer Qh: Different versions» by Ap 
Electronic parts cata- 
with “Sjogue® the correctness of 
QO) Renew after removing 
2 - Retainer 


ü For rain and light sensor 


OQ Bonded to windscreen 
3 - Clip 
QO Renew after removing 


4 - Rain and light sensor - 
G397- 


Q Different versions > 
Electronic parts cata- 
logue 

Q Removing and installing 
=> page 105 


QO Renewing > page 109 
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1.3 Moving windscreen wipers to service 


position 
a Note 


The bonnet must be completely closed if the wiper motor needs 
to be run during repair work (the voltage supply to the wiper motor 
is cut off when the bonnet is open). 


— Atsub-zero temperatures, first check that the wiper blades are 
not frozen onto the glass. 
— Switch on ignition. 


- Activate menu option: Windscreen wipers “on” via multimedia 
system operating unit > Owner's Manual for the vehicle . 


+ The wipers will run to the “service position’. 
— Switch off ignition. 


A Caution 


The bonnet can be damaged if the wipers are allowed to run 
back to the park position. 


$ Donot move the vehicle when the wiper arms are lifted up 
off the windscreen. 


$ The wipers automatically run back to the park position 
when the wiper switch is operated or when road speed 
exceeds 6 km/h. 


1.4 Removing and installing wiper blade 
Removing 

— Move windscreen wipers to service position > page 98 . 
— Lift wiper arm off windscreen. 


— Press retaining clip -arrow A- and slide wiper blade -1- off wip- 
er arm -2- -arrow B-. 


— Detach wiper blade. 
Installing 


A Caution 


A92-10076 


Risk of damage to body. 


@ The wiper blades for driver's and front passenger's side 
have different lengths. 


Installation is carried out in reverse order; note the following: 


98 Rep. gr.92 - Windscreen wash/wipe system 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


— Guide wiper blade -1- into wiper arm -2- in parallel position 
-arrow-. Make sure that retaining clip on wiper blade engages 
audibly in wiper arm when fitting wiper blade. 


— The wipers will run back from the “service position” when the 
wiper switch is operated or when road speed exceeds 6 km/ 
h. 


TETT 


A92-10077 


1.5 Removing and installing wiper arms 
Special tools and workshop equipment required 
¢ Tool kit for wiper arms - T10369- 


W00-10632 


Removing 


A Caution 


Risk of damage to wiper shafts 


$ The wiper shafts can be damaged if you attempt to detach 
the wiper arms without using the puller - T10369/1- . 


(å) Note 


The bonnet must be closed if the windscreen wiper motor has to 
be run during this procedure; otherwise there will be no power 
supply to the motor and it will not run. 


— Move windscreen wipers to service position > page 98 . 
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— Pry trim caps -arrows- off wiper arms -1- with a screwdriver. 
- Slacken nuts +2- a few turns. 


— Apply puller - T10369/1- at wiper arm -1- as shown in illustra- 
tion. 


— Apply thrust piece -2- at wiper shaft. 
— Turn bolt -3- clockwise until wiper arm is clear of wiper shaft. 
— Remove nuts and detach wiper arms. 


Installing 


VAN Caution 


A92-10125 


Risk of damage to body. 


@ The wiper arms for driver's and front passenger's side 
have different lengths. 


Installation is carried out in reverse order; note the following: 


— Adjust wiper arms > page 100. 


1.6 Adjusting wiper arms 


Procedure 


(i Note 


The bonnet must be closed if the windscreen wiper motor has to 
be run during this procedure; otherwise there will be no power 
supply to the motor and it will not run. 

— Remove wiper arms > page 99. 

- Switch on ignition. 


— Actuate “touch wipe” function and allow wiper motor to move 
to end position. 
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[a] Note 


@ Every 2nd time the wiper motor is switched off, it moves the 
wiper arms slightly past the end position, which ensures that 
the lip of the wiper blade is tipped the other way. 


@ The wiper motor moves the wiper arms down beyond their end 
position and then back up slightly to do this. Do not adjust the 
wiper crank while the wiper arms are in this raised position. 


@ Instead, carry out adjustment or checks only after the wiper 
motor has moved the wiper arms directly to their normal park 
position (not raised); if necessary let wipers carry out another 
‘touch wipe”. 

— Switch off ignition. 

— Fit wiper arm with wiper blade attached to wiper shaft. 


— Align tips of wiper blades -2- with cowl panel trim -3- at bottom 
edge of windscreen -1-: 


* Dimension -a- = 25 + 10 mm 
* Dimension -b- = 15+ 10mm 


— Tighten nuts -2- for wiper arms -1-. 
* Tightening torque > page 96 
— Switch on ignition. 


— Actuate “touch wipe” function and allow wiper arms to move 
to end position. 


— Switch off ignition. 


— Check setting for wiper arms once more and correct if neces- 
sary. 
— Presstrim caps -arrows-"Onto wiper arms. 


’s A92-10181 
A ie s 


1.7 Removing and installing wiper motor - V- 


Removing 
— Remove wiper arms > page 99 . 
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— Remove plenum chamber cover and cowl panel trim > Gen- 
eral body repairs, exterior; Rep. gr. 50 ; Bulkhead; Removing 
and installing plenum chamber cover . 


- Remove filler neck for washer fluid reservoir > page 112 . 


— Release fastener -arrow-, detach engine control unit -1- and 
move to one side with wiring attached. 


a Note 


Disregard -item 2-. 


- = ele ove wiring harness -3- 
clear. 


- lana retaining tabs -arrows- and, rapes mounting ~1- from ci: 
elo 


permitted unless authorised by AUDI AG. AUDI AG does not 


with respect to the correctness of information in this docun 


— Remove bolts -2, 4, 5-. 


— Swivel wiper frame -3- with linkage and wiper motor slightly 
forwards -arrow-. 


— Move clear electrical wiring harness -1- at wiper frame. 
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— Remove wiper frame -3- (together with linkage and wiper mo- 
tor) from plenum chamber between gas strut -1- and bonnet 
hinge -2-. 


Installing 

Installation is carried out in reverse order; note the following: 
— Fit wiper motor with wiper frame in vehicle. 

— Tighten bolts > page 97. 


— Press mounting for cowl panel trim onto body so that it en- 
gages audibly. 


A92-10236 


Adjust wiper arms > page 100. 

Tightening torques 

@ = Fig. “Wiper motor - tightening torque and tightening se- 
quence” , page 97 

1.8 Renewing. windscreen.wiper motor 

Procedure 


— When renewing control unit select “Replacement” function for 
relevant control unit in “Guided Fault Finding” or “Guided 
Functions” > Vehicle diagnostic tester. 


1.9 Removing and installing rain and light 
sensor 


> “1.9.1 Removing and installing rain and light sensor G397 - ve- 
hicles without humidity sender 6355 ”, page 103 


> “1.9.2 Removing and installing rain and light sensor G397 - ve- 
hicles with humidity sender G355 ”, page 105 


> “1.9.3 Renewing rain and light sensor G397 - vehicles without 
humidity sender C355 ” page 108 

> “1.9.4 Renewing rain and light sensor G397 - vehicles with hu- 
midity sender G355 ”, page 109 


1.9.1 Removing and installing rain and light 
sensor - G397- - vehicles without hu- 
midity sender - G355- 

Special tools and workshop equipment required 

@ Cleaning solution - D 009 401 04- 
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Removing 


— Remove interior mirror > General body repairs, interior; Rep. 
gr. 68; Interior mirror; Removing and installing interior mirror . 


— Unplug electrical connector. 


— Release catches of retaining clip -arrows- using a small screw- 
driver. 


— Detach retaining clip -2- from mounting -1-. 


— Wait one minute to allow silicone pad to loosen enough so that 
it can be removed without leaving residue: 


| A64-10111 | 0111 
— Loosen rainandlight sensore G397--item3- by turning it back Lee] | 
and forth and take it out of mounting. 


— Remove silicone pad from windscreen, ensuring that no resi- 
due remains. 


— Clean bonding surface on windscreen with cleaning fluid - D 
009 401 04- . 


* Any silicone residue must be removed completely. 
Installing 


Installation is carried out in reverse order; note the following: 


(å) Note 


Renew silicone pad. 


- Remove silicone pad -2- from sensor -1-, ensuring that no 
residue remains. 


— Clean bonding surface on sensor with a lint-free cloth. 


- Remove silicone paper -3- from silicone pad -2-. 


— Transparent protective film -1- remains on silicone pad to as- 
sist with installation. 
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— Using transparent protective film -1- to help you, position sili- 
cone pad on sensor -2- so that it is centred. 


- Press silicone pad ontoysensor -2- through protective film -1-, 
ensuring that no air bubbles are present. 


— Remove protective film -1- from silicone pad -2-. 


— Apply a small amount of cleaning fluid - D 009 401 04- to sili- 
cone pad. 


(å) Note 


To prevent the silicone pad from becoming dirty, do not remove 
the protective film until just before fitting the pad. 


A Caution 


A64-10078 


In order to function correctly, rain and light sensor - G397- must 
be clear and there must be no air bubbles between it and the 
windscreen. 


— Press retaining clip onto mounting plate until it engages audi- 
bly. 


1.9.2 Removing and installing rain and light 
sensor - G397- - vehicles with humidity 
sender - G355- 


Special tools and workshop equipment required 
@ Cleaning solution - D 009 401 04- 
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Removing 
— Switch off ignition. 
— Vehicles with ignition lock: Remove ignition key. 


— Remove interior mirror > General body repairs, interior; Rep. 
gr. 68 ; Interior mirror; Removing and installing interior mirror . 


— Unplug electrical connector -3-. 


- Insert a narrow screwdriver -5- into opening and release catch- 
es of retaining clip -2- -arrows-, as shown in illustration. 


— Wait one minute to allow silicone pad to loosen enough so that 
it can be removed without leaving residue. 


- Loosen rain and light sensor - G397- -item 4- by turning it back 
and forth and take it out of mounting -1-. 


A Caution 


Risk of damage to humidity sender. 


$ The humidity sender -arrow- on the rain and light sensor 
-1- is very sensitive and must not be damaged. 


— Rain and light sensor -1- must be renewed if humidity sensor 
-arrow- is damaged. 


- Era A aia surface on windscreen with cleaning fluid - D 


* Any silicone residue must be removed completely. 


Installing 
Installation is carried out in reverse order; note the following: 


a Note 


Renew silicone pad and retaining clip. 

- Release catches on old retaining clip -1- -arrows- and detach 
it from sensor -2-. 

— Press on new retaining clip until it engages audibly. 


- Remove silicone pad -2- from sensor -3-, ensuring that no 
residue remains. 


— Clean bonding surface -1- on sensor with a lint-free cloth. 


Protected by copyright. Copying for private or commercial purposes, in pH! 
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- Remove silicone paper -1- from silicone pad -3-. 


— Transparent protective film -2- remains on silicone pad to as- 
sist with installation. 


- Using transparent protective film -1- to help you, position sili- 
cone pad -2- on sensor -3- so that it is centred. 


— Press silicone pad onto sensor through protective film, ensur- 
ing that no air bubbles are present. 


— Remove protective film -2- from silicone pad -1-. 


(i) Note 


To prevent the silicone pad from pocong dirty, do not remove 
the protective film until just before fitting the pad. 


— Apply a small |$ 3 D 009 401 04- to entire 
surface of silico 1 


Protected by copyright. Copying for private or commercif}l n 


permitted unless authorised by AUDI AG. AUDI AG does 
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) 
= 


— Insert sensor -4- into mounting -2-. 


A Caution 


In order to function correctly, rain and light sensor - G397- must 
be clear and there must be no air bubbles between it and the 
windscreen. 


— Press on retaining clips -1, 5- until they engage audibly. 
— Plug in electrical connector -3-. 
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1.9.3 Renewing rain and light sensor - G397- 
- vehicles without humidity sender - 
G355- 

Special tools and workshop equipment required 

@ Cleaning solution - D 009 401 04- 

Removing 


- Remove interior mirror > General body repairs, interior; Rep. 
gr. 68 ; Interior mirror; Removing and installing interior mirror . 


— Unplug electrical connector. 


— Release catches of retaining clip -arrows- using a small screw- 
driver. 


— Detach retaining clip -2- from mounting -1-. 


— Wait one minute to allow silicone pad to loosen enough so that 
it can be removed without leaving residue. 


A64-10111 


— Loosen rain and light sensor - G397- -item 3- by turning it back 
and forth and take it out of mounting. 


- Remove silicone pad from windscreen, ensuring that no resi- 
due remains. 


— Clean bonding surface on windscreen with cleaning fluid - D 
009 401 04-. 


* Any silicone residue must be removed completely. 
Installing 
Installationisscarried*out.in*reverse order; note the following: 


(a! Note 


Renew silicone pad. 


— Press tabs -arrows- on protective cover-2- together gently and 
detach.from:sensor ata. 


— Apply a small amount of cleaning fluid - D 009 401 04- to sili- 
cone pad. 


[a | Note 


To prevent the silicone pad from becoming dirty, do not remove 
the protective cover until just before fitting the pad. 


— Insert sensor into mounting. 


A Caution 


In order to function correctly, rain and light sensor - G397- must 
be clear and there must be no air bubbles between it and the 
windscreen. 


~ Bs retaining clip onto mounting plate until it engages audi- 
y. 
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1.9.4 Renewing rain and light sensor - G397- 
- vehicles with humidity sender - G355- 

Special tools and workshop equipment required 

# Cleaning solution - D 009 401 04- 

Removing 

— Switch off ignition. 

— Vehicles with ignition lock: Remove ignition key. 


— Remove interior mirror > General body repairs, interior; Rep. 
gr. 68 ; Interior mirror; Removing and installing interior mirror . 


— Unplug el 
— Insertana ening and release catch- 
es of retaining:clip=2=-a -Pas Shown in illustration. 


— Wait one minute to allow silicone pad to i den so at 
it can be removedi without leaving residue.: or commercial į 


— Loosen rain:andilightisensor:='G397-'-item 4> ain ittbacks not 
and forth and take it out of mounting -1 1. 


nformation in this docun 


- Clean bonding ae on windscreen with cleaning fluid - D 
009 401 04-. 


ope P A92-10304 
* Any silicone residue must be removed completely. Ecd 


Installing 


Installation is carried out in reverse order; note the following: 


A Caution 


Risk of damage to humidity sender. 


@ The humidity sender -arrow- on the rain and light sensor 
-1- is very sensitive and must not be damaged. 


— Press tabs -arrows- on protective cover -2- together gently and 
detach from sensor -1-. 


[a] Note 


To prevent the silicone pad from becoming dirty, do not remove 
the protective cover until just before fitting the pad. 
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— Insert sensor -4- into mounting -2-. 


A Caution 


In order to function correctly, rain and light sensor - G397- must 
be clear and there must be no air bubbles between it and the 
windscreen. 


— Press on retaining clips -1, 5- until they engage audibly. 
— Plug in electrical connector -3-. 


— After it has been 
encoded in “Guide 
tester. 
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2 Windscreen washer system 


> “2.1 Exploded view - windscreen washer system”, page 111 


> “2.2 Removing and installing washer fluid reservoir”, 
page 112 


> “2.3 Removing and installing windscreen washer fluid level 
sender”, page 114 


> “2.4 Removing and installing washer pump”, page 115 
> “2.5 Removing and installing washer jets”, page 115 
=> “2.6 Adjusting washer jets”, page 115 


2.1 Exploded view - windscreen washer system 


1 - Windscreen washer fluid 
level sender - G33- 


Q Removing and installing 
> page 114 
2 - Sealing grommet 
ü Renew if damaged 


3 - Bolt 
Q Tightening sequence 
=> page 112 
4 - Bolt 


Q Tightening sequence 
=> page 112 


5 - Bolt 
QO 8Nm 


6 - Bolt 
QO 8Nm 


7 - Filler neck 
Q) For washer fluid reser- 
voir 
Q Removing and installing 
=> page 112 
8 - Filler cap 
Q For filler neck 
9 - Washer fluid hose 
Q For windscreen washer 
system 
10 - Right washer jet 
Q Version with right wash- 


er jet heater element - 
Z21- 


QO) Removing and installing > page 115 
Q Adjusting > page 115 
11 - Left washer jet 
Q Version with left washer jet heater element - Z20- 
QO) Removing and installing > page 115 
QO Adjusting > page 115 
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12 - Grommet 
Q For washer fluid hose in bonnet 


13 - Grommet 
Q For washer fluid hose on wing panel 


14 - Sealing grommet 

Q Renew if damaged 
15 - O-ring 

Q Renew if damaged 


16 - Washer fluid reservoir 
Q Removing and installing > page 113 


17 - Locating element 

Q) For mounting in wing panel end plate 
18 - Washer pump - V5- 

Q Removing and installing > page 115 


19 - Sealing grommet 
Q Renew if damaged 


— Tighten bolts for washer fluid reservoir in the sequence shown: 
1. Tighten bolt -3- to 7 Nm. 
2. Tighten bolt -4- to.7 Nm. 


and tightening se- 
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2.2 Removing and installing washer fluid 
reservoir 


> “2.2.1 Removing and installing filler neck for washer fluid res- 
ervoir”, page 112 


> “2.2.2 Removing and installing washer fluid reservoir’, 
page 113 


2.2.1 Removing and installing filler neck for 
washer fluid reservoir 


Special tools and workshop equipment required 
@ Drip tray 
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(Removing a : 
\\- Place drip tray under washer fluid reservoir. 
— Remove plenum chamber cover > General body repairs, ex- 


terior; Rep. gr. 50 ; Bulkhead; Removing and installing plenum 
chamber cover‘. 


+niRemove bolts'-arrows~and detach filler neck=1> with fillerpipe 
from washer fluid reservoir and remove through opening in 
body towards right side of vehicle: 


L [ A92-10232 


“TT 


Installing 
Installation is carried out in reverse order; note the following: 


— Slide sealing grommet -2- onto filler pipe for filler neck -1- as 
far as stop. 


* Lug -3- must make contact in recess -arrow- on filler pipe. 
— Push filler neck into washer fluid reservoir. 


[a] Note 


Make sure that the O-ring in the washer fluid reservoir does not 
become pinched when inserting. 
Tightening torques 


@ = “2.1 Exploded view - windscreen washer system” i P 
page 111 


2.2.2 Removing and installing washer fluid 
reservoir 

Removing 

— Remove filler neck for washer fluid reservoir > page 112. 


— Remove front left wheel housing liner > General body repairs, 
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and 
installing wheel housing liner (front) . 


- e-tron: Remove cover for wheel housing liner > General body 
repairs, exterior; Rep. gr. 66 ; Strips / trim panels / extensions; 
Removing and installing cover . 


— Release retaining clip -arrow- and pull washer fluid hose -1- 
off washer pump. 


— Unplug electrical connectors -2, 4-. 


- Detach wiring harness and washer fluid hose from retainers 
on washer fluid reservoir -5-. 


— Remove bolts -3, 6-. 


- pees bottom of washer fluid reservoir slightly out towards 
ront. 
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— Unplug electrical connector -3-. 


— Release retaining clip -arrow- and disconnect washer fluid 
hose -2- for headlight washer system from hose connector. 


— Detach washer fluid reservoir -1-. 


Installing 
Installation is carried out in reverse order; note the following: 


— When installing washer fluid reservoir -1-, make sure that lo- 
cating ele 
plate. 


n engages OL g -2- on wing panel end 
Tightening to C0 00) 


@ = Fig. “Washer fluid reservoir - tightening torque and tighten- 


ing sequence” , page 112 
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2.3 Removing and installing windscreen 
washer fluid level sender 

Special tools and workshop equipment required 

@ Drip tray 

Removing 


- Remove front left wheel housing liner > General body repairs, 
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and 
installing wheel housing liner (front) . 


- Place drip tray under washer fluid reservoir. 
- Unplug electrical connector -1-. 


— Pull windscreen washer fluid level sender - G33- -item 2- out 
of washer fluid reservoir. 


Installing 
Installation is carried out in reverse order; note the following: 


— Check sealing grommet -3- for damage. 
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2.4 Removing and installing washer pump 
Special tools and workshop equipment required 

+ Drip tray 

Removing 


— Remove front left wheel housing liner > General body repairs, 
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and 
installing wheel housing liner (front) . 


— Unplug electrical connector -3-. 
— Place drip tray under washer fluid reservoir. 


— Release retaining clip -1- -arrow- and pull washer fluid hose 
-2- off washer pump. 


— Lift washer pump - V5- -item 4- out of washer fluid reservoir. 
Installing 

Installation is carried out in reverse order; note the following: 

— < Check sealing grommet -5- for damage. 


2.5 Removing-and installing washer jets 
Removing 


— Unclip windscreen washer jet -1- from bonnet in direction of 
-arrow-. 


— Release retaining clip -3- in direction of -arrow- and pull wash- 
er fluid hose -2- off windscreen washer jet. 


— If fitted, unplug electrical connector -1-. 
Installing 
Installation is carried out in reverse order; note the following: 


— When fitting washer fluid hose, make sure that retaining clip 
engages audibly in connection on washer fluid hose. 


— Insert windscreen washer jet in bonnet. 


2.6 Adjusting washer jets 


Adjust washer jets for windscreen washer system > Mainte- 
nance ; Booklet 411. 


— If spray pattern does not match specifications, clean the con- 
taminated washer jet. 
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Cleaning washer jet: 


A Caution 


Risk of damage. 


@ Do NOT use any tools or implements to clean the washer 
Jets. 


— Remove washer jet = page 115. 


— Rinse washer jet with clean water in opposite direction to nor- 
mal flow. 


— To remove any remaining obstructions, blow out with com- 
pressed air only (in‘opposite direction:to normal flow): 


— If spray pattern still\does not match specifications; renew 
washer jet. 
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BK | Rear window wiper system 


enWiew Of fitting locations - rear window wiper system” 


=> “3.2 loded view- rear window wiper system”, page 118 


=> “3.3 Removing and installing, wiper blade”, page 118 

=, "34 i i ling. wiper arm” 118 

=> “3.5 Adjusting wiper arm”, page 120 

> “3.6 Removing and installing rear window wiper motor V12 ”, 
page 121 


3.1 Overview of fitting locations - rear window wiper system 


1 - Washer fluid reservoir 
Q Exploded view 
=> page 122 


2 - Rear window wiper motor - 
V12- 


Q Exploded view 
=> page 118 
3 - Washer jet 
Q Exploded view 
=> page 122 
4 - Wiper arm 
Q Exploded view 
=> page 118 
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3.2 Exploded view - rear window wiper system 


1 - Washer fluid hose 


ü For rear window washer 
system 


2 - Nut 
QO 8Nm 


3 - Rear window wiper motor - 
V12- 


Q Removing and installing 
=> page 121 


4 - Rubber seal 
Q Renew if damaged 


Q Removing and installing 
=> page 121 


5 - Wiper arm 


Q Removing and installing 
=> page 118 


6 - Nut 
Q 12Nm 


7 - Washer jet 
8 - Cover for rear window wiper 
9 - Wiper blade 

Q Renewing =:page'148 


3.3 Removing and installing wiper blade 
Removing 
— Lift wiper arm off rear window. 


— Pull wiper blade -1- downwards off wiper arm -2- in direction 
of -arrow-. 


Installing 
Installation is carried out in reverse order; note the following: 
* The wiper blade must engage audibly in the wiper arm. 
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3.4 Removing and installing wiper arm 


Special tools and workshop equipment required 
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¢ Tool kit for wiper arms - T10369- 
T10369 


W00-10632 | 


Removing 


Switch on ignition. 
=~», Operaterear,wiper and allow wiper arm to move to end posi- 
n. 


— Switch off ignition. 
— Vehicles with ignition lock: Remove ignition key. 


Carefully pry,cap apart.slightly -arrows- and lift off. 


— Carefully pull off washer jet -2-. 


— Slacken nut -1- one turn. 


Place an M6 nut -4- on top of nut. 


T10369/5 


Apply puller - T10369/5- at wiper arm -2- as shown in illustra- 
tion. 


— Apply thrust piece -3- at wiper shaft. 

— Turn bolt -1- clockwise until wiper arm is clear of wiper shaft. 
— Remove nut and detach wiper arm. 

Installing 

Installation is carried out in reverse order; note the following: 


A96-11042 


— Adjust wiper arm > page 120. 
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3.5 Adjusting wiper arm 
Procedure 

— Remove:wiper|arm.=page-118 . 

- Switchromignition: 


— Operate rear wiper and allow wiper arm to move to end posi- 
tion. 


— Switch off ignition. 


— Apply wiper arm with wiper blade fitted at wiper shaft and align 
wiper blade on rear window as follows. 


* Dimension -a- = 19+5mm 


(å Note 


This figure specifies the distance between the tip of the wiper 
blade and the bottom edge of the rear window. 


— Tighten nut for wiper arm. 
— Switch on ignition. 


— Operate rear wiper and allow wiper arm to move to end posi- 
tion. 


— Check setting for wiper arm again and correct if necessary. 
Tightening torques 
@ = “3.2 Exploded view - rear window wiper system”, page 118 


1 20 Rep. gr.92 - Windscreen wash/wipe system 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


3.6 Removing and installing rear window 
wiper motor - V12- 

=> “3.6.1 Removing and installing rear window wiper motor V12 ”, 

page 121 


=> “3.6.2 Removing and installing grommet”, page 121 


3.6.1 Removing and installing rear window 
wiper motor - V12- 


Removing 
— Remove wiper arm > page 118. 


— Remove rear lid trim (bottom) > General body repairs, interior; 
Rep. gr. 70 ; Luggage compartment trim panels; Removing 
and installing rear lid trim (bottom) . 


— Unplug electrical connector -3-. 


— Pull retaining clip -arrow A- and disconnect washer fluid hose 
-2- from connecting pipe for washer jet. 


— Unscrew nuts -arrows B- and detach rear window wiper motor 


- V12- -item 13 NiS- o a 


2 


Installing 

Installation is carriedsoutinsreverse order; note the following: 
* Fluid hose must audibly engage in washer jet connection. 
— Adjust wiper arm > page 120 . 

Tightening torques 


h 


@ = “3.2 Exploded view - rear window wiper system”, page 118 


3.6.2 Removing and installing grommet 
Removing 

— Remove rear window wiper motor > page 121 . 

— Carefully pry grommet out of rear window. 

Installing 

Installation is carried out in reverse order; note the following: 
— Insert grommet -2- into rear window -1-. 

e Marking -3- should point upwards. 
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4 Rear window washer system 


> “4.1 Exploded view - rear window washer system”, page 122 


> “4.2 Removing and installing washer fluid reservoir’ 
page 123 


> “4.3 Removing and installing rear window washer pump”, page 
123 


=> “4.4 Removing and installing washer jet”, page 123 
=> “4.5 Adjusting washer jet”, page 123 
4.1 Exploded view - rear window washer system 


1 - Washer fluid reservoir 
Q Removing and installing 
> page 113 
2 - Rear window wiper motor - 
V12- 
3 - Wiper arm 
4 - Washer jet 
Q Removing and installing 
> page 123 
Q Adjusting > page 123 
5 - Washer fluid hose 
Q) For rear window washer 
system 
6 - Washer pump - V5- 
Q Removing and installing 
=> page 115 
7 - Sealing grommet 
Q Renew if damaged 
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4.2 Removing and installing washer fluid 
reservoir 


[a] Note 


The washer fluid reservoir supplies both the windscreen and the 
rear window washer systems; it is located in the front left wheel 
housing. 


— Removing and installing washer fluid reservoir > page 112 . 


4.3 Removing and installing rear window 
washer pump 


(i) Note 


The washer pump supplies both the windscreen and the rear win- 
dow washer systems; it is located in the washer fluid reservoir in 
the front left wheel housing. 


— Removing and installing rear window washer pump 
=> page 115. 
4.4 Removing. and.installing: washer jet 
Removing 
— Carefully pry cap apart slightly -arrows- and lift off. 


— Carefully pull washer jet -2- off connecting pipe in direction of 
-arrow-. 


Installing 
Installation is carried out in reverse order; note the following: 


* Insert washer jet with spray opening pointing into recess on 
wiper arm -1-. 


A92-10128 | 


4.5 Adjusting washer jet 


— Adjust washer jets for rear window washer system => Mainte- 
nance ; Booklet 411. 


— If spray pattern does not match specifications, clean the con- 
taminated washer jet. 
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Cleaning washer jet: 


A Caution 


Risk of damage. 


@ Do NOT use any tools‘or implements to clean the washer 
Jets. 


— Remove washer jet = page 123: 


— Rinse washer jet with-clean:water in:opposite direction:to nor» 
mal flow. 


— To remove any remaining obstructions, blow out with com- 
pressed air only (in opposite direction to normal flow). 


— If spray pattern still does not match specifications, renew 
washer jet. 
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5 Headlight washer system 


> “5.1 Exploded view - headlight washer system”, page 125 


> “5.2 Removing and installing washer fluid reservoir”, 
page 126 


> “5.3 Removing and installing headlight washer system pump 
V11”, page 126 


> “5.4 Removing and installing washer jets”, page 126 
=> “5.5 Adjusting washer jets”, page 127 


5.1 Exploded view - headlight washer system 


1 - Washer jet for camera for 
night vision system - R212- 


OQ) Removing and installing 
=> page 127 
2 - Bolt 
Q 2x 
OQ 2.5Nm 
3 - Mounting 


Q For camera for night vi- 
sion system - R212- 


4 - Fluid hose 
Q To washer jets 
5 - Headlight washer system 
pump - V11- 
OQ Removing and installing 
=> page 126 
6 - Sealing grommet 
m +Forheadlight washer 
system pump -V11- 
7 - Washer fluid reservoir 
8 - Bolt 
Q- 2x 
OQ 2.5 Nm 
9 - Mounting 
QO For washer jet 
QO) Removing and installing 


> page 127 
10 - Fluid hose 
ū For washer jet and night 10 
vision unit 


11 - Washer jet 
QO) Removing and installing > page 126 


12 - O-ring 
QO Renew 
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5.2 Removing and installing washer fluid 
reservoir 


a Note 


The washer fluid reservoir supplies the windscreen, rear window 
and headlight washer systems and is located in the front left wheel 
housing. 


— Removing and installing washer fluid reservoir > page 113 . 


5.3 Removing and installing headlight 
washer system pump - V11- 


Removing 
— Remove washer fluid reservoir > page 113. 


— Lift headlight washer system pump - V11- -item 2- out of wash- 
er fluid reservoir -3-. 


4 


| 


3 


Installing 


L 
s 


A92-10238 


= 


Installation is carried out in reverse order; note the following: 
— Check sealing grommet=1- for damage. 


y 
| 
4 


5.4 Removing and. installing washer jets 


> “5.4.1 Removing and installing headlight washer-jets”, 
page 126 


> “5.4.2 Removing and installing mounting for headlight washer 
jets”, page 127 


=> “5.4.3 Removing and installing washer jet for camera for night 

vision system R212 ”, page 127 

5.4.1 Removing and installing headlight 
washer jets 


Removing 


— Pull telescope section -2- of washer jet out of bumper cover 
as far as stop. 


* Hold telescope section of washer jet in this position. 


— Carefully pry side sections -arrows- apart slightly and pull 
washer jet -1- off telescope. 


- Allow telescope to slowly slide back into mounting. 


— Ifrenewing washer jet, remove cover for washer jet > General 
body repairs, exterior; Rep. gr. 63 ; Bumper (front); Removing 
and installing attachments . 


Installing 
Installation is carried out in reverse order; note the following: 


— Ifthe same washer jet is re-installed, renew O-ring -3-. 


A92-10252 


1 26 Rep. gr.92 - Windscreen wash/wipe system 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


5.4.2 Removing and installing mounting for 
headlight washer jets 

Removing 

— Remove headlight washer jet > page 126 . 


— Remove bumper cover (front) > General body repairs, exte- 
rior; Rep. gr. 63 ; Bumper (front); Removing and installing 
bumper cover . 


— Release retaining clip -arrow- and pull washer fluid hose -3- 
off mounting. 


[a] Note 


Depending on the version, release tabs may be fitted on the con- 
nection piece of the water pipe. 


— Unscrew bolts -1, 4- and detach mounting -2-. 

Installing 

Installation is carried out in reverse sequence. 

Tightening torques 

@ = “5.1 Exploded view - headlight washer system”, page 125 


5.4.3 Removing and installing washer jet for 
camera for night vision system - R212- 
Removing 


— Remove mounting for camera for night vision system - R212- 
= General body repairs, exterior; Rep. gr. 63 ; Bumper (front); 
Removing and installing attachments . 


— Remove bolts -arrows-. 

— Detach washer jet -1- from mounting -2-. 

Installing 

Installation is carried out in reverse order; note the following: 


— fthe mounting hasbeen removed, the camera for night vision 
system - R212- must be recalibrated > Running gear, axles, 
steering; Rep. gr. 44 ; Night vision system; Calibrating night 
vision system . 


Tightening torques 
toai ded view - headlight,washer : 1 
5.5 Adjusting washer jets 


[a] Note 


The washer jets are pre-set at the factory and do not have to be 
adjusted following installation. 
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6 Washer fluid hoses 


> Electrical system; General information; Rep. gr. 92 ; Washer 
fluid hoses 
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1 Headlights 

> “1.1 Exploded view - headlights”, page 130 

> “1.2 Removing and installing headlights”, page 142 
> “1.3 Adjusting headlights”, page 148 

> “1.4 Calibrating headlights”, page 173 


=> “1.5 Removing and installing front turn signal bulb M5 / M7” 
page 182 


> “1.6 Removing and installing side light bulb M1 / M3”, 
page 184 


=> “1.7 Removing and installing headlight dipped beam bulb”, 
page 185 


> “1.8 Removing and installing daytime running light bulb L174 / 
L175 , headlight main beam bulb M30 / M32 - halogen headlights”, 
page 186 


> “1.9 Removing and installing gas discharge bulb L13/L14”, 
page 187 


> “1.10. Removing,and installing LED module for daytime running 
light and side light£176 4/177 “page 188 


=> “1.14 Removing and installing cornering light bulb”, page 189 


> “1.12 Removing and installing dip beam screen motor V294 / 
V295 ”, page 191 


> “1.13 Removing and installing dynamic cornering light control 
motor, V318i/-V319-;pagect91 


> “1.14:Removing and:installing-gas discharge bulb control unit 
J343 / J344 ”, page 191 


> “1.15 Removing and installing control unit for daytime running 
light and side light J860 / J861 ”, page 195 


> “1.16 Removing and installing output module for headlight 
J667 / J668 ”, page 197 


> “1.17 Removing and installing output module for headlight”, 
page 199 


> “1.18 Removing and installing headlight range control motor 
V48 / V49 ”, page 205 


> “1.19 Removing and installing headlight fan”, page 213 
> “1.20 Installing repair kit for headlight housing”, page 216 


> “1.21 Adapting headlights for driving on the left side of the road”, 
page 218 


> “1.22 Adapting headlights for driving on the right side of the 
road”, page 218 


1.1 Exploded view - headlights 


=> “1.1.1 Exploded view - headlights, halogen headlight”, 
page 131 


> “1.1.2 Exploded view - headlights, repair kit for headlight range 
control motor (halogen headlights)”, page 132 


> “1.1.3 Exploded view - headlights, gas discharge headlight up 
to model year 2014”, page 133 


> “1.1.4 Exploded view - headlights, gas discharge headlight from 
model year 2015 onwards”, page 135 
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> “1.1.5 Exploded view - headlights, gas discharge headlight re- 
pair kit from model year 2015 onwards”, page 136 


> “1.1.6 Exploded view - headlights, LED headlight up to model 
year 2014”, page 137 


> “1.1.7 Exploded view - headlights, LED headlight from model 
year 2015 onwards”, page 139 


> “1.1.8 Exploded view - headlights, LED headlight repair kit from 
model year 2015 onwards”, page 141 


1.1.1 Exploded view - headlights, halogen headlight 


1 - Headlight housing 


Q USA vehicles: The front 
side marker light bulb 
(LED) is integrated in 
the headlight housing. 
The LED light cannot be 
renewed separately; the 
headlight must be re- 
newed as a complete 
unit 

OQ Removing and installing 
=> page 142 

2 - Filter membrane 

Q Removing and installing 

=> page 147 
3 - Breather 
Q For headlight housing 


4 - Front turn signal bulb 


Q Front left turri signal 
bulb - M5-.,-front right 
turn signal bulb - M7- 


Q 12 V, 21 W (WY21W) 
QO Renewing bulbs 


> page 182 12 
5 - Bulb holder 
Q For front turn signal bulb 
6 - Side light bulb 
Q Left side light bulb - 
M1- , right side light bulb 
3- 


Q 12V, 5 W (W5W) 


Q Renewing bulbs 
=> page 184 


7 - Bulb for daytime running light/headlight main beam 
Q Left daytime running light bulb - L174- , right daytime running light bulb - L175- 
Q Left headlight main beam bulb - M30- , right headlight main beam bulb - M32- 
Q 12 V, 15/55 W (H15) 
QO) Renewing bulbs > page 186 
8 - Housing cover 
9 - Housing cover 
10 - Headlight dipped beam bulb 
Q Left headlight dipped beam bulb - M29- , right headlight dipped beam bulb - M31- 
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Q 12 V, 55 W (H7) 
QO) Renewing bulbs > page 185 


11 - Sealing frame 
OQ Removing and installing > page 148 


12 - Breather hose 
Q For headlight housing 


1.1.2 Exploded view - headlights, repair kit for headlight range control motor (hal- 
ogen headlights) 


1 - Headlight housing 
Q) Removing and.installing 
> page 143 


2 - Seal 


3 - Headlight range control mo- 
tor 


QO) Left headlight range 
control motor - V48- , 
right headlight range 
control motor - V49- 


Q aps and installing 
=> page 205 


4 - Housing cover for headlight 
range control motor 


ū Before renewing control 
motor, headlight hous- 
ing must be cut open 


Q) For subsequent sealing 
of assembly opening, 
housing cover is availa- 
ble > Electronic parts 
catalogue 


Q Removing and installing 
> “1.18.2 Removing and 
installing headlight 
range control motor 
V48 / V49 - gas dis- 
charge headlights up to 
model year 2014”, 
page 207 
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1.1.3 Exploded view - headlights, gas discharge headlight up to model year 2014 


1 - Bolt 
Q 3x 9 10 1112 1314 


Q 1.5 Nm 
2 - Gas discharge bulb control 
unit 
QO Left gas discharge bulb 
control unit - J343- , right 
gas discharge bulb con- 
trol unit - J344- 


OQ) Removing and installing 
> page 191 
3 - Headlight housing 


Q USA vehicles: The front 
side marker light bulb 
(LED) is integrated in 
the headlight housing. 
The LED light cannot be 
renewed separately; the 
headlight must be re- 
ng asa complete 
unit 


Q Removing and installing 
> page 143. z 


4 - Filter membrane 
Q Removing and installing 
= page 147 
5 - Breather 
Q For headlight housing 
6 - Control unit for daytime run- 
ning light and side light 
Q Control unit for left day- 
time running light and 
side light - J860- , con- 
trol unit for right daytime 
running light and side light - J861- 
Q Removing and installing > page 195 


7 - Bolt 
QO 3x 
Q 1.5Nm 


8 - Housing cover 


9 - Front turn signal bulb 
Q Front left turn signal bulb - M5- , front right turn signal bulb - M7- 
Q 12V,24W 
QO) Renewing bulbs > page 182 
10 - Housing cover 
11 - Bolt 
Q 4.5Nm 
12 - Bulb 
Q 12 V, 55 W (H7) 
QO Renewing bulbs > page 189 
Headlight without dynamic cornering light 
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QO Left static cornering light - M51- , right static cornering light - M52- 
Headlight with dynamic cornering light 
Q Left static cornering light - M51- , right static cornering light - M52- 
13 - Headlight range control motor 
Q Left headlight range control motor - V48- , right headlight range control motor - V49- 
QO Removing and installing > page 207 
14 - Adapter ring 
Q For gas discharge bulb 
15 - Housing cover 
16 - Bolt 
Q 2x 
Q 1.5 Nm 
17 - Gas discharge bulb 
Q With integrated starter unit 
Q Left gas discharge (xenon) bulb - L13- , right gas discharge (xenon) bulb - L14- 
Q 42 V, 35 W (D3S) 
QO) Renewing bulbs > page 187 
18 - Sealing frame 
QO Removing and installing > page 148 
19 - Breather hose 
QO) For headlight housing 
20 - Output module for headlight 
Q Only on vehicles with cornering light 
OQ) Output module ‘for left ‘headlight - J667-; output module for right headlight --J668- 
QO), Removing and installing = page 197 
21 - Bolt 
QO 3x 
Q 1.5Nm 
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1.1.4 Exploded view - headlights, gas discharge headlight from model year 2015 
onwards 


1 - Filter membrane 


QO Removing and installing 

=> page 147 
2 - Headlight housing 

Q USA vehicles: The front 
side marker light bulb 
(LED) is integrated in 
the headlight housing. 
The LED light cannot be 
renewed separately; the 
headlight must be re- 
newed as a complete 
unit 

OQ) Removing and installing 
=> page 145 


3 - Front turn signal bulb 


Q Front left turn signal 
bulb - M5- , front right 
turn signal bulb - M7- 


Q 12V,24W 
QO Renewing bulbs 
> page 183 
4 - Housing cover 


5 - Housing cover 


6 - Bulb 


Q Left static cornering light 
- M51- , right static cor- 
nering light - M52- 

Q 12 V, 55 W (H7) 

QO Renewing bulbs 


=> page 190 
7 Bolt 
Q 45Nm 


8 - Gas discharge bulb 
Q Integrated in left gas discharge bulb control unit - J343- 
Q “Integrated in’ rightgas ‘discharge bulb ‘control unit 2\J344- 
QO) ‘Removing and installing page 193 

9 + Housing cover 

10 - Sealing frame 
QO) Removing and installing > page 148 

11 - Breather hose 
QO For headlight housing 

12 - Control unit for daytime running light and side light 


Q Control unit for left daytime running light and side light - J860- , control unit for right daytime running light 
and side light - J861- 


OQ) Removing and installing > page 196 


13 - Bolt 
QO 3x 
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QO 1.5Nm 


1.1.5 Exploded view - headlights, gas discharge headlight repair kit from model 
year 2015 onwards 


Headlight range control motor, brackets for headlight housing 


1 - Bolt 
QO) 2x 
OQ 1.8 Nm 


2 - Inner bracket for headlight 
housing 


Q Renewing > page 216 
3 - Headlight housing 
4 - Bracket (top) for headlight 


housing ne 
2 Renewing > pase #) 
5 - Bolt f Y 6" i 
Q 2x 
Q 1.8 Nm 


6 - Headlight range control mo- 
tor 


QO Left headlight range 
control motor - V48- , 
right headlight range 
control motor - V49- 


Q Does and installing 
=> page 208 


7 - Housing cover for headlight 
range control motor 


Q) Before renewing control 
motor, headlight hous- 
ing must be cut open 


Q For subsequent sealing 
of assembly opening, 
housing cover is availa- 
ble = Electronic parts 
catalogue 


QO) Removing and installing 


> “1.18.3 Removing and 
installing headlight range control motor V48 / V49 - gas discharge headlights from model year 2015 


onwards”, page 208 
8 - Bracket (top) for headlight housing 
QO) Renewing > page 216 


9 - Bolt 
Q) 2x 
Q 1.8 Nm 
10 - Bolt 
Q) 2x 
Q 1.8 Nm 
11 - Bracket (bottom) for headlight housing 
QO) Renewing > page 216 
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1.1.6 Exploded view - headlights, LED headlight up to model year 2014 


1 - Breather 


Q For headlight Hosing | D } 1112 13 14 15 16 


._—" 
2 - Filter membrane" | sf 
üQ Removing and installing 
> page 147 


3 - Headlight housing 


Q USA vehicles: The front 
side marker light bulb 
(LED) is integrated in 
the headlight housing. 
The LED light cannot be 
renewed separately; the 
headlight must be re- 
newed as a complete 
unit 

Q Removing and installing 
> page 143 

4 - Bolt 

QO 3x 

Q 1.5Nm 
5 - Output module 2 for LED 
headlight 


Q For daytime running 
lights/side lights, turn 
signal 


Q Output module 2 for left 
LED headlight - A32- , 
output module 2 for right 
LED headlight - A28- 


OQ Removing and installing 
1 


=> page 20 
6 - Bolt 
Q 4x 


Q 1.5 Nm 
7 - Mounting frame 
Q For fixing output module in place 
8 - Output module 3 for LED headlight 
QO For static cornering light 
Q Output module 3 for left LED headlight - A33- , output module 3 for right LED headlight - A29- 
OQ) Removing and installing > page 202 
9 - Housing cover 
10 - Bolt 
QO 4x 
Q 1.5 Nm 
11 - Bolt 
Q 4.5Nm 
12 - Bolt 
QO 3x 
Q 1Nm 
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13 - Headlight fan 
QO Left headlight fan - V407- , right headlight fan - V408- 
QO Removing and installing > page 213 


14 - Bolt 
Q) 3x 
Q 1.5 Nm 
15 - Mounting frame 
Q For fixing output module in place 
16 - Output module 4 for LED headlight 
Q For turn signal 2 
Q Country-specific version 
Q Output module 4 for left LED headlight - A34- , output module 4 for right LED headlight - A30- 
QO Removing and installing > page 204 


17 - Housing cover 


18 - Bolt 
Q 6x 
Q 1.5Nm 
19 - Output module 1 for LED headlight 
Q For main light electronics 
Q Output module 1 for left LED headlight - A31- , output module 1 for right LED headlight - A27- 
QO Removing and installing > page 199 
20 - Bolt 
QO 3x 
Q 1.5Nm 
21 - Bolt 
QO 2x 
Q 1.4Nm 


22 - Headlight range control motor 
Q Left headlight range control motor - V48- 
U.«Rights+headlight.range control motor - V49- 
OY Removing and installing > page 210 
23'+ Sealing frame 
Q;Removing, and, installing s-page 148 
24.-,Breather hose 
Q For headlight housing 
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1.1.7 Exploded view - headlights, LED headlight from model year 2015 onwards 


1 - Filter membrane 
QO Removing and installing 
=> page 147 
2 - Headlight housing 


Q USA vehicles: The front 
side marker light bulb 
(LED) is integrated in 
the headlight housing. 
The LED light cannot be 
renewed separately; the 
headlight must be re- 
newed as a complete 
unit 

Q Removing and installing 
> page 145 

3 - Mounting oY 

Q For output médiule 1 fo for 

LED headlighty 


Q Removing and in nstalling 


> “1.18.5 Removing and 
installing headlight 


range control motor 
V48 / V49 >LED head= 


lights from model year 
2015 onwards”, ~ 


page 211 
4 - Bolt 
Q 8x 
Q 1.5Nm 
5 - Output module 1 for LED 
headlight 


Q For main light electron- 
ics 
Q Output module 1 for left 


LED headlight - A31- , 
output module 1 for right LED headlight - A27- 


Q Removing and installing > page 200 
6 - Bolt 

QO 4x 

Q 1.5Nm 
7 - Bolt 

Q 4.5Nm 
8 - Mounting 

Q For headlight fan 

QO) Removing and installing 


> “1.19.2 Removing and installing headlight fan V407 / V408 - vehicles from model year 2015 onwards”, 
page 215 


9 - Headlight fan 
Q Left headlight fan - V407- , right headlight fan - V408- 
QO Removing and installing > page 215 

10 - Bolt 
Q 1.5 Nm 


8: 910 11 12 
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11 - Housing cover 


12 - Bolt 
Q 4x 
Q 1.5Nm 
13 - Output module 2 for LED headlight 
üQ For daytime running lights/side lights, turn signal 
QO Output module 2 for left LED headlight - A32- , output module 2 for right LED headlight - A28- 
QO Removing and installing > page 201 
14 - Bolt 
QO 3x 
Q 1.5Nm 


15 - Bolt 
Q) 2x 
Q 1.5 Nm 
16 - Sealing frame 
QO Removing and installing > page 148 
17 - Breather hose 
Q For headlight housing 
18 - Headlight fan 2 
Q Left headlight fan 2 - V463- , right headlight fan 2 - V464- 
Q Removing and installing > page 216 
19 - Bolt 
QO 2x 
Q 1.5Nm 
20 - Housing cover 
21 - Output module for matrix headlight 
Q For Audi matrix LED headlight 
Q Output module for left matrix headlight - A44- , output module for right matrix headlight - A45- 
OY Removing and installing > page 205 
22 - Bolt 
QO) 4x 
Q 4.5 Nm 
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adlights, LED headlight repair kit from model year 2015 


Headlight range cöntrol motorr ffor headlight housing 


1 - Headlight housing 
2 - Bracket (top) for headlight 
housing pect to tl 
QO Renewing > page 216 
3 - Bolt 
Q 2x 
Q 1.8Nm 


4 - Bolt 
Q 2x 
Q 1.8Nm 


5 - Bracket 
Q For headlight range 
control motor 
OQ) Removing and installing 
> “1.18.5 Removing and 
installing headlight 


range control motor 
V48 / V49 - LED head- 


lights from model year 
2015 onwards” 


page 211 


6 - Headlight range control mo- 
tor 


Q Left headlight range 
control motor - V48- , 
right headlight range 
control motor - V49- 


Q Removing and installing 
=> page 211 
7 - Bolt 
Q 2x 
Q 1.4Nm 


8 - Grommet 
Q Before renewing control motor, headlight housing must be opened 
QO Agrommet is available for the subsequent sealing of the assembly opening > Electronic parts catalogue 


QO) Removing and installing 


> “1.18.5 Removing and installing headlight range control motor V48 / V49 - LED headlights from model 
year 2015 onwards”, page 211 
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1.2 Removing and installing headlights 


> “1.2.1 Removing and installing headlight housing - halogen 
headlights”, page 142 
> “1.2.2 Removing and installing headlight housing - gas dis- 
charge headlights and LED headlights up to model year 2014” 
page 143 
> “1.2.3 Removing and installing headlight housing - gas dis- 
ame e headlights and LEDs fron jel year 2015 
onwards”, page 145 i 


> “1.2.5 Removing and installing-filter. membrane -LED, head. 
lights up to model year 2014”, page 147 


> “1.2.6 Removing and installing filter membrane - gas discharge 

headlights and LED headlights hort mode? year'2015 onwards”; 

page 147 

=> “1.2.7 Removing and installing sealing frame”, page 148 

1.2.1 Removing and installing headlight hous- 
ing - halogen headlights 

Removing 

— Turn light switch to position “0”. 


— Remove bumper cover (front) = General body repairs, exte- 
rior; Rep. gr. 63 ; Bumper (front); Removing and installing 
bumper cover . 


— Remove bolts -1, 4-. 
— Slacken off bolt -3- four turns. 


— Remove headlight housing -2- forwards ensuring that breather 
hose -5- does not get caught. 


— Unplug electrical connector and detach headlight housing. 


in sau We 


La ae ey 
mt x7) — 5 
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Installing 
Installation is carried out in reverse order; note the following: 


— Check that adjuster nut -2- of adjusters -1, 3, 4- turns freely 
-arrows-. 


— Screw down adjuster nut as far as it will go, but do not tighten. 


— Insert headlight housing -2- ensuring that breather hose -5- 
hangs freely in wheel housing. 


— Align headlight housing at edge of wing and tighten bolt -3-. 
* Headlight housing must be flush with edge of wing. 
— Tighten bolts -1 and 4-. 


[a] Note 


When the bolt is tightened, the adjuster nut of the adjuster ele- 

ment automatically rotates against the mounting point of the 

headlight housing and fixes it in place. 

— Adjust headlights > page 148 . 

Tightening torques 

@ = “1.1.1 Exploded view - headlights, halogen headlight”, page 
131 


1.2.2 Removing and installing headlight hous- 
ing - gas discharge headlights and LED 
headlights up to model year 2014 


High voltage! Danger to 


$ Ensure that any part of the gas discharge headlights 
marked with yellow high-voltage warning symbols are de- 
energised when yọu arẹ working. on them. Aini ac AUDI 

$ Switch off ignition and all. electrical equipment, and re-. 
move ignition key. 


@ Do not flash the headlights. 


Removing 


— Turn light switch to position “0”. 
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- Switch off ignition and all electrical equipment, and remove 
ignition key. 


- Do not flash the headlights. 


- Remove bumper cover (front) = General body repairs, exte- 
rior; Rep. gr. 63 ; Bumper (front); Removing and installing 
bumper cover . 


— Remove bolts -1, 3, 5-. 
— Slacken off bolt -4- four turns. 


- Remove headlight housing -2- forwards ensuring that breather 
hose -6- does not get caught. 


— Unplug electrical connector and detach headlight housing. 


Protected by copyright. Copying for private or commercial purp¢ 
permitted unless authorised by AUDI AG. AUDI AG does not gua] gg 


with respect to the correctness of information in this document 


Installing 
Installation is carried out in reverse order; note the following: 


— Check that adjuster nut -2- of adjusters -1, 3, 4- turns freely 
-arrows-. 


— Screw down adjuster nut as far as it will go, but do not tighten. 


1 44 Rep. gr.94 - Lights, bulbs, switches - exterior 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


— Insert headlight housing -2- ensuring that breather hose -6- 
hangs freely in wheel housing. 


— Align headlight housing at edge of wing and tighten bolt -3-. 
* Headlight housing must be flush with edge of wing. 
— Tighten bolts -1, 4, 5-. 


[a] Note 


When the bolt is tightened, the adjuster nut of the adjuster ele- 
ment automatically rotates against the mounting point of the 
headlight housing and fixes it in place. 


— Adjust headlights > page 148 . 


Tightening torques 
@ = “1.1.3 Exploded view - headlights, gas discharge headlight Sr A 
up to model year 2014”, page 133 T = a 


@ = “1.1.6 Exploded view - headlights, LED headlight up to mod- 
el year 2014”, page 137 


1.2.3 Removing and installing headlight hous- 
ing - gas discharge headlights and LED 
headlights from model year 2015 on- 
wards 


AN WARNING 


High voltage! Danger to life! 


@ Ensure that any part of the gas discharge headlights 
marked with yellow high-voltage warning symbols are de- 
energised when you are working on them. 


$ Switch off ignition and all electrical equipment, and re- 
move ignition key. 


@ Do not flash the headlights. 


Removing 
— Turn light switch to position “0”. 


- Switch off the ignition and all electrical equipment and store 
the ignition key outside the vehicle. 


- Do not flash the headlights. 


— Remove bumper cover (front) > General body repairs, exte- 
rior; Rep. gr. 63 ; Bumper (front); Removing and installing 
bumper cover . 
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— Disconnect breather hose -1-. 


a" er 


G n) 


— Remove bolts -4, 5-. 
— Slacken off bolts -2, 3- four turns. 
— Left-side: Move wiring harness clear at headlight housing. 


— Pull headlight housing -1- towards front and unplug electrical 
connector. 


— Detach headlight housing. 


Installing 
Installation is carried out in reverse order; note the following: 


— Check that adjuster nut -2- of adjusters -1, 3, 4- turns freely 
-arrows-. 


- Screw COI jut as far as it will go, but do not tighten. 
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Insert headlight housing f- and slide breather hose onto con- 


nection. 
- Align headlight housing at edge of wing'and tighten bolt -5-: 
* Headlight housing must be flush with edge of wing. 
- Tighten bolts -2, 3, 6-. B Li 


(i) Note 


When the bolt is tightened, the adjuster nut of the adjuster ele- 
ment automatically rotates against the mounting point of the 
headlight housing and fixes it in place. 

— Left-side: Secure wiring harness -4-. 

— Adjust headlights > page 148 . 

Tightening torques 


@ = “1.1.4 Exploded view - headlights, gas discharge headlight 
from model year 2015 onwards”, page 135 


@ = “1.1.7 Exploded view - headlights, LED headlight from mod- 
el year 2015 onwards”, page 139 


1.2.4 Removing and installing filter membrane 
- halogen headlights and gas discharge 
headlights up to model year 2014 

Removing 


— Remove lock carrier cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (front); Removing and installing attach- 
ments . 


— Detach breather -4- from headlight housing. 

— Take out filter membrane -1-. 

Installing 

Installation is carried out in reverse order; note the following: 


— Press breather into headlight housing as far as stop ensuring 
that arrow -3- and marking -2- align. 


1.2.5 Removing and installing filter membrane 
- LED headlights up to model year 2014 

Removing 

— Remove headlight housing > page 143 . 

- Detach breather -1- from headlight housing. 

— Take out filter membrane -4-. 

Installing 

Installation is carried out in reverse order; note the following: 

— The opening -2- on the breather must face projection -3-. 

— Press breather onto headlight housing as far as stop. 


1.2.6 Removing and installing filter membrane 
- gas discharge headlights and LED 


A94-11681 


: 


A94-11157 
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headlights from model year 2015 on- 
wards 
Removing 


— Remove bumper cover (front) > General body repairs, exte- 
rior; Rep. gr. 63 ; Bumper (front); Removing and installing 
bumper cover . 


— Pry off filter membrane -1- -arrow- and detach. 
Installing 
Installation is carried out in reverse sequence. 


A94-11758 


1.2.7 Removing and installing sealing frame 
Removing 
- Remove headlight housing + page 142 . 


- Unfasten sealing frame-2- attop and bottom of headlight 
housing -1- -arrows™and remove: 


Installing 


Installation is carried out in reverse sequence. 


1.3 Adjusting headlights 


=> “1.3.1 Adjusting headlights”, page 148 


> “1.3.2 Adjusting halogen headlights - rest-of-the-world vehi- 
cles”, page 149 


> “1.3.3 Adjusting gas discharge headlights - rest-of-the-world 
vehicles up to model year 2014”, page 151 


> “1.3.4 Adjusting gas discharge headlights - rest-of-the-world 
vehicles from model year 2015 onwards”, page 154 


> “1.3.5 Adjusting LED headlights - rest-of-the-world vehicles up 
to model year 2014”, page 157 


=> “1.3.6 Adjusting LED headlights - all vehicles from model 
year 2015 onwards”, page 161 


> “1.3.7 Adjusting halogen headlights - USA vehicles”, 
page 165 


> “1.3.8 Adjusting gas discharge headlights - USA vehicles up to 
model year 2014”, page 167 


> “1.3.9 Adjusting LED headlights - USA vehicles up to model 
year 2014”, page 170 


1.3.1 Adjusting headlights 


+ The following checking and adjustment procedures apply to 
all countries. 


+ However, national legislation and guidelines for individual 
countries must be adhered to. 
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1.3.2 Adjusting halogen headlights - rest-of- 
the-world vehicles 

Requirements for checking and adjusting 

* Tyre pressure OK. 

* Headlight lenses must be clean and dry. 

* Headlight lenses must not be damaged. 

* Reflectors and bulbs OK. 

* Vehicle correctly loaded. 


Vehicle loading: driver's seat occupied, otherwise vehicle unloa- 
ded (unladen weight). 


* One person or 75 kg. 


The unladen weight is the weight of the vehicle ready for operation 
with full fuel tank including the weight of all equipment normally 
carried. 


* Fuel tank: at least 90% full. 
* Equipment: e.g. spare wheel, tools, jack, fire extinguisher etc. 


If the fuel tank is not at least 90 % full, put in additional weight as 
follows: 


— Read off fuel tank level at fuel gauge in instrument cluster, 
compare with the following table and, if necessary, place ad- 
ditional weight in luggage compartment. 


[| 65litefueltank_ | _75 litre fuel tank | 
oo om | aa | T k 
1/2 

E D E] 


3/4 16 


o Fa | o 


Example: If fuel tank is half full, place an additional weight of 38 
kg into luggage compartment. 
(å) Note 


Use canisters filled with water as additional weight (a 5 litre can- 
ister filled with water weighs approx. 5 kg). 
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* Roll vehicle several metres or depress front and rear springs 
fully several times so that springs settle correctly. 


* Release electromechanical parking brake to relieve any load 
on suspension. 


* Vehicle and headlight adjustment unit must be on a level sur- 
face. 


* Vehicle and headlight adjustment unit must be aligned cor- 
rectly with each other. To achieve this, place headlight adjust- 
ment unit the specified distance in front of the vehicle 
(centrally) and align it with the front of the vehicle > Operating 
instructions for headlight adjustment unit . 


* Move the headlight adjustment unit in front of the appropriate 
headlight and check alignment again. 


* Dip setting must be set on headlight adjustment unit > Oper- 
ating instructions for headlight adjustment unit . 


* Dip setting -arrow- is marked on top edge of headlight -1- in 
“%” for ECE countries. 


* Dip setting for USA is usually 0.7%. 


(à Note 


The percentage value is for a range of 10 m. Example: Converting 
a dip setting of 1.0% = 10 cm. 
Preparations 


— Turn light switch to “dipped beam” position — not to “Auto” po- 
sition. 


— Set knurled wheel for headlight range control to position “0”. 


Headlight adjustment 


* The horizontal light-dark border should coincide with the set- 
ting line.-1- ofthe test surface on the headlight adjustment unit. 


* The break-away point-2- between the horizontal section of the 
light-dark border on the left and the rising section on the right 
should. coincide with.the.vertical line running through the cen- 
tral point -3-. The bright spot in the centre of the beam should 
be to the right of the vertical line. 


(i Note 


@ To make it easier to find break-away point -2-, cover and un- 
cover left half of headlight (as seen in direction of travel) a few 
times. Then check dipped beam again. 


+è /fdipped beams have been adjusted correctly the centre point 
of the main beam should lie on central point -3-. 
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— Before adjusting height of headlight, use adjuster screw -1- to 
position light-dark border below setting line. 


— Then adjust light-dark border to setting line from below. 


— Turn adjuster screw -2- for lateral adjustment. 


[a] Note 


The arrangement of the adjuster screws on the right headlight is 
symmetrically opposite. 


7A 


1.3.3 Adjusting gas discharge headlights - 
rest-of-the-world vehicles up to model 
year 2014 

Requirementsforcheekingsand adjusting 

* Tyre pressure OK. 

e Headlightlenses.must be clean and dry. 

* Headlight lenses must not be damaged. 

* Reflectors ând bulbs OK. 

Vehicles with steel springs: 

* Vehicle correctly loaded. 


Vehicle loading: driver's seat occupied, otherwise vehicle unloa- 
ded (unladen weight). 


* One person or 75 kg. 


The unladen weight is the weight of the vehicle ready for operation 
with full fuel tank including the weight of all equipment normally 
carried. 


* Fuel tank: at least 90% full. 
* Equipment: e.g. spare wheel, tools, jack, fire extinguisher etc. 


If the fuel tank is not at least 90 % full, put in additional weight as 
follows: 


— Read off fuel tank level at fuel gauge in instrument cluster, 
compare with the following table and, if necessary, place ad- 
ditional weight in luggage compartment. 


Fuel gauge Additional weight in kg 
| | 65 litre fuel tank 75 litre fuel tank 


Example: If fuel tank is half full, place an additional weight of 38 
kg into luggage compartment. 
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(a) Note 


Use canisters filled with water as additional weight (a 5 litre can- 
ister filled with water weighs approx. 5 kg). 


Vehicles with air suspension: 


e Air reservoir full, if necessary start engine and allow to run at 
idling;speed, for approx. 2 minutes. 
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All vehicles (continued): 


* Release electromechanical parking brake to relieve any load 
on suspension. 


° esii and headlight adjustment unit must be on a level sur- 
ace. 


* Vehicle and headlight adjustment unit must be aligned cor- 
rectly with each other. To achieve this, place headlight adjust- 
ment unit the specified distance in front of the vehicle 
(centrally) and align it with the front of the vehicle > Operating 
instructions for headlight adjustment unit . 


* Move the headlight adjustment unit in front of the appropriate 
headlight and check alignment again. 


* Dip setting must be set on headlight adjustment unit > Oper- 
ating instructions for headlight adjustment unit . 


* Dip setting -arrow- is marked on top edge of headlight -1- in 
“%” for ECE countries. 


* Dip setting for USA is usually 0.7%. 


[a] Note 


The percentage value is for a range of 10 m. Example: Converting 
a dip setting of 1.0% = 10 cm. 


A 


D O 


Preparations 

— Turn light switch to “dipped beam” position — not to “Auto” po- 
sition. 

- Close all doors.and'the reanmlid and*keep them closed during 
the complete checking and adjusting procedure. 


Procedure Lw & & & 
- Connect => Vehicle diagnostic tester. 7 

- Select mode, and begin diagnosis: 
-— Select [Test pian] tab: 


— Choose and select following options one 
after the other: 


Body 

Electrical system 

01 - Self-diagnosis compatible systems 

55 - Dynamic headlight range control - J431/J745 
55 - Headlight range control, functions 


© A >è A o o 


55 - Basic setting 


(i) Note 


@ With this programme the headlights return to the basic setting. 


@ On vehicles with air suspension, the running gear is set to 
normal air spring level with this programme. 


— Continue to follow the instructions on the display of the vehicle 
diagnostic tester. 
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- You will be instructed to perform headlight adjustment while 
running through the programme. 


Headlight adjustment 


* The horizontalslight-dark,border.should coincide with the set- 
ting line -1- of the test surface on the headlight adjustment unit. 


* The break-away point -2-between the horizontal section of the 
light-dark borderon thelefteand thefising section on the right 
should coincide with the vertical line running through the cen- 
tral point -3-. The bright spot in the centre of the beam should 
be to the right of the vertical line. 


g Note 


To make it easier to find break-away point -2-, cover and un- 
cover left half of headlight (as seen in direction of tra vel) a few 
times. Then check dipped beam again. 


+è /fdipped beams have been adjusted correct ‘hts the centre point 
of the main beam should lie on central poin 


— If fitted, lever off cap for height adjuster screw. 


- Before adjusting height of headlight, use adjuster screw -1- to 
position light-dark border above setting line. 


— Then adjust light-dark border to setting line from above. 
— Turn adjuster screw -2- for lateral adjustment. 


(i Note 


The arrangement of the adjuster screws on the right headlight is 
symmetrically opposite. 


— After completing headlight adjustment, again follow the in- 
structions on the display of the vehicle diagnostic tester to exit 
normal air spring level. 


(Hw a 


If the programme is terminated too early the normal air spring 
level must be deactivated manually > Running gear, axles, steer- 
ing; Rep. gr. 43 ; Electronic damping control . 


- Unplug diagnostic connector. 


1.3.4 Adjusting gas discharge headlights - 
rest-of-the-world vehicles from model 
year 2015 onwards 

Requirements for checking and adjusting 

* Tyre pressure OK. 

* Headlight lenses must be clean and dry. 

* Headlight lenses must not be damaged. 

* Reflectors and bulbs OK. 
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Vehicles with,steel.springs: 
* Vehicle correctly loaded. 


Vehicle loading: driver's seat occupied, otherwise vehicle unloa- 
ded (unladen weight). 


* One person or 75 kg. 


The unladen weight is the weight of the vehicle ready for operation 
with full fuel tank including the weight of all equipment normally 
carried. 


* Fuel tank: at least 90% full. 
* Equipment: e.g. spare wheel, tools, jack, fire extinguisher etc. 


If the fuel tank is not at least 90 % full, put in additional weight as 
follows: 


— Read off fuel tank level at fuel gauge in instrument cluster, 
compare with the following table and, if necessary, place ad- 
ditional weight in luggage compartment. 


Fuel Additional weight in kg 
gauge 


aes 55 litre fuel tank | 65 litre fuel tank | 75 litre fuel tank 


Use canisters filled with water as additional weight (a 5 litre can- 
ister filled with water weighs approx. 5 kg). 


Vehicles with air suspension: 


e Air reservoir full, if necessary start engine and allow to run at 
idling speed for approx. 2 minutes. 
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All vehicles (continued): 


* Release electromechanical parking brake to relieve any load 
on suspension. 


e hdd and headlight adjustment unit must be on a level sur- 
ace. 


* Vehicle and rapah adjustment unit must be aligned cor- 
rectlywith each, other. Toachieve this, place headlight adjust- 
mef unit the seit ied distance in front of the vehicle 
(centrally) and align it with the front of the vehicle > Operating 
instructions for headlight adjustment unit . 


* Move the headlight adjustment unit in front of the appropriate 
headlight and check alignment again. 


* Dip setting must be set on headlight adjustment unit > Oper- 
ating instructions for headlight adjustment unit’. 


* Dip’setting -arrow-'is‘marked-on top 'edge-of headlight °1~ in 
“%” for ECE countries. 


* Dip setting for USA is usually 0.7%. 


a Note 


The percentage value is for a range of 10 m. Example: Converting 
a dip setting of 1.0% = 10 cm. 


_— | A94-11684 


Preparations 


— Turn light switch to “dipped beam” position — not to “Auto” po- 
sition. 


— Close all doors and the rear lid and keep them closed during 
the complete checking and adjusting procedure. 


Procedure 
- Connect > Vehicle diagnostic tester. 
— Select mode and begin diagnosis. 


- Select tab. 


- Choose and select following options one 
after the other: 


Body 

Electrical system 

01 - Self-diagnosis compatible systems 

09 - Electronic central electrics J519 

09 - Onboard supply control unit, functions 


“fet © o è 


09 - Basic setting for headlights (Repair Group 94) 


a Note 


With this programme the headlights return to the basic setting. 


+ On vehicles with air suspension, the running gear is set to 
normal air spring level with this programme. 


- Continue to follow the instructions on the display of the vehicle 
diagnostic tester. 
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— You will be instructed to perform headlight adjustment while 
running through the programme. 


Headlight adjustment 


* The horizontal light-dark border should coincide with the set- 
ting line -1- of the test surface on the headlight adjustment unit. 


* The break-away point -2- between the horizontal section of the 
light-dark border on the left and the rising section on the right 
should coincide with the verticaldine running through the cen- 
tral point -3-. The bright spot in the centre of the beam should 
be to the right of the vertical line. 


a Note 


To make it easier to find break-away point -2-, cover and un- 
cover left half of headlight (as seen in direction of travel) a few 
times. Then check dipped beam again. 


+è /fdipped beams have been adjusted correctly the centre point 
of the main beam should lie on central point -3-. 


— If fitted, lever off cap for height adjuster screw. 


— Before adjusting height of headlight, use adjuster screws 
-1, 2- to position light-dark border above setting line. 


— Then adjust light-dark border to setting line from above. 


(å) Note 


The adjuster screws -1, 2- must be screwed in an equal number 
of turns. 


— Turn adjuster screw -1- for lateral adjustment. 


(å) Note 


The arrangement of the adjuster screws on the right headlight is 
symmetrically opposite. 


A een] 


— After completing headlight adjustment, again follow the in- 
structions on the display of the vehicle diagnostic tester to exit 
normal air spring level. 


(à) Note 


If the programme is terminated too early the normal air spring 
level must be deactivated manually > Running gear, axles, steer- 
ing; Rep. gr. 43 ; Electronic damping control . 


— Unplug diagnostic connector. 


1.3.5 Adjusting LED headlights - rest-of-the- 
world vehicles up to model year 2014 


Requirements for checking and adjusting 
* Tyre pressure OK. 


* Headlight lenses must be clean and dry. 
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* Headlight lenses must not be damaged. 
* Reflectors and bulbs OK. 

Vehicles with steel springs: 

* Vehicle correctly loaded. 


Vehicle loading: driver's seat occupied, otherwise vehicle unloa- 
ded (unladen weight). 


* One person or 75 kg. 


The unladen weight is the weight of the vehicle ready for operation 
with full fuel tank including the weight of all equipment normally 
carried. 


* Fuel tank: at least 90% full. 
* Equipment: e.g. spare wheel, tools, jack, fire extinguisher etc. 


If the fuel tank is not at least 90 % full, put in additional weight as 
follows: 


— Read off fuel tank level at fuel gauge in instrument cluster, 
compare with the following table and, if necessary, place ad- 
ditional weight in luggage compartment. 


Fuel gauge Additional weight in kg 
| | 65 litre fuel tank 75 litre fuel tank 


Use canisters filled with water as additional weight (a 5 litre can- 
ister filled with water weighs approx. 5 kg). 


Vehicles with air suspension: 


+ Air reservoir full, if necessary start engine and allow to run at 
idling speed for approx. 2 minutes. 
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All vehicles (continued): 


* Release electromechanical parking brake to relieve any load 
on suspension. 


° esii and headlight adjustment unit must be on a level sur- 
ace. 


* Vehicle and headlight adjustment unit must be aligned cor- 
rectly with each other. To achieve this, place headlight adjust- 
ment unit the specified distance in front of the vehicle 
(centrally) and align it with the front of the vehicle > Operating 
instructions for headlight adjustment unit . 


* Move the headlight adjustment unit in front of the appropriate 
headlight and check alignment again. 


* Dip setting must be set on headlight adjustment unit > Oper- 
ating instructions for headlight adjustment unit . 


* Dip setting -arrow- is marked on top edge of headlight -1- in 
“%” for ECE countries. 


* Dip setting for USA is usually 0.7%. 


[a] Note 


The percentage value is for a range of 10 m. Example: Converting 
a dip setting of 1.0% = 10 cm. 


Preparations 
— Turn oe Seiten to hai beam” position — not to “Auto” po- 


y eae _ sition. a CO 


- ‘Close all dbs ant the rear lid and keep them closed during 
athe cpmplaig chegging and adjusting procedure. 


ir Trocedures = 

— Connect = Vehicle diagnostic tester. 

+, Select mode,and begin diagnosis. 
>. Select tab, 


— Choose and select following options one 
after the other: 


Body 

Electrical system 

01 - Self-diagnosis compatible systems 

55 - Dynamic headlight range control - J431/J745 
55 - Headlight range control, functions 
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55 - Basic setting 


a) Note 


With this programme the headlights return to the basic setting. 
@ On vehicles with air suspension, the running gear is set to 
normal air spring level with this programme. 


— Continue to follow the instructions on the display of the vehicle 
diagnostic tester. 


alr a 
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— You will be instructed to perform headlight adjustment while 
running through the programme. 
Headlight adjustment 


* Headlight adjustment unit must be centrally aligned with up- 
permost LED lens -1-. 


* The horizontal light-dark border should coincide with the set- 
ting line -1- of the test surface on the headlight adjustment unit. 


* The break-away point -2- between the horizontal section of the 
light-dark border on the left and the rising section on the right 
should coincide with the vertical line running through the cen- 
tral point -3-. The bright spot in the centre of the beam should 
be to the right of the vertical line. 


(å) Note 


+ To make it easier to find break-away point -2-, cover and un- 
cover left half of headlight (as seen in direction of travel) a few 
times. Then check dipped beam again. 


A94-11694 


+ /f dipped beams have been.adjusted correctly the centre point 
of the main beam should lie on central point -3-. 


— If fitted, lever off cap for height adjuster screw. 


- Before adjusting height of headlight, use adjuster screw -1- to 
position light-dark border above setting line. 


— Then adjust light-dark border to setting line from above. 
— Turn adjuster screw -2- for lateral adjustment. 


a Note 


The arrangement of the adjuster screws on the right headlight is 
symmetrically opposite. 


- After completing headlight adjustment, again follow the in- 
structions on the display of the vehicle diagnostic tester to exit 
normal air spring level. 


a Note — ~ | 


/f the programme is terminated too early the normal air spring 
level must be deactivated manually > Running gear, axles, steer- 
ing; Rep. gr. 43 ; Electronic damping control . 


- Unplug diagnostic connector. 
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1.3.6 Adjusting LED headlights - all vehicles 
from model year 2015 onwards 

Requirements for checking and adjusting 

* Tyre pressure OK 

* Headlight lenses must be clean and dry. 

* Headlight lenses must not be damaged. 

* Reflectors and bulbs OK 

Vehicles with steel springs: 

* Vehicle correctly loaded. 


Vehicle loading: driver's seat occupied, otherwise vehicle unloa- 
ded (unladen weight). 


* One person or 75 kg. 


The unladen weight is the weight of the vehicle ready for operation 
with full fuel tank including the weight of all equipment normally 
carried. 


* Fuel tank: at least 90% full. 
* Equipment: e.g. spare wheel, tools, jack, fire extinguisher etc. 


If the fuel tank is not at least 90 % full, put in additional weight as 
follows: 


— Read off fuel tank level at fuel gauge in instrument cluster, 
compare with, the.following table and, if necessary, place ad- 
ditional weight in luggage compartment. 


Fuel Additional weight in kg 
gauge 


| [55 litre fuel tank | 65 litre fuel tank | 75 litre fuel tank 


Use canisters filled with water as additional weight (a 5 litre can- 
ister filled with water weighs approx. 5 kg). 


Vehicles with air suspension: 


¢ Air reservoir full (if necessary start engine and run in neutral 
for approx. 2 minutes). 
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All vehicles (continued): 
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e Release electromechanical parking brake to relieve any load 
on suspensions 


* Vehicle and headlight adjustment unit must be on a level sur- 
face. 


* Vehicle and headlight adjustment unit must be aligned cor- 
rectly with each other. To achieve this, place headlight adjust- 
ment unit 100 mm in front of the vehicle (centrally) and align it 
with the front of.the vehicle = Operating instructions for head- 
light adjustment unit . 


* Move the headlight adjustment unit in front of the appropriate 
headlight and check alignment again. 


e LED and matrix LED headlights: Headlight adjustment unit 
must be centrally aligned with marked reflector segment -1-. 


* Dip setting must be set on headlight adjustment unit > Oper- 
ating instructions for headlight adjustment unit . 


* Dip setting -arrow- is marked on top edge of headlight -1- in i 
“%” for ECE countries. = p 


* Dip setting for USA is usually 0.7%. 


[a] Note 


The percentage value is for a range of 10 m. Example: Converting 
a dip setting of 1.0% = 10 cm. 


Preparations 


— Turn light switch to “dipped beam” position — not to “Auto” po- 
sition. 


— Close all doors and the rear lid and keep them closed during 
the complete checking and adjusting procedure. 


Procedure 

— Connect = Vehicle diagnostic tester. 

- Select mode and begin diagnosis. 
- Select tab. 


— Choose and select following options one 
after the other: 


Vehicles without matrix beam 

Body 

Electrical system 

01 - Self-diagnosis compatible systems 
09 - Electronic central electrics J519 


09 - Onboard supply control unit, functions 


+ A A o A o 


09 - Basic setting for headlights (Repair Group 94) 
Vehicles with matrix beam 

+ Body 

Electrical system 

01 - Self-diagnosis compatible systems 

55 - Dynamic headlight range control (MxB) J431 
55 - Headlight range control, functions 
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+ 55 - Basic setting matrix beam (Repair Group 94) 


g Note 


With this programme the headlights return to the basic setting. 


@ On vehicles with air suspension, the running gear is set to 
normal air spring level with this programme. 


— Continue to follow the instructions on the display of the vehicle 
diagnostic tester. 


- You will be instructed to perform headlight adjustment while 
running through the programme. 


Headlight adjustment 


[a| Note 


The illustration and the following description refer to analogue 
headlight adjustment units. Please refer to the operating instruc- 
tions for digital headlight adjustment units such as headlight 
adjustment unit - VAS 5209B- or headlight a enan unit- VAS 
621001- = Operating instructions of headlight adjustment unit . 


* The horizontal light-dark border should coincide with the set- 
ting line -1- of the test surface on the headlight adjustment unit. 


* The break-away point -2- between the horizontal section of the 
light-dark border on the left and the rising section on the right 
should coincide with the vertical line running through the cen- 
tral point -3-. The bright spot in the centre of the beam should 
be to the right of the vertical line. 


T Net 


To make it easier to find the break-away point -2-, cover and 
uncover the left half of the headlight (as seen in direction of 
travel) a few times. Then check dipped beam again. 


A94-11694 


+è /fdipped beams have been adjusted correctly the centre point 
of the main beam should lie on central point -3-. 
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— If fitted, lever off cap for height adjuster screw. 


— Before adjusting height of headlight, use adjuster screw -2- to 
position light-dark border above setting line. 


— Then adjust light-dark border to setting line from above. 
— Turn adjuster screw -1- for lateral adjustment. 


ne 


‘The arrangement of the adjuster screws on the right headlight is 


— After completing headlight adjustment, again follow the in- 
structions on the display of the'vehicle diagnostic tester to exit 
normal air spring level. 


[a] Note a [oenas] 
/f the programme is terminated too early the normal air spring 


level must be deactivated manually > Running gear, axles, steer- 
ing; Rep. gr. 43 ; Electronic damping control . 


— Unplug diagnostic connector. 


1.3.7 Adjusting halogen headlights - USA ve- 
hicles 

Requirements for checking and adjusting 

* Tyre pressure OK. 

* Headlight lenses must be clean and dry. 

* Headlight lenses must not be damaged. 

* Reflectors and bulbs OK. 

* Vehicle correctly loaded. 


Vehicle loading: driver's seat occupied, otherwise vehicle unloa- 
ded (unladen weight). 


* One person or 75 kg. 


The unladen weight is the weight of the vehicle ready for operation 
with full fuel tank including the weight of all equipment normally 
carried. 


* Fuel tank: at least 90% full. 
* Equipment: e.g. spare wheel, tools, jack, fire extinguisher etc. 


If the fuel tank is not at least 90 % full, put in additional weight as 
follows: 


— Read off fuel tank level at fuel gauge in instrument cluster, 
compare with the following table and, if necessary, place ad- 
ditional weight in luggage compartment. 


Fuel gauge Additional weight in kg 
| | 65 litre fuel tank 75 litre fuel tank 
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Fuel gauge Additional weight in kg 
| | 6S litre fuel tank | _75 litre fuel tank _| 


Example: If fuel tankis half full,.place.an additional weight of 38 
kg into luggage fompi mai 


a Note 


Use canisters filled. with water as.adaitional weight (a 8 litre can- 
ister filled with water weighs approx. 5 kg). 


* Release electromechanical parking brake-to relieveiany load 
on suspension. 


* Vehicle and headlight adjustment unit must be on a level sur- 
face. 


* Vehicle and headlight adjustment unit must be aligned cor- 
rectly with each other. To achieve this, place headlight adjust- 
ment unit the specified distance in front of the vehicle 
(centrally) and align it with the front of the vehicle > Operating 
instructions for headlight adjustment unit . 


* Move the headlight adjustment unit in front of the appropriate 
headlight and check alignment again. 


* Dip setting must be set on headlight adjustment unit > Oper- 
ating instructions for headlight adjustment unit . 


* Dip setting -arrow- is marked on top edge of headlight -1- in 
“%” for ECE countries. 


* Dip setting for USA is usually 0.7%. 


(å Note 


The percentage value is for a range of 10 m. Example: Converting 
a dip setting of 1.0% = 10 cm. 


Preparations 


— Turn light switch to “dipped beam” position — not to “Auto” po- 
sition. 


— Set knurled wheel for headlight range control to position “0”. 


Headlight adjustment 


+ The horizontal light-dark border should coincide with the set- 
ting line -1- of the test surface on the headlight adjustment unit. 


* The break-away point -2- between the horizontal section of the 
light-dark border on the left and the vertical section on the right 
should coincide with the vertical line running through the cen- 
tral point -3-. The bright spot in the centre of the beam should 
be to the right of the vertical line. 


g Note [Ae 10557 ] 


To make it easier to find break-away point -2-, cover and un- 
cover left half of headlight (as seen in direction of travel) a few 
times. Then check dipped beam again. 


+ /fdipped beams have been adjusted correctly the centre point 
of the main beam should lie on central point -3-. 
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— Before adjusting height of headlight, use adjuster screw -1- to 
position light-dark border below setting line. 


— Then adjust light-dark border to setting line from below. 


— Turn adjuster screw -2- for lateral adjustment. 


[a] Note 


The arrangement of the adjuster screws on the right headlight is 
symmetrically opposite. 


7A 


1.3.8 Adjusting gas discharge headlights - 
USA vehicles up to model year 2014 

Requirements for checking and adjusting 

* Tyre pressure OK. 

* Headlight lenses must be clean and dry. 

* Headlight lenses must not be damaged. 

* Reflectors and bulbs OK. 

Vehicles with steel springs: 

* Vehicle correctly loaded. 


Vehicle loading: driver's seat occupied, otherwise vehicle unloa- 
ded (unladen weight). 


* One person or 75 kg. 


The unladen weight is the weight of the vehicle ready for operation 
bektan fuel tank including the weight of all equipment normally 
carried. 


* Fuel tank: at least 90% full. 
* Equipment: e.g. spare wheel, tools, jack, fire extinguisher etc. 


If the fuel tank is not at least 90 % full, put in additional weight as 
follows: 


- Read off fuel tank level at fue! gauge ininstrument cluster, 
compare with the following table and, if necessary, place ad- 
ditional weight in luggage compartment. | 


Fuel gauge = Additional weight in kg 
| | 5 litre fuel tank 75 litre fuel tank 


Example: If fuel tank is half full, place an additional weight of 38 
kg into luggage compartment. 
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(a) Note 


Use canisters filled with water as additional weight (a 5 litre can- 
ister filled with water weighs approx. 5 kg). 


Vehicles with air suspension: 


* Aintesenvoir full, if necessary start engine and allow to run at 
idling speed for approx. 2minutes. 
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All vehicles (continued): 


* Release electromechanical parking brake to relieve any load 
on suspension. 


° esii and headlight adjustment unit must be on a level sur- 
ace. 


* Vehicle and headlight adjustment unit must be aligned cor- 
rectly with each other. To achieve this, place headlight adjust- 
ment unit the specified distance in front of the vehicle 
(centrally) and align it with the front of the vehicle > Operating 
instructions for headlight adjustment unit . 


* Move the headlight adjustment unit in front of the appropriate 
headlight and check alignment again. 


* Dip setting must be set on headlight adjustment unit > Oper- 
ating instructions for headlight adjustment unit . 


* Dip setting -arrow- is marked on top edge of headlight -1- in 
“%” for ECE countries. 


* Dip setting for USA is usually 0.7%. 


[a] Note 


The percentage value is for a range of 10 m. Example: Converting 
a dip setting of 1.0% = 10 cm. 
Preparations 


— Turn light switch to “dipped beam” position — not to “Auto” po- 
sition. 


“S6Clo8é all déors And the rear lid and keep them closed during 


j the complete checking and adjusting procedure. 


cedure eet 

— Connect = Vehicle diagnostic tester. 

Led Select mode and begin diagnosis. 
~ Select tab. 


— Choose and select following options one 
after the other: 


Body 

Electrical system 

01 - Self-diagnosis compatible systems 

55 - Dynamic headlight range control - J431/J745 
55 - Headlight range control, functions 


+ ©% >è A o o 


55 - Basic setting 


(i) Note 


@ With this programme the headlights return to the basic setting. 
@ On vehicles with air suspension, the running gear is set to 
normal air spring level with this programme. 


— Continue to follow the instructions on the display of the vehicle 
diagnostic tester. 


A 
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— You will be instructed to perform headlight adjustment while 
running through the programme. 


Headlight adjustment 


* The horizontal light-dark border should coincide with the set- 
ting line -1- of the test surface on the headlight adjustment unit. 


* The break-away point -2- between the horizontal section of the 
light-dark border on the left and the vertical section on the right 
should coincide with the vertical line running through the cen- 
tral point -3-. The bright spot in the centre of the beam should 
be to the right of the vertical line. 


g Note [e 


To make it easier to find break-away point -2-, cover and un- 
cover left half of headlight (as seen in direction of tra vel) a few 
times. Then check dipped beam again. 


+ /fdipped beams have been adjusted correctly the centre point 
of the main beam should lie on central point -3-. 


— If fitted, lever off cap for height adjuster screw. 


- Before adjusting height of headlight, use adjuster screw -1- to 
position light-dark border above setting line. 


— Then adjust light-dark border to setting line from above. 
— Turn adjuster screw -2- for lateral adjustment. 


(i Note 


The arrangement of the adjuster screws on the right headlight is 
symmetrically opposite. 


— After completing headlight adjustment, again follow the in- 
structions on the display of the vehicle diagnostic tester to exit 
normal air spring level. 


(à Note F - = —— oa 


If the programme is terminated too early the normal air spring 
level must be deactivated manually > Running gear, axles, steer- 
ing; Rep. gr. 43 ; Electronic damping control . 


- Unplug diagnostic connector. 


1.3.9 Adjusting LED headlights - USA vehi- 
cles up toemodel year 2014 

Requirements for checking and adjusting 

* Tyre pressure OK. 

* Headlight lenses must be clean and dry. 

* Headlight lenses must not be damaged. 

* Reflectors and bulbs OK. 

Vehicles with steel springs: 

* Vehicle correctly loaded. 
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Vehicle loading: driver's seat occupied, otherwise vehicle unloa- 
ded (unladen weight). 


* One person or 75 kg. 


The unladen weight is the weight of the vehicle ready for operation 
with full fuel tank including the weight of all equipment normally 
carried. 


* Fuel tank: at least 90% full. 
* Equipment: e.g. spare wheel, tools, jack, fire extinguisher etc. 


If the fuel tank is not at least 90 % full, put in additional weight as 
follows: 


— Read off fuel tank level at fuel gauge in instrument cluster, 
compare with the following table and, if necessary, place ad- 
ditional weight in luggage compartment. 


Fuel gauge Additional weight in kg 
65 litre fuel tank 75 litre fuel tank 


Use canisters filledwith water'as additional weight (a 5 litre can- 
ister filled with water weighs approx. 5 kg). 


Vehicles with air suspension: 


e Air reservoir full, if necessary start engine and allow to run at 
idling speed for approx. 2 minutes. 
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All vehicles (continued): 


Release electromechanical parking brake to relieve any load 
on suspension. 


hea and headlight adjustment unit must be on a level sur- 
ace. 


Vehicle and headlight adjustment unit must be aligned cor- 
rectly with each other. To achieve this, place headlight adjust- 
ment unit the specified distance in front of the vehicle 
(centrally) and align it with the front of the vehicle > Operating 
instructions for headlight adjustment unit . 


Move the headlight adjustment unit in front of the appropriate 
headlight and check alignment again. 


Dip setting must be set on headlight adjustment unit > Oper- 
ating instructions for headlight adjustment unit . 


Dip setting -arrow- is marked on top edge of headlight -1- in 
“%” for ECE countries. 


Dip setting for USA is usually 0.7%. 


A 


— U 


a Note 


The percentage value is for a range of 10 m. Example: Converting 
a dip setting of 1.0% = 10 cm. 


Preparations 


Vehicle must be on a level surface. 


Turn light switeh ‘o*dipped earn position — not to “Auto” po- 
sition. 


Close all doors and the rear lid and keep them closed during 
the complete checking and adjusting procedure. 


Procedure 
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Connects» Vehicle diagnostic tester. 
Select mode and begin diagnosis. 


Select tab. 


Choose and select following options one 
after the other: 


Body 

Electrical system 

01 - Self-diagnosis compatible systems 

55 - Dynamic headlight range control - J431/J745 
55 - Headlight range control, functions 

55 - Basic setting 


0 Note 


With this programme the headlights return to the basic setting. 
On vehicles with air suspension, the running gear is set to 
normal air spring level with this programme. 


Continue to follow the instructions on the display of the vehicle 
diagnostic tester. 
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- You will be instructed to perform headlight adjustment while 
running through the programme. 


Headlight adjustment 


* Headlight adjustment unit must be centrally aligned with up- 
permost LED lens -1-. 


* The horizontal light-dark border should coincide with the set- 
ting line -1- of the test surface on the headlight adjustment unit. 


* The break-away point -2- between the horizontal section of the 
light-dark border on the left and the vertical section on the right 
should coincide with the vertical line running through the cen- 
tral point -3-. The bright spot in the centre of the beam should 
be to the right of the vertical line. 


(È) Note 


+è To — it easier to find egari A point -2-, cover and un- 
er lefthalfofheadli 


— PBeforeadjustingiheighħtof headlight, use:adjuster-screw 1> to 
position light-dark border above setting line. 


- Then adjust light-dark border to setting line from above. 
— Turn adjuster screw -2- for lateral adjustment. 


[a] Note 


The arrangement of the adjuster screws on the right headlight is 
symmetrically opposite. 


E AG4-11191 
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1.4 Calibrating headlights 


* Calibration only needs to be performed for matrix LED head- 
lights. 
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> “1.4.1 Calibrating matrix LED headlights with headlight adjust- 
ment unit VAS 5209B ”, page 174 


> “1.4.2 Calibrating matrix LED headlights with headlight adjust- 
ment unit VAS 621001 ”, page 178 


1.4.1 Calibrating matrix LED headlights with 
headlight adjustment unit - VAS 5209B- 


(a) Note 


+ “The matrix LED headlights are calibrated with the vehicle di- 
agnostic tester > Vehicle diagnostic tester. 


¢ The dipped headlights are adjusted first in this procedure. Af- 
terwards the matrix main beam function is calibrated. 


Special tools and.workshop.equipment required 


@ Headlight adjustment unit - VAS 5209B- 
VAS 5209 B 


W00-11508 


(å) Note 


The software version of the headlight adjustment unit - VAS 
5209B- must be V 0.80 or above to calibrate the matrix main beam 
function. 

The matrix headlights must be calibrated: 


+ Ifthe position of the headlights has been adjusted (i.e. if they 
have been removed/installed or if securing bolts have been 
loosened). 


+ Ifthe output module for left matrix headlight - A44- / output 
module for right matrix headlight - A45- has been renewed. 


* If the headlight range control unit - J431- has been renewed. 


+ lf there is an entry in the event memory indicating that the ma- 
trix headlights are not calibrated. 


Requirements: 


* Observe requirements for checking and adjusting 
> page 148. 
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Procedure 


Performing calibration 
> Vehicle diagnostic tester must be connected. 
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+ 


Align -VAS 5209B- with centre of vehicle at a distance of -a- VAS 5209B 
= 100 mm > Operating instructions of -VAS 5209B- . 


Ensure that -VAS 5209B- is parallel with transverse axis of 
vehicle. To do so, adjust laser beam of -VAS 5209B- so it hits 
securing bolts for wing at front left and front right -arrows-. 


Move -VAS 5209B- in front of left headlight and perform par- 
allel check again. 


To avoid dazzling other road users, ensure that the headlight 
adjustment unit is aligned properly. 


Select mode and begin diagnosis. 
Select tab. 


Choose and select following options one 
after the other: 


Body 
Electrical system 


01 - Self-diagnosis compatible systems 

55 - Dynamic headlight range control (MxB) -J431 
55 - Headlight range control, functions 

55 - Basic setting matrix beam (Repair Group 94) 


Further instructions are given by > Vehicle diagnostic tester dur- 
ing’CalibrationproceduremThe dipped headlights must be adjus- 
ted first in this procedure = page 161. 


During the program, you will be prompted to determine/read off 
the angle ofthe inner edge of the segment in the left headlight in 
the headlight adjustment unit and to enter this into the tester. 


Aligndight- collector lens centrally with reference segment of 
headlight. 


Préss the “F1” button -arrow- in the main menu of the -VAS 
5209B- to measure the angle. 
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Indicated on display: 


- Press and hold left fog light button -arrow- for at least 3 sec- 
onds. 


Indicated on display: 
* Angles of inner reference segment edge are displayed. 


— Enter angle -arrow- of inner edge of reference segment in ve- 
hicle diagnostic tester . If necessary, note "+/-" sign. 


— Press “F4” button -arrow- on -VAS 5209B- . 


During the program, you will be prompted to determine/read off 
the angle of the inner edge of the segment in the right headlight 
in the headlight adjustment unit and to enter this into the tester. 


- Align -VAS 5209 B- with centre of vehicle at a distance of -a- 
= 100mm > Operating instructions of -VAS 5209B- . 
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— Ensure that -VAS 5209 B- is parallel with transverse axis of 
vehicle. To do so, adjust laser beam of -VAS 5209 B- so it hits 
securing bolts for wing at front left and front right -arrows-. 


— Move -VAS 5209 B- in front of right headlight and perform 
parallel check again. 


— Align light collector lens centrally with reference segment of 
headlight. 


— Press the “F1” button -arrow- in the main menu of the -VAS 
5209 B- tọ measure the-angle. 


Indicated on display: 


— Press and hold right fog light button -arrow- for at least 3 sec- 
onds. 


Indicated on display: 
* Angles of inner reference segment edge are displayed. 


— Enter angle -arrow- of inner edge of reference segment in ve- 
hicle diagnostic tester . If necessary, note "+/-" sign. 


A94-11602 
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— Press “F4” button -arrow- on -VAS 5209 B- . 


— After completing calibration, read out event memory and deal 
with any faults that are present. 


1.4.2 Calibrating matrix LED headlights with 
headlight adjustment unit - VAS 
621001- 


[a| Note 


@ The matrix LED headlights are calibrated with the vehicle di- 
agnostic tester > Vehicle diagnostic tester. 


@ The dipped headlights are adjusted first in this procedure. Af- 
terwards the matrix main beam function is calibrated. 
Special tools and workshop equipment required 


@ Headlight adjustment unit - VAS 621001- with software ver- 
sion 1.04.004 and above VAS 621 001 


W00-11670 


The matrix headlights must be calibrated: 


* Ifthe position of the headlights has been adjusted (i.e. if they 
have been removed/installed or if securing bolts have been 
loosened). 


* Ifthe output module for left matrix headlight - A44- / output 
module for right matrix headlight - A45- has been renewed. 


* If the headlight range control unit - J431- has been renewed. 


+ Ifthere is an entry in the event memory indicating that the ma- 
trix headlights are not calibrated. 


Requirements: 


* Observe requirements for checking and adjusting 
> page 148. 
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Procedure 


— Align -VAS 621001- with centre of vehicle at a distance of VAS 621001 
-a- = 100 mm > Operating instructions of -VAS 621001- . 


— Ensure that -VAS 621001- is parallel with transverse axis of 
vehicle. To do so, adjust laser beam of -VAS 621001- so it hits 
securing bolts for wing at front left‘and front right -arrows-. 


— Move -VAS 621001- in front of left headlight and perform par- 
allel checkagain. 


* To avoid dazzling other road users, ensure that the headlight 
adjustment unit is aligned properly. 


Performing calibration 

=> Vehicle diagnostic tester must be connected, - 
— Select mode and begin diagnosis. 
— Select tab. 

- Choose and select following options one 


after the other: 
Body 
Electrical system 


01 - Self-diagnosis compatible systems 
55 - Dynamic headlight range control (MxB) -J431 


“eff © è 


55 - Headlight range control, functions 
@ 55 - Basic setting matrix beam (Repair Group 94) 


Further instructions are given by > Vehicle diagnostic tester dur- 
ing calibration procedure. The dipped headlights must be adjus- 
ted first in this procedure > page 161 . 


During the program, you will be prompted to determine/read off 
the angle of the inner edge of the segment in the left headlight in 
the headlight adjustment unit and to enter this into the tester. 


— Align light collector lens centrally with reference segment of 
headlight. 


— Press “OEM” button -arrow- in main menu of -VAS 621001- to 
start measurement procedure. 
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— Select “Audi” -arrow-. 


Indicated on display: 


— Press button -arrow- and wait for a moment until light meas- > Sollwertvorgaben 
urement is active. 


Indicated on display: 
— Press button -arrow-. > Sollwertvorgaben 


— Wait forarmomentuntil light measurement has been per- 
formed. 


=e 
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Indicated on display: 


* Angle of inner reference segment edge is displayed. > Messmenü / 2 / PK\ 


— Enter angle -arrow- of inner edge of reference segment in ve- 
hicle diagnostic tester . If necessary, note "+/-" sign. 


During the program, you will be prompted to determine/read off 
the angle of the inner edge of the segment in the right headlight 
in the headlight adjustment unit and to enter this into the tester. 
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— Align -VAS 621001- with centre of vehicle at a distance of 
-a- = 100 mm >, Operating instructions of -VAS 621001- . 


VAS 621001 


— Ensure that -VAS 621001- is parallel with transverse axis of 
vehicle. To do so, adjust laser beam of -VAS 621001- so it hits 
securing bolts for wing at front left and front right -arrows-. 


— Move -VAS 621001- in front of right headlight and perform 
parallel check again. 


— Align light collector lens centrally with reference segment of 
headlight. 


Indicated on display: 
— Press button -arrow-. 


— Wait for a moment until light measurement has been per- 
formed. 


Indicated on display: 
* Angle of inner reference segment edge is displayed. 


— Enter angle -arrow- of inner edge of reference segment in ve- 
hicle diagnostic tester . If necessary, note "+/-" sign. 


— After completing calibration, read out event memory and deal 
with any faults that are present. 
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1.5 Removing and installing front turn signal 
bulb -M5- / -M7- 

> “1.5.1 Removing and installing front turn signal bulb M5 / M7 - 

halogen headlights”, page 182 


> “1.5.2 Removing and installing front turn signal bulb M5 / M7 - 
as discharge headlights up to model year 2014”, page 182 


Removing 


— Remove lock carrier cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (front); Removing and installing attach- 
ments . t i i 


— Turn bulb holder -1- anti-clockwise -arrow- and pull it out of 
housing. 


— Screw bulb out of bulb holder. 


Installing 
Installation is carried out in reverse order; note the following: 


— Insert new bulb in bulb holder, taking care not to touch glass 
part of bulb with bare hands. 


— Bulb holder -1- can only be fitted in one position into headlight 
housing -4-. 


* Projection -2- on bulb holder must engage in guide -3- on 
headlight housing -arrow-. 


r- A94-11151 


1.5.2 Removing and installing front turn signal 
bulb -M5- / -M7- - gas discharge head- 
lights up to model year 2014 


A WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system > page 1. 
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Removing 


— Remove lock carrier cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (front); Removing and installing attach- 
ments . 


— Right-side: Remove air cleaner housing > Rep. gr. 23; Air 
cleaner; Removing and installing air cleaner housing or > 
Rep. gr. 24 ; Air cleaner; Removing and installing air cleaner 
housing . 


— Left-side: If fitted, remove resonator with air cleaner > Rep. 
gr. 26 ; Secondary air system; Removing and installing sec- 
ondary air pump motor - V101- . 


— Pull housing cover -2- off headlight housing. 


— Turn bulb holder -1- in direction of -arrow- and pull out. 


AQ4-11141 


Press down release mechanism -arrow- and pull electrical 
connector -2- off bulb -1-. 


Installing 

Installation is carried out in reverse order; note the following: 

— Fit new bulb; do not touch glass part of bulb with bare hands. 
— Close housing cover. 


A94-10658 


1.5.3 Removing and installing front turn signal 
bulb -M5- / -M7- - gas discharge head- 
lights, vehicles from model year 2015 
onwards 


A WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system > page 7. 


Removing 


— Right-side: Remove air cleaner housing > Rep. gr. 23 ; Air 
cleaner; Removing and installing air cleaner housing or > 
Reel eo 24 ; Air cleaner; Removing and installing air cleaner 

ousing . 
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— Turn housing cover -1- anti-clockwise -arrow- and detach from 
headlight housing. 


— Pull bulb holder -3- out of housing -4-. 

— Pull bulb -2- out of bulb holder -1-. 

Installing 

Installation is carried out in reverse order; note the following: 

— Fit new bulb; do not touch glass part of bulb with bare hands. 
— Close housing cover (turn clockwise). 


A94-11686 


1.6 Removing and installing side light bulb - 
M1- / -M3- 


A WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system > page 1. 
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Removing 


Installing 
Installation is carried out in reverse order; note the following: 


Protected by copyright. Copying for private or commercial purposes, in på 


pe parC hiess sed b tee o 
with pepe sen faste stener - 4. Ass disengage cap -2- from, wheel hous, 


[a] Note 


Depending on the version, a bolt may be fitted instead of the fas- 
tener. 


— Pull housing cover -1- off headlight housing. 
— Turn bulb holder -2- in direction of -arrow- and pull out. 


Right-side: Remove air cleaner housing > Rep. gr. 23 ; Air 
cleaner; Removing and installing air cleaner housing or > 
Rep. gr. 24 ; Air cleaner; Removing and installing air cleaner 
housing . 


Pull housing cover -1- off headlight housing. 
Pull bulb holder -2- out of housing. 
Pull bulb out of bulb holder. 


Insert new bulb in bulb holder, taking care not to touch glass 
part of bulb with bare hands. 


Close housing cover. 


g and installing headlight dip- 
ed beam bulb 


y AUDI AG. AUDI AG does not g 


er (front Section) -arrow-. 
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— Pull bulb -1- out of bulb holder -2-. 
Installing 
Installation is carried out in reverse order; note the following: 


— Insert new bulb in bulb holder, taking care not to touch glass 
part of bulb with bare hands. 


— Close housing cover. 


— Reengage cap and secure with fastener. 


AQ4-11112 


1.8 Removing and installing daytime run- 
ning light bulb -L174- /-L175- , headlight 
main beam bulb -M30- / -M32- - halogen 
headlights 


A WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system > page 7. 


Removing 


— Right-side: Remove air cleaner housing > Rep. gr. 23 ; Air 
cleaner; Sano and installing air cleaner housing or > 
Rep. gr. 24 ; Air cleaner; Removing and installing air cleaner 
housing . 


— Pull housing cover -1- off headlight housing. 

- Turm.bulb -2- anti-clockwise -arrow- and pull it out of housing. 

Installing , fs" i 

Installations catried out in reverse order; note the following: 

— Fit new bulb in housing; do not touch glass part of bulb with 
bare hands. 

- Close housing cover. 


ERRET A94-11135 
— = | 


— 
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1.9 Removing and installing gas discharge 
bulb -L13- / -L14- 

> “1.9.1 Removing and installing gas discharge bulb L13 / L14 - 

vehicles up to model year 2014”, page 187 


> “1.9.2 Removing and installing gas discharge bulb L13 / L14 - 
vehicles from model year 2015 onwards”, page 188 


1.9.1 Removing and installing gas discharge 
bulb -L13- / -L14- - vehicles up to model 
year 2014 


fe! Observe environmental require- 


$ Safety precautions when handling gas discharge bulbs 


DVI ht 


Rer MING:ct to the correctne ft information tn tnis py t | 


— Remove front wheel housing liner > General body repairs, 
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and 
installing wheel housing liner (front) . 


— Remove bolts -arrows-. 


— Detach housing cover -1-. 


— Press retaining tab -2- to unplug electrical connector -1-. 


- Turn gas discharge bulb -3- anti-clockwise -arrow- and take 
out of housing. 
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— Release retaining clip -arrow A- and open adapter ring -2- 
-arrow B-. 


— Disengage adapter ring at gas discharge bulb -1- -arrow C-. 


Installing 
Installation is carried out in reverse order; note the following: 


- Position one half of adapter ring -3- with locating element at 
gas discharge bulb -2-. 


* Locating elements -4- and -5- must be inserted in mountings. 
- Close second half -1- of adapter ring until itengages audibly. 


— Plug connector in again.and insert new gas discharge bulb in 
housing; do not touch glassspartof*bulb.withsbare hands. 


* Installation position: The electrical connection faces down- 
wards. 


— Close housing cover and tighten bolts: 

Tightening torques 

@ = “1.1.3 Exploded view - headlights, gas discharge headlight 
up to model year 2014”, page 133 


— Install front wheel housing liner > General body repairs, ex- 
terior; Rep. gr. 66 ; Wheel housing liners; Removing and 
installing wheel housing liner (front) . 


1.9.2 Removing and installing gas discharge 
bulb -L13- / -L14- - vehicles from model 
year 2015 onwards 

On vehicles from model year 2015 onwards, the gas discharge 


bulb -L13- / -L14- is integrated in the gas discharge bulb control 
unit - J343- / -J344- . 


— Removing and installing gas discharge bulb control unit - 
J343- / -J344- - vehicles from model year 2015 onwards 
=> page 193 


1.10 Removing and installing LED module for 


daytime running light and side light - 


L176- / -L177- 
The daytime running light and side light bulbs (LED lights) are 
integrated in the headlight housing. The LED lights cannot be re- 


newed separately; the headlight must be renewed as a complete 
unit. 
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-— Renew head ght 
1.11 Removing and MORNINGS cornering laht n part orimwholeiis tot 
bulb i 


> “1.11.1 Removing.and installin pee li tbulb 1/ M62 
L148 / L149 - vehicles up to model year 2014”, page 189 


> “1.11.2 Removing and installing static cornering light M51 / M52 
- vehicles from model year 2015 onwards”, page 190 


1.11.1 Removing and installing cornering light 
bulb -M51- / -M52- , -L148- / -L149- - ve- 
hicles up to model year 2014 


A WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system > page 7. 


Removing 


— Right-side: Remove air cleaner housing > Rep. gr. 23 ; Air 
cleaner; Removing and installing air cleaner housing or > 
Rep. gr. 24 ; Air cleaner; Removing and installing air cleaner 
housing . 


— Left-side: If fitted, remove resonator with air cleaner > Rep. 
gr. 26 ; Secondary air system; Removing and installing sec- 
ondary air pump motor - V101- . 


— Pull housing cover -2- off headlight housing. 
— Turn bulb holder -1- in direction of -arrow- and pull out. 


[RSET 


— Pull bulb -1- out of bulb holder -2-. 
Installing 
Installation is carried out in reverse order; note the following: 


— Insert new bulb in bulb holder, taking care not to touch glass 
part of bulb with bare hands. 


— Close housing cover. 


1. Headlights 1 89 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


1.11.2 | Removing and installing static cornering 
light -M51- / -M52- - vehicles from model 
year 2015 onwards 


A WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system > page 7. 


Removing 


- Right-side: Remove air cleaner housing > Rep. gr. 23 ; Air 
cleaner; Removing and installing air cleaner housing or => 
Rep. gr. 24 ; Air cleaner; Removing and installing air cleaner 
housing, . 


— Turn housing cover -1- anti-clockwise -arrow- and detach from 
headlight housing. 


A94-11760 


— Turn bulb holder -1- in direction of -arrow- and pull out. 


~ 
A94-11762 


— Pull bulb -1- out of bulb holder -2-. 
Installing 
Installation is carried out in reverse order; note the following: 


— Insert new bulb in bulb holder, taking care not to touch glass 
part of bulb with bare hands. 


- Close housing cover (turn clockwise). 


AG4-11112 
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1.12 Removing and installing dip beam 
screen motor -V294- / -V295- 


The dip beam screen motor is located in the headlight housing 
and cannot be renewed separately in the event of a fault. 


— Renew headlight housing > page 143. 
1.43 Removing and installing dynamic cor- 


nering light control motor -V318- / - 
V319- 
The dynamic cornering light control motor is located in the head- 
light housing and cannot be renewed separately in the event of a 
fault. 


— Renew headlight housing > page 143. 


1.14 Removing and installing gas discharge 
bulb control unit -J343- / -J344- 


> “1.14.1 Removing and installing gas discharge bulb control unit 
J343 / J344 E E re up to model year 2014”, page 191 


> “1.14.2 Removing and installing gas discharge bulb control unit 
J343 / J344 - vehicles from model year 2015 onwards”, 


page 193 


1.14.1 Removing and installing gas discharge 
bulb control unit -J343- / -J344- - vehi- 
cles up to model year 2014 


A WARNING 


High voltage! Danger to life! 


$ Ensure that any part of the Ub discharge headlights 
le 


marked with yellow high-voltage warning symbols are de- 
energised when you are working on them. 


$ Switch off ignition and all electrical equipment, and re- 
move ignition key. 


@ Do not flash the headlights. 


Removing 
— Turn light switch to position “0”. 


— Switch off the ignition and all electrical equipment and store 
the ignition key outside the vehicle. 


- Do not flash the headlights. 


— Right-side: Remove air cleaner housing > Rep. gr. 23; Air 
cleaner; Removing and installing air cleaner housing or => 
Rep. gr. 24 ; Air cleaner; Removing and installing air cleaner 
housing . 
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p -2- from wheel hous- 


ing liner (fro 
a Note Protected by copyright. Copying for private or commercial | 
permitted unless authorised by AUDI AG. AUDI AG does no 


Depending on the version, a bolt may be fitted instead of the fas-,, 


— Remove bolts -arrows-. 


— Press wheel housing liner (front section) slightly towards rear 
and detach housing cover -1-. 


— Press retaining tab -2- to unplug electrical connector -1-. 


(a! Note 


Disregard -ltem 3- and -arrow-. 
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— Remove front wheel spoiler > General body repairs, exterior; 
Rep. gr. 66 ; Wheel housing liners; Removing and installing 
wheel housing liner (front) . 


— Remove bolts -arrows-. 
— Detach control unit -1- from headlight housing. 


— Press retaining tabs -2, 5- and disconnect adapter cable -3- 
and electrical connector -6-. 


— Detach control unit. 


(å) Note 


If the left gas discharge bulb control unit cannot be removed as 
described, the water radiator (left-side) for the charge air cooling 
circuit must be removed. Remove radiator (left-side) for charge 
air cooling circuit Rep. gr. 19; Radiator/radiator fans; Exploded 
view - auxiliary radiator . 


Installing 
Installation is carried out in reverse order; note the following: 


— Check seal -4- between control unit and headlight housing for 
damage. 


— Close housing cover and tighten bolts. 
Tightening torques 


+l = “14403 Explodediview - headlights, gas discharge headlight 
üp tO modél year 2014”, page 133 


1.14.2 | Removing and installing gas discharge 
bulb control unit,-J343-/ -J344--vehi- 
cles from model year,.2015 onwards 


A WARNING 


High voltage! Danger to life! Observe environmental require- 
ments. 


$ Safety precautions when handling gas discharge bulbs 
> page 2. 


Removing 
— Turn light switch to position “0”. 


- Switch off the ignition and all electrical equipment and store 
the ignition key outside the vehicle. 


- Do not flash the headlights. 
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- Loosen fastener -1- and disengage cap -2- from wheel hous- 
ing liner (front section) -arrow-. 


a Note 


@ Depending on t 
fastener. 


tted instead of the 


+ Detach wheel housing liner (front) on vehicles without cap > 
General body repairs, exterior; Rep gr 66 ; Wheel, front) 
liners; Removing : and installing whel housing liner (front). 


| [ A94-11150 |] 


mr 
th respect to the rr t of int nation t 


— Turn housing cover -1- anti-clockwise -arrow- and detach from 
headlight housing. 


A94-11760 


— Turn gas discharge bulb -2- anti-clockwise -arrow- and take 
out of housing. 


— Unplug electrical connector -1-. 
Installing 
Installation is carried out in reverse order; note the following: 


- Fit new gas discharge bulb in housing; do not touch glass part 
of bulb with bare hands. 


* Installation position: The electrical connection faces down- 
wards. 


A94-11763 
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1.15 Removing and installing control unit for 
daytime running light and side light - 
J860- / -J861- 


> “1.15.1 Removing and installing control unit for daytime running 
light and side light J860 / J861 - vehicles up to model year 2014”, 


page 195 


> “1.15.2 Removing and installing control unit for daytime runnin 
light and side light J860 / J861 - vehicles from model year 2015 


onwards”, page 196 


1.15.1 Removing and installing control unit for 
daytime running light and side light - 
J860- / -J861- - vehicles up to model 
year 2014 


A WARNING 


High voltage! Danger to life! 


$ Ensure that any part of the gas discharge headlights 


marked with yellow high-voltage warning symbols are de- 
energised when you are working on them. 


$ Switch off ignition and all electrical equipment, and re- 
move ignition key. 


@ Do not flash the headlights. 


Removing 
— Turn light switch to position “0”. 


— Switch off the ignition and all electrical equipment and store 
the ignition key outside the vehicle. 


— Do not flash the headlights. 


— Remove lock carrier cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (front); Removing and installing attach- 
ments . 


— Right-side: Remove air cleaner housing > Rep. gr. 23; Air 
cleaner; Removing and installing air cleaner housing or > 
Rep. gr. 24 ; Air cleaner; Removing and installing air cleaner 
housing . 


— Left-side: If fitted, remove resonator with air cleaner > Rep. 
gr. 26 ; Secondary air system; Exploded view - secondary air 
system . 
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— Remove bolts -arrows-. 

— Detach control unit -1- from headlight housing. 

— Press release tab -2- to unplug electrical connector -3-. 
— Detach control unit. 

Installing 

Installation is carried out in reverse order; note the following: 


— Check seal -4- between control unit and headlight housing for 
damage. 


Tightening torques 


@ > “1.1.3 Exploded view - headlights, gas discharge headlight 
up to modehyeare20 14:epagest.33 
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1.15.2 | Removing and installing control unit for 
daytime running light and side light - 
J860- / -J861- - vehicles from model 
year 2015 onwards 


A WARNING 


High voltage! Danger to life! 


$ Ensure that any part of the gas discharge headlights 
marked with yellow high-voltage warning symbols are de- 
energised when you are working on them. 


$ Switch off ignition and all electrical equipment, and re- 
move ignition key. 


@ Do not flash the headlights. 


Removing 
- Turn light switch to position “0”. 


- Switch off the ignition and all electrical equipment and store 
the ignition key outside the vehicle. 


- Donot flash the headlights. 


- Right-side: Remove air cleaner housing > Rep. gr. 23 ; Air 
cleaner; Removing and installing air cleaner housing or > 
head oh 24 ; Air cleaner; Removing and installing air cleaner 

ousing . 


— Left-side: If fitted, remove resonator with air cleaner > Rep. 
gr. = ; Secondary air system; Exploded view - secondary air 
system . 
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— Remove bolts -arrows-. 

— Detach control unit -4- from headlight housing. 

— Press release tab -2- to unplug electrical connector -3-. 
— Detach control unit. 

Installing 

Installation is carried out in reverse order; note the following: 
— Check seal -1- for damage. 

Tightening torques 


@ = “1.1.4 Exploded view - headlights, gas discharge headlight 
from model year 2015 onwards”, page 135 


A94-11687 


1.16 Removing and installing output module 
for headlight -J667- / -J668- 


A WARNING 


High voltage! Danger to life! 


$ Ensure that any part of the gas discharge headlights 
marked with yellow high-voltage warning symbols are de- 
energised when you are working on them. 


$ Switch off ignition and all electrical equipment, and re- 
move ignition key. 


@ Do not flash the headlights. 


Removing 
— Turn light switch to position “0”. 


— Switch off the ignition and all electrical equipment and store 
the ignition key outside the vehicle. 


- Do not flash the headlights. 
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— Remove front wheel housing liner > General body repairs, 
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and 
installing wheel housing liner (front) . 


— Remove bolts -arrows-. 

— Detach output module -1- for headlight. 

Installing 

Installation is carried out in reverse order; note the following: 


— Check seal -2- between output module and housing cover for 
damage. 


Tightening torques 


@ = “1.1.3 Exploded view - headlights, gas discharge headlight 
up to model year 2014”, page 133 
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1.17 Removing and installing output module 
for headlight 

> “1.17.1 Removing and installing output module 1 for LED head- 

light A27 / A31 - vehicles up to model year 2014”, page 199 


> “1.17.2 Removing and installing output module 1 for LED head- 
light A27 / A31 - vehicles from model year 2015 onwards”, 
page 200 


> “1.17.3 Removing and installing output module 2 for LED head- 
light A28 / A32 - vehicles up to model year 2014”, page 201 


> “1.17.4 Removing and installing output module 2 for LED head- 
light A28 / A32 - vehicles from model year 2015 onwards”, 


page 201 


> “1.17.5 Removing and installing output module 3 for LED head- 
light A29 / A33 ”, page 202 


1.17.1 | Removing and installing output module 
1 for LED headlight -A27- / -A31- - vehi- 
cles up to model year 2014 

Removing 


— Remove front wheel housing liner > General body repairs, 
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and 
installing wheel housing liner (front) . 


— Remove bolts -arrows-. 

— Pull off output module -2-. 

Installing 

Installation is carried out in reverse order; note the following: 
— Check seal -1- for damage. 

Tightening torques 


@ > “1.1.6 Exploded view - headlights, LED headlight up to mod- 
el year 2014”, page 137 


AQ4-11187 
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1.17.2 | Removing and installing output module 
1 for LED headlight -A27- / -A31- - vehi- 
cles from model year 2015 onwards 

Removing 

e-tron: 


— Drain off coolant > Rep. gr. 19 ; Cooling system/coolant; 
Draining and filling cooling system . 


— Remove front wheel housing liner > General body repairs, 
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and 
installing wheel housing liner (front) . 


— Lift retaining clips -1 and 3- and disconnect coolant lines. 


— Release fasteners -arrows- and detach coolant expansion 
tank -2-. 


— Unplug electrical connector -4-. 


— Lift retaining clip -5- and detach coolant hose from coolant ex- 
pansion tank. 


All versions (continued): 


— Right-side: Remove air cleaner housing > Rep. gr. 23 ; Air 
cleaner; Removing and installing air cleaner housing or > 
Rep. gr. 24; Air cleaner; Removing and installing air cleaner 
housing . 


— Remove bolts -arrows-. 

— Pull off output module -2-. 

Installing 

Installation is carried out in reverse order; note the following: 
— Check seal -1- for damage. 


— Fill up with coolant > Rep. gr. 19 ; Cooling system/coolant; 
Draining and filling cooling system . 


Tightening torques 
+ = “1.1.7 Exploded view - headlights, LED headlight from mod- 
el year 2015 onwards”, page 139 a 
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1.17.3. Removing and installing output module 
2 for LED headlight -A28- / -A32- - vehi- 
cles up to model year 2014 

Removing 

— Remove headlight housing > page 143 . 

— Remove bolts -arrows-. 

— Pull off output module -4-. 

— Press release tab -1- to unplug electrical connector -2-. 

— Remove output module. 

Installing 

Installation is carried out in reverse order; note the following: 

— Check seal -3- for damage. 

Tightening torques 


@ > “1.1.6 Exploded view - headlights, LED headlight up to mod- 
el year 2014”, page 137 
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1.17.4. Removing and installing output module 
2 for LED headlight -A28- / -A32- - vehi- 
cles from model year 2015 onwards 


Removing 


~e;Release wheel housing liner (front).and press to:side = Gen- 
eral body repairs, exterior; Rep. gr. 66 ; Wheel housing liners; 
Removing and installing wheel housing liner (front) - 


Ran 
. 
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— Remove bolts -arrows-. 


MERKEE 


— Pull off output module -4-. 


in 
J npp 


— Press release tab -2- to unplug electrical connector -3-. 
— Remove output module. 

Installing 

Installation is carried out in reverse order; note the following: 
— Check seal -1- for damage. 

Tightening torques 


@ =“1.1.7 Exploded view - headlights, LED headlight from mod- ! . 
el year 2015 onwards”, page 139 
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1.17.5 | Removing and installing output mod- 
ule 3 for LED headlight -A29- / -A33- 


A Caution 


Risk of irreparable damage to electronic equipment. 


@ Requirement for cleanliness: Make sure no particles enter 
the headlight housing, in particular no metallic or other- 
wise conductive material. 


When working on the open headlight ensure that no oil, 
grease, silicone or other material comes into contact with 
parts of the headlight. These materials can evaporate and 
build up a film inside the headlight. 


Do NOT touch the electronic printed circuit boards with 
bare hands, as this can cause migration. 


Electrostatic alae protection: The require- 


ments according to 613-40-5-1:-must always be:met 
when handling electronic equipment. 


Do not re-use electronic equipment (i.e. components, as- 
semblies) which has been dropped. 


ESD (electrostatic discharge) workplace -VAS 6613- > 
Electrical system; General information; Rep. gr. 97; ESD 
(electrostatic discharge) workplace VAS 6673 . 


A WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system > page 7. 


Special tools and workshop equipment required 
@ Spark plug connector pliers - V.A.G 1922- 
V.A.G 1922 
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Removing 


Right-side: Remove air cleaner housing > Rep. gr. 23 ; Air 
cleaner; Removing and installing air cleaner housing or > 
Rep. gr. 24 ; Air cleaner; Removing and installing air cleaner 
housing . 


Left-side: If fitted, remove resonator with air cleaner > Rep. 


0 SEC 4 


Detach housing cover -1-. 


riaht 


Unplug electrical connector at output module -2-; to do so, , , 


press release tabs -arrows- with spark plug connector pliers - 
V.A:G1922=ct to t correctn¢ f int vation in this 


Remove housing cover -1-. 


Remove bolts -arrows- and detach retaining frame -3- from 
housing cover -4-. 


Remove output module -2- from housing cover -1-. 


Installing 


Installation is carried out in reverse order; note the following: 


Close housing cover and tighten bolts. 


Tightening torques 


+ 


> “1.1.6 Exploded view - headlights, LED headlight up to mod- 
el year 2014”, page 137 
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A94-11513 
Z 
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1.17.6 Removing and installing output mod- 
ule 4 for LED headlight -A34- / -A30- 


A Caution 


Risk of irreparable damage to electronic equipment. 


$ Requirement for cleanliness: Make sure no particles enter 
the headlight housing, in particular no metallic or other- 
wise conductive material. 


When working on the open headlight, ensure that no oil, 
grease, silicone or other material comes into contact with 
parts of the headlight. These materials can evaporate and 
build up a film inside the headlight. 


Do NOT touch the electronic printed circuit boards with 
bare hands, as this can cause migration. 


Electrostatic ea PED bre penile The require- 


ments according to DIN 613-40-5-1 must always be met 
when handling electronic equipment. 


Do not re-use electronic equipment (i.e. components, as- 
semblies) which has been dropped. 


ESD (electrostatic discharge) workplace -VAS 6613- > 
Electrical system; General information; Rep. gr. 97 ; ESD 
(electrostatic discharge) workplace VAS 6673 . 


Removing 


— Remove front wheel housing liner = General body repairs, 
exterior; Rep. gr. 66 ; Wheel housing liners; Removing and 
installing wheel housing liner (front) . 


— Remove bolts -arrows-. 


— Detach housing cover -1-. 


- Remove bolts -arrows- and detach retaining frame 1- from 
housing cover -2-. 
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— Remove output module -2- from housing cover -1-. 

— Press release tabs -arrows- to unplug electrical connector. 
Installing 

Installation is carried out in reverse order; note the following: 
— Close housing cover and tighten bolts. 

Tightening torques 


@ =“1.1.6 Exploded view - headlights, LED headlight up to mod- 
el year 2014”, page 137 
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1.17.7 | Removing and installing output module 
for matrix headlight -A44- / -A45- 

Removing 

— Remove headlight housing > page 145 . 

— Remove bolts -arrows-. 

— Pull off output module -1-. 

Installing 

Installation is carried out in reverse order; note the following: 


— Check seal -2- between output module and headlight for dam- 
age. 


Tightening torques 


@ = “1.1.7 Exploded view - headlights, LED headlight from mod- 
el year 2015 onwards”, page 139 


1418 Removing and installing headlight range 
controlmotor -V48- / -V49- 


> “1.18.1 Removing and installing headlight range control motor 
V48 / V49 - halogen headlig hts”, page 205 


> “1.18.2 Removing and installing headlight range control motor 
V4#8'/ V49“ gas discharge headlights Up to'model year 2014", 
page.207 


> “1.18.3 Removing and installing headlight range control motor 
V48 / V49 - gas discharge headlights from model year 2015 on- 
wards”, page 208 


> “1.18.4 Removing and installing headlight range control motor 
V48 / V49 - LED headlights up to model year 2014”, page 210 


> “1.18.5 Removing and installing headlight range control motor 
V48 / V49 - LED headlights from model year 2015 onwards”, page 
211 

1.18.1 Removing and installing headlight range 


control motor -V48- / -V49- - halogen 
headlights 


Special tools and workshop equipment required 
@ Protective gloves 
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@ Safety goggles 

@ Carpet knife 

Removing 

— Remove headlight housing > page 142. 


a Note 


+ Before renewing headlight range control motor, headlight 
housing must be cut open at specified location with a sharp 
carpet knife. 


+ For subsequent sealing of assembly opening, housing cover 
íis available > Electronic parts catalogue 


A WARNING 


Risk of injury and damage. 


@ Wear protective gloves and safety goggles. 


@ To prevent damage to electrical wiring in headlight hous- 
ing, do not cut too deep. 


— Cutdummy cover -1- out of headlight housing -2- using a sharp 
carpet knife. 


(à Note 


Thoroughly remove 
moving dummy cove 


vith re € yrre f; f 
- Turn control motor -3- anticlockwise -arrow- and swivel up- 
wards; this disengages ball head -1- on actuator shaft down- 
wards from ball head mounting. 


- Remove control motor. 
— Unplug electrical connector -2-. 
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Installing 
Installation is carried out in reverse order; note the following: 
— When inserting, plug in electrical connector. 


— Pull reflector -1- towards rear and engage ball head on actua- 
tor shaft in ball head mounting of reflector. 


notor -3- clockwise -arrow-. 


© Tpet benin: 


— Adjust headlights > page 148 . 


>adlight housing with housing cover -2- 
ectronic parts catalogue . 


Protected by copyright. Copying for private or commercial purposes, in part or 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accep i 


with respect to the correctness of information in this document. Copyright by 4 


1.18.2 | Removing and installing headlight range 
control motor -V48- / -V49- - gas dis- 
charge headlights up to model year 
2014 


Removing 


— Right-side: Remove air cleaner housing > Rep. gr. 23 ; Air 
cleaner; Removing and installing air cleaner housing or > 
Rep. gr. 24 ; Air cleaner; Removing and installing air cleaner 
housing . 


-— Loosen fastener -1- and disengage cap -2- from wheel hous- 
ing liner (front section) -arrow-. 


[a] Note 


ri lie on the version, a bolt may be fitted instead of the fas- 
fener. 


— Remove bolts -arrows-. 


— Press wheel housing liner (front section) slightly towards rear 
and detach housing cover -1-. 
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— Turn control motor -2- anticlockwise -arrow- and swivel down- 
wards; this disengages ball head on actuator shaft upwards 
from ball head mounting. 


— Remove control motor. 
— Unplug electrical connector -1-. 


Installing 
Installation is carried out in reverse order; note the following: 
— When inserting, plug in electrical connector. 


— Pull reflector -1- towards rear; ball head mounting -2- must sit 
in guide -3- of housing -arrow A-. 


— Insert ball head on actuator shaft in ball head mounting of re- 
flector and engage control motor -4- clockwise -arrow B-. 


— Close housing cover and tighten bolts. 
- Adjust headlights > page 148 . 
Tightening torques 


@ = “1.1.3 Exploded view - headlights, gas discharge headlight 
up to model year 2014”, page 133 


1.18.3 Removing and installing headlight range 
control motor -V48- / -V49- - gas dis- 
charge headlights from model year 2015 
onwards 


Special tools and workshop equipment required 


@ Carpet knife 
Removing... b, pyright pying for privat f n > il pur} 
- Remove headlight housing.» page:145-. 

with respect to the correct of 
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[a] Note 


@ Before renewing headlight range control motor, headlight 
housing must be cut open at specified location with a sharp 
carpet knife. 


@ For subsequent sealing of assembly opening, housing cover 
is available > Electronic parts catalogue 


A WARNING 


Risk of injury and damage. 


@ Wear protective gloves and safety goggles. 


@ To prevent damage to electrical wiring in headlight hous- 
ing, do not cut too deep. 


- Cut ot 4 he G | -4- out of headlight housing -3- using a sharp 
carpet knife. 


(å) Note 


Thoroughly rèmovemetalparticles'and residue (caused by res 
moving dummy cover) from headlight housing. 
— Unplug electrical connector -1-. 


— Turn control motor -2- for left headlight anti-clockwise 
-arrow- and for right headlight clockwise. Swivel control motor 
downwards; this disengages ball head on actuator shaft up- 
wards from ball head mounting. 


— Remove control motor. 


Installing 
Installation is carried out in reverse order; note the following: 


— Close opening in headlight housing -1- with housing cover 
-2- from repair kit > Electronic parts catalogue . 


— Adjust headlights > page 148 . 
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1.18.4 | Removing and installing headlight range 
control motor -V48- / -V49- - LED head- 
lights up to model year 2014 


A Caution 


Risk of irreparable damage to electronic equipment. 


$ Requirement for cleanliness: Make sure no particles enter 
the headlight housing, in particular no metallic or other- 
wise conductive material. 


When working on the open headlight, ensure that no oil, 
grease, silicone or other material comes into contact with 
parts of the headlight. These materials can evaporate and 
build up a film inside the headlight. 


Do NOT touch the electronic printed circuit boards with 
bare hands, as this can cause migration. 


Electrostatic discharge (ESD) protection: The require- 
ments according to DIN 613-40-5-1 must always be met 
when handling electronic equipment. 


Do not re-use electronic equipment (i.e. components, as- 
semblies) which has been dropped. 


ESD (electrostatic discharge) workplace -VAS 6613- > 
Electrical system; General information; Rep. gr. 97 ; ESD 
(electrostatic discharge) workplace VAS 6673 . 


Removing 


— Remove front wheel housing liner > General body repairs, 
exterior; Rep. gr. 66; Wheel housing liners; Removing and 
installing wheel ‘housing,linen(front)s. 


— Remove bolts -arrows-. 


- Detach housing cover -1-. 
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— Remove bolts -2, 4-. 


— Swivel control motor -1- upwards -arrow-; this disengages ball 
head on actuator shaft downwards from ball head mounting. 


— Remove control motor. 

— Unplug electrical connector -4-. 

Installing 

Installation is carried out in reverse order; note the following: 
— When inserting, plug in electrical connector. 


— Engage ball head on actuator shaft in ball head mounting of 
reflector. 


— Close housing cover and tighten bolts. 
— Adjust headlights > page 148 . 
Tightening torques 


@ = “1.1.3 Exploded view - headlights, gas discharge headlight 
up to model year 2014”, page 133 


1.18.5 | Removing and installing headlight range 
control motor -V48- / -V49- - LED head- 
lights from model year 2015 onwards 


Removing 


Remove headlight housing > page 145. 
of eRemove output'module 2 for LED headlight > page 201 . 


A «gt Q 
- Unscrew alts -1, 3, 7, 8- and detach mounting -2-. 


Rele ease fastener ers -4, 6- and guide connector -5- out of mount- 
ing. 


- Remove pins -1, 2- from headlight housing. You will need to 
break them to do so. 


[a] Note 


Thoroughly remove metal particles and residue (caused by re- 
moving pins) from headlight housing. a 
Ad 


— Remove bolts -arrows- through openings. 
— Turn height adjuster screw -3- clockwise as far as stop. 
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— Unscrew bolts -4y,3~and,.detach»bracket -2-. 


— Press ball head of actuator shaft upwards -arrow- out of its 
mounting -4- by swivelling control motor, and take out head- 
light range control motor: 


— Take control motor -1- out of headlight housing, as shown in 
illustration. 


— Unplug electrical connector -2-. 


Installing 


EA Rw 
AS 
Installation is carried out in reverse order; note the following: fe E 


— Close opening in headlight housing -1- with grommets -2, 3- 
from repair kit > Electronic parts catalogue . 


— Adjust headlights > page 148 . 
Tightening torques 


@ = “1.1.8 Exploded view - headlights, LED headlight repair kit 
from model year 2015 onwards”, page 141 
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1.19 Removing and installing headlight fan 
> “1.19.1 Removing and installing headlight fan V407 / V408 - 
vehicles up to model year 2014”, page 213 


> “1.19.2 Removing and installing headlight fan V407 / V408 - 
vehicles from model year 2015 onwards”, page 215 


> “1.19.3 Removing and installing headlight fan 2 V463 / V464 ” 
page 216 


1.19.1 Removing and installing headlight fan - 
V407- / -V408- - vehicles up to model 
year 2014 


A Caution 


Risk of irreparable damage to electronic equipment. 


@ Requirement for cleanliness: Make sure no particles enter 
the headlight housing, in particular no metallic or other- 
wise conductive material. 


When working on the open headlight, ensure that no oil, 
grease, silicone or other material comes into contact with 
parts of the headlight. These materials can evaporate and 
build up a film inside the headlight. 


Do NOT touch the electronic printed circuit boards with 
bare hands, as this can cause migration. 


Electrostatic discharge (ESD) protection: The require- 
ments according to DIN 613-40-5-1 must always be met 
when handling electronic equipment. 


Do not re-use electronic equipment (i.e. components, as- 
semblies) which has been dropped. 


ESD (electrostatic discharge) workplace -VAS 6613- > 
Electrical system; General information; Rep. gr. 97 ; ESD 
(electrostatic discharge) workplace VAS 6673 . 


A WARNING 


Observe Safety precautions when working on vehicles with 
high-voltage system=> page’ 7 . 


Special tools and workshop equipment required 
@ Spark plug connector pliers - V.A.G 1922- 
V.A.G 1922 


1. Headlights 21 3 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


Removing 


— Right-side: Remove air cleaner housing > Rep. gr. 23 ; Air 
cleaner; Removing and installing air cleaner housing or > 
Rep. gr. 24 ; Air cleaner; Removing and installing air cleaner 
housing . 


— Left-side: If fitted, remove resonator with air cleaner > Rep. 
gr. 26 ; Secondary air system; Removing and installing sec- 
ondary air pump motor - V101- . 


— Remove bolts -arrows-. 
— Detach housing cover -1-. 


— Unplug electrical connector at output module -2-; to do so, 
press release tabs -arrows- with spark plug connector pliers - 
V.A.G 1922- . 


— Remove housing cover -1-. 


Protected by copyright. Copying for private or commercia pu 
permitted unless authorised by AUDI AG. AUDI AG does notg 


with respect to the correctness of information in this documegit 


— Remove bolts -arrows-. 

— Take fan -2- out of headlight housing -3-. 

— Unplug electrical connector -1-. 

Installing 

Installation is carried out in reverse order; note the following: 
- Close housing cover and tighten bolts. 


Tightening torques : = 
@ = “1.1.6 Exploded view - headlights, LED headlight up to mod- ~or eer] 


el year 2014”, page 137 
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1.19.2 Removing and installing headlight fan - 
V407- / -V408- - vehicles from model 
year 2015 onwards 


Removing 


— Loosen fastener -1- and disengage cap -2- from wheel hous- 
ing liner (front section) -arrow-. 


[a] Note 


@ Depending on the version, a bolt may be fitted instead of the 
fastener. 


@ Detach wheel housing liner (front) on vehicles without cap > 
General body repairs, exterior; Rep. gr. 66 ; Wheel housing 
liners; Removing and installing wheel housing liner (front) . 


— Release wheel housing liner (front) and press to side > Gen- 
eral body repairs, exterior; Rep. gr. 66 ; Wheel housing liners; 
Removing and installing wheel housing liner (front) . 

— Remove bolts -arrows-. 

— Detach housing cover -5-. 

— Remove bolts -2, 4-. 

— Detach mounting -3- with fan from housing cover -1-. 


A94-11734 


— Press release tab to unplug electrical connector -2-. 

— Unscrew bolt -4- and detach fan -3- from mounting -1-. 
Installing 

Installation is carried out in reverse order; note the following: 
— Close housing cover and tighten bolts. 

Tightening torques 


@ = “1.1.7 Exploded view - headlights, LED headlight from mod- 
el year 2015 onwards”, page 139 


A94-11769 
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1.19.3 Removing and installing headlight fan 2 
-V463- / -V464- 
Removing 


— Loosen fastener -1- and disengage cap -2- from wheel hous- 
ing liner (front section) -arrow-. 


a Note 


@ Depending on the version, a bolt may be fitted instead of the 
fastener. 


@ Detach wheel housing liner (front) on vehicles without cap > 
General body repairs, exterior; Rep. gr. 66 ; Wheel housing 
liners; Removing and installing wheel housing liner (front) . 


— Release wheel housing liner (front) and press to side > Gen- 
eral body repairs, exterior; Rep. gr. 66 ; Wheel housing liners; 
Removing and installing wheel housing liner (front) . 


— Turn housing:cover=1- anti-clockwise -arrow- and detach from 
headlight housing. 

— Remove bolts -2, 5-. 

- Detach fan -3-. 

— Press release tab to unplug electrical connector -4-. 

Installing 

Installation is.carried out in reverse sequence. 

Tightening torques 


@ = “1.1.7 Exploded view - headlights, LED headlight from mod- 
el year 2015 onwards”, page 139 
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1.20 Installing repair kit for headlight housing 

> “1.20.1 Installing repair kit for headlight housing - gas discharge 

bulb”, page 216 

> “1.20.2 Installing repair kit for headlight housing - LED head- 

lights”, page 217 

1.20.1 Installing repair kit for headlight housing 
- gas discharge bulb 


a Note 


+ Broken-off headlight retaining tabs can be renewed by instal- 
ling repair kit. Renewing the entire headlight is then not nec- 
essary. 


+ Different repair kits are available for both headlights (left-side 
or right-side) > Electronic parts catalogue . 
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Procedure 
— Remove headlight with broken retaining tab > page 145. 


- Remove remains of broken retaining tab from headlight hous- 
ing. 

— Fit retaining tabs -1, 4, 7- from repair kit on headlight housing 
-5- and secure tabs with bolts -2, 3, 6-. 


Tightening torques 


@ = “1.1.5 Exploded view - headlights, gas discharge headlight 
repair kit from model year 2015 onwards”, page 136 
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1.20.2 _ Installing repair kit for headlight housing 
- LED headlights 


(å) Note 


@ Broken-off headlight retaining tabs can be renewed by instal- 
ling repair kit. Renewing the entire headlight is then not nec- 
essary. 


+è Different repair kits are available for both headlights (left-side 
or right-side) > Electronic parts catalogue . 


Procedure 


— Remove headlight with broken retaining tab > page 145. 


- Remove remains of broken retaining tab from headlight hous- 
ing. 

— Fitretaining tab -2- from repair kit on headlight housing -1- and 
secure tab with bolts -3-. 


Tightening torques 


@ = “1.1.8 Exploded view - headlights, LED headlight repair kit 
from model year 2015 onwards”, page 141 
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1.21 Adapting headlights for driving on the 
left side of the road 


> “1.21.1 Adapting headlights for driving on the left side of the 
road - halogen headlights”, page 218 


=> “1.21.2 Adapting headlights for driving on the left side of the 

road - gas discharge headlights and LED headlights”, page 218 

1.21.1 Adapting headlights for driving on the 
left side of the road - halogen headlights 


No adjustments need to be made to the headlights when travelling 
in countries where the vehicle is driven on the other side of the 
road. 


1.21.2 | Adapting headlights for driving on the 
left side of the road - gas discharge 
headlights and LED headlights 


When travelling in countries where the vehicle is to be driven on 
the other side of the road, both headlights must be adjusted to 
prevent dazzling by the asymmetric dipped beam. 


Vehicles up to model year 2014: 
Procedure 


— The headlights are adapted for driving on the left or right via 
the multimedia system,operating,unit inthe menu option Ex- 
terior lighting > Owner's Manual for the vehicle . 


Vehicles from model year 2015 onwards: 


No adjustments need to be made to the headlights when travelling 
in countries where the vehicle is driven on the other side of the 
road. 

1.22 Adapting headlights for driving on the 
right side. of.the road 

=> “1.22.1 Adapting headlights for driving on the right side of the 

road - halogen headlights”, page 218 

> “1.22.2 Adapting headlights for driving on the right side of the 

road - gas discharge headlights and LED headlights”, page 218 

1.22.14 Adapting headlights for driving on the 
right side of the road - halogen head- 
lights 

No adjustments need to be made to the headlights when travelling 

in countries where the vehicle is driven on the other side of the 

road. 

1.22.2 Adapting headlights for driving on the 
right side of the road - gas discharge 
headlights and LED headlights 

When travelling in countries where the vehicle is to be driven on 


the other side of the road, both headlights must be adjusted to 
prevent dazzling by the asymmetric dipped beam. 
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Vehicles up to model year 2014: 
Procedure 


— The headlights are adapted for driving on the left or right via 
the multimedia system operating unit in the menu option Ex- 
terior lighting > Owner's Manual for the vehicle . 


Vehicles from model year 2015 onwards: 


No adjustments need to be made to the headlights when travelling 
in countries where the vehicle is driven on the other side of the 
road. 
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2 Fog lights 
=> “2.1 Exploded view - fog light”, page 220 
> “2.2 Removing and installing fog lights”, page 221 


> “2.3 Removing and installing fog light bulb L22 / L23 ” 
page 221 


=> “2.4 Adjusting fog lights”, page 221 
2.1 Exploded view - fog light 


1 - Air intake grille 
2 - Fog light 


Q Removing and installing 
> page 221 


3 - Bolt 
Q 4.5Nm 
4 - Breather 
Q For fog lights 
5 - Fog light bulb 
Q Left fog light bulb - L22- 
Right fog light bulb - 
L23- 


Q 

Q 12 V, 55 W (H11) 

QO Removing and installing 
=> page 221 


6 - Bolt 
QO 4.5Nm 


with respect to the correctness of information in this document. Copyright by AUDI AG 
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2.2 Removing and installing fog lights 
Removing 


— Remove air intake grille > General body repairs, exterior; Rep. 
gr. 63 ; Bumper (front); Removing and installing attachments . 


— Remove bolts -arrows-. 


— Disengage guide -3- at mounting -2- and remove fog light 


— Unplug electrical connector. 
Installing = 
peer | 


Installation is carried out in reverse order; note the following: 
— Adjust fog lights > page 221. 

Tightening torques 

@ = “2.1 Exploded view - fog light”, page 220 


2.3 Removing and installing fog light bulb - 
L22- / -L23- 
Removing 


— Remove fog light and unplug electrical connector -1- 
=> page 221. 


- Detach breather hose -3- from fog light (left-side). 


— Turn bulb -2- anti-clockwise -arrow- and pull it out of fog light 
housing. 


Installing 

Installation is carried out in reverse order; note the following: 

— Fit new bulb in housing; do not touch glass part of bulb with 
bare hands. 


— Secure bulb by turning clockwise. 
— Attach breather hose to fog light (left-side). 


— Install fog light > page 221 . 


2.4 Adjusting fog lights 


+ The following checking and adjustment procedures apply to 
all countries. 


# However, national legislation and guidelines for individual 
countries must be adhered to. 


Requirementssfor'checking and adjusting 

* Tyre pressures OK. 

* ‘Headlight lenses must be clean and dry. 
* Headlight lenses must not be damaged. 
* Reflectors and bulbs OK 


* Roll vehicle several metres or depress front and rear springs 
fully several times so that springs settle correctly. 


* Release handbrake to relieve any load on suspension. 


° a and headlight adjustment unit must be on a level sur- 
ace. 
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* Headlight adjustment unit must be aligned to vehicle > Op- 
erating instructions for headlight adjustment unit . 


* Dip setting must be set on headlight adjustment unit > Oper- 
ating instructions for headlight adjustment unit . 


* Vehicle correctly loaded. 


Vehicle loading: driver's seat occupied, otherwise vehicle unloa- 
ded (unladen weight). 


* One person or 75 kg. 
Preparations 
— Vehicle must be on a level surface. 


— Turn light switch to “dipped beam” position — not to “Auto” po- 
sition. 


— Pull light switch to “fog light” position. 

Headlight adjustment 

— Turn adjuster screw -arrow- to adjust fog light range. 
* Dip setting: 2% 


a Note 


+ The percentage value is for a range of 10 m. Example: Con- 
verting a dip setting of 2.0% = 20 cm. 


+è Lateral adjustment is not possible. 
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3 Daytime running lights 


> “3.1 Removing and installing daytime running light bulb L174 / 
L175 , headlight main beam bulb M30 / M32 - halogen headlights”, 
page 223 


>= aa Removing and installing LED module for daytime running 
light and side light L176 / L177”, page 223 

=> “3.3 Exploded view - signature lighting”, page 223 

=> “3.4 Removing and installing signature lighting”, page 224 


=> “3.5 Removing and installing light for signature lighting L275 / 
L276 ”, page 228 


3.1 Removing and installing daytime run- 
ning light bulb -L174- /-L175- , headlight 
main beam bulb -M30- / -M32- - halogen 
headlights 

> “1.8 Removing and installing daytime running light bulb L174 / 

L175 , headlight main beam bulb M30 / M32 - halogen headlights”, 

page 186 

3.2 Removing and installing LED module for 
daytime running light and side light - 
L176- / -L177- 


= “1.10 Removing and installing LED module for daytime running 
light and side light L176 / L177 ”, page 188 


3.3 Exploded view - signature lighting 
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1 - Air intake grille g 
2 - Bumper cover | | 
3 - Cover 


4 - Bolt 
QO) 5x 
QO 3.5Nm 


5 - Light for signature lighting 


Q Light for left signature 
lighting - L275- , light for 
right signature lighting - 
L2 


Q Removing and installing 
=> page 225 
6 - Bolt 
OQ) 3x 
Q 1.5Nm 


7 - Bolt 


ū With seal; renew if dam- 
aged 


OQ) 3x 
Q 1.5Nm 
8 - Signature lighting 
Q Removing and installing 


=> page 224 
3.4 Removing and installing signature light- 
ing 
Removing 


- Remove air intake grille > General body repairs, exterior; Rep. 
gr. 63 ; Bumper (front); Exploded view - bumper cover . 


- Disengage catches -arrows-. 
- Disengage cover -1- from signature lighting and remove. 


- Remove wheel housing liner and wheel spoiler > General 
body repairs, exterior; Rep. gr. 66 ; Wheel housing liners; Re- 
moving and installing wheel housing liner (front) . 


A94-12116 
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— Left side: Disengage resonator -1- from bracket -2- and push 
to one side. 


— Right side: Detach horn > page 93 . 


— Right side: Move electrical wiring harness clear. 


— Remove bolts -arrows-. 


— Unplug electrical connector -3- and move wiring harness -2- 
clear. 


— Take out signature lighting -1- towards rear. 
Installing 
Installation is carried out in pavers sequence. 


Tightening torque 


A94-12120 


3.5 Removing and installing light for signa- 
ture lighting -L275- / -L276- 
Removing 


— Remove wheel spoiler and unfasten wheel housing liner > 
General body repairs, exterior; Rep. gr. 66 ; Wheel housing 
liners; Removing and installing wheel housing liner (front) . 


— Remove bolts -arrows-. 

— Pull off light for signature lighting -1-. 

— Unplug electrical connector -2-. 

Installing 

Installation is carried out in reverse order; note the following: 
— Check seal -2- for damage. 
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— Check seals -arrow- on bolts -1, 2, 3- for damage. 
Tightening torques 
@ = “3.3 Exploded view - signature lighting”, page 223 


A94-12091 
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4 Lights in exterior mirror 


=> “4.1 Exploded view - lights in exterior mirror’, page 227 


> “4.2 Removing and installing exterior mirror turn signal bulb 
L131 / L132 ”, page 228 


4.1 Exploded view - lights in exterior mirror 


1 - Mirror glass 
2 - Bolt 
Q 2x 
QO 0.9Nm 
3 - Exterior mirror turn signal 
bulb 


Q Driver side turn signal 
repeater bulb - L131- , 
front passenger side 

turn signal repeater bulb 

L132- 


Q peo and installing 
> page 228 


4 - Exterior mirror housing 


5 - Mounting for mirror adjust- 
ment unit 
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4.2 Removing and installing exterior mirror 
turn signal bulb -L131- / -L132- 
Removing 


— Remove exterior mirror housing > General body repairs, ex- 
terior; Rep. gr. 66 ; Exterior mirrors; Removing and installing 
cover for mirror . 


— Remove bolts -arrows-. 


- Take turn signal bulb -1- out of exterior mirror housing -2- from 
below. 


Installing 


Installation is carried out in reverse order; note the following: 


(a) Note 


Entire turn signal in exterior mirror must be renewed as a com- 
plete unit if an LED is defective. 


— Insert tip of turn signal repeater into slot -arrow- in exterior 
mirror housing -3-; guide -2- must engage in mounting -1- at 
the same time. 


— Swivel turn signal bulb -5- into rear section of exterior mirror 
housing and make sure that guide groove engages in guide 
-4 


Tightening torques 
@ = “4.1 Exploded view - lights in exterior mirror’, page 227 
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5 Lights in exterior door handle 


> “5.1 Exploded view - lights in exterior door handle”, page 229 
> “5.2 Removing and installing exterior door handle illumination 


bulb”, page 229 
5.1 Exploded view - lights in exterior door handle 


1 - Exterior door handle illumi- 
nation bulb 


Front exterior door handle 


Q) Front left exterior door 
handle illumination bulb 
- L162- 


Q Front right exterior door 
handle illumination bulb 


OQ Removing and installing 
> page 229 


Rear exterior door handle 


Q) Rear left exterior door 
handle illumination bulb 
- L168- 


Q Rear right exterior door 
handle illumination bulb 


Q romovia ana installing 
=> page 230 


2 - Exterior door handle 
3 - Electrical connector 
4 - Wiring guide 


5.2 Removing and installing exterior door 
handle illumination bulb 


> “5.2.1 Removing and installing front exterior door handle illu- 
mination bulb L162 / L163 ”, page 229 


> “5.2.2 Removing and installing rear exterior door handle illumi- 
nation bulb L168 / L169 ”, page 230 


5.2.1 Removing and installing front exterior 
door handle illumination bulb -L162- / - 
L163- 


Special tools and workshop equipment required 
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+ Hook - 3438- 


W00-11320 


Removing 


— Remove exterior door handle > General body repairs, exte- 
rior; Rep. gr. 57 ; Door components; Removing and installing 
exterior door handle . 


— Release retaining tabs -arrows A- and take out electrical con- 
nector -2-. 


— Use a small screwdriver to carefully release retaining hooks 
-arrows B- and detach wiring guide -1-. 


(Ë) note 


If exterior door handle illumination bulb cannot be taken out on 
vehicles with keyless entry system because of twisted electrical 
wiring, release retaining tabs -arrows C- and remove electrical 
connector -3-. 


— Use hook - 3438- to release bulb -1- at exterior door handle 


— Pull bulb out of exterior door handle -arrow-. 
Installing 


Installation is carried out in reverse order; note the following: 


(à Note 


Entire exterior door handle illumination bulb must be renewed if 
LED is defective. 


A94-10908 


5.2.2 Removing and installing rear exterior 
door handle illumination bulb -L168- / - 
L169- 


Special tools and workshop equipment required 
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@ Hook - 3438- 


W00-11320 


Removing 


— Remove exterior door handle > General body repairs, exte- 
rior; Rep. gr. 58 ; Door components; Removing and installing 
exterior door handle . 


— Release retaining tabs -arrows A- and take out electrical con- 
nector -2-. 


— Use a small screwdriver to carefully release retaining hooks 
-arrows B- and detach wiring guide -1-. 


(È) note 


/f exterior door handle illumination bulb cannot be taken out on 
vehicles with keyless entry system because of twisted electrical 
wiring, release retaining tabs -arrows C- and remove electrical 
connector -3-. 


— Use hook - 3438- to release bulb -1- at exterior door handle 


— Pull bulb out of exterior door handle -arrow-. 
Installing 


Installation is carried out in reverse order; note the following: 


[a] Note 


Entire exterior door handle illumination bulb must be renewed if 
LED is defective. 


A94-10908 
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6 Lights in sill panel trim 
> “6.1 Overview - entry lights”, page 232 
> “6.2 Removing and installing entry light”, page 232 


6.1 Overview - entry lights 


1 - Light conductor for front left 
sill panel moulding back- 
ground lighting - W67- 
Q Removing and installing 
=> page 232 
2 - Light conductor for front 
right sill panel moulding back- 
ground lighting - W68- 
Q Removing and installing 
=> page 232 
3 - Light conductor for rear 
right sill panel moulding back- 
ground lighting - W70- 
Q Removing and installing 
> page 233 


4 - Bulb for illuminated centre 
armrest - L157- (right-side) 
5 - Bulb for illuminated centre 
armrest - L157- (left-side i 


6 - Light conductor for rearleft_ 
sill panel moulding back- 
ground lighting - W69- 


Q Removing and installing 


=> page 233 
6.2 Removing and installing entry light 


=> “6.2.1 Removing and installing light conductor for front sill panel 
moulding background lighting W67 / W68 ”, page 232 


=> “6.2.2 Removing and installing light conductor for rear sill panel 
moulding background lighting W69 / W70 ”, page 233 


6.2.1 Removing and installing light conductor 
for front sill panel moulding background 
lighting -W67- / -W68- 


The light conductor for background lighting is integrated in the sill 
panel moulding and cannot be renewed separately if defective. 
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— Renew sill panel trim (front) = General body repairs, interior; 
Rep. gr. 70 ; Passenger compartment trim panels; Removing 
and installing sill panel trim . 

6.2.2 Removing and installing light conductor 

for rear sill panel moulding background 
lighting -W69- / -W70- 


The light conductor for background lighting is integrated in the sill 
panel moulding and cannot be renewed separately if defective. 


— Renew sill panel trim (rear) > General body repairs, interior; 


Rep. gr. 70 ; Passenger compartment trim panels; Removing 
and installing sill panel trim . 
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7 Tail light cluster 
=> “7.1 Exploded view - tail light cluster on bod age 234 


=> “7.2 Exploded view - tail light cluster on rear lid”, page 240 


> “7.3 Removing and installing tail light cluster’, page 245 


> “7.4 Removing and installing tail light cluster on rear lid” 
page 246 


> “7.5 Removing and installing bulb carrier”, page 250 


> “7.6 Correcting installation position of tail light cluster’, 
page 252 


zz Removin and installing rear fog light bulb L46 / L47 ”, page 


> “7.8 Removing and installing reversing light bulb”, page 254 
7.1 Exploded view - tail light cluster on body 
> “7.1.1 Exploded view - tail light cluster on body, Saloon”, page 
234 


> “7.1.2 Exploded view - tail light cluster on body, LED tail lights 
up to model year 2014 (Saloon)”, page 236 


> “7.1.3 Exploded view - tail light cluster on body, LED tail lights 
from model year 2015 onwards (Saloon)”, page 237 


> “7.1.4 Exploded view tail light cluster on body, Avant”, 


page 238 
> “7.1.5 Exploded view Staildight.clustenon,body, LED tail lights 
(Avant)”, page 239 


7.1.1 Exploded view.- tail light:cluster.on body, Saloon 


234 Rep. gr.94 - Lights, bulbs, switches - exterior 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


1 - Tail light cluster 
QO Removing and installing 
> page 245 


2 - Clip nut 
3 - Bulb holder 


QO Removing and installing 
=> page 250 


4 - Brake and tail light bulb 2 


Q Left brake and tail 
light bulb 2 - M58- , right 
brake and tail light bulb 
2 - M59- 

Q 12V,21W 


Q Renewing bulbs 
> “7.5.1 Removing and 
installing bulb holder for 
tail light cluster - Sa- 
loon”, page 250 


5 - Rear turn signal bulb 
üQ Rear left turn signal bulb 
- M6- , rear right turn sig- 
nal bulb - M8- 
Q 12V,21W 


QO Renewing bulbs 
> “7.5.1 Removing and 
installing bulb holder for 


tail light cluster. - Sa- 


oon”, page 25 
6 - Cover 


Q For outer tail light cluster 


Q Adjusting > page 252 
8=Bolt 
Q.3.5.Nm 


9i- Adjuster:nut 

Q Adjusting > page 252 
10 - Bolt 

Q 3.5Nm 
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7.1.2 Exploded view - tail light cluster on body, LED tail lights up to model year 
2014 (Saloon) 


1 - Outer tail light cluster 
Q Removing and installing 
> page 245 
2 - Clip nut 
3 - Electrical wiring harness 
Q) With bulb holder 


4 - Reversing light bulb 
QO) Left reversing light bulb 
- M16- 
Q Right reversing light 
bulb - M17- 
Q 12V,16W 
Q Removing and installing 
=> page 250 
5 - Cover 


Q For outer tail light cluster 


Q Removing and installing 
> “7.3.1 Removing and 
installing tail light cluster 
- Saloon”, page 245 


6 - Adjuster nut 

Q Adjusting > page 252 
7 - Bolt 

Q 3.5Nm 
8 - Adjuster nut 

Q Adjusting > page 252 
9 - Bolt 

Q 3.5Nm 
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7.1.3 Exploded view - tail light cluster on body, LED tail lights from model year 
2015 onwards (Saloon) 


1 - Outer tail light cluster 


Q) The bulbs (LED lights) 
are integrated in the tail 
light cluster. The LED 
lights cannot be re- 
newed separately; the 
tail light cluster must be 


Q Remo | ar d 


2 - Clip nut 
3 - Cover l 
Q For outer taillight cluster 
Q Removing‘and installing 
> “7.3.1 Removing and 


installing tail light cluster 
- Saloon”, page 245 


4 - Adjuster nut 

Q Adjusting > page 252 
5 - Bolt 

Q 3.5Nm 
6 - Adjuster nut 

Q Adjusting > page 252 
7 - Bolt 

Q 3.5Nm 


A94-11708 
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7.1.4 Exploded view - tail light cluster on body, Avant 


1 - Outer tail light cluster 
OQ Removing and installing 
=> page 246 
2 - Clip nut 
3 - Rear turn signal bulb 


Q Rear left turn signal bulb 
- M6- , rear right turn sig- 
nal bulb - M8- 


Q 12V,21W 
Q Renewing bulbs 
> "7.5.3 Removing and 
installing bulb holder - 
Avant”, page 251 
4 - Brake and tail light bulb 


Q Left brake and tail 
light bulb - M21- , right 
brake and tail light bulb 
- M22- 


QO 12V,21W 
QO Renewing bulbs 
> “7.5.3 Removing and 
installing bulb Raider - 
Avant”, page 251 
5 - Bulb holder 


ü Removing and installing 
> page 251 


6 - Bolt 
QO 3x 
Q 1.7 Nm 
7 - Adjuster nut 
Q Adjusting > page 253 
8 - Bolt 
Q 3.5 Nm 
9 - Cover 
Q For outer tail light cluster 
QO Removing and installing > “7.3.2 Removing and installing tail light cluster - Avant”, page 246 
10 - Adjuster nut 
QO Adjusting > page 253 
11 - Bolt 
QO 3.5Nm 
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7.15 Exploded view - tail light cluster on body, LED tail lights (Avant) 


1 - Outer tail light cluster 


Q The bulbs (LED lights) 
are integrated in the tail 
light cluster. The LED 
lights cannot be re- 
newed separately; the 
tail light cluster must be 
renewed as a complete 
unit 

OQ) Removing and installing 
=> page 246 

2 - Clip nut 
3 - Cover 
Q For outer tail light cluster 


OQ) Removing and installing 
> “7.3.2 Removing and 
installing tail light cluster 
- Avant”, page 246 


4 - Adjuster nut 
Q Adjusting > page 253 
5 - Bolt 
Q 3.5 Nm 
6 - Bolt 
Q 3.5 Nm 
7 - Adjuster nut 
Q Adjusting > page 253 
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7.2 Exploded view - tail light cluster on rear 
lid 

> “7.2.1 Exploded view - tail light cluster on rear lid, Saloon”, page 

240 


> “7.2.2 Exploded view - tail light cluster on rear lid, LED tail lights 
up to model year 2014 (Saloon)”, page 241 


a Exploded view - tail light cluster on rear lid, Avant”, page 


> “7.2.4 Exploded view - tail light cluster on rear lid, LED tail lights 
up to model year 2014 (Avant)”, page 243 


> “7.2.5 Exploded view - tail light cluster on rear lid, LED tail lights 
from model year 2015 onwards”, page 244 


7.2.1 Exploded view - tail light cluster on rear lid, Saloon 


1 - Inner tail light cluster 
ü Removing and installing 
> page 246 
2 - Cover 
Q For inner tail light cluster 


Q Removing and installing 
=> “7.4.1 Removing and 


installing tail light cluster 
on rear id - Saloon” 
page 246 
3 - Seal 
QO Self-adhesive 
QO Renew if damaged 


4 - Reversing light bulb 
Q Left reversing light bulb 
- M16- 


i dad Poe light 


Q 
Q 12V, 16 f (W16W) 
QO Renewing bulbs 


> “7.5.4 Removing and 
installing bulb holder for 
tail light cluster on rear 
lid - Saloon”, page 251 


5 - Brake and tail light bulb 


Q Left brake and tail 
light bulb - M21- , right 
brake and tail ight bulb 
- M22- Ss 


tail light cluster on rear 
lid - Saloon’, .page.251 


6 - Bulb holder ili 
Q Removing and installing > page 251 


7 - Retainer bracket 
Q Secures tail light cluster to rear lid 
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8 - Nut 
Q 3.5Nm 
9 - Brake light bulb/tail light and rear fog light bulb 
Left brake light bulb - M9- , right brake light bulb - M10- 
Left tail light and rear fog light bulb - M41- , right tail light and rear fog light bulb - M42- 
12V,21W 
Renewing bulbs 
> “7.5.4 Removing and installing bulb holder for tail light cluster on rear lid - Saloon”, page 251 
10 - Bolt 
w 3.5/Nm 


Oooo 


7.2.2 Exploded view - tail light cluster on rear lid, LED tail lights up to model year 
2014 (Saloon) 


1 - Electrical. wiring harness 
Q With bulb holder 


2 - Inner tail light cluster 
OQ Removing and installing 
=> page 246 
3 - Cover 
Q For inner tail light cluster 


Q Removing and installing 
> “7.4.1 Removing and 


installing tail light cluster 
on rear lid - Saloon” 


page 246 
4 - Retainer bracket 
Q Secures tail light cluster 
to rear lid 
5 - Nut 
Q 3.5Nm 
6 - Bolt 
Q 3.5Nm 
7 - Seal 
Q Self-adhesive 
QO Renew if damaged 
8 - Rear fog light bulb 
Q Rear left fog light bulb - 
L 


Q Rear right fog light bulb 
- L47- 

Q 12V,21W 

QO) Renewing bulbs 
> page 254 
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7.2.3 Exploded view - tail light cluster on rear lid, Avant 


1 - Inner tail light cluster 
Q Removing and installing 
=> page 248 
2 - Cover 
Q For inner tail light cluster 


3 - Seal 
QO) Self-adhesive 
Q Renew if damaged 


4 - Brake and tail light bulb 2 


Q) Left brake and tail 
light bulb 2 - M58- , right 
brake and tail light bulb 
2 - M59- 

QO 12V,21W 

QO Renewing bulbs 
> “7.5.5 Removing and 


installing inner bulb 
holder for tail light clus- 


Q Removing Meet ont 
> page 251 
6 - Retainer-bracket 
Q Secures 'taillight-cluster 
to rear lid 
7 - Nut 
QO 3.5Nm 
8 - Brake light bulb/tail light and 
rear fog light bulb 


Q Left brake light bulb - 
M9- , right brake light 
bulb - M10- 


Q Left tail light and rear fog light bulb - M41- , right tail light and rear fog light bulb - M42- 
Q 12V,21W 
QO Renewing bulbs 


> “7.5.5 Removing and installing inner bulb holder for tail light cluster on rear lid - Avant”, page 251 
9 - Reversing light bulb 
QO Left reversing light bulb - M16- 
Q Right reversing light bulb - M17- 
Q 12V, 16 W (W16W) 
QO Renewing bulbs 


=> “7.5.5 Removing and installing inner bulb holder for tail light cluster on rear lid - Avant”, page 251 
10 - Bolt 
QO 3.5Nm 
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7.2.4 Exploded view - tail light cluster on rear lid, LED tail lights up to model year 
2014 (Avant) 


1 - Reversing light bulb 

Q Left reversing light bulb 
- M16- 
Right reversing light 
bulb - M17- 


Q 
Q 
Q 


2 - Inner tail lic 
OQ) Removing and installing 


3 - Coverrmitt i ju 

Q ForjinnertailJlight.cluster 
4 - Seal 

Q Self-adhesive 

QO Renew if damaged 
5 - Retainer bracket 


Q Secures tail light cluster 
to rear lid 


6 - Nut 

QO 3.5 Nm 
7 - Bolt 

QO 3.5 Nm 
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1.2.5 Exploded view - tail light cluster on rear lid, LED tail lights from model year 
2015 onwards 


1 - Inner tail light cluster 


Q The bulbs (LED lights) 
are integrated in the tail 
light cluster. The LED 
lights cannot be re- 
newed separately; the 
tail light cluster must be 
renewed as a complete 
unit 


Q Removing and installing 
> page 248 
2 - Cover 
Q For inner tail light cluster 
3 - Retainer bracket 


Q Secures tail light cluster 
to rear lid 


4 - Nut 

Q 3.5Nm 
5 - Bolt 

QO 3.5 Nm 


6 - Seal 
QO Self-adhesive 
QO Renew if damaged 


az Y fy 
SS S A94-11703 
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7.3 Removing and installing tail light cluster 
> “7.3.1 Removing and installing tail light cluster - Saloon”, page 
245 


> “7.3.2 Removing and installing tail light cluster - Avant”, 
page 246 


7.3.1 Removing and installing tail light cluster 


Installing 


Installation is carried out in reverse order; note the following: 


Tightening torques 
@ = “7.1 Exploded view - tail light cluster on body”, page 234 


- Saloon 
Turn light switch to position “0”. 
Prise cover -2- off tail light cluster -arrow A- and detach. 
Remove bolts -3- and -4-. 


Swivel tail light cluster -1- outwards -arrow B- and at the same 
time release retaining pin from clip nut. 


Unplug electrical connector. 


AQ4-11127 


Position tail light cluster -4- on body and press retaining pin 
into clip nut. 


Fit centring pins -2, 3- and retaining tabs on cover -1- in mount- 
ing and at tail light cluster -arrows-. 


Press cover onto tail light cluster. 
Retaining tabs must engage audibly on tail light cluster. 
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7.3.2 Removing and installing tail light cluster 
- Avant 

Removing 

— Turn light switch to position “0”. 

— Prise cover -2- off tail light cluster -arrow A- and detach. 

— Remove bolts -3- and -4-. 


— Swivel tail light cluster -1- outwards -arrow B- and at the same 
time release retaining pin from clip nut. 


— Unplug electrical connector. 


AQ4-11257 


Installing 
Installation is carried out in reverse order; note the following: 


— Position tail light cluster -1- on body and press retaining pin 
into clip nut. 


— Fitcentring pins -3, 4- and retaining tabs on cover -2- in mount- 
ing and at tail light cluster -arrows-. 


— Press cover onto tail light cluster. 
* Retaining tabs must engage audibly on tail light cluster. 
Tightening torques 


@ = “7.1 Exploded view - tail light cluster on body”, page 234 


7.4 Removing and installing tail light cluster 
on rear lid 

> “7.4.1 Removing and installing tail light cluster on rear lid - Sa- 

loon”, page 246 


> “7.4.2 Removing and installing tail light cluster on rear lid - 
Avant", page 248 


7.4.1 Removing and installing tail light cluster 
on rear lid - Saloon 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


Removing 
— Turn light switch to position “0”. 


— Detach cover -1- from tail light cluster -2- in direction of 
-arrow-. 


a 


| 
já 


Protecied Dayap off cover “1- with removal wedge +3409" “arrows, n P3 or 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept 


with respect to the correctness of information in this document. Copyright by A 


— Remove bolt -4-. 
— Remove nut -2- on retainer bracket -3-. 


— Swivel inner tail light cluster -1- slightly outwards -arrow B- and 
detach from rear lid in direction of -arrow A-. 


— Unplug electrical connector. 
Installing 
Installation is carried out in reverse order; note the following: 


[a] Note 


Ensure that seal between body and tail light housing seals com- 
pletely. 


Sa 
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— Fit retainer bracket -3- onto stud -1- of inner tail light cluster 


— Screw in nut -2- until stud is flush with nut. 


— Position inner tail light cluster -4- at outer edge of rear lid. 
— Tighten bolt -3- and nut -1-. 


a Note 


As the nut is tightened the retainer bracket -2- becomes wedged 
in the rear lid. 


— Press on cover until it engages audibly. 


— Fit cover -1- to tail light cluster -2- and press on until it engages 
audibly. 


a Note 


Disregard -arrow-. 


Tightening torques Protected by copyright. Copying for private 
@ = ‘7.2 Exploded view - tail light cluster_on.rear lid’, . 


n mm 
| 


(sere | 


with respect to the correctness of information 


7.4.2 Removing and installing tail light cluster 
on rear lid - Avant 

Removing 

- Turn light switch to position “0”. 

— Remove cover -1- towards outside of vehicle -arrow-. 
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— Remove bolt -4-. 
— Remove nut -2- on retainer bracket -3-. 


— Swivel inner tail light cluster -1- slightly outwards -arrow B- and 
detach from rear lid in direction of -arrow A-. 


— Unplug electrical connector. 
Installing 
Installation is carried'out in reverse Order, note the following: 


(i IA 
ay 


(i) Note Ne 


+è Complete inner tail light cluster must be renewed if LED is de- 
fective. 


è Ensure that seal between body and tail light housing seals 
completely., 


— Fit retainer bracket -2- onto stud of inner tail light cluster -3-. 


— Screw in nut -1- until it makes contact, then unscrew by 51/2 
turns. 


— Position inner tail light cluster -4- at outer edge of rear lid. 
— Tighten bolt -3- and nut -1-. 


(i) Note 


As the nut is tightened the retainer bracket -2- becomes wedged 
in the rear lid. 

— Press on cover until it engages audibly. 

Tightening torques 

@ = “7.2 Exploded view - tail light cluster on rear lid”, page 240 
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7.5 Removing and installing bulb carrier 
> “7.5.1 Removing and installing bulb holder for tail light cluster - 
Saloon”, page 250 


> “7.5.2 Removing and ifstallingybulb holderfor LED tail light 
cluster - Saloon”, page 250 


> “7.5.3 Removing and in ing bulb holder =Avant” 
page 251 
> “7.5.4 Removing and i llin l for tail; light el r 


on rear lid - Saloon”, page 251 


= “7.5.5 Removing and installing inner bulb holder for tail light 
cluster on rear lid - Avant’:'page 251 


7.5.1 Removing and installing bulb holder for 
tail light cluster - Saloon 

Removing 

— Remove outer tail light cluster > page 245 . 


— Take bulb holder -1- out of housing by pressing fasteners in 
direction of -arrow-. 


— Screw bulb out of bulb holder. 
Installing 
Installation is carried out in reverse order; note the following: 


— Insert new bulb in bulb holder, taking care not to touch glass 
part of bulb with bare hands. A94-11228 


7.5.2 Removing and installing bulb holder for 
LED tail light cluster - Saloon 

Removing 

— Remove outer tail light cluster > page 245 . 


— Turn bulb holder -1- anti-clockwise -arrow- and pull it out of 
housing. 


— Screw bulb out of bulb holder. 
Installing 
Installation is carried out in reverse order; note the following: 


— Fit new bulb in bulb holder; do not touch glass part of bulb with 
bare hands. 
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7.5.3 Removing and installing bulb holder - 
Avant 

Removing 

— Remove outer tail light cluster > page 246 . 

— Remove bolts -arrows-. 

— Take bulb holder -1- out of housing. 

— Screw bulb out of bulb holder. 

Installing 


Installation is carried out in reverse order; note the following: 


— Insert new bulb in bulb holder, taking care not to touch glass 
part of bulb with bare hands. 


7.5.4 Removing and installing bulb holder for 
tail light cluster on rear lid - Saloon 

Removing 

— Remove inner tail light cluster > page 246 . 


— Take bulb holder -2- out of housing by pressing retainer brack- 
ets -1, 3- in direction of -arrow-. 


— Unscrew tail light and rear fog light bulb from bulb holder. 
— Pull reversing light bulb out of bulb holder. 

Installing 

Installation is carried out in reverse order; note the following: 


AQ4-11147 


— Fit new bulb in bulb holder; do not touch glass part of bulb with 
bare hands. 


7.5.5 Removing and installing inner bulb hold- 
er for tail light cluster on rear lid - Avant 

Removing 

— Remove inner tail light cluster > page 248 . 


— Take bulb holder -1- out of housing -2- by pulling fastener 
-arrows- over threaded pin -3-. 


— Unscrew tail light and rear fog light bulb from bulb holder. 
— Pull reversing light bulb out of bulb holder. 


Installing 

Installation isscarriedeout inreverse,order; note the following: 

— Fit new bulb in bulb holder; do not touch glass part of bulb with 
bare hands. 
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7.6 Correcting installation position of tail 
light cluster 

> “7.6.1 Aligning tail light cluster on body with body contour - Sa- 

loon”, page 252 

> “7.6.2 Aligning tail light cluster on body with body contour - 

Avant”, page 253 

7.6.1 Aligning tail light cluster on body with 
body contour - Saloon 


Adjustment in direction of travel: 


— Turn light switch to position “0”. 
— Prise cover -2- off tail light cluster -arrow A- and detach. 


— Remove bolts -3- and -4-. 


a Note 


-Item 1- and -arrew B- can be disregarded. 


— Gradually screw adjuster nuts -2, 3- in/out. 
* Tail light cluster -4- must be flush with body -1-. 


252 Rep. gr.94 - Lights, bulbs, switches - exterior 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


7.6.2 Aligning tail light cluster on body with 
body contour - Avant 


Adjustment in direction of travel: 

— Turn light switch to position “0”. 

— Prise cover -2- off tail light cluster -arrow A- and detach. 
— Remove bolts -3- and -4-. 


[a] Note 


-ltem 1- and -arrow B- can be disregarded. 


AG4-11257 


— Gradually screw adjuster nuts -2, 3- in/out. 
* Tail light cluster -4- must be flush with body -1-. 


A94-11233 
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7.7 Removing and installing rear fog light 
bulb -L46- / -L47- 


> ‘7.7.1 Removingafithinstalling"ear fog light bulb L46 / L47 on 

LED tail ligħt clu - Saloo age 254 

7.7.1 Removing and installing rear fog light 
bulb -L46- /-L47- on LED tail light cluster 
- Saloon 

Removing 


— Removeiinner taillight cluster + page 246. 


— Turn bulb holder -1- anti-clockwise -arrow- and pull it out of 
housing -4-. 


— Unscrew bulb -2- from bulb holder -3-. 
Installing 
Installation is carried out in reverse order; note the following: 


— Fit new bulb in bulb holder; do not touch glass part of bulb with 
bare hands. 


— Install inner tail light cluster > page 246 . 


A94-11129 


7.8 Removing and installing reversing light 
bulb 

> “7.8.1 Removing and installing reversing light bulb M16 / M17 

on LED tail light cluster - Avant”, page 254 

7.8.1 Removing and installing reversing light 
bulb -M16- / -M17- on LED tail light clus- 
ter - Avant 


Removing 
- Remove inner tail light cluster > page 248 . 


- Turn bulb holder -1- anti-clockwise -arrow- and pull it out of 
housing -4-. 


— Unscrew bulb -3- from bulb holder -2-. 
Installing 
Installation is carried out in reverse order; note the following: 


— Fit new bulb in bulb holder; do not touch glass part of bulb with 
bare hands. 


AQ4-11259 
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8 High-level brake light 


> “8.1 Exploded view - high-level brake light”, page 255 
> “8.2 Removing and installing high-level brake light bulb”, 


page 257 

8.1 Exploded view - high-level brake light 
> “8.1.1 Exploded view - high-level brake light, Saloon”, 

page 255 

> “8.1.2 Exploded view - high-level brake light, Avant”, 

page 256 


8.1.1 Exploded view - high-level brake light, Saloon 


1 - Left number plate light 


Q Different versions > 
Electronic parts cata- 
logue 


QO Exploded view 
=> page 259 
2 - Left number plate light - X4- 
Q Depending on version 


3 - High-level brake light 


Q With high-level brake 
light bulb - M25- 


OQ Removing and installing 
=> page 257 


4 - Right number plate light - 
X5- 


QO) Depending on version 


5 - Right number plate light 


Q Different versions > 
Electronic parts cata- 
logue 

Q Exploded view 
=> page 259 
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8.1.2 Exploded view - high-level brake light, Avant 


1 - Left number plate light - X4- 
QO Exploded view 
> page 259 
2 - Bolt 
Q 2.5 Nm 


3 - High-level brake light 


Q With high-level brake 
light bulb - M25- 


Q Removing and installing 
> page 258 
4 - Bolt 
Q 2.5 Nm 


5 - Bolt 
QO 2.5 Nm 


6 - Right number plate light - 
QO Exploded view 
=> page 259 
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8.2 Removing and installing high-level 
brake light bulb 

=> “8.2.1 Removing and installing high-level brake light bulb M25 

- Saloon”, page 257 


> “8.2.2 Removing and installing high-level brake light bulb M25 
- Avant”, page 258 


8.2.1 Removing.and. installing high-level 
brake light bulb -/M25- à Saloon 


Removing 
— Do not press brake pedal. 


— Detach moulded headliner from,body.in,area.of high-level 
brake light > General body repairs, interior; Rep. gr. 70 ; Roof 
trim panels; Removing and installing moulded headliner. 


— Pull off high-level brake light -2- by moving cover evenly to- 
wards rear of vehicle -arrows- 


— Unplug electrical connector -1-. 


| | | 
A94-10333 |] 


Installing 
Installation is carried out in reverse order; note the following: 


(å) Note 


Entire high-level brake light must be renewed if LED is defective. 


— The mounting -2- of the high-level brake light -3- must engage 
evenly in guide rail -1- on both sides. 


— Slide high-level brake light evenly to front in direction of travel 
until it engages audibly, taking care to keep it straight 
-arrows-. 
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8.2.2 Removing and installing high-level 
brake light bulb - M25- - Avant 
Removing 


— Remove roof spoiler > General body repairs, exterior; Rep. 
gr. 66 ; Spoilers; Removing and installing spoiler . 


- Remove bolts -3, 4, 5-. 
— Unfasten seal -2- in vicinity of high-level brake light -1-. 


— Lift tabs -arrow A- and simultaneously guide high-level brake 
light out of roof spoiler -arrow B-. 


Installing 
Installation is carried out in reverse order; note the following: 
— Fit high-level brake light -3- in roof spoiler -1-. 


* Guide pin -2- must engage in mounting on roof spoiler 
-arrow-. 


— Press on seal in vicinity of high-level brake light. 
Tightening torques 


@ > “8.1.2 Exploded view - high-level brake light, Avant”, 
page 256 
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9 Number plate light 


> “9.1 Overview of fitting locations - number plate light”, 
page 259 


> “9.2 Removing and installing number plate light X4 / X5 ”, page 

261 

9.1 Overview of fitting locations - number 
plate light 


> “9.1.1 Overview of fitting lo¢ations- number plate light, Saloon”, 
page 259 


> “9.1.2 Overviewor fitting locations™number plate light, Avant”, 
page 260 


9.1.1 Overview of fitting locations - number plate light; Saloon 


1 - Left number plate light 


Q Different versions > 
Electronic parts cata- 
logue 


QO Removing and installing 
=> page 261 
2 - Left number plate light - X4- 
Q Depending on version 
OQ 12V,5W 
QO Renewing bulbs 
=> page 261 
3 - High-level brake light 
Q With high-level brake 
light bulb - M25- 


4 - Right number plate light - 
X5 


Q Depending on version 
Q 12V,5W 
QO) Renewing bulbs 
=> page 261 
5 - Right number plate light 


Q Different versions > 
Electronic parts cata- 
logue 

QO) Removing and installing 
=> page 261 
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9.1.2 Overview of fitting locations - number plate light, Avant 


1 - Left number plate light - X4- 


QO) Removing and installing 
> page 261 


2 - Bolt 


3 - High-level brake light 


Q With high-level brake 
light bulb - M25- 


4 - Bolt 

5 - Bolt 

6 - Right number plate light - 
X5- 


QO Removing and installing 
=> page 261 
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9.2 Removing and installing number plate 
light - X4- / -X5- 

Removing 

— Turn light switch to position “0”. 


— Take number plate light -2- out of attachment for rear lid; to do 
so, apply a screwdriver -1- at slot and push in direction of 
-arrow-. 


— Vehicles without LED bulb: Take bulb -3- out of clamp-type 
holder. 


Installing 


Installation is carried out in reverse order; note the following: 


(å) Note 


Number plate light must be renewed as a complete unit if LED is 
defective. 
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10 Entry and start authorisation 
=> “10.1 Overview of fitting locations - entry and start authorisation 
system”, page 262 


=> “10.2 Overview of fitting locations - keyless entry system”, page 
265 


> “10.3 Exploded view - exterior door handle for keyless ent 
system”, page 269 


> “10.4 Exploded view - rear lid power opening senders”, 
page 270 


=> “10.5 Removing and installing front exterior door handle 
switches”, page 270 


> “10.6 Removing and installing rear exterior door handle 
switches”, page 271 


=> “10.7 Removing and ifstallinq@iaeriabfor entry and start system”, 
page 273 


> “10.8 Removing and inStallingwear lidsower@pening control 
unit J938 ”, page 275 


> “10.9 Removing andtinstalling irean lid: power opening senders 
G750 / G760 ”, page 276 


10.1 Overview. of fitting. locations =- entry.and 
start authorisation system 

=> “10.1.1 Overview of fitting locations - entry and start authorisa- 

tion system, Saloon”, page 262 


=> “10.1.2 Overview of fitting locations - entry and start authorisa- 
tion system, Avant”, page 264 


10.1.1 Overview of fitting locations - entry and start authorisation system, Saloon 
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1 - Electronic steering column 
lock control unit - J764- 


OY Removing and installing 
> Running gear, axles, 
steering; Rep. gr. 48 ; 
Steering column; Re- 
moving and installing 
control unit for electron- 
ic steering column lock - 
J764- 


2 - Steering column 


3 - Convenience system cen- 
tral control unit - J393- 


Q Exploded view 
=> page 407 


> Communication; 
Rep. gr. 91 ; Aerial sys- 
tems; Removing.and in; 
stalling aerial amplifier 
permitted unless at 
5 - Immobiliser reader coil - D2- 
with respect tq the q 
QO) Removing and installing 
=> page 364 


A96-10920 
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10.1.2 Overview of fitting locations - entry and start authorisation system, Avant 


1 - Electronic steering column 
lock control unit - J764- 


Q Removing and installing 
> Running gear, axles, 
steering; Rep. gr. 48 ; 
Steering column; Re- 
moving and installing 
control unit for electron- 
ic steering column lock - 
J764 


2 - Steering column 
3 - Convenience system cen- 
tral control unit - J393- 
Q Exploded view 
=> page 407 
4 - Aerial amplifier 2 - R111- 


Q With central locking and 
anti-theft alarm system 


aerial - R47- 

Q Removing and.i ing 
=> Commt tior 
Rep. gr. Aeri! 
tems; Rem " 3 
stalling aerialkeamplifie 


5 - Immobiliser reader coil - D2- 


Q Removing and installing 
= page 304 itte nless 
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10.2 Overview of fitting locations - keyless 
entry system 


> “10.2.1 Overview of fitting locations - keyless entry system 
(front), Saloon”, page 265 


> “10.2.2 Overview of fitting locations - keyless entry system 
rear), Saloon”, page 266 


> “10.2.3 Overview of fitting locations - keyless entry system 
(front), Avant’, page 267 


> “10.2.4 Overview of fitting locations - keyless entry system 
(rear), Avant”, page 268 


10.2.1 Overview of fitting locations - keyless entry system (front), Saloon 


1 - Electronic steering column 
lock control unit - J764- 

OQ) Removing and installing 
> Running gear, axles, 
steering; Rep. gr. 48; 
Steering column; Re- 
moving and installing 
control unit for, electron- 
LETI column lock - 


2 - Steering column 
3 - Front passenger's exterior 
door handle 


Q With contact sensor for 
front. right.exterior, door. 
handle - G606- 


Q Exploded view 
=> page 269 


4 - Entry and start authorisa- 
tion button - E408- 


Q Removing and installing 
> page 343 


5 - Convenience system cen- 
tral control unit - J393- 


QO Exploded view 
=> page 407 
6 - Aerial amplifier 2 - R111- 


Q With central locking and 
anti-theft alarm system 
aerial - R47- 


QO) Removing and installing 
> Communication; 


Rep. gr. 91 ; Aerial sys- 


tems; Removing and in- 
stalling aerial amplifier 


7 - Bolt 
QO 2Nm 


8 - Interior aerial 1 for entry and start authorisation - R138- 
QO) Removing and installing > page 273 


9 - Driver's exterior door handle 
Q With contact sensor for front left exterior door handle - G605- 
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QO Exploded view > page 269 


10.2.2 Overview of fitting locations - keyless entry system (rear), Saloon 


1 - Aerial amplifier 2 - R111- 


Q With central locking and 
anti-theft alarm system 
aerial - R47- 


Q Removing and installing 
> Communication; 
Rep. gr. 91; Aerial sys- 
tems; Removing and in- 
stalling aerial amplifier 


2 - Rear exterior door handle 
(driver side) 


QY With rear left door exte- 
rior door handle touch 
sensor - G417- 


Q Exploded view 
=> page 269 


3 - Left aerial for entry and start 
authorisation - R200- 


QO) Removing and installing 
=> page 274 
4 - Bolt 
Q 2x 
Q 1Nm 
5 - Bolt 
Q 2x 
Q 1Nm 


6 - Right aerial for entry and 
start authorisation - R201- 


Q Removing and installing 


=> page 274 A 
7 - Rear exterior door handle - 
(passenger side) gan gil gilli 


Q With rear fright door ex 
terior door handle touch sensor - G4 8- 


Q Exploded views page 2699 = 
8 - Convenience system central control unit - J393- 
QO Exploded view + ‘page 407 
9 - Nut 
QO) 2x 
Q 2Nm 
10 - Luggage compartment aerial for entry and start system - R137- 
QO Removing and installing > page 274 
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10.2.3 Overview of fitting locations - keyless entry system (front), Avant 


1 - Electronic steering column 
lock control unit - J764- 


QO Removing and installing 
> Running gear, axles, 
steering; Rep. gr. 48 ; 
Steering column; Re- 
moving and installing 
control unit for electron- 
ic steering column lock - 
J7 


2 - Steering column 
3 - Front passenger's exterior 
door handle 


OY With contact sensor for 
front right exterior door 
handle - G606- 


QO Exploded view 
> page 269 


4 - Entry and start authorisa- 
tion button - E408- 


OQ Removing and installing 
> page 343 


5 - Convenience system cen- 
tral control unit - J393- 


Q Exploded view 
=> page 407 
6 - Aerial amplifier 2 - R111- 


Q With central locking and 
anti-theft alarm system 
aerial - R47- 


Q Removing and installing 
= Communication; 


Rep. gr. 91 ; Aerialisys- - 
tems; Removing and in- 


Stalling aerial amplifier 
7 - Bolt 
Q 2Nm 
8 - Interior aerial 1 for entry and start authorisation - R138- 
Q Removing and installing > page 273 


9 - Driver's exterior door handle 
Q With contact sensor for front left exterior door handle - G605- 
QO Exploded view > page 269 
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10.2.4 Overview of fitting locations - keyless entry system (rear), Avant 


1 - Aerial amplifier 2 - R111- 


Q With central locking and 
anti-theft alarm system 
aerial - R47- 


QO Removing and installing 
> Communication; 
Rep. gr. 91 ; Aerial sys- 
tems; Removing and in- 
stalling aerial amplifier 


2 - Rear exterior door handle 
(driver side) 


ū With rear left door exte- 
rior door handle touch 
sensor - G417- 


Q Exploded view 
> page 269 


3 - Left aerial for entry and start 
authorisation - R200- 


Q co and installing 
> page 2/74 
4 - Bolt 
QO) 2x 
O 1Nm 
5 - Bolt 
QO 2x 
QO 1Nm 


6 - Right aerial for entry and 
start authorisation - R201- 


Q Removing and installing 


=> page 274 
7 - Rear exterior door handle - 
(passenger side) 


Q With rear right door ex- 
terior door handle touch sensor - G418- 


QO Exploded view > page 269 
8 - Convenience system central control unit - J393- 
QO Exploded view > page 407 
9 - Nut 
Q) 2x 
Q 2Nm 
10 - Luggage compartment aerial for entry and start system - R137- 
QO Removing and installing > page 274 
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10.3 Exploded view - exterior door handle for keyless entry system 


1 - Contact sensor for exterior 
door handle 


ū In exterior door handle 
Front door: 


ū Contact sensor for front 
left exterior door handle 
- G605- , contact sensor 
for front right exterior 
door handle - G606- 


QO Removing and installing 
=> page 270 


Rear door: 


Q) Contact sensor for rear 
left exterior door handle 
- G417- , contact sensor 
for rear right exterior 
door handle - G418- 


OQ) Removing and installing 
> page 271 


2 - Not fitted 


3 - Anti-theft cover 
Q) For door lock 


4 - Door lock 

5 - Lock cylinder 
WeOnlyondriver side 

6 - Mounting bracket 


7 - Trim cap 
Q Driver side: for lock cyl- 
inder 
Q Passenger side: without 
opening 


8 - Exterior door handle 
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10.4 Exploded view - rear lid power opening senders 


1 - Clip 
QO 7x 


2 - Rear lid power opening 
sender - G750- 


QO Removing and installing 
=> page 276 


3 - Rear lid power opening con- 
trol unit - J938- 


Q Dy tai and installing 
> page 2/75 


4 - Bolt 
QO 2.1Nm 
5 - Bracket 


6 - Rear lid power opening 
sender 2 - G760- 


ü Removing and installing 
> page 276 


7 - Clip 
QO 5x 


10.5 Removing and installing front exterior 
door handle switches 


Special tools and workshop equipment required 
+ Hook - 3438- 
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Removing 


— Remove exterior door handle > General body repairs, exte- 
rior; Rep. gr. 57 ; Door components; Removing and installing 
exterior door handle . 


— Release retaining tabs -arrows A- and take out electrical con- 
nector -3-. 


— Use a small screwdriver to carefully release retaining hooks 
-arrows B- and detach wiring guide. 


[a] Note 


Disregard items -1 and 2-. 


— If fitted, remove front exterior door handle illumination bulb 
=> page 229. 


— Use hook - 3438- to release cover -1- on exterior door handle 


— Pull cover out of exterior door handle -arrow-. 


AQ4-10908 


— Apply a large, strong screwdriver at exterior door handle, as 
shown in illustration. 


— Exert force to press contact sensor for exterior door handle 
towards front out of retainer at exterior door handle. 


— Pull contact sensor for front exterior door handle out of exterior 
door handle. 


Installing 
Installation is carried out in reverse order; note the following: 


— Press in contact sensor for front exterior door handle so that 
it engages audibly. 


10.6 Removing and installing rear exterior 
door handle switches 


Special tools and workshop equipment required 


10. Entry and start authorisation 271 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


+ Hook - 3438- 


W00-11320 


Removing 


— Remove exterior door handle > General body repairs, exte- 
rior; Rep. gr. 58 ; Door components; Removing and installing 
exterior door handle . 


— Release retaining tabs -arrows A- and take out electrical con- 
nector -3-. 


— Use a small screwdriver to carefully release retaining hooks 
-arrows B- and detach wiring guide. 


(å) Note 


Disregard items -1 and 2-. 


— If fitted, remove rear exterior door handle illumination bulb 
=> page 230. 


— Use hook - 3438- to release cover -1- on exterior door handle 


— Pull cover out of exterior door handle -arrow-. 


Ag4-10908 
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— Apply a large, strong screwdriver at exterior door handle, as 
shown in illustration. 


— Exert force to press contact sensor for exterior door handle 
towards front out of retainer at exterior door handle. 


— Pull contact sensor for rear exterior door handle out of exterior 
door handle. 


Installing 
Installation is carried out in reverse order; note the following: 


— Press in contact sensor for rear exterior door handle so that it i 
engages audibly. 


10.7 Removing and installing aerial for entry 
and start system 


> “10.7.1 Removing and installing interior aerial 1 for entry and 
start authorisation R138 ”, page 273 


> “10.7.2 Removing and installing luggage compartment aerial 
for entry and start system R137 ”, page 274 


= 10.7.3 Removing and installing aerial for entry and start au- 

thorisation R200 / R201”, page 274 

10.7.1 Removing and installing interior aerial 1 
for entry and start authorisation - R138- 


Removing 


— Remove multimedia system operating unit > Communication; 
Rep. gr. 91 ; Infotainment system; Removing and installing 
multimedia system operating unit - E380- . 


— Remove bolt -3-. 

— Detach aerial -1-. 

— Unplug electrical connector -2-. 

Installing 

Installation is carried out in reverse order; note the following: 
— When inserting make sure aerial engages in mounting -4-. 
Tightening torques 


@ = “10.2 Overview of fitting locations - keyless entry system” 
page 265 
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10.7.2 Removing and installing luggage com- 
partment aerial for entry and start sys- 
tem - R137- 

Removing 


— Take hold of grip to lift luggage compartment floor covering 
and fold it towards front. 


Vehicles with high-voltage system - hybrid: 


— Remove rear cross panel trim > General body repairs, interior; 
Rep. gr. 70 ; Luggage compartment trim panels; Removing 
and installing lock carrier trim . 


— Remove rear exhaust air duct for drive battery > Heating, air 
conditioning; Rep. gr. 87 ; Battery cooling module . 


"| age-10807 


Vehicles with high-voltage system - e-tron: 

— Open flap in luggage compartment floor. 
- Take out tool ki {= © t0 correctness of intorn 
All vehicles (continued): 

— Unscrew nuts -arrows- and detach aerial -1-. 

— Unplug electrical connector -2-. 

Installing 


Installation is carried out in reverse sequence. 


Tightening torques 


@ > “10.2 Overview of fitting locations - keyless entry system” 
page 265 


10.7.3 Removing and installing aerial for entry 
and start authorisation -R200- / -R201- 
Removing 


— Remove door trim (rear) > General body repairs, interior; Rep. 
us 70 ; Door trim (rear); Removing and installing door trim 
rear) . 


— Remove bolts -arrows- and detach aerial -1-. 
— Unplug electrical connector -2-. 

Installing 

Installation is carried out in reverse sequence. 
Tightening torques 


@ = “10.2 Overview of fitting locations - keyless entry system”, 
page 265 
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10.8 Removing and installing rear lid power 
opening control unit - J938- 


$ Do not stand in the towing bracket's area of movement 
WORT LOE LIAE pric te 


yermitted unless authorised by Al AG. A AG does not gı 
Removing., ; 
itn respect to th T Into ation In this ¢ 


— Extend ball head of towing bracket > Owner's Manual . 
— Remove bolts -arrows- on bottom section of bumper cover. 


Unplug electrical connectors -1, 2-. 
Remove bolt -4-. 
Press control unit -3- off retainers on bumper cover -arrows-. 
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— If control unit is to be renewed, release retaining tab -3- 
-arrow- and disengagewretainer.-2- at.control.unit -1-. 


Installing 
Installation is carried out in reverse sequence. 
Tightening torques 


@ = “10.4 Exploded view -= rear'lid- power opening Senders”, page 
270 


@ Rear bumper > General body repairs, exterior; Rep. gr. 63 ; 
Bumper (rear); Exploded view - bumper cover 
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10.9 Removing and installing rear lid power 
opening senders -G750- / -G760- 


> “10.9.1 Removing and installing rear lid power opening senders 
G750 / G760 - vehicles without towing bracket”, page 276 


> “10.9.2 Removing and installing rear lid power opening senders 
G750 / G760 - vehicles with towing bracket”, page 277 


10.9.1 Removing and installing rear lid power 
opening senders -G750- / -G760- - ve- 
hicles without towing bracket 


Removing 
— Remove bolts -arrows- on bottom section of bumper cover. 


— Detach mounting -1- with sender. 
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— Unplug electrical connector -1-. 

— Cut through cable tie -2-. 

— Remove senders -3, 4- from clips -arrows-. 
Installing 


Installation is carried out in reverse order; note the following: 


— Rear lid power opening sender 2 - G760- must be secured at 
bumper cover (top). 


* Distinguishing feature: pin “4 and 5” on connector. 
Tightening torques 


@ Rear bumper > General body repairs, exterior; Rep. gr. 63 ; 
Bumper (rear); Exploded view - bumper cover 


_— 
SS 
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10.9.2 | Removing and installing rear lid power 
opening senders -G750- / -G760- - ve- 
hicles with towing bracket 


Removing 
— Remove bolts -arrows- on bottom section of bumper cover. 
— Detach mounting -1- with sender. 


— Unplug electrical connector -1-. 

— Remove senders -2- from clips. 

Installing 

Installation is carried out in reverse order; note the following: 


— Rear lid power opening sender 2 - G760- must be secured at 
bumper cover (top). 


* Distinguishing feature: pin “4 and 5” on connector. 
Tightening torques 


@ Rear bumper > General body repairs, exterior; Rep. gr. 63 ; 
Bumper (rear); Exploded view - bumper cover 


10. Entry and start authorisation 277 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


11 Steering column switch module 

> “11.1 Exploded view - steering column switch module” 

page 278 

> “11.2 Removing and installing steering column switch module” 
page 279 


> “11.3 Removing and installing steering column electronics con- 
trol unit J527 ”, page 280 


> “11.5 Pin assignment on steering column electronics control 
unit”, page 281 


> “11.4 Removing and installing steering column combination 
switch”, page 281 


=> “11.5 Pin assignment on steering column electronics control 
unit”, page 281 


11.1 Exploded view - steering column switch module 


1 - Ignition key 
2 - Bolt 
Q 0.5 Nm 
3 - Transport protection 
4 - Steering column electronics 
control unit - J527- 


Q With airbag coil connec- 
tor and return ring with 
slip ring - F138- , steer- 
ing angle sender - G85- 

Q) Removing and installing 
=> page 280 


Caution 
Risk of damage to return 


ring. 
Return ring with slip ring 
must not be turned fol- 
lowing removal. 


Q Pinassignmentfor / 
steering column elec- 
tronics control unit - © 
J527- > page 28a" 


5 - Mounting 


Q With turn signal switch - 
E2- , intermittent wiper. 
switch - E22- 

Q On vehicles with cruise 
control: with cruise con- 
trol system switch - E45- 


QO gloat and installing 
> page 281 


6 - Steering column 


7 - Clamping ring 
8 - Bolt 
Q 6Nm 
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9 - Immobiliser reader coil - D2- 

QO Removing and installing > page 364 
10 - Mounting 

Q For immobiliser reader coil - D2- 

QO Removing and installing > page 364 
11 - Bolt 

Q 3Nm 
12 - Bolt 

Q 3Nm 


11.2 Removing and installing steering col- 
umn switch module 
Removing 


— Make sure steering wheel is at centre position with wheels 
pointing straight ahead. 


— Move steering wheel down and to rear as far as possible, 
making use of full range of steering column adjuster. 


— Remove steering wheel > Running gear, axles, steering; Rep. 
gr. 48 ; Steering wheel; Removing and installing steering 
wheel . 


— Remove steering column trim > General body repairs, interior; 
Rep. gr. 68 ; Storage compartments/covers/trim panels; Ex- 
ploded view - steering column trim . 


— Remove,bolt.-5-. 
— Unplug electrical connectors -1- and -2-. 


A WARNING 


Before disconnecting the electrical connector -4-, the mechan- 
ic must discharge static by briefly grasping hold of striker plate 
for door or similar. 


— Unplug electrical connector -4-. 


— Press catch -1- in direction of -arrow- until connector -2- dis- 
engages. 
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- Detach steering column switch module -3-. 
Installing 

Installation is carried out in reverse sequence. 
Tightening torques 


+ aa 1.1 Exploded view - steering column switch module”, page 


11.3 Removing and installing steering col- 
umn electronics control unit - J527- 


Airbag coil’connector and return ring with slip ring - J527- and 
steering angle sender - F138- are integrated in steering column 
electronics control unit G85- . 


— If control unit is being renewed, select function “Replace” for 
corresponding control unit in “Guided Fault Finding” or “Gui- 
ded Functions’ mode.=, Vehicle diagnostic tester. 


Removing 


- Make,sure steering wheel is-at.centre position with wheels 
pointing straight ahead. 


— Move steering wheel down and to rear as far as possible, 
making use of full range of steering column adjuster. 


— Remove steering wheel > Running gear, axles, steering; Rep. 
gr. 48 ; Steering wheel; Removing and installing steering 
wheel . 


— Remove steering column trim > General body repairs, interior; 
Rep. gr. 68 ; Storage compartments/covers/trim panels; Ex- 
ploded view - steering column trim . 


— Remove bolt -1-. 


-— Carefully release retaining hooks -arrows- and pull airbag coil 
connector and return ring with = ring - F138- -item 2- off 
steering column switch module -3-. 
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— \Release electrical connectors at airbag coil connector and re- 
turn ring’with Slip ring - F138- -item 3-; to do so, position 
screwdriver at retaining hooks -2- and -4-, as shown, and 
carefully release connectors -1- and -5- in direction of 
-arrows A-. 


- Detach airbag coil connector and return ring with slip ring - 
F138- at:steering-column-switch module: 


Installing 
Installation is carried out in reverse order; note the following: 


— Make sure all retaining hooks and the electrical connectors are 
properly engaged. 


— Perform calibration of steering angle sender in “Guided Fault 
Finding” or “Guided Functions” mode after renewing return 
ring with slip ring > Vehicle diagnostic tester. 


11.4 Removing and installing steering col- 
umn combination switch 
(å) Note 


Turn signal switch - E2- / cruise control system switch - E45- / 
intermittent wiper switch - E22- are integrated in steering column 
combination switch. 

Removing 

— Remove steering column switch module > page 279 . 


— Remove steering column electronics control unit - J527- 
=> page 280 . 


— Detach turn signal switch - E2- , cruise control system switch 
- E45- , intermittent wiper switch - E22- 


Installing 

Installation is carried out in reverse sequence. 

11.5 Pin assignment on steering column 
electronics control unit 


@ The steering column electronics control unit - J527- is part of 
the “steering column switch module”. It receives signals e.g. 
from the steering column switch. 


@ Checking steering column electronics control unit -J527- in 
“Guided Fault Finding” mode = Vehicle diagnostic tester 


Reverse side 
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A - Plug connection: airbag 
control unit 


3 - Driver side airbag igniter - 
N 5- “4” 


4 - Airbag igniter on driver side 
95- “~ 


5 - Igniter for exhaust valve for 
driver airbag - N490- “—” 


6 - Igniter for exhaust valve for 
driver airbag - N490- “+” 


B - Plug connection: vehicle 
electrical system 


1 - Terminal 31/heated steer- 
ing wheel 


2 - Terminal 30/heated steer- 
ing wheel 


3 - Voltage supply (terminal 30) 
4 - Not used = 
5 - Cruise control syste 5 
switched off (click stop e J- 
ed) w 
6 - Not used 
7 - Alarm 


8 - CAN bus Low (conven-: 
ience) 


9 - CAN bus High (conven- 


ience) 


10 - Voltage supply (terminal 31) 

11 - CAN bus High (drive train) 

12 - CAN bus Low (drive train) 

13 - Signal - electronic ignition lock, terminal 15 
14 - Not used 

15 - Not used 

16 - Not used 


C - Plug connection: vehicle electrical system 


1 - Steering wheel heater button 
2 - Not used 
3 - Not used 
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12 Parking aid 
> “12.1 Overview - parking aid”, page 283 


> “12.2 Removing and installing parking aid control unit J446 ”, 
page 285 


> “12.3 Removing and installing front parking aid warning buzzer 
H22 ”, page 285 


=> “12.4 Removing and installing rear parking aid warning buzzer 
H15 ”, page 286 


age Removing and installing front parking aid senders”, page 


> “12.6 Removing and installing rear parking aid senders”, 
page 287 


12.1 Overview - parking aid 

=> “12.1.1 Overview - parking aid (front)”, page 283 
=> “12.1.2 Overview - parking aid (rear)”, page 284 
12.1.1 Overview - parking aid (front) 


1 - Front centre right parking 
aid sender - G253- 
Q nemov and installing 
> page 286 
2 - Front right parking aid send- 
er - G252- 
OQ Removing and installing 
=> page 286 
3 - Front right sender for park 
assist steering on right side of 
vehicle - G569- 
QO Exploded view 
=> page 290 
4 - Parking aid button - E266- 
Q Only for 8-channel park- 
ing aid 
QO) Removing and installing 
> “2.13 Removing and 


installing switches in 
dash panel”, page 333 


5 - Park assist steering button 
- E581- 


Q Explode die stm, sm 
> page. 90 
6 - Retaining frame (bottom) 
Q For controftnits™” =" 
7 - Parking aid control unit - 
J446- 


Vehicles up to model ‘year 
2014 


Q Deets and installing 
> page 285 


Vehicles from model year 2015 onwards 
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QO Integrated in onboard supply control unit - J519- 

OQ) Removing and installing > “2.3 Removing and installing onboard supply control unit J519 ”, page 436 
8 - Fastener 
9 - Front parking aid warning buzzer - H22- 

Q Only for 8-channel parking aid 

QO Removing and installing > page 285 


10 - Fastener 


11 - Front left sender for park assist steering on left side of vehicle - G568- 
Q Exploded view > page 290 


12 - Front left parking aid sender - G255- 
Q Removing and installing > page 286 


13 - Front centre left parking aid sender - G254- 
Q Removing and installing > page 286 


12.1.2 Overview - parking aid (rear) 


1 - Rear parking aid warning 
buzzer - H15- 
ü Removing and installing 
=> page 286 


2 - Rear belt guide 


Q With mounting for rear 
parking aid warning 
buzzer - H15- 


3 - Rear centre left parking aid 
sender - G204- 
Q deped: and installing 
=> page 287 


4- be left parking aid sender 


QO Removing and installing 
=> page 287 


5 - Rear left park assist steer- 
ing sender - G716- 


QO Exploded view 
=> page 290 


6 - Rear right park assist steer- 
ing sender - G717- 


QO Exploded view 
=> page 290 


7 - Rear right parking aid send- 
er - G206- i 


QO nanon and installing 
> page 287 


8 - Rear centre right parking 
aid sender - G205- 


QO Removing and installing A34.11055 


=> page 287 


9 - Retaining frame (bottom) 
Q For control units 
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10 - Parking aid control unit - J446- 
Vehicles up to model year 2014 

QO Removing and installing > page 285 
Vehicles from model year 2015 onwards 


QO Integrated in onboard supply control unit - J519- 
OQ Removing and installing > “2.3 Removing and installing onboard supply control unit J519 ”, page 436 


12.2 Removing and installing parking aid 
control unit - J446- 


— If control unit is being renewed, select function “Replace” for 
corresponding control unit in “Guided Fault Finding” or “Gui- 
ded Functions” mode => Vehicle diagnostic tester. 


Removing 
— Remove cover for luggage compartment side trim (right-side). 


— Move clear electrical wiring harness at retaining frame (bot- 
tom) -arrow A-. 


— Unplug electrical connectors -1, 2, 5-. 


— Release retaining spring -4- -arrow B- and pull control unit 
-3- out of retaining frame (bottom). 


Installing 
Installation is carried out in reverse sequence. 


12.3 Removing and installing front parking 
aid warning buzzer - H22- 
Removing 


— Remove dash panel cover (driver side) > General body re- 
pairs, interior; Rep. gr. 68 ; Storage compartments/covers/trim 
panels; Removing and installing dash panel cover (driver 


— Unplug electrical connector -2-. 


Installing by copyright. Copying fo 


Installation is carried out in reverse sequencea™ does not guarantes —- —— - 


1 respect to the correctness of infor ation Ir lis Gocume! ( ght by AUDI 
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12.4 Removing and installing rear parking aid 
warning buzzer - H15- 
Removing 


— Remove luggage compartment side trim (right-side) > Gen- 
eral body repairs, interior; Rep. gr. 70 ; Luggage compartment 
trim panels; Removing and installing luggage compartment 
side trim . 


— Remove rear belt guide from body > General body repairs, 
interior; Rep. gr. 69 ; Seat belts; Removing and installing belt 
guide (rear) . 


— Swivel rear parking aid warning buzzer -2- out of mounting in 
belt guide -3- -arrow-. 


— Unplug electrical connector -1-. 
Installing 
Installation is carried out in reverse sequence. 


~ TAN) 
L [A041105 
a 


o A 


12.5 Removing and installing front parking 
aid senders 
Removing 


— Audi allroad: Remove closure plate for bumper cover (front) > 
General body repairs, exterior; Rep. gr. 63 ; Bumper (front); 
Removing and installing attachments . 


Outer senders: 

— Pull air intake grille -1- off bumper cover -arrow-. 

— Remove front bumper cover on vehicles with auxiliary radiator 
(left-side), auxiliary radiator (right-side) and/or auxiliary heat- 


ing = General body repairs, exterior; Rep. gr. 63 ; Bumper 
(front); Removing and installing bumper cover . 


- Press both retaining tabs apart -arrows- and at the same time 
press out sender -3- from outside to inside. 


- Unplug electrical connector -2- by sliding locking element -1- 
to rear and pressing down release catch. 
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Inner senders: 


— Remove closure plate for bumper cover > General body re- 
pairs, exterior; Rep. gr. 63 ; Bumper (front); Removing and 
installing attachments . 


— Audi RS 6: Detach air duct for radiator (bottom) from radiator. 


— Press both retaining tabs apart -arrows- and at the same time 
press out sender -3- from outside to inside. 


— Unplug electrical connector -2- by sliding locking element -1- 
to rear and pressing down release catch. 


[a] Note 


/f sender cannot be removed as described, mounting for front 
parking aid sender must be removed. Remove mounting for front 
parking aid sender >General body repairs, exterior; Rep. gr. 
66 ; Radiator grille/front trim panel; Exploded view - radiator grille . 


AQ4-11110 


Installing 


Installation is carried out in reverse sequence. 


12.6 Removing and installing rear parking aid 
senders 

> “12.6.1 Removing and installing rear parking aid senders - ve- 

hicles up to model year 2014”, page 287 

> “12.6.2 Removing and installing rear parking aid senders - ve- 

hicles from model year 2015 onwards”, page 288 

12.6.1 Removing and installing rear parking aid 
senders - vehicles up to model year 
2014 


Removing 


— Audi RS 6: Remove rear bumper cover > General body re- 
pairs, exterior; Rep. gr. 63 ; Bumper (rear); Removing and 
installing bumper cover . 


Outer senders: 


— Reach behind bumper cover and press both retaining tabs 
apart -arrows-; at the same time press out sender -3- from 
outside to inside. 


— Unplug electrical connector -2- by sliding locking element -1- f Y 
to rear and pressing down release catch. 
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Inner senders: 


— Remove rear bumper cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (rear); Removing and installing bumper 
cover . 


— Press both retaining tabs apart -arrows- and at the same time 
press out sender -3- from outside to inside. 


— Unplug electrical connector -2- by sliding locking element -1- 
to rear and pressing down release catch. 


Installing 
Installation is carried out in reverse order; note the following: 


Lane change assist control unit -J769- / -J770- must be recali- 
brated wheneverbumper cover has been removed 


= 0:0 Calibrating lane change assist”, page 367 . 


12.6.2 | Removing and installing rear parking aid 
senders - vehicles from model year 
2015 onwards 

Removing 

Outer senders: 


- Remove rear bumper cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (rear); Removing and installing bumper 
cover . 


— Press both retaining tabs apart -arrows- and at the same time 
press out sender -3- from outside to inside. 


— Unplug electrical connector -2- by sliding locking element -1- 
to rear and pressing down release catch. 


Inner senders: 
— Remove bolts -arrows- on bottom section of bumper cover. 


A63-11015 
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— Reach behind bumper cover and press both retaining tabs 
apart -arrows-; at the same time press out sender -3- from 
outside to inside. 


[a] Note 


On vehicles with towing bracket, reach through the opening and 
press both retaining tabs apart; at the same time press sender 
from outside to inside. 


— Unplug electrical connector -2- by sliding locking element -1- a : 
to rear and pressing down release catch. 


Installing 
Installation is carried out in reverse order; note the following: 


Lane change assist control unit -J769- / -J770- must be recali- 
brated whenever bumper cover has been removed 
> “6.5 Calibrating lane change assist”, page 367 . 
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13 Park assist steering 


> “13.1 Overview - park assist steering”, page 290 


> “13.3 Removing and installing front sender’, page 291 


> “13.4 Removing and installing rear sender”, page 291 


13.1 Overview - park assist steering 


1 - Front left sender for park 
assist steering on left side of 
vehicle - G568- 


Q Removing and installing 
> page 291 


2 - Front right sender for park 
assist steering on right side of 
vehicle - G569- 


ü Removing and installing 
> page 291 


3 - Rear right park assist steer- 
ing sender - G717- 


ü Removing and installing 
> page 291 


4 - Park assist steering contro 
unit - J791- r ( 
Vehicles up to model yea 
2014 
Q) Integrated in parking aid 
control unit - J44619tecte 


QO Removing and installing less a 
=> “12.2 Removing and 
installing parking ‘aid’ “Hf *° 
control unit J446 ”, page 
285 


Vehicles from model year 2015 
onwards 


Q Removing and installing 
=> page 290 


5 - Rear left park assist steer- 
ing sender - G716- 


QO Removing and installing 
=> page 291 
6 - Park assist steering button - E581- 
Q Removing and installing > “2.13 Removing and installing switches in dash panel”, page 333 


13.2 Removing and installing park assist 
steering control unit - J791- 
— If control unit is being renewed, select function “Replace” for 


corresponding control unit in “Guided Fault Finding” or “Gui- 
ded Functions” mode = Vehicle diagnostic tester. 
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Removing 
— Remove cover for luggage compartment side trim (right-side). 


— Move clear electrical wiring harness at retaining frame (bot- 
tom) -arrow A-. 


— Unplug electrical connectors -1, 2, 5-. 
Release retaining spring -4- -arrow B- and pull control unit 


g frame (bottom). 
ip 


d out in reverse sequence. 


Protected by copyright ypying for private or commercial purpose: 


permitted unless authorised by AUDI AG. AUDI AG does not í 


13.3 Removing and installing front sender 
Removing 


— Remove front wheel spoiler > General body repairs, exterior; 
Rep. gr. 66 ; Wheel housing liners; Removing and installing 
wheel housing liner (front) . 


— Press both retaining tabs apart -arrows- and at the same time 
press out sender -1- from outside to inside. 


— Unplug electrical connector -2- by sliding locking element -3- 
to rear and pressing down release catch. 


Installing 
Installation is carried out in reverse sequence. 


13.4 Removing and installing rear sender 
Removing 


— Remove rear bumper cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (rear); Removing and installing bumper 
cover . 


— Press both retaining tabs apart -arrows- and at the same time 
press out sender -1- from outside to inside. 


— Unplug electrical connector -2- by sliding locking element -3- 
to rear and pressing down release catch. 


Installing 
Installation is carried out in reverse order; note the following: 


Lane change assist control unit -J769- / -J770- must be recali- 
brated whenever bumper cover has been removed 


> “6.5 Calibrating lane change assist”, page 367 . 
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14 Automatic headlight range control 

> “14.1 Overview - automatic headlight range control” 

page 292 

> “14.2 Removing and installing headlight range control unit” 

page 293 

14.1 Overview - automatic headlight range control 


1 - Front left vehicle level send- 
er - G78- 


Q Fitting location: on sus- 
pension link (front) 


Q Removing and installing 
> Running gear, axles, 
steering; Rep. gr. 43; 
Vehicle level senders; 
Removing and installing 
front vehicle level send- 
ers -G78- / -G289- 


2 - Left headlight range control 
motor - V48- 
ü Removing and installing 
=> page 205 
3 - Right headlight range con- 
trol motor - V49- 
QO) Removing and installing 
=> page 205 
4 - Mounting 


Q Forcontrol unit for head- 
light range control - 
J431- / cornering light 
and neat ra range 
controluinit $97: 453r 


Q Removing and rd 
> "1.23 Re N 


rela carrier repen 
dash panel (driver's 
side)! onboard supply 
control unit J519.”, page 
429 


5 - Mounting 
Q +Foronboard supply con- 
trol unit - J519- and naay 
carrier underneath dash panel (left-side) 


Q Exploded view > page 405 
6 - Control unit for headlight range control - J431- / cornering light and headlight range control unit - J745- 
QO Removing and installing > page 293 


7 - Electrical connector 


8 - Rear left vehicle level sender - G76- 
Q Fitting location: on suspension link (rear) 


QO Removing and installing > Running gear, axles, steering; Rep. gr. 43 ; Vehicle level senders; Removing 
and installing rear vehicle level senders -G76- / -G77- 
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14.2 Removing and installing headlight range 
control unit 
— If control unit is being renewed, select “Replace” function for 


corresponding control unit in “Guided Fault Finding” or “Gui- 
ded Functions” > Vehicle diagnostic tester. 


Removing 


— Remove dash panel cover (driver side) > General body re- 
pairs, interior; Rep. gr. 68 ; Storage compartments/covers/trim 
panels; Removing and installing dash panel cover (driver 
side) . 


— Release retaining tab -arrow A- and pull control unit -2- out of 
mounting -1- -arrow B-. 


— Unplug electrical connector -3-. 


Unplug electrical connector by releasing catch -1- and moving 
retaining clip in direction of -arrow-. 


Installing 


Installation is carried out in reverse sequence. 
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1 Lights 
=> “1.1 Overview of fitting locations - lights in dash panel”, 
page 296 


> “1.2 Overview of fitting locations - lights in front doors”, 
page 297 


> “1.3 Overview of fitting locations - lights in rear doors”, 
page 298 


> “1.4 Overview of fitting locations - background lighting in doors”, 
page 299 

> “1.5 Overview of fitting locations - lights in centre console”, page 
300 

> “1.6 Overview of fitting locations - lights in luggage compart- 
ment”, page 302 


> “1.7 Overview of fitting locations - lights in roof trim”, 
page 303 


> “1.8 Removing and installing glove compartment light W6 ”, 
page 304 


=> “1.9 Renewing bulb for glove compartment light W6 ”, 
page 304 


> “1.10 Removing and installing footwell illumination bulb (front) 
L151 / L152 ”, page 305 


=> “1.11 Removing and installing central locking SAFELOCK func- 
tion warning lamp K133 ”, page 305 


> “1.12 Removing and installing door opener illumination bulb 
L108e/eled O90" »pagers06 


>/"1.13 Removing and installing front entry light W31 / W32 ”, 
page 306 


> “1.14 Removing and installing door warning lamp W30 / W36 ”, 
page 307 


> “1.15 Removing and installing door opener illumination ‘bulb 
L440/4k411.') page 307 


>t 6Removingand installing rear entrylight W334 W34"", page 
308 


=> “1.17 Removing and installing rear door warning lamp W37 / 
W38 ”, page 308 

> “1.18 Removing and installing front door background lighting 
bulb L164 / L165 ”, page 309 


=> “1.19 Removing and installing door storage compartment illu- 
mination bulb L160 / L161 ”, page 310 


=> “1.20 Removing and installing rear door background lighting 
bulb L166 / L167 ”, page 310 


> “1.21 Removing and installing rear ashtray illumination bulb 
L48 / L49 ”, page 311 


> “1.22 Removing and installing rear door storage compartment 
illumination bulb L170 / L171 ”, page 311 


> “1.23 Removing and installing selector lever position display 
Y26 ”, page 311 


=> “1.24 Removing, and installing bulb for illuminated centre arm- 
rest L157 ”, page 312 


> “1.25 Removing and installing light for rear centre console 
background lighting L197 / L198 ”, page 312 
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> “1.26 Removing and installing rear footwell light W45 / W46 ” 
page 313 


> “1.27 Removing and installing luggage compartment light W3 
”, page 313 


> “1.28 Removing and installing illuminated vanity mirror W20 / 
W14 ”, page 315 


> “1.29 Renewing bulb for front interior light W1 / W13 / W19 ” 


page 316 

> “1.30 Renewing bulb for rear interior light W47 / W48 ”, 

page 317 

> “1.31 Removing and installing LED for background lighting”, 

page 317 

1.1 Overview of fitting locations - lights in dash panel 


1 - Dash panel vent (centre) 


Q Versions equipped with 
dash panel central vent 
illumination bulb - L68- 
(left and right) 

OQ Cannot be renewed 
separately if defective 

QO) Renewing > General 
body repairs, interior; 
Rep. gr. 70 ; Dash pan- 
el; Removing and instal- 
ling dash panel vents 


2 - Front right footwell illumina- 
tion bulb - L152- 
ü Removing and installing 
=> page 305 


3 - Glove compartment light - 
W6 


QO 12V,5W 
Q Removing and installing 
=> page 304 


4 - Dash panel right vent illu- 
mination bulb - L69- 


Q Different versions 


Q Cannot be renéwea” 
separately if defective 


ū Renewing > General 
body repairs, intērior; 
Rep. gr. 70 ; Dash pan- 
el; Removing and instal- 
ling dash panel vents 


5 - Dash panel left vent illumi- 


nation bulb - L67- 


Q Different versions 
QO Cannot be renewed separately if defective 


QO Renewing > General body repairs, interior; Rep. gr. 70 ; Dash panel; Removing and installing dash 
panel vents 


6 - Front left footwell illumination bulb - L151- 
QO Removing and installing > page 305 
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1.2 Overview of fitting locations - lights in front doors 


1 - Driver door opener illumi- 
nation bulb - L108- 


OQ) Removing and installing 
=> page 306 


2 - Central locking SAFELOCK 
function warning lamp - K133- 


OY Removing and installing 
> page 305 


3 - Front passenger door open- 
er illumination bulb - L109- 


OY Removing and installing 
=> page 306 
4 - Front right entry light - W32- 
OQ) Removing and installing 
> 


5 - Front passenger side door 
warning lamp - W36- 
Q 12V,3W 
Q Removing and installing 
=> page 307 
6 - Front left entry light - W31- 
Q Dacalaehdl and installing 
=> page 306 


7 - Driver side door warning 
lamp - W30- 


Q 12V,3W 


Q Removing and installing 
=> page 307 


Con 
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1.3 Overview of fitting locations - lights in rear doors 


1 - Rear left ashtray illumina- 
tion bulb - L48- 


Q Removing and installing 
> page 311 


2 - Rear left door opener illu- 
mination bulb - L110- 


Q Removing and installing 
=> page 307 


3 - Rear right ashtray illumina- 
tion bulb - L49- 


QO) Removing and installing 
> page 311 


4 - Rear right door opener illu- 
mination bulb - L111- 


Q bleh and installing 
=> page 307 
5 - Rear right entry light - W34- 
Q 12V,3W 
Q Removing and installing 
=> page 308 


6 - Rear right door warning 
lamp - W38- 


Q 12V,3W 
Q Apea and installing 
=> page 308 
7 - Rear left entry light - W33- 
Q 12V,3W 
Q Removing and installing 
=> page 308 
8 - Rear left door warning lamp 


- W37- 


QO 12V,3W 


Q Removing and installing > page 308 


with res pe 
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1.4 Overview of fitting locations - background lighting in doors 


1 - Driver door storage com- 
pament illumination bulb - 


Q Removing and installing 
> page 310 
2 - Driver door background 
lighting bulb - L164- 
Q Removing and installing 
> page 309 
3 - Front passenger door stor- 
age compartment illumination 
bulb - L161- 
OQ Removing and installing 
> page 310 
4 - Front passenger door back- 
ground lighting bulb - L165- 
Q Removing and installing 
> page 309 
5 - Rear right door background 
lighting bulb - L167- 
ü Removing and installing 
> page 310 
6 - Rear right ashtray illumina- 
tion bulb - L49- 
OQ Removing and installing 
> page 311 


7 - Rear right door storage 
compartment illumination bulb 


- L171- 
Q Removing and installing 
> page 311 See ET 
8 - Rear left door background — 


lighting bulb - L166- 
Q Removing and installing > page 310 

9 - Rear left ashtray illumination bulb - L48- 
Q Removing and installing > page 311 

10 - Rear left door storage compartment illumination bulb - L170- 
diinstalling > page 311 
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country-specific version”, page 301 
1.5.1 Overview of fitting locations - lights in centre console _ 


1 - Rear left footwell light - 
W45- 


Q Removing and installing 
> page 313 
2 - Bulb for illuminated centre 
armrest - L157- (left-side) 
Q Removing and installing 
> page 312 


3 - Bulb for illuminated centre 
armrest - L157- (right-side) 
Q) Removing and installing 
=> page 312 


4 - Selector lever position dis- 
play - Y26- 
ü Removing and installing 
> page 311 
5 - Vent in B-pillar (right-side) 
Q Versions equipped with 


rear right vent illumina- 
tion bulb - L89- 


QO Cannot be renewed 
separately if defective 


QO) Renewing = General 
body repairs, interior; 
Rep. gr. 70 ; Passenger 
compartment trim pan- 
els; Exploded view - B- 


pillar trim 
6 - Central rear vent illumina- 
tion bulb - L87- 
Q Different versions 
ū Cannot be renewed 
separately if defective 


QO) Renewing > General 
body repairs, interior; Rep. gr. 68 ; Centre console; Exploded view - centre console 


7 - Vent in B-pillar (left-side) 
Q Versions equipped with rear left vent illumination bulb - L88- 
QO Cannot be renewed separately if defective 


QO Renewing = General body repairs, interior; Rep. gr. 70 ; Passenger compartment trim panels; Exploded 
view - B-pillar trim 


8 - Rear right footwell light - W46- 
OQ) Removing and installing > page 313 
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1.5.2 Overview of fitting locations - lights in centre console, country-specific ver- 
sion 


1 - Padding for centre armrest 
2 - Light conductor (left-side) 
Q For background lighting 
3 - Light conductor (right-side) 
Q For background lighting 
4 - Lower section of armrest 


5 - Light 2 for rear centre con- 
sole background lighting - 
L198- (right-side) 


OQ) Removing and installing 
> page 312 


6 - Rear left seat massage 
function button - E409- 


7 - Trim 
Q) For centre armrest 


8 - Rear right seat massage 
function button - E410- 


9 - Trim (right-side) 


Q For rear seat massage 
function button 


10 - Clip 
Q 3x 
11 - Clip 
Q 3x 
12 - Trim (left-side) 


Q For rear seat massage 
function button 


13 - Centre armrest A96-11109 


14 - Contact switch for rear 
centre console background lighting - F501- 


15 - Retaining clip 
Q 2x 
16 - Grommet 


17 - Light 1 for rear centre console background lighting - L197- (left-side) 
Q Removing and installing > page 312 
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1.6 Overview of fitting locations - lights in luggage compartment 


1 - Luggage compartment light 
- W3- - Avant 
Q In rear lid 
ü Removing and installing 
> page 314 
2- „luggage R light 
- W3- - Avant 
Q In luggage compart- 
ment trim (left-side) 
QO 12V,5W 
Q Removing and installing 
> page 314 


3- Pa compartment light 
- W3- - Saloon 


epoca 


Q Removing and oe 


> page 313.4 d by 


ee compartment light 


Q Inluggage compart-'° 
ment trim (right-side) 

Q 12V,5W 

Q Removing and installing 
=> page 314 


A96-11 088 
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ing locations - lights in roof trim 


1 - Driver iy readng light - 
W19otected by copyright. Copy 


Q..Basic. version authorised 

Q ,.Renewing =.page. 316. 
2 - Front interior light - W1- 

Q) Basic version 

QO Renewing > page 316 


3 - Front right reading light - 
Wi 


ū “Convenience” version 


Q If LED is defective, inte- 
rior light/reading light 
(front) must be renewed 


4 - Front left reading light - 
Wi 


Q “Convenience” version 
Q If LED is defective, inte- 
rior light/reading light 
(front) must be renewed 
5 - Front interior light - W1- 
QO “Convenience” version 


Q If LED is defective, inte- 
rior light/reading light 
(front) must be renewed 


6 - Front passenger side illu- 
minated vanity mirror - W14- 


Q Removing and installing 


=> page 315 10 
7 - Rear left interior light - W47- 
Basic version x 


QO Renewing > page 317 
“Convenience” version 

Q If LED is defective, rear interior light must be renewed 
8 - Rear right interior light - W48- 
Basic version 

OQ) Renewing > page 317 
“Convenience” version 

Q If LED is defective, rear interior light must be renewed 


9 - Driver side illuminated vanity mirror - W20- 
Q Removing and installing > page 315 


10 - Front passenger reading light - W13- 
QO Basic version 


QO) Renewing > page 316 
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1.8 Removing and installing glove compart- 
ment light- W6- 


Removing 


— Turn light switch to position “0”. 


— Use a flat screwdriverto press)in, retaining tab.-1,- and-pry-out 
glove compartment light -2-. 


— Unplug electrical connector -3-. 

Installing 

Installation is carried out in reverse order; note the following: 

— Insert glove compartment light in opening and engage on op- 


posite side. 
1.9 Renewing bulb for glove compartment 
light - W6- 
Removing 


— Remove glove compartment light > page 304 . 
— Carefully prise off cover over bulb -arrow-. 


— Remove bulb -1- from bulb holder -2- on reverse side of glove 
compartment light. 

Installing 

Installation is carried out in reverse sequence. 
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1.10 Removing and installing footwell illumi- 
nation bulb (front) -L151- / -L152- 
Removing 


— Use a flat screwdriver to press in retaining tab -1- and pry out 
footwell light -2-. 


— Unplug electrical connector -3-. 
Installing 


Installation is carried out in reverse order; note the following: 


[a] Note 


If the LED is defective, the complete footwell light must be re- 
newed. 


— Insert footwell light in opening and engage on opposite side. 


1.11 Removing and installing central locking 
SAFELOCK function warning lamp - 
K133- 

Removing 


— Remove door trim (front) > General body repairs, interior; 
Rep. gr. 70; Door trim (front); Removing and installing door 
trim (front) . 


— Release retaining clips -arrows-. 
- Remove LED -1- for central locking downwards out of door trim 


Installing 
Installation is carried out in reverse order; note the following: 


(ë) Note 


The new central locking SAFELOCK function warning lamp - 
K133- must be connected to the door trim wiring harness. 


A96-10891 


— Cut through electrical wiring and re-connect with new wiring 
for central locking SAFELOCK function warning lamp - K133- 
> Electrical system; General information; Rep. gr. 97 ; 
Repairing wiring harnesses and connectors; Repairing wiring 
harnesses . 
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1.12 Removing and installing door opener il- 
lumination bulb - L108- / -L109- 
Removing 


— Remove door trim (front) = General body repairs, interior; 
Rep. gr. 70 ; Door trim (front); Removing and installing door 
trim (front) . 


— Turn bulb holder -2- anti-clockwise and pull out of light strip. 
— Unplug electrical connector -1-. 
Installing 


Installation is carried out in reverse sequence. 


1.13 Removing and installing front entry light 
-W31- / -W32- 
Removing 


— Use flat screwdriver to press in retaining tab -1- and pry out 
entry light -2-. 


— Unplug electrical connector -3-. 


— If fitted, carefully prise off cover over bulb -arrow-. 


— Remove bulb/-1- from bulb holder -2- on reverse side of door 
warning lamp. 


Installing 
Installation is carried out in reverse order; note the following: 


(a) Note 


If the LED is defective, the complete entry light must be renewed. 


— Insert entry light in opening and engage on opposite side. 
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1.14 Removing and installing door warning 
lamp -W30- / -W36- 
Removing 


— Use flat-bladed screwdriver to press in retaining tab -1- and 
pry out door warning lamp -2-. 


£ \Unplug electrical connector -3-. 


— Carefully prise off cover over bulb -arrow-. 


— Remove bulb -1- from bulb holder -2- on reverse side of door 
warning lamp. 


Installing 
Installation is carried out in reverse order; note the following: 


— Fit cover on door warning lamp. an 
‘ery 


— Insert door warning lamp in opening and engage on opposite \ -n 
side. 


1.15 Removing and installing door opener il- 
lumination bulb -L110- / -L111- 
Removing 


— Remove door trim (rear) > General body repairs, interior; Rep. 
gr. 70; Door trim (rear); Removing and installing door trim 
(rear) . 


— Turn bulb holder -2- anti-clockwise and pull out of light strip. 
— Unplug electrical connector -1-. 

Installing 

Installation is carried out in reverse sequence. 
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1.16 Removing and installing rear entry light 
-W33- / -W34- 
Removing 


— Use flat screwdriver to press in retaining tab -1- and pry out 
entry light -2-. 


— Unplug electrical connector -3-. 


— If fitted, carefully prise off cover over bulb -arrow-. 


— Remove bulb -1- from bulb holder -2- on reverse side of door 
warning lamp. 
Installing 


Installation is carried out in reverse order; note the following: 


(å) Note 


Ifthe LED is defective, the complete entry light must be renewed. 


- Insert entry light in opening and engage on opposite side. 


1.17 Removing and installing rear door warn- 
ing lamp -W37- / -W38- 
Removing 


- Use flat-bladed screwdriver to press in retaining tab -1- and 
pry out door warning lamp -2-. 


— Unplugpelectrical connector -3-. 
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— If fitted, carefully prise off cover over bulb -arrow-. 


A96-0481 


— Remove bulb -1- from bulb holder -2- on reverse side of door 
warning lamp. 


Installing 
Installation is carried out in reverse order; note the following: 
— Fit cover on door warning lamp. 


— Insert door warning lamp in opening and engage on opposite 
side. 


1.18 Removing and installing front door back- 
ground.lighting bulb -L164- / -L165- 
Removing 


- Remove door trim (front) = General body repairs, interior; 
Rep. gr. 70; Door trim (front); Removing and installing door 
trim (front) . 


— Pull bulb -3-off door trim ~arrow A- and, at the same time, 
disengage from.light strip -1-.in direction of -arrow,B-. 


— Unplug electrical.connector.-2-. 
Installing 
Installation is carried out in reverse order; note the following: 


one 


If the LED is defective, the background lighting bulb must be re- 
newed as a complete unit. 
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1.19 Removing and installing door storage 
compartment illumination bulb -L160- / - 
L161- 

Removing 


— Remove door trim (front) > General body repairs, interior; 
Rep. gr. 70 ; Door trim (front); Removing and installing door 
trim (front) . 


— Release retaining clips -arrows-. 


— Press door storage compartment illumination bulb -2- out of 
door trim -1-. 


— Unplug electrical connector -3-. 


Installing 


A96-10888 


Installation is carried out in reverse order; note the following: 


(à Note 


Ifthe LED is defective, the door storage compartment illumination 
bulb must be renewed as a complete unit. 


1.20 Removing and installing rear door back- 
ground lighting bulb -L166- / -L167- 
Removing 


— Remove door trim (rear) > General body repairs, interior; Rep. 
gr. 70; Door trim (rear); Removing and installing door trim 
(rear) . 


— Pull bulb -3- off door trim -arrow A- and, at the same time, 
disengage from light strip -1- in direction of -arrow B-. 


— Unplug electrical connector -2-. 
Installing 
Installation is carried out in reverse order; note the following: 


(a! Note 


If the LED is defective, the background lighting bulb must be re- 
newed as a complete unit. 


A96-10886 
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1.21 Removing and installing rear ashtray il- 
lumination bulb -L48- / -L49- 
Removing 


— Remove door trim (rear) > General body repairs, interior; Rep. 
gr. 70 ; Door trim (rear); Removing and installing door trim 
(rear) . 


— Move insulating mat in area of ashtray illumination bulb to side. 
— Unplug electrical*connecton-2-- 
— Pull ashtray illumination bulb -1- out of mounting -3- -arrow-. 


4 TA 


Installing ; ; 
Installation is carried out in reverse sequence. a E 
1.22 Removing and installing rear door stör- 

age’ compartment illumination bulb - 

L170- / -L171- 
Removing 


— Remove door trim (rear) > General body repairs, interior; Rep. 
gr. 70; Door trim (rear); Removing and installing door trim 
(rear) . 


— Release retaining clips -arrows-. 


— Press door storage compartment illumination bulb -2- out of 
door trim -1-. 


— Unplug electrical connector -3-. 
Installing 


[ A96-10888 | 10888 


Installation is carried out in reverse order; note the following: 


(å) Note 


Ifthe LED is defective, the door storage compartment illumination 
bulb must be renewed as a complete unit. 


1.23 Removing and installing selector lever 
position display - Y26- 
Removing 


— Remove multimedia system operating unit > Communication; 
Rep. gr. 91 ; Infotainment system; Removing and installing 
multimedia system operating unit - E380- . 


— Release retaining tabs with a small screwdriver -arrows-. 

— Detach selector lever position display -1- from operating unit. 
Installing 

Installation is carried out in reverse sequence. 
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1.24 Removing and installing bulb for illumi- 
nated centre armrest - L157- 
Removing 


— Remove centre console > General body repairs, interior; Rep. 
gr. 68 ; Centre console; Removing and installing centre con- 
sole . 


— Pull bulb -3- off centre console -arrow A- and, at the same time, 
disengage from light strip -1- in direction of -arrow B-. 


— Unplug electrical connector -2-. 
Installing 


Installation is carried out in reverse order; note the following: 


(à Note 


If LED is defective, bulb for illuminated centre armrest must be 
renewed as a complete unit. 


A96-10886 


1.25 Removing and installing light for rear 
centre console background lighting - 
L197- / -L198- 

Removing 


— Remove lower section of armrest > General body repairs, in- 
terior; Rep. gr. 72 ; Rear seats; Exploded view - centre 
armrest . 


— Remove padding for centre armrest > General body repairs, 
interior; Rep. gr. 72 ; Rear seats; Exploded view - centre arm- 
rest. 


— Release retaining clips -1, 3- and move electrical connector 
-2- clear. 


— Pull bulb -4- off padding -5- for centre armrest -arrow A- and, 


at the same time, disengage from light strip -6- in direction of 
-arrow B-. 
Installing 


Installation is carried out in reverse order; note the following: 


a Note 


If the LED is defective, the background lighting bulb must be re- 
newed as a complete unit. 
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1.26 Removing and installing rear footwell 
light -W45- / -W46- 
Removing 


- Use flat screwdriver to carefully pry out bulb -1- at recess 
-arrow-. 


— Unplug electrical connector. 
Installing 


Installation is carried out in reverse order; note the following: 


[a] Note 


/f the LED is defective, the complete footwell light must be re- 
newed. 


— Insert footwell light in opening and engage on opposite side. 


1.27 Removing and installing luggage com- 
partment light - W3- 

> “1.27.1 Removing and installing luggage compartment light W3 

- Saloon”, page 313 


> “1.27.2 Removing and installing luggage compartment light W3 
- Avant”, page 314 


1.27.1 | Removing and installing luggage com- 
partment light - W3- - Saloon 


Removing 


— Use flat screwdriver to press in retainer tab -1- and pry out 
luggage compartment light -2-. 


— Unplug electrical connector -3-. 


— Release retaining clips -arrows- and carefully detach cover 
-1- over bulb. 
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-— Remove bulb -1- from bulb holder -2- on reverse side of lug- 
gage compartment light. 


Installing 
Installation is carried out in reverse order; note the following: 
— Fit cover on luggage compartment light. 


— Insert luggage compartment light in opening and engage on 
opposite side. 


1.27.2 | Removing and installing luggage com- 
partment light - W3- - Avant 


Removing 


— Use flat screwdriver to press in retainer tab -1- and pry out 
luggage compartment light -2-. 


— Unplug electrical connector -3-. 


- Carefully prise off cover=1~ over bulb--arrow-. 
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— Remove bulb -1- from bulb holder -2- on reverse side of lug- 
gage compartment light. 


Installing 
Installation is carried out in reverse order; note the following: 
— Fit cover on luggage compartment light. 


— Insert luggage compartment light in opening and engage on 
opposite side. 


1.28 Removing and installing illuminated 
vanity mirror -W20- / -W14- 

Removing 

— Swivel sun visor forwards. 


— Use flat screwdriver to carefully pry out vanity mirror light -1- 
at recess -arrow-. 


— Unplug electrical connector. 


| J 
|= 


— Detach cover -arrow- to renew bulb. 

— Take bulb out of clamp-type holder. 

Installing 

Installation is carried outin reverse order; note the following: 


(a! Note 


The-vanity mirror light must be renewed as.a.complete unit ifLED 
is defective. 


A96-0480 


= reinsert vanity mirror lightin opening and engage on opposite 
side. 
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1.29 Renewing bulb for front interior light - 
W1- / -W13- / -W19- 

> “1.29.1 Renewing bulb for front interior light W1 ”, page 316 

> “1.29.2 Renewing bulbs for front reading light W13 / W19 ” 


page 316 

1.29.1 | Renewing bulb for front interior light - 
W1- 

Removing 


— Detach cover -1- for interior light downwards -arrows-. 


- Take bulb -1- out of clamp-type holder. 
‘rotected Dy coj l 

Installing | l | 
permitted untess autne 1 Dy AUDI 

Installation is carried out in reverse ọrder; note thẹ following: 


— Press on cover for interior light until it engages. 


1.29.2 | Renewing bulbs for front reading light - 
W13- / -W19- 

Removing 

— Remove interior light/reading light (front) = page 352 . 


— Turn bulb holder -1- anti-clockwise -arrow- and take it out of 
interior light/reading light. 


— Pull bulb out of bulb holder. 
Installing 
Installation is carried out in reverse sequence. 


e 
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1.30 Renewing bulb for rear interior light - 
W47- / -W48- 

Removing 

— Remove interior light/reading light (rear) > page 353 . 


— Turn bulb holder -1- anti-clockwise -arrow- and take it out of 
interior light/reading light -2-. 


— Pull bulb out of bulb holder. 

Installing 

Installation is carried out in reverse order; note the following: 
— Install interior light/reading light (rear) > page 353 . 
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1.31 Removing and installing LED for back- 
ground lighting 


The LED for background lighting is located in the interior light/ 
reading light (front) and cannot be renewed separately if defec- 
tive. 


— Remove interior light/reading light (front) > page 352 . 
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2 Controls 
=> “2.1 Overview of fitting locations - controls in dash panel”, page 
320 


> “2.2 Overview of fitting locations - controls in front doors”, page 
323 
=> “2.3 Overview of fitting locations - controls in rear doors”, page 
324 


> “2.4 Overview of fitting locations - controls in centre console”, 
page 326 


> “2.5 Overview of fitting locations - controls in luggage compart- 
ment”, page 329 


> “2.6 Overview of fitting locations - controls in roof trim”, 
page 330 


> “2.7 Removing and installing light switch E1 ”, page 331 


> “2.8 Removing and installing switch and instrument illumination 
regulator E20 ”, page 331 


> “2.9 Removing and installing headlight range control regulator 
E102”, page 332 


> “2.10 Removing and installing rear fog light button E314 , fog 
light button E315 , button for night vision system E680”, 
page 332 


> “2.11 Removing and installing steering column adjustment 
switch E167 / steering wheel heater button E522 ”, page 332 


> “2.12 Removing and installing display unit button E462 / E506 
” page 333 


> “2.13 Removing and installing switches in dash panel”, 
page 333 


> “2.14 Removing and installing hazard warning lights button 
E229 ”, page 334 


> “2.15 Removing and installing buttons for seat heating E653 / 
E654 ”, page 334 


> “2.16 Removing and installing valet parking button E536 ”, page 
335 


> “2.17 Removing and installing glove compartment light switch 
E26 ”, page 335 


> “2.18 Removing and installing mirror adjustment switch E43 / 
E168 ”, page 336 


> “2.19 Removing and installing operating unit for window regu- 
lator in driver door E512 ”, page 336 


> “2.20 Removing and installing window regulator switch in front 
passenger door 107 ”, page 337 


> “2.21 Removing arid installing interior locking switch E150 / 
E198 ”, page 337 


> “2.22 Removing and installing driver Seat/front passenger seat 
memory operating unit E97 / E277 ”, page 338 


> “2.23 Removing and installing rear lid remote release button 
E233 / fuel tank flap release button’E319 *, page 339 


> “2.24 Removing and installing alarm system off Switch E217 ”, 
page 339 


> “2.25 Removing and installing rear window regulator button in 
rear door”, page 340 
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> “2.26 Removing and installing rear interior locking switch E273 / 
E274”, page 341 


> “2.27 Removing and installing backrest adjustment button 
E425 / button for longitudinal adjustment of front passenger seat 


E603 ”, page 341 
> “2.28 Removing and installing button for air ionisation system 
E677 ”, page 342 


> “2.29 Removing and installing electromechanical parking brake 
button E538 / auto-hold button E540 ”, page 343 


> “2.30 Removing and installing entry and start authorisation but- 
ton E408 ”, page 343 


> “2.31 Removing and installing heated rear seat switch with reg- 
ulator E128 / E129 ”, page 344 


> “2.32 Removing and installing buttonforeup holder E674 / E675 
”, page 345 


=> “2.33 Removingiand installing contact switch for rear centre 
console background lighting'F501™, page 345 


> “2.34 Removing and installing rear seat massage function but- 
ton E409 / E410 *)'page 345 

> “2.35 Removing and ‘installing release ‘button for-rear lid lock 
cylinder F248 ”, page 347 


> “2.36 Removing and installing button to close rear lid in luggage 
compartment E406 ”, page 349 


> “2.37 Removing and installing rear lid warning buzzer H32 ”, 
page 350 


> “2.38 Removing and installing rear lid contact switch”, 
page 351 


> “2.39 Removing and installing contact switch for vanity mirror 
F147 / F148 ”, page 351 


> “2.40 Removing and installing sunroof button E325 ”, 
page 351 


> “2.41 Removing and installing interior light/reading light (front)”, 
page 352 


= “2.42 Removing and installing interior light/reading light (rear)”, 
page 353 


> “2.43 Removing and installing front reading light button E633 / 
E634”, page 353 


> “2.44 Removing and installing garage door operating unit E284 
”, page 355 


2.1 Overview of fitting locations - controls in dash panel 
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1 - Button in dash panel 


O With start/stop opera- 
tion’ button= E693", park 
assist steering button - 
E581- , parking aid but- 
ton - E266- warning 
lamp for.airbag.deacti- 
vated on front passen- 
ger side - K145:5 TCS 
and ESP button - E256- 


QO Removing and installing 
> page 333 


2 - Button for left seat heating 
- E653- 


QO Integrated in Climatron- 
ic control unit - J255- 
(may also be referred to 
as “front operating and 
display unit”). Cannot be 
renewed separately if 
defective 


Q Renewing Climatronic 
control unit - J255- > 
Heating, air condition- 
ing; Rep. gr. 87 ; Oper- 
ating and display unit; 
Removing and installing 
operating and display 
unit 


3 - Immobiliser reader coil - D2- 


Q Exploded view 
=> page 278 


4 - Hazard warning lights but- 
ton - E229- 


Q Removing and installing 496-10115 


=> page 334 


5 - Display unit button 
Q With open and close button for front display - E462- , display unit button - E506- 
Q Removing and installing > page 333 


6 - Glove compartment light switch - E26- 
Q Removing and installing > page 335 


7 - Valet parking button/key operated switch to deactivate airbag on front passenger side 
Q Different versions 
QO) Removing and installing valet parking button - E536- > page 335 


QO Removing and installing key operated switch to deactivate front passenger side airbag - E224- => General 
body repairs, interior; Rep. gr. 69 ; Airbag (front passenger side); Removing and installing key operated 
switch to deactivate front passenger side airbag 


8 - Headlight range control regulator - E102- 
QO) Removing and installing > page 332 
9 - Steering column adjustment switch - E167- 
QO With steering wheel heater button - E522- 
QO) Removing and installing > page 332 
10 - Light switch - E1- 
Q With switch and instrument illumination regulator - E20- 
Q With rear fog light button - E314- , fog light button - E315- , button for night vision system - E680- 
ū Removing and installing > page 331 
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11 - Button for right seat heating - E654- 


Q Integrated in Climatronic control unit - J255- (may also be referred to as “front operating and display 
unit”). Cannot be renewed separately if defective 


QO Renewing Climatronic control unit - J255- => Heating, air conditioning; Rep. gr. 87 ; Operating and display 
unit; Removing and installing operating and display unit 


Tightening torque for steering column adjustment switch - E167- / 
steering wheel heater button - E522- 


— Tighten bolts -arrows- to 1.5 Nm. 


A96-10730 


322 Rep. gr.96 - Lights, bulbs, switches - interior 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


2.2 Overview of fitting locations - controls in front doors 


1 - Button 


QO Depending on equip- 
ment version: Rear lid 
ee release button - 


ū e-tron: Fuel tank flap re- 
lease button - E319- 


Q Docs and installing 
> page 339 


2 - Operating unit for window 
regulator in driver door - E512- 


Q With front left window 
regulator switch - E40- , 
front right window regu- 
lator switch, in‘driver 
door - E81- , rear left 
window. regulator 
switch, in.driver.door =- 
E53- , rear right window 
regulator switch, in driv- 
erdoor-E55-.and child- 
proof lock button - E318- 
or button for left child- 

roof lock - E510- , 
utton for right child- 
proof lock - E511- 


OQ Removing and installing 
=> page 336 
3 - Mirror adjustment switch - 


E43- or adjustment switch for 
taor with fold-in feature - 


m) Somo and installing 


> page 336 oi 
A 4. 7 / d 
4 - Driver side interior locking = A96-10117 


switch - E150- 
Q Removing and installing > page 337 
5 - Driver seat memory operating unit - E97- 
Q Removing and installing > page 338 
6 - Button for lane change assist - E530- 
QO Exploded view > page 365 
7 - Window regulator switch in front passenger door - E107- 
OQ) Removing and installing > page 337 
8 - Front passenger seat memory operating unit - E277- 
OQ) Removing and installing > page 338 
9 - Front passenger side interior locking switch - E198- 
QO) Removing and installing > page 337 
10 - Front passenger door contact switch - F3- 
Q Integrated in door lock. Cannot be renewed separately if defective 


OQ Renew door lock > General body repairs, exterior; Rep. gr. 57 ; Door components; Removing and 
installing door lock 


11 - Driver door contact switch - F2- 
Q Integrated in door lock. Cannot be renewed separately if defective 


2. Controls 323 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


Q Renew door lock > General body repairs, exterior; Rep. gr. 57 ; Door components; Removing and 
installing door lock 


12 - Alarm system off switch - E217- 
QO) Removing and installing > page 339 


2.3 Overview of fitting locations - controls in 
rear doors 

> “2.3.1 Overview of fitting locations - controls in rear doors”, page 

324 


> “2.3.2 Overview of fitting locations - controls in rear doors 
country-specific version”, page 325 


2.3.1 Overview of fitting locations - controls in rear doors 


1 - Rear left window regulator 
button in rear left door - E700- 


Q Removing and installing 
= page 3 


2- Rear ‘left ah locking - 
switch E273- | 


Ow Roniodni and installing 
=> page 341 


3 - Rear right window regulator 
button in rear right door - E705- 


Q Versions equipped with 
rear left window regula- 
tor button in rear right 
door - E706- 


QO Removing and installing 
> page 340 


4 - Rear right interior locking 
switch - E274- 


QO Removing and installing 
> page 341 


5 - Rear right door contact 
switch - F11- 


QO Integrated in door lock. 
Cannot be renewed 
separately if defective 


OY Renew door lock => 
General body repairs, 
exterior; Rep. gr. 58 ; 
Door components; Re- 
moving and installing 
door lock 


6 - Rear left door contact switch - F10- 
Q Integrated in door lock. Cannot be renewed separately if defective 


Q Renew door lock > General body repairs, exterior; Rep. gr. 58 ; Door components; Removing and 
installing door lock 
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2.3.2 Overview of fitting locations - controls in rear doors, country-specific version 


1 - Rear left window regulator 
buttons 


OY With rear left window 
regulator button in rear 
left door - E700- , rear 
right window regulator 
button in rear left door - 
E701- , sunroof button in 
rear left door - E702- , 
sunroof roller blind but- 
ton in rear left door - 
E703- and rear roller 
blind button in rear left 
door - E699- 


OQ) Removing and installing 
AQ) _ 


3+ Rear right:window regulator 
buttons 


Q With rear right window 
‘regulator button insrear 

right door - E705- , rear 
left window regulator 
button in rear right door 
- E706- , sunroof button 
in rear right door - 
E707- , sunroof roller 
blind button in rear right 
door - E708- and rear 
roller blind button in rear 
right door - E704- 


Q Removing and installing 
=> page 340 


4 - Button for longitudinal ad- 
justment of front passenger seat - E603- 


Q Removing and installing > page 341 
5 - Backrest adjustment button - E425- 
Q Removing and installing > page 341 


6 - Rear right interior locking switch - E274- 
Q Removing and installing > page 341 
7 - Rear right door contact switch - F11- 


Q Integrated in door lock. Cannot be renewed separately if defective 


Q Renew door lock > General body repairs, exterior; Rep. gr. 58 ; Door components; Removing and 
installing door lock 


8 - Rear left door contact switch - F10- 
ū Integrated in door lock. Cannot be renewed separately if defective 


QO Renew door lock > General body repairs, exterior; Rep. gr. 58 ; Door components; Removing and 
installing door lock 
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2.4 Overview of fitting locations - controls in 
centre console 

> “2.4.1 Overview of fitting locations - controls in centre console” 

page 326 


> “2.4.2 Overview of fitting locations - controls in centre console 
version 1 (country-specific version)”, page 327 


2.4.1 Overview of fitting locations - controls in centre console 


1 - Entry and start authorisa- 
tion button - E408- 
Q Removing and installing 
> page 343 


2 - Electromechanical parking 
brake button - E538- 


Q Versions equipped with 
auto-hold button - E540- 

Q Removing and installing 
> page 343 


3 - Heated rear right seat 
switch with regulator - E129- 


Q Removing and installing 
=> page 344 


4 - Potentiometer for rear tem- 
perature selection - G538- 


Q Country-specific and 
different versions 


QO) Combined as one com- 
ponent with trim; cannot 
be renewed separately 

QO) Renewing > General 
body repairs, interior; 
Rep. gr. 68 ; Centre 
console; Exploded view 
- centre console 


5 - Heated rear left seat switch 
with regulator - E128- 
QO Removing and installing 
=> page 344 


6 - Heated rear right seat 
switch with regulator - E129- 


Q Different versions 


QO Integrated in rear Clima- 
tronic operating and display unit - E265- and cannot be renewed separately if defective 


Q Renewing rear Climatronic operating and display unit - E265- > Heating, air conditioning; Rep. gr. 87 ; 
Operating and display unit; Removing and installing operating and display unit 


7 - Heated rear left seat switch with regulator - E128- 
Q Different versions 
Q Integrated in rear,Glimatronic,operating,and display unit - E265- and cannot be renewed separately if 
defective fr ARAR KR ` 
ü Renewing rear Climatronic o o] rating and display unit - E265- > Heating, air conditioning; Rep. gr. 87 ; 
Operating and display unit; Removing and installing operating and display unit 
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2.4.2 Overview of fitting locations - controls in centre console, version 1 (country- 
specific version) 


1 - Padding for centre armrest 
2 - Light conductor (left-side) 
Q For background lighting 
3 - Light conductor (right-side) 
Q For background lighting 
4 - Lower section of armrest 


5 - Light 2 for rear centre con- 
sole background lighting - 
L198- (right-side) 

6 - Rear left seat massage 
function button - E409- 


ü Removing and installing 
=> page 345 


7-Trim 
Q) For centre armrest 


8 - Rear right seat massage 
function button - E410- 


Q For rear seat massage 
function button 
10-Clip S 
i 7 ü 3x 
"11 clip 
Q 3x 
12 - Trim (left-side) 


Q For rear seat massage [496-11108 | 109 
function button 


13 - Centre armrest 


14 - Contact switch for rear centre console background lighting - F501- 
Q Removing and installing > page 345 

15 - Retaining clip 
Q 2x 

16 - Grommet 

17 - Light 1 for rear centre console background lighting - L197- (left-side) 
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2.4.3 Overview of fitting locations - controls in centre console, version 2 (country- 
specific version) 


1 - Button for air ionisation sys- 
tem - E677- 
Q Country-specific version 
Q) Only on “convenience” 
version 


Q Removing and installing 
=> page 342 


ator my 
Centre ‘console;  Explo- 
pred view,- centre çon-., 
sol e 
3 - Button for cup holder with — 
cooling element +E674-0rrectn: 
Q Removing and installing 
> page 345 
4 - Button for cup holder with 
heating element - E675- 
Q) Removing and installing 
> page 345 
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2.5 Overview of fitting locations - controls in luggage compartment 


1 - Rear lid contact switch - 
Avant 
QO Removing and installing 
> page 351 
2 - Release button for rear lid 
lock cylinder - F248- - Avant 
QO Removing and installing 
=> page 348 
3 - Button to close rear lid in 


luggage compartment - E406- 
- Saloon 


Q Version with locking but- 
ton in rear lid - E806- 
Q Removing and installing 
=> page 349 
4 - Rear lid contact switch - Sa- 
loon 
ü Removing and installing 
> page 351 
5 - Release button for rear lid 
lock cylinder - F248- - Saloon 
Q Removing and installing 
=> page 347 
6 - Rear lid warning buzzer - 
H32- 


Q Warning buzzer is acti- 
vated when rear lid is 
closed using rear lid re- 
mote release button in 
frontdoor 


Q hg bd | and installing 
= e i 
e, 


7 - Button to close rear lid in 
luggage compartment - E406- 
- Avant 


Q Version with locking button in rear lid- E806- 
Q Removing and installing > page 349 


Tightening torque for anti-theft protection on release button for 
rear lid lock cylinder - F248- 


— Tighten nuts -arrows- to 6 Nm. 
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2.6 Overview of fitting locations - controls in roof trim 


1 - Interior light/reading light 
(front) 


Q Versions without (sun) 
glasses compartment 


Q Removing and installing 
=> page 352 


2 - Front passenger side read- 
ing light button - E458- 


ū Basic version 


Q Combined as one com- 
ponent with interior light/ 
reading light (front) 


3 - Driver side reading light but- 
ton - E457- 
ū Basic version 


Q Combined as one com- 
ponent with interior light/ 
reading light (front) 


4 - Interior light/reading light 
(front) 
Q Versions with (sun) 


glasses compartmen 
(Y Removing and installing 
> page 353 | 
5 - Sunroof button - E325- 
Q Removing and installing 
> page 351 Prot 


6 - Front left reading light-but-; 
ton - E633- 


Q “Convenience” version 
Q Removing and installing 
> page 353 


7 - Garage door operating unit 
- E284- : “ 


QO Removing and installing > page 355 


8 - Front right reading light button - E634- 
Q “Convenience” version 
QO Removing and installing > page 353 


9 - Rear left reading light switch - E454- 


10 - Rear interior light 
OQ) Removing and installing > page 353 


11 - Rear right reading light switch - E455- 


12 - Garage door operation control unit - J530- 
QO Exploded view > page 435 
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Interior light/reading light (front) - tightening torque 
— Tighten bolt -3- to 2 Nm. 


Tightening torque OnO.) 


— Tighten bolts -arrows- to 0.65 Nm. 


Protected by copyright. Copying for private or commer 

permitted unless authorised by AUDI AG. AUDI AG doe 

with respect to the correctness of information in this c 
2.7 Removing and installing light switch - 


E1- 
Removing 
— Turn light switch to position “0”. 


i = =EN 
- Remove dash panel cover (side) > General body repairs, in- 


terior; Rep. gr. 70 ; Dash panel; Removing and installing dash — — 7 
panel cover (side) . ; == — ERa 

— Reach through opening between dash panel and fuse holder C 
a press light switch -2- out of dash panel cover (driver's side) 
-1- -arrow-. 


— Unplug electrical connector. 
Installing | ae 


— 


Installation is carried out in reverse order; note the following: 
— Press switch into switch housing until catch engages. 


2.8 Removing and installing switch and in- 
strument illumination regulator - E20- 


The switch and instrument illumination regulator - E20- is inte- 
grated in the housing of the light switch - E1- and cannot be 
renewed separately if defective. 


— Renew light switch - E1- > page 331. 
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2.9 Removing and installing headlight range 
control regulator - E102- 

Removing 

— Remove light switch -1- > page 331. 


— Press headlight range control regulator -2- out of dash panel 
cover (driver's side) -arrow B-. This will release retaining tabs 
-arrows A-. 


a Note 


If headlight range control regulator cannot be removed as descri- 
bed, dash panel cover (driver's side) must be removed > General 
body repairs, interior; Rep. gr. 68 ; Storage compartments/cov- 
ers/trim panels,<Removing and installing.dash panel cover (driv- 
er's side) . 


Installing 
Installation is carried out in reverse sequence. 


2.10 Removing and. installing rear fog light 
button - E314- , fog light button - E315- , 
button for night vision system - E680- 


The rear fog light button - E314- , fog light button - E315- and 
button for night vision system - E680- are integrated in the hous- 
ing of the light switch - E1- and cannot be renewed separately if 
defective. 


— Renew light switch - E1- > page 331. 
2.11 Removing and installing steering col- 


umn adjustment switch - E167- / steer- 
ing wheel heater button - E522- 


Removing 


— Remove trim (bottom) for steering column switch module => 
General body repairs, interior; Rep. gr. 68 ; Storage compart- 
ments/covers/trim panels; Exploded view - steering column 
trim . 


— Remove bolts -arrows-. 


- Lift steering column adjustment switch - E167- -item 1- out of 
bottom trim -2-. 


a Note 


Disregard -item 3-. 


Installing 


Installation is carried out in reverse sequence. 
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Tightening torques 


@ = Fig. ““Tightening torque for steering column adjustment 
switch -E167- / steering wheel heater button -E522- ”“ 
page 322 
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2.12 Removing and installing display unit but- 
ton -E462- / -E506- 
Removing 


— Remove dash panel vent (centre) > General body repairs, 
interior; Rep. gr. 70 ; Dash panel; Removing and installing 
dash panel vent . 


— Press switch unit -1- out of mounting -2- -arrow-. 
— Remove switch unit. 

Installing 

Installation is carried out in reverse sequence. 
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2.13 Removing and installing switches in 
dash panel 


(å) Note 


-E256- / -E266- / -E58 1- / -E693- / -K145- are combined as one 
component. 

Special tools and workshop equipment required 

@ Radio release tool - T10057- 


WO0-11225 


Removing 


— Remove trim panel for control unit 1 for information electronics 
- J794- = General body repairs, interior; Rep. gr. 70 ; Dash 
panel; Exploded view - dash panel . 


— Pry off cover -1- for warning lamp for airbag deactivated on 
front passenger side - K145- -arrow-; to do so, position release 
tools -T10057- in recess as shown in illustration. 
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— Release retaining tabs -arrows- and remove switch unit -2- 
from trim panel -1- for control unit 1 for information electronics 
- J794- towards rear. 


Installing 
Installation is carried out in reverse order; note the following: 
= Slide in switch unit until it engages audibly. 


— Press on cover for warning lamp for airbag deactivated on front 
passenger side - K145- . 
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2.14 Removing and installing hazard warning 
lights button - E229- 
Removing 


— Remove dash panel vent (centre) > General body repairs, 
interior; Rep. gr. 70 ; Dash panel; Removing and installing 
dash panel vent . 


— Release retaining tabs -arrows-. 


— Press hazard warning lights button -1- out of mounting -2- to- 
wards rear. 


Installing 


Installation is carried out in reverse order; note the following: 


— Press hazard warning lights button in until it engages audibly. 


2.15 Removing and installing buttons for seat 
heating -E653- / -E654- 
The buttons for seat heating are integrated into the Climatronic 


control unit - J255- (may also be referred to as “front operating 
and display unit”). They cannot be renewed separately. 


— Renew Climatronic control unit - J255- = Heating, air condi- 
tioning; Rep. gr. 87 ; Operating and display unit; Removing 
and installing operating and display unit . 
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2.16 Removing and installing valet parking 
button - E536- 
Removing 


— Remove glove box > General body repairs, interior; Rep. gr. 
68 ; Storage compartments/covers/trim panels; Removing and 
installing glove box . 


— Release retaining clips -arrows- and press out valet parking 
button -2- forwards. 


— Unplug electrical connector -1-. 
Installing 


Installation is carried out in reverse sequence. 
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2.17 Removing and installing glove compart- 
ment light switch + E26- 
Removing 


— Remove glove box > General body repairs, interior; Rep. gr. 
68 ; Storage compartments/covers/trim panels; Removing and 
installing glove box . 


— Unplug electrical connector -1-. 
— Pull out hinge pin -3-. 


- ost cad switch -2- in anti-clockwise direction -arrow- and de- 
ach. 


Installing 


Installation is carried out in reverse sequence. 
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2.18 Removing and installing mirror adjust- 
ment switch -E43- / -E168- 
Removing 


— Remove operating unit for window regulator in driver's door 
=> page 336. 


— Remove door puller/armrest (front) > General body repairs, 
interior; Rep. gr. 70 ; Door trim (front); Exploded view - door 
trim (front) . 


— Carefully release retaining hooks -arrows- using a small 
screwdriver. 


— Press mirror adjustment switch -1- out of switch mounting 


— Unplug electrical connector -2-. 
Installing 
Installation is carried out in reverse order; note the following: 


(È) Note a. 


When installing, make sure symbol panel is inserted before mirror 
adjustment switch. 


2.19 Removing and installing operating unit 
for window regulator in driver door - 
E512- 

Removing 


— Remove door trim (front) and fold insulating mat to the side > 
General body repairs, interior; Rep. gr. 70 ; Door trim (front); 
Removing and installing door trim (front) . 


— Carefully release retaining hooks -arrows A- using a small 
screwdriver. 


— Disengage release button -4- in direction of -arrow B-. 

- Press window regulator switch -1- out of switch mounting -2-. 
— Unplug electrical connector -3-. 

Installing 

Installation is carried out in reverse sequence. 
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2.20 Removing and installing window regula- 
tor switch in front passenger door - 
E107- 

Removing 


— Remove door trim (front) and fold insulating mat to the side > 
General body repairs, interior; Rep. gr. 70 ; Door trim (front); 
Removing and installing door trim (front) . 


— Unplug electrical connector -1-. 


— Carefully release retaining hooks -arrows- using a small 
screwdriver. 


— Press window regulator switch -3- out of switch mounting -2-. 
Installing 
Installation is carried out in reverse sequence. 


2.21 Removing and installing interior locking 
switch -E150- / -E198- 
Removing 


— Remove door trim (front) + General body repairs, interior; 
Rep. gr. 70 ; Door trim (front); Removing and installing door 
trim (front) . 


— Unplug electrical connector -1-. 


— Release retaining clips -arrows- and press out interior locking 
switch -2- outwards. 


Installing 
Installation is carried out in reverse sequence. 
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2.22 Removing and installing driver seat/front 
passenger seat memory operating unit - 
E97- / -E277- 

Removing 


— Remove trim for interior door handle > General body repairs, 
interior; Rep. gr. 70 ; Door trim (front); Exploded view - door 
trim (front) . 


— Press retaining tab -3- slightly to the rear and at the same time 
push operating unit -1- out of mounting in direction of 
-arrow-. 


— Unplug electrical connector -2-. 
— Detach operating unit. 


Protected by copyright. Copying for private or commercial purposes, in 

permitted unless authorised by AUDI AG. AUDI AG does not guarantee 

Stall respect to the correctness of information in this document. Copyr 
Installing 


Installation is carried out in reverse order; note the following: 
— Plug in electrical connector. 


— Fit operating unit -1- on mounting -2- and push downwards 
-arrow- until retaining tab -4- engages audibly. 


* Guide -3- must slide downwards behind mounting. 
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2.23 Removing and installing rear lid remote 
release button - E233- / fuel tank flap re- 
lease button - E319- 

Removing 


— Remove door trim (front) > General body repairs, interior; 
Rep. g 70 ; Door trim (front); Removing and installing door 
trim (front) . 


— Unplug electrical connector -1-. 


— Release retaining clip -2- and press trim panel -3- with switch 
out of door trim -arrow-. 


— Carefully release retaining hooks -arrows- using a small 
screwdriver. 

— Take switch -1- out of trim panel -2- towards rear. 

Installing 

Installation is carried out in reverse order; note the following: 


—_ Press trim panel with switch into mounting until retaining hooks 
engage! 


2.24 Removing and installing alarm system 
off switch - E217- 
Removing 


— Remove door trim (front) > General body repairs, interior; 
Rep. gr. 70; Door trim (front); Removing and installing door 
trim (front) . 


— Unplug electrical connector -1-. 


— Release retaining springs -arrows- and press switch -2- out of 
door trim. 


Installing 
Installation is carried out in reverse sequence. 
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2.25 Removing and installing rear window 
regulator button in rear door 


> “2.25.1 Removing and installing rear window regulator button 
in rear door E700 / E705 ”, page 340 


> “2.25.2 Removing and installing rear window regulator button 

in rear door, country-specific version”, page 340 

2.25.1 Removing and installing rear window 
regulator button in rear door -E700- / - 
E705- 


Removing 


— Remove door puller/armrest (rear) > General body repairs, 
interior; Rep. gr. 70 ; Door trim (rear); Exploded view - door 
trim (rear) . 


— Carefully release retaining hooks -arrows- using a small 
screwdriver. 


— Press window regulator button -3- out of switch mounting -2-. 
— Unplug electrical connector -1-. 
Installing 


Installation is carried out in reverse sequence. 


2.25.2 Removing and installing rear window 
regulator button in rear door, country- 
specific version 


(i Note 


The buttons -E699- / -E700- / -E701- / -E702- / -E703- / -E704- / 
-E705- / -E706- / -E707- / -E708- are combined in one operating 
unit. 

Removing 


- Remove door trim (rear) and fold insulating mat to the side > 
General body repairs, interior; Rep. gr. 70 ; Door trim (rear); 
Removing and installing door trim (rear) . 


- Carefully release retaining hooks -arrows A- using a small 
screwdriver. 


— Disengage release button -4- in direction of -arrow B-. 

- Press window regulator button -1-~ out of switch mounting -2-. 
- Unplug electrical connector -3-. 

Installing 


Installation is carried out in reverse sequence. 
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2.26 Removing and installing rear interior 
locking switch -E273- / -E274- 
Removing 


— Remove door trim (rear) = General body repairs, interior; Rep. 
T 70 ; Door trim (rear); Removing and installing door trim 
rear) . 


— Unplug electrical connector -1-. 


— Release retaining clips -arrows- and press out interior locking 
switch -2- outwards. 


Installing 


Installation is carried out in reverse sequence. 
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2.27 Removing and installing backrest ad- 
justment button - E425- / button for lon- 
gitudinal adjustment of front passenger 
seat - E603- 


Removing 


— Remove trim for interior door handle > General body repairs, 
interior; Rep. gr. 70 ; Door trim (rear); Exploded view - door 
trim (rear) . 


— Press retaining tab -1- slightly to the rear and at the same time 
push mounting -2- out of door trim in direction of -arrow-. 


— Unplug electrical connectors -3, 4-. 


—— 
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— Release retaining clips -arrows- and press buttons -1, 2- out 
of mounting -3-. 


A96-10998 


Installing 
Installation is carried out in reverse order; note the following: 
— Plug in electrical connectors. 


— Fit mounting -2- on door trim and push downwards -arrow- until 
retaining tab -1- engages audibly. 


* Guide -3- must slide downwards behind guide rail -4-. 


Protected by copyright. Copying for private or commercia $ 
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ionisation system - E677- 
Removing 


— Remove B-pillar trim (bottom) = General body repairs, interi- 
or; Rep. gr. 70 ; Passenger compartment trim panels; Re- 
moving and installing B-pillar trim . 


- Release retaining clips -arrows- and press button -1- for air 
ionisation system out of B-pillar trim -2-. 


Installing 
Installation is carried out in reverse sequence. 
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2.29 Removing and installing electrome- 
chanical parking brake button - E538- / 
auto-hold button - E540- 

Removing 


— Remove multimedia system operating unit > Communication; 
Rep. gr. 91 ; Infotainment system; Removing and installing 
multimedia system operating unit - E380- . 


— Release retaining clips -arrows- and press button -2- out of 
operating unit -1-. 


Installing 
Installation is carried out in reverse sequence. 


2.30 Removing and installing entry and start 
authorisation button - E408- 
Removing 


— Pull selector lever boot upwards and turn inside out > Rep. 
gr. 34 ; Selector mechanism; Removing and installing selector 
lever handle or > Rep. gr. 37 ; Selector mechanism; Remov- 
ing and installing selector lever handle . 


— Reach through opening and press entry and start authorisa- 
tion button -1- out of multimedia system operating unit -3-. 


— Unplug electrical connector -2-. 


(i) Note 


The multimedia system operating unit must be removed if the 
button cannot be removed as described > Communication; Rep. 
gr..91, Infotainment system, Removing and installing multimedia 
system operating unit - E380- . 


Installing 


Installation is carried out in reverse sequence. 
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2.31 Removing and installing heated rear 
seat switch with regulator -E128- / - 
E129- 

> “2.31.1 Removing and installing heated rear Seat switch with 

regulator E128 / E129 - vehi¢les.with.air conditioner(basic ver- 

sion)”, page 344 


=> “2.31.2 Removing and installing heated rear seat switch with 
regulator E128 / E129 - vehicles with air conditioner (deluxe ver- 


sion)”, page 344 


2.31.1 | Removing and installing heated rear 
seat switch with regulator -E128- / - 
E129- - vehicles with air conditioner (ba- 
sic version) 

Removing 


— Remove cover for heated rear seat switch with regulator > 
General body repairs, interior; Rep. gr. 68 ; Centre console; 
Exploded view - centre console . 


— Release retaining clips -arrows-. 
— Press switches -1, 3- out of cover -2-. 
Installing 


Installation is carried out in reverse sequence. 
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2.31.2 | Removing and installing heated rear 
seat switch with regulator -E128- / - 
E129- - vehicles with air conditioner (de- 
luxe version) 

The heated rear seat switches with regulator are integrated in the 


rear Climatronic operating and display unit - E265- and cannot be 
renewed separately. 


— Renew rear Climatronic operating and display unit - E265- => 


Heating, air conditioning; Rep. gr. 87 ; Operating and display 
unit; Removing and installing operating and display unit . 
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2.32 Removing and installing button for cup 
holder-E674- / -E675- 
Removing 


— Remove cover (rear) for centre console > General body re- 
pairs, interior Rep: gr: 68 »Centre console; Exploded view: 
centre console ,, 


— Unplug electrical connectors -1, 4-. 
— Release retaining clips -arrows-. 


— Press button for cup holder with cooling element -item 3- or 
button for cup holder with heating element -item 2- out of cup 
holder. 


Installing 


Installation is carried out in reverse sequence. 


2.33 Removing and installing contact switch 
for rear centre console background 
lighting - F501- 

Removing 


— Remove rear centre armrest > General body repairs, interior; 
Rep. gr. 72 ; Rear seats; Exploded view - centre armrest . 


— Remove trim for centre armrest > General body repairs, in- 
terior; Rep. gr. 72 ; Rear seats; Exploded view - centre 
armrest . 


— Pull protective sleeve -2- to side and unplug electrical con- 
nector -1-. 


— Pull off securing clips -3, 4-. a 
— Take contact switch -5- out of mounting. Po AOA 
Installing 


Installation is carried out in reverse sequence. 


2.34 Removing and installing rear seat mas- 
sage function button -E409- / -E410- 


Special tools and workshop equipment required 
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@ Wedges - T10383- 
T10383 


Removing 
— Open centre armrest. 


— Unclip rear,seatmassage function.button from rear. centre 
armrest using wedge -1T10383- . 


— Unplug electrical connector. 


— If button -2- is renewed: Release retaining tabs -arrows- and 
detach trim -1-. 


Installing 
Installation is carried out in reverse sequence. 
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2.35 Removing and installing release button 
for rear lid lock cylinder - F248- 


> “2.35.1 Removing and installing release button for rear lid lock 
cylinder F248 - Saloon”, page 347 


> “2.36.2 Removing andinstalling release button for rear lid lock 
cylinder F248 - Avant”, page 348 


2.35. t=" Removingeand installing release button 
for rear lid lock cylinder - F248- - Saloon 
Removing 


— Remove rear lid trim (bottom) > General body repairs, interior; 
Rephgr:s70; Luggage compartment trim: panels; Removing 
and installing rear lid trim (bottom) . 


— Unplug electrical connectors -2, 3, 4- and aerial wire -7-. 
— Pull out retaining strip -8- -arrow A-. 


— Release retaining tab -1- -arrow B-, push electrical connector 
out of mounting and move clear electrical wiring. 


— Press retaining tab -5- to one side, take out aerial connector 
-6- and move clear electrical wiring. 


— Remove nuts -1, 4-. 
— Unplug electrical connector -3-. 


— Release retaining tabs -arrows A- and press out button -5- 
outwards -arrow B-. 


— Guide out electrical wiring -2- through opening. 
Installing 
Installation is carried out in reverse order; note the following: 


— On vehicles with reversing camera, reversing camera - R189- 
must be re-calibrated > Communication; Rep. gr. 91 ; Re- 
versing camera system; Calibrating reversing camera system . 


Tightening torques 


@ = Fig. “Tightening torque for anti-theft protection on release 
button for rear lid Ick cylinder -F248- ”“ , page 329 


[e 
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2.35.2 | Removing and installing release button 
for rear lid lock cylinder - F248- - Avant 
Removing 


— Remove rear lid trim > General body repairs, interior; Rep. 
gr. 70 ; Luggage compartment trim panels; Removing and 
installing rear lid trim (bottom) . 


— Unplug electrical’Connectors=2),4-and_aerial wire -1-. 
- Move electrical wiring harness -3- clear. 


— Remove nuts/+1; 3-: 


— Release retaining tabs -arrows-. 


— Release side retaining tabs -2- -arrows A- and press out button 
-1- outwards -arrow B-. 


— Guide out electrical wire through opening. 
Installing 
Installation is carried out in reverse order; note the following: 


— On vehicles with reversing camera, reversing camera - R189- 
must be re-calibrated = Communication; Rep. gr. 91 ; Re- 
versing camera system; Calibrating reversing camera system . 


Tightening torques 


@ = Fig. “Tightening torque for anti-theft protection. on release 
button for rear lid lock cylinder -F248-" , page 
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2:36 Removing and installing button to close 

rear lid in luggage compartment - E406- 
> “2.36.1 Removing and installing button to close rear lid in lug- 
gage compartment E406\- Saloon’, page 349 


“2236.2 Removing and installing button to close rear lid. indug- 
gage compartment E406 - Avant”, page 349 


2.36.1 Removing and installing button to close 
rear lid in luggage compartment - E406- 
- Saloon 

Special tools and workshop equipment required 

+ Wedges - T10383- 


710383 


PP 


W00-11251 


Depending on the equipment version, the locking button in rear 

lid - E406- is integrated in the button to close rear lid in luggage 
compartment - E806- . In the event of a fault, the complete switch 
panel must be renewed. 


Removing 


— Release retaining tabs -arrows- at button -2- using wedge - 
T10383/1- . 


— Take button out of rear lid trim. 

— Unplug electrical connector -1-. 

Installing 

Installation is carried out in reverse sequence. 


— 1} 
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2.36.2 Removing and installing button to close 
rear lid in luggage compartment - E406- 
- Avant 


Special tools and workshop equipment required 
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@ Wedges - T10383- 
T10383 


4 1 12 


W00-11251 


Depending on the equipment version, the locking button in rear 

lid - E406- is integrated in the button to close rear lid in luggage 

compartment - E806- . In the event of a fault, the complete switch 
panel must be renewed. 


Removing 


— Release retaining-tabs -arrows--at button. -2-| using, wedge, - 
T10383/1- . 


— Take button out of rear lid trim. 
— Unplug electrical connector -1-. 


(à Note 


If the button cannot be removed as described, the rear lid trim 
(bottom) must be removed > General body repairs, interior; Rep. 
gr. 70; “uage compartment trim panels; Removing and in- 

id trim (bottom) . 


stalling rear li 
Installing : G i  T103831 | 
Installation is carried out in reverse sequence. i 
2.37 Removing and installing rear lid warning 
buzzer - H32- 
Removing 


— Remove luggage compartment side trim (right-side) > Gen- 
eral body repairs, interior; Rep. gr. 70 ; Luggage compartment 
trim panels; Removing and installing luggage compartment 
side trim . 


— Swivel warning buzzer -2- out of mounting -1- -arrow-. 
— Unplug electrical connector -3-. 

Installing 

Installation is carried out in reverse sequence. 
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2.38 Removing and installing rear lid contact 
switch 


The rear lid contact switch -arrow- is located in the rear lid lock 
and cannot be renewed separately in the event of a fault. 


General body repairs, exterior; Rep. gr. 
ving and installing rear lid lock . 


—— 


n 
, ` A96-10645 
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_ 2.39... Removing and installing contact switch 
for vanity mirror -F147- / -F148- 


[a] Note 


The contact switch for the vanity mirror is located in the sun visor 
bracket and cannot be renewed separately if defective. 


— Removing and installing sun visor > General body repairs, 
interior; Rep. gr. 68 ; Equipment; Removing and installing sun 


visor . 
2.40 Removing and installing sunroof button 
- E325- 
Removing 


— Remove interior light/reading light (front) > page 352 . 
— lf fitted, remove anti-theft alarm sensor - G578- > page 363 . 
Remove bolts -arrows-. 


- Take button -1- out of interior light/reading light (front). 
Installing 

Installation is carried out in reverse order; note the following: 
Tightening torques 


@ = Fig. “Tightening torque for sunroof button -E325- ”™“ , 
page 331 
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2.41 Removing and installing interior light/ 
reading light (front) 


> “2.41.1 Removing and installing interior light/reading light (front 
- without (sun)glasses compartment”, page 352 


> “2.41.2 Removing and installing interior light/reading light (front 

- with (sun)glasses compartment”, page 353 

2.41.1 Removing and installing interior light/ 
reading light (front) - without (sun) 
glasses compartment 


Removing 
— Detach cover -1- for interior light downwards -arrows-. 


— Remove bolt -1-. 


— Swivel down interior light/reading light (front) -2- -arrow- and 
disengage. 


— Unplug electrical connectors. 

Installing 

Installation is carried out in reverse order; note the following: 
— Fit interior light and secure. 

— Press on cover for interior light until it engages. 
Tightening torques 


è = Fig. iO lightteadin ght 
Ta'a 


Protected by copyright. Copying for private or commercial purp | eoeaneds 
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2.41.2 Removing and installing interior light/ 
reading light (front) - with (sun)glasses 
compartment 

Removing 

— Open (sun)glasses compartment -1-. 

— Remove bolt -3-. 


— Swivel down interior light/reading light (front) -2- -arrow- and 
disengage. 


— Unplug electrical connectors. 

Installing 

Installation is carried out in reverse sequence. 

Tightening torques 

@ = Fig. “Interior light/reading light (front) - tightening torque”“ 


2.42 Removing and installing interior light/ 
reading light (rear) 
Special tools and workshop equipment required 


@ Wedges - T10383- 
T10383 


Removing 


— Carefully pry interior light/reading light -1- out of opening in 
headliner -arrows- using wedge -T10383/1- . 


— Unplug electrical connector. 
Installing 
Installation is carried out in reverse order; note the following: 


— Insert interior light/reading light in opening in headliner and clip 
into place. 


A96-10803 


2.43 Removing and installing front reading 
light button -E633- / -E634- 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


W00-11118 


Removing 


— Remove interior light/reading light (front) with (sun)glasses 
compartment = page 353 . 


— Detach cover -1- for interior light -arrows-. 
— If fitted, remove rubber piece -2- and release retaining tabs. 


— Carefully press off button -2- from interior light/reading light 
-1- using removal wedge - 3409- -arrow-. 


Installing 
Installation is carried out in reverse order; note the following: 
— Press new button onto interior light/reading light. 


+ Make sure that spring -3- is seated correctly on button in 
mountings (left and right) and that it does not get lost. 


- Press on cover for interior light until it engages. 
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2.44 Removing and installing garage door 


Removing 


Installing 
Installation is carried out in reverse sequence. 


operating unit - E284- 


Remove interior light/reading light (front) > page 352 . 
If fitted, remove anti-theft alarm sensor - G578- > page 363 . 
Carefully press retaining clips aside -arrows A-. 


Take operating unit -1- out of interior light/reading light (front) 
-2- -arrow B-. 
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3 Further lights and controls in vehicle 
interior 

> “3.1 Overview of fitting locations - further lights and controls in 

vehicle interior’, page 356 


> “3.2 Removing and installing humidity sender G355 ” 
page 357 


3.1 Overview of fitting locations - further lights and controls in vehicle interior 


1 - Cover (front) 


Q) For housing for main 
beam assist control unit 

- J844- with light sensor 
399- 


2 - Cover (top) 


ū For main beam assist 
control unit - J844- 


3 - Interior mirror 


Q Versions equipped with 
main beam assist con- 
trol unit - J844- with light 
sensor - G399- 


ū Main beam assist con- 
trol unit - J844- with light 
sensor - G399- integra- 
ted in interior mirror. 
Cannot be renewed 
separately if defective 


Q Renewing interior mirror 
=> General body repairs, 
interior; Rep. gr. 68 ; In- 
terior mirror; Removing 
and installing interior 
mirror 

4 - Retaining plate 

Q Cannot be removed 

from windscreen 
5 - Camera control unit - J852- 


Q) Exploded view 
(Ee 2 a d 


6 - Cover (bottom) | } | 
a For caia control.unit , 


7,- Cover (rear) 
8 - Central connector, 


9 - Humidity, sender --G355- 
QO Different versions > Electronic parts catalogue 
Q Humidity sender - G355- is integrated in rain and light sensor - G397- on vehicles from 03.2011 onwards 


LS RC 0 


Humidity senders with part number 8U0 ... 
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UO) Removing and installing > page 103 


3.2 Removing and. installing, humidity,send- 
er -,G355- 


=»*3.2.41: Removing and installing humidity sender G355~ vehicles 
without main beam assist”, page 357 


> “3.2.2 Removing and installing humidity sender G355 - vehicles 
with main beam assist”, page 358 


3.2.1 Removing and installing humidity send- 
er - G355- - vehicles without main beam 
assist 

Removing 


— Remove interior mirror > General body repairs, interior; Rep. 
gr. 68 ; Interior mirror; Removing and installing interior mirror . 


— Release retaining tab -2- and retainer -3- with a screwdriver 
-arrows-. 


— Disengage cover (rear) -1- and detach. 


A96-10805 


— Press cover (front) -1- apart slightly at both sides -arrows- and 
detach from interior mirror base -2-. 


A87-10406 
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— Unplug electrical connector -2-. 


- Use a small screwdriver -3- to carefully pry humidity sender - 
G355- -item 4- out of,cover,-1- -arrow-;lifting off at the same 
time. 


Installing 
Installation is carried,out.in, reverse.order; note.the following: 
— Carefully insert humidity. sender ,-,G355- in side guides. 


a Note 


The cover cannot be installed if the humidity sender - G355- is 
not fitted correctly. 


A87-10407 


3.2.2 Removing and installing humidity send- 
er - G355- - vehicles with main beam 
assist 

Removing 


— Remove interior mirror = General body repairs, interior; Rep. 
gr. 68; Interior mirror; Removing and installing interior mirror . 


— Release retaining tabs -1- and -2- with a screwdriver -3-. 
— Disengage cover (rear) -4- -arrows-. 
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— Release retaining tabs -arrows- and carefully fold cover (top) 
-2- slightly upwards. 


Disengage,retaining tab,-1- at cover (front) -3-. 


A96-10613 


— Disengage retaining hooks in direction of -arrows- and pull 
cover (front) -2- out of guide webs at interior mirror base -1- 
downwards. 


— Release retaining clips -2- -arrows- and detach humidity send- 
er - G355- -item 4- from interior mirror base -1-. 


— Unplug electrical connector -3-. 

Installing 

Installation is carried out in reverse order; note the following: 
Tightening torques 


@ =“3.1 Overview of fitting locations - further lights and controls 
in vehicle interior”, page 356 
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4 Anti-theft alarm system 


> “4.1 Overview - interior monitoring”, page 360 


> “4.2 Removing and installing alarm horn H12 ”, page 362 


> “4.3 Removing and installing anti-theft alarm sensor G578 ” 
page 363 


4.1 Overview - interior monitoring 


> “4.1.1 Overview - interior monitoring, Saloon”, page 360 


> “4.1.2 Overview - interior monitoring, Avant”, page 361 


4.1.1 Overview - interior monitoring, Saloon 


1 - Alarm horn - H12- 
Q Removing and installing 
> page 362 
2 - Nut 
QO 3Nm 


3 - Bracket 
Q) For alarm horn - H12- 


4 - Nut 

Q 3Nm 
5 - Individual sensor for interior 
monitor (left-side) 


Q) Can only be renewed to- 
gether with anti-theft 
alarm sensor - G578- 


6 - Anti-theft alarm sensor - 
G578- 
Q Removing and installing 
=> page 363 
7 - Individual sensor 


Q For anti-theft alarm sen- 
sor - G578- 


QO) Removing and installing 
=> “4.3 Removing and in- 
stalling antictheft alarm 
sensor G578 ” 
page 363 


8 - Individual sensor for interior 
monitor (right-side) 


Q Can only be renewed to- 
gether with anti-theft 


alarm sensor - G578- — 
9 - Mounting 
ü For anti. -theft'alarm sensor 10578- and for individual sensors (left and right) 


10- Convenience system central control unit - J393- 


Q Removing,and installing > Genefal body repairs, exterior; Rep. gr. 57 ; Central locking system; Re- 
moving and installing convenience system central control unit - J393- 


11 - Aerial amplifier. 2 - R111- 
Q With central locking and anti-theft alarm system aerial - R47- 
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Q Removing and installing = Communication; Rep. gr. 91 ; Aerial systems; Removing and installing aerial 
amplifier 


12 - Alarm system off switch - E217- 
Q Overview of fitting locations > page 323 


Retainer for control unit for structure-borne sound - tightening 
torque 


— Tighten nuts -arrows- to 3 Nm. 


4.1.2 Overview - interior monitoring, Avant 


1 - Alarm horn - H12- 
OQ Removing and installing 
=> page 362 
2-Nut f ? @ 
a 3q V VY VY 
3 - Bracket ™ 
Q For alarm horn - H12- 


4 - Nut 

QO 3 Nm 
5 - Individual sensor for interior 
monitor (left-side) 


Q Can only be renewed to- 
gether with anti-theft 
alarm sensor - G578- 


6 - Anti-theft alarm sensor - 
G578- 


QO) Removing and installing 
=> page 363 
7 - Individual sensor 


Q) For anti-theft alarm sen- 
sor - G578- 


QO) Removing and installing 
> “4.3 Removing and in- 
stalling antitheft alarm 
sensor G578 ” 
page 363 


8 - Individual sensor for interior 
monitor (right-side) 


Q Can only be renewed to- 
gether with anti-theft 


alarm sensor - G578- ~ A96-11082 


9 - Mounting 
Q For anti-theft alarm sensor - G578- and for individual sensors (left and right) 
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10 - Convenience system central control unit - J393- 


Q Removing and installing = General body repairs, exterior; Rep. gr. 57 ; Central locking system; Re- 
moving and installing convenience system central control unit - J393- 


11 - Aerial amplifier 2 - R111- 
Q With central locking and anti-theft alarm system aerial - R47- 


Q Removing and installing = Communication; Rep. gr. 91 ; Aerial systems; Removing and installing aerial 
amplifier 


12 - Alarm system off switch - E217- 
Q Overview of fitting locations > page 323 


4.2 Removing and installing alarm horn - 
H12- 
Removing 


— Remove plenum chamber cover > General body repairs, ex- 
terior; Rep. gr. 50 ; Bulkhead; Removing and installing plenum 
chamber cover . 


Vehicles without control unit for structure-borne sound: 
— Unscrew nut -1-. 

— Unplug electrical connector -3-. 

— Lift out alarm horn -2-. 


vith respect to the correctness of info } lis documi 


Vehicles with control unit for structure-borne sound: 


- Remove control unit for structure-borne sound > Rep. gr. 23 ; 
Senders and sensors . 


— Unscrew nuts -arrows- and detach retainer. 
— Unscrew nut -2-. 

— Unplug electrical connector. 

— Lift out alarm horn -1-. 

Installing Ora a 


A21-10695 


Installation is carried out in reverse sequence. ři ye 5 


Tightening torques 
@ = “4.1 Overview - interior monitoring”, page 360 


¢ = Fig. “Retainer for control unit for structure-borne sound - 
tightening torque” , page 361 
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4.3 Removing and installing anti-theft alarm 
sensor - G578- 

Removing 

— Remove interior light/reading light (front) > page 352 . 

— Pull individual sensor -1- out of mounting -2-. 


— Release retaining tabs -arrows- and remove mounting -4- with 
anti-theft alarm sensor from interior light/reading light -3-. 


— Move clear electrical wiring -5-. 


— Press retaining tabs to one side -arrows- and take anti-theft 
alarm sensor -1- out of mounting -3-. 


— Turn individual sensors -2, 4- anti-clockwise as far as stop 
-arrow A- and pull out of mounting -arrow B-. 


— Detach anti-theft alarm sensor. 
Installing 
Installation is carried out in reverse sequence. 


A96-10809 
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5 Immobiliser 

> “5.1 Removing and installing immobiliser reader coil” 

page 364 

5.1 Removing and installing immobiliser 
reader coil 

=> “6.1.1 Removing and installing immobiliser reader coil D2 ”, 

page 364 


> “5.1.2 Removing and installing mounting for immobiliser reader 
coil D2 ”, page 364 


5.1.1 Removing and installing immobiliser 
reader coil - D2- 
Removing 


-— Remove control unit 1 for information electronics - J794- => 
Communication; Rep. gr. 91 ; Infotainment system; Removing 
and installing control unit 1 for information electronics - J794- . 


— Release retaining tabs -arrows- and pull immobiliser reader 
coil -1- out of mounting. 


— Unplug electrical connector -2-. 

Installing 

Installation is carried out in reverse sequence. 
Tightening torques 


@ = “11.1 Exploded view - steering column switch module”, page 
278 


5.1.2 Removing and installing mounting for 
immobiliser reader coil - D2- 

Removing 

- Remove immobiliser reader coil > page 364 . 


- Remove dash panel cover (driver side) > General body re- 
pairs, interior; Rep. gr. 68 ; Storage compartments/covers/trim 
panels; Removing and installing dash panel cover (driver 
side) . 


- Remove bolts“arrows-" 


- Take mounting -2- out of dash panel -1- towards rear in direc- 
tioniof driver's footwell. 


Installing 


Installation is carried, out\in reverse, sequence. 

Tightening ‘torques 

@ =>\\1th1Exploded view -:steering colummswitchimodule>;page 
278 
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6 Lane change assist 


> “6.3 Removing and installing lane change assist warning lam 
ct terior mirror K2337/ K234\’a' -386Gnercial purposes, in pa 


with respect to the correctness of informatio this document. Copy 
> “6.5 Calibrating lane change assist”, page 367 


6.1 Overview - lane change assist 


1 - Button for lane change as- 
sist - E530- 
OQ) Removing and installing 
> page 366 


2 - Lane change assist warning 
lamp in driver side exterior mir- 
xe 


ror - K23 
OQ Removing and installing 
=> page 366 


3- Lane change assist warning 
lamp in front passenger side 
exterior mirror - K234- 


Q Removing and installing 
=> page 366 
4 - Bolt 
QO 3x 
Q 2Nm 
5 - Lane change assist control 
unit - J769- 
Q Removing and installing 
=> page 367 
Q Calibrating = page 367 
6 - Bolt 
QO 3x 
Q 2Nm 
7 - Lane change assist control 
unit 2 - J770- 


û Removing and installing 
> page 367 
Q Calibrating > page 367 
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6.2 Removing and installing button for lane 
change assist - E530- 
Removing 


— Remove inner cover > General body repairs, interior; Rep. 
gr. 70; Door trim (front); Exploded view - door trim (front) . 


- Release retaining clips -arrows- and press button for lane 
change assist -1- out of cover -2-. 


Installing 
Installation is carried out in reverse sequence. 


A96-10811 


and installing lane change 
lamp in exterior mirror - 


Removing 


- Rémovemirrorglass +. General body repairs; exterior; Rep: 
gr. 66 ; Exterior mirrors; Removing and installing mirror glass . 


- Unplug electrical connector -1-. ., 


- Release retaining tab -arrow A- and press warning lamp -2- 
out of exterior mirror housing -3- -arrow B-. 


Installing 
Installation is carried out in reverse order; note the following: 


a Note 


Warning lamp for lane change assist in exterior mirror must be 
replaced completely with a new unit if an LED is defective. 
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6.4 Removing and installing lane change 
assist control unit -J769- / -J770- 
Removing 
— Remove outer bumper cover mounting > General body re- 
pairs, exterior; Rep. gr. 63 ; Bumper (rear); Removing and 
installing attachments . 
— Remove bolts -arrows-. 


— Remove lane change assist control unit -2- from mounting 
-1-. 


Installing 
Installation is carried out in reverse order; note the following: 


— Calibrate lane change assist control unit -J769- / -J770- 
=> page 367. 


Tightening torques 
@ = “6.1 Overview - lane change assist”, page 365 


6.5 Calibrating lane change assist 
Special tools and workshop equipment required 
+è Calibration unit - VAS 6350- 


W00-10488 


Requirements 


— The lane change assist control unit -J769- / -J770- must be 
calibrated in “Guided Fault Finding” or “Guided Functions” 
mode under the following conditions > Vehicle diagnostic test- 
er: 


* If lane change assist control unit - J769- or lane change assist 
control unit 2 - J770- has been renewed. 


¢ Ifthe rear bumper cover has been damaged, for instance when 
parking the car. 


* Ifthe rear bumper cover has been removed and installed. 
* Ifthe event memory contains the entry “no or incorrect basic 


Tésteqdomentlavalt, 
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1 - Spacing laser -VAS 6350/2- 


Q) For distance measure- 
ment 


QO For use refer to = Op- 
erating instructions for 
calibration unit - VAS 
6350- 


2 - Calibration unit - VAS 6350- 
3 - Spirit level 
Q Oncalibration unit - VAS 
6350- 
Q For checking horizontal 
position of calibration 
unit - VAS 6350- 


4 - Locating bracket 


Q For mounting spacing 
laser -VAS 6350/2- for 
distance measurement 


ū Distance to wheel cen- 
tre mountings -VAS 
6350/1- on rear wheels: 
dimension 
-a- = 1700 + 2 mm 


5 - Wheel centre mounting - 
VAS 6350/1- 
Q With wheel bolt adapter 
and measuring paddle 
6 - Logo 


Q) Laser pointer is aligned 
with centre of logo 


7 - Calibration unit for lane 
change assist -VAS 6350/4- 


QO) Is moved from one side 
of measuring field to other during calibration 


QO Voltage supply must be connected to bottom left of calibration unit (in direction of travel) 
8 - Measuring scale 
Q For positioning the calibration unit for lane change assist -VAS 6350/4- 


9 - Linear laser - VAS 6350/3- 
QO With laser protection goggles 
Q On calibration unit - VAS 6350- 
Q Switching on and off > Operating instructions for calibration unit - VAS 6350- 


10 - Plastic foot 
QO) 3x 
Q Adjustable, for aligning horizontal position of calibration unit - VAS 6350- 


Preparations 
- Vehicle must be standing on a smooth and level surface. 


— Apply parking brake -the vehicle must not be moved while the 
calibration procedure is being performed. 


— Make sure steering wheel is at centre position with wheels 
pointing straight ahead. 


- Connect vehicle diagnostic tester > Vehicle diagnostic tester. 
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[a] Note 


Ifa fault message appears on the display, refer to > Operating 
instructions for vehicle diagnostic tester . 

— Switch on ignition. 

— Remove any stickers with metal film from the bumper cover. 


— Fit three suitable wheel bolt adapters onto each wheel centre 
mounting - VAS 6350/1- . 


— Fit measuring paddle onto each of the wheel centre mountings 
-VAS 6350/1- and secure each paddle with lock nut. 


— Fit wheel centre mountings - VAS 6350/1- onto wheel bolts on 
both rear wheels. 


* Centre of rotation of wheel centre mounting must align with 
centre of rotation of wheel. 


[a] Note | 
When fitting the wheel centre mountings - VAS 6350/1- onto the 


wheels, make sure that the ‘anti-theft wheel bolts” do not come 
into contact with the wheel centre mounting. 


— Use lock nuts to adjust measuring paddles so that they are 
free to move just slightly above the ground. 


* Measuring paddles must move freely. 
* Measuring paddle must be in an upright position. 


— Position the calibration unit -VAS 6350- at a distance of -a- 
from rear wheels. 


* Dimension -a- = 1700 mm 


VAS 6350 


A96-10286 


— Switch on spacing laser -VAS 6350/2- by pressing [on] button. 
Display on -VAS 6350/2- : 


è CSAS m” 


(å) Note 


The laser is switched on simultaneously. 


N94-10681 
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— To measure distance, hold spacing laser -VAS 6350/2- USRA 
-item 2- flush with right locating bracket as shown in illustra- 
tion. 


* Spacing laser -VAS 6350/2- must be steady and flush with lo- 
cating bracket. 


— Make sure that laser beam for distance measurement hits 
lower (larger) part of measuring paddle -1-. 


If this is not the case, adjust height of dee | panoa using 
lock nuts on wheel centre mountings - VAS 6350/1- 


N94-10684 


— Press [on] button briefly to measure distance. 
Display on -VAS 6350/2- : 
* “4.700 m” (specification: 1,700 + 2 mm). 


— Repeat measurement from locating bracket (left-side) to rear 
left wheel. 


* Measured distance value must be identical on both sides. 


If the two measured values are not identical, re-align calibration 
unit - VAS 6350- . 


Performing calibration 
=> Vehicle diagnostic tester must be connected. i 
- Select mode and begin diagnosis. 


— Select tab. 


— Choose and select following options one 
after the other: 


Body 
Electrical system 


01 - Self-diagnosis compatible systems 
3C - Lane change assist control unit - J769 


© A è Ad 


3C - Lane change assist control unit, functions 
@ 3C - Calibration 


Further instructions are given by > Vehicle diagnostic tester dur- 
ing calibration procedure. 


g Note 


The system will now inform youwhichYane change assist ver- 
sion is fitted in the vehicle (version: SWA 1.7). 


+è This information for setting the-calibration unit is important for 
the work sequence to be followed and to avoid malfunctions. 
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— Secure calibration unit for lane change assist -VAS 6350/4- to 
mounting bracket (rear right) on calibration unit - VAS 6350- . 


* Voltage supply must be connected to bottom left of calibration 
unit (in direction of travel) 


Dimension -a- (measured between top edge of calibration unit 
and ground) 


A96-10422 


A6 Saloon A6 Avant A6 allroad A6 Saloon e- 
(2K1/2K2) tron, China 


line (2K7/2K8) 
S6 Saloon 
(2K3/2K4) 


Dimension -a- 


— Pointer at base of calibration unit for lane change assist -VAS 
6350/4- must align with setting dimension on graduated scale 
-1- at measuring field -arrow-. 


A6 Saloon A6 Avant | A6 Avant S | A6 allroad | RS 6 Avant |A6 Saloon e- 
(2K1/2K2) | (2K1/2K2) line quattro tron, China 
A6 Saloon S (2K7/2K8) 
line S6 Avant 
2K7/2K8) (2K3/2K4) 
6 Saloon 
(2K3/2K4) 


Setting di- 


mension 
(right-side) 


— Connect calibration unit for lane change assist -VAS 6350/4- 
up to voltage supply. 
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- Align calibration unit - VAS 6350- horizontally by turning plastic 
feet. 


+ Check spirit level on calibration unit - VAS 6350- -arrow-. 


N94-10686 


— Switch on linear laser - VAS 6350/3- on calibration unit - VAS 
6350- . 


— Put on laser protection goggles. 


— Align calibration unit - VAS 6350- so that beam from linear 
laser - VAS 6350/3- hits centre of logo on rear lid. 


— Again check distance (left and right) between locating brack- 
ets of calibration unit » VAS.6350- and measuring paddles 
-1- on wheel mountings. 


* Specification: 1,700 + 2mm 
Calibration procedure 


Please adhere to the following rules during the calibration proce- 
dure: 


* There must not be any metallic reflectors (e.g. tool trolleys, 
metal cabinets) within 2 metres of the calibration unit. 


* Vehicle doors must not be opened or closed. | 
* No-one must sit in vehicle. 


* Do not allow any person to walk between vehicle and calibra- 
tion unit for lane change assist -VAS 6350/4- . 
Procedure 


— Switch on calibration unit for lane change assist -VAS 6350/4- 
with power switch -3-. 


* The green LED -1- must light up. 


a Note 


If the red LED -2- lights up: check calibration unit for lane change 
assist -VAS 6350/4- . 


— Continue to follow the instructions on the display of the vehicle 
diagnostic tester. 


372 Rep. gr.96 - Lights, bulbs, switches - interior 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


During the program, you are prompted to move the calibration unit 
for lane change assist -VAS 6350/4- from the right to the left side 
of the calibration unit - VAS 6350- . 


— Switch off calibration unit for lane change assist -VAS 6350/4- 
and move calibration unit. 


* Voltage supply must be connected to bottom left of calibration 
unit (in direction of travel) 


Dimension -a- (measured between top edge of calibration unit 
and ground) 


A96-10421 


A6 Saloon A6 Avant A6 Saloon e- 
(2K1/2K2) tron, China 


line (2K7/2K8) 
S6 Saloon 
(2K3/2K4) 


Dimension -a- 


— Pointer at base of calibration unit for lane change assist -VAS 
6350/4- must align with setting dimension on graduated scale 
-1- at measuring field -arrow-. 


A6 Saloon A6 Avant | A6 Avant S | A6 allroad | RS 6 Avant |A6 Saloon e- 
(2K1/2K2) | (2K1/2K2) line quattro tron, China 
A6 Saloon S (2K7/2K8) 
line S6 Avant 
2K7/2K8) (2K3/2K4) 
6 Saloon 
(2K3/2K4) 


Setting di- 
mension 


(left-side) 
read off in 
mm 

from meas- 
uring scale 
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— Switch on calibration unit for lane change assist -VAS 6350/4- 
with power switch -3-. 


*« The green LED -1- must light up. 


— Continue to follow the instructions on the display of the vehicle 
diagnostic tester. 


— After completing calibration of lane change assist, end “Cali- 
bration”, switch off ignition and unplug diagnostic connector. 
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7 Front camera for driver assist sys- 
tems 


> “7.1 Overview of fitting locations - front camera for driver assist 
systems”, page 375 


> “7.2 Removing and installing front camera for driver assist sys- 
tems”, page 376 


> “7.3 Removing and installing image processing control unit 
J851 ”, page 378 


7.1 Overview of fitting locations - front cam- 
era for driver assist systems 


> “7.1.1 Overview of fitting locations - front camera for driver as- 
sist systems”, page 375 


> “7.1.2 Overview of fitting locations - front camera for driver as- 
sist systems, image processing control unit J851 ”, page 376 


7.1.1 Overview of fitting locations - front camera for driver assist systems 


1 - Retaining plate 


Q With windscreen heat- 
ing of camera control 
unit - J852- 


ū Cannot be removed 
from windscreen 


2 - Backlight masking screen 


OQ Removing and installing 
> “7.2 Removing and in- 
stalling front camera for 
driver assist systems”, 
page 376 


3 - Electrical connector 
4 - Trim cover 


5 - Camera control unit - J852- 


Q Removing and installing 
> page 376 


6 - Electrical connector 
7 - Windscreen 
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7.1.2 Overview of fitting locations - front camera for driver assist systems, image 
processing control unit - J851- 


1 - Electrical connector 


2 - Image processing control 
unit - J851- 
Q Removing and installing 
> page 378 
3 - Bracket 
Q For image processing 
control unit - J851- 
4 - Nut 
Q 4x 
Q 2.5 Nm 


5 - Bolt 
n 4x 
QO 8 Nm 


6 - Aerial wire 


7.2 Removing and installing front camera 
for driver assist systems 


Special tools and workshop equipment required 
@ Front-end hook - 3370- 


WO0-11172 
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[a] Note 


If control unit is to be renewed, select the “Replace control unit” 
function for appropriate control unit in > Vehicle diagnostic tester. 
Removing 


— Using front-end hook - J852- -2-, release trim cover -1- for 
camera control unit - 3370- from retaining plate in direction of 
-arrow A- (alternating between right and left sides), and detach 
downwards in direction of -arrow B-. 


— |f necessary, move clear electrical wiring. 


— Press retaining tabs -2- and -4- upwards. 


(å) Note 


Carefully push the retaining tabs upwards only until it is possible 
to guide the camera control unit - J852- past them. 


— Pull camera control unit - J852- -1- out of mountings 
-arrows- on retaining plate -5- towards rear in direction of 
-arrow 3-, keeping it parallel with retaining plate -5-. 


— Unplug electrical connectors -2- and -3- and remove camera 
control unit - J852- -1-. 


A [A44-10223 | 0223 |? 


A 4 4] 
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Removing backlight masking screen 


— Press clips together in direction of -arrows- and pull backlight 
masking screen out of bracket towards front. 


Installing 
Installation is carried out in reverse sequence. Note the following: 


a Note 


The camera's area'of vision onthe inside of the windscreen must W \ N 
not be obstructed by condensation,or, dirt. À 


— Clean the camera's area of vision on the windscreen with 
cleaning fluid - D 009 401 04- . 


— Calibrate front camera for driver assist systems > Running 
gear, axles, steering; Rep. gr. 44 ; Front camera for driver 
Poon systems; Calibrating front camera for driver assist sys- 

ems. 


7.3 Removing and installing image process- 
ing control unit - J851- 


(à Note 


/f control unit is to be renewed, select the “Replace control unit” 
function for appropriate control unit in = Vehicle diagnostic tester. 
Removing 


The image processing control unit - J851- is located in the front 
passenger's footwell. 


- Remove sill panel trim (front) = General body repairs, interior; 
Rep. gr. 70 ; Passenger compartment trim panels; Removing 
and installing sill panel trim . 


— Remove floor mat. 


— Remove foot rest > General body repairs, interior; Rep. gr. 
70 ; Passenger compartment trim panels; Removing and in- 
stalling foot rest . 


- Unbolt front passenger's seat and push backwards with wiring 
still attached = General body repairs, interior; Rep. gr. 72 ; 
Front seats; Removing and installing front seat . 


- Unhook floor covering and press to one side. 
— Remove nuts -arrows-. 


- Remove bolts -1 ... 4- and detach bracket -5- from image pro- 
cessing control unit. 


A44-10256 
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— Unplug electrical connector -2- and aerial wire -1-. 


— Remove image processing control unit -3- from front passeng- 
er's footwell. 


Installing 

Installation is,carried.outin.reverse sequence. 

Tightening torques 

@ 3 °7°1:2 Overview of fitting locations “front Camera ‘for ‘driver 
assist-systems, image processing control unitJ851..”, 
page 376 


~ A44-10234 
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8 Towing bracket 


> “8.1 Overview - trailer socketetrailer 
380 


> “8.3 Trailer socket”, page 381 


> “8.4 Removing and installi iler d ntrol unit W 
page 381 
8.1 Overview - trailer socket, trailer detector control unit 


1 - LED warning lamp 


Q) Trailer towing attach- 
ment locked warning 
lamp - K226- , trailer 
towing attachment re- 
leased warning lamp - 
K227- 

Q) For checking whether 
towing bracket is prop- 
erly locked 

Q Removing and installing 
> page 381 

2 - Mounting 

ü For cable 

Q) For releasing towing 
bracket 

3 - Retaining frame (top) 

Q For trailer detector con- 

trol unit - J345- 


4 - Trailer detector control unit 
z 5- 
Q Removing and installing 
> page 381 


5 - Electrical connectors 


6 - Trailer socket - U10- 


Q Removing and installing 
> Electrical system; 
General information; 
Rep. gr. 96 ; Towing 


bracket 
QO Pin R ag > =i 
trical system; Genera 
information; Rep. gr. 


96 ; Towing bracket 


380 Rep. gr.96 - Lights, bulbs, switches - interior 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


8.2 Removing and installing LED warning 
lamp 

Removing 

— Remove cover for luggage compartment side trim (left-side). 


- Take LED warnir ‘a sa 70") 


move electrical 


-1- for cable and 


— Take electrical g and unplug. 
Installing 
Installation is carried out in reverse’ sequence, 

permitted unless aut 


8.3 Trailer socket 

> Electrical system; General information; Rep. gr. 96 ; Towing 
bracket 

8.4 Removing and installing trailer detector 


control unit - J345- 


— If control unit is being renewed, select function “Replace” for 
corresponding control unit in “Guided Fault Finding” or “Gui- 
ded Functions” mode > Vehicle diagnostic tester. 


Removing 
— Remove cover for luggage compartment side trim (right-side). 
— Unplug electrical connectors -2, 3, 4-. 


— Release retaining tab -arrow- and pull trailer detector control 
unit -1- out of retaining frame (top). 


Installing 
Installation is carried out in reverse sequence. 
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9 Cigarette lighter, socket 
=> “9.1 Exploded view - cigarette lighter, 12 V socket”, page 382 
> “9.2 Removing and installing Cigatette lighter U4”, page 385 


> “9.3 Removing and installing socket illumination bulb L42 ” 
page 387 


> “9.4 Removing and installing rear cigarette lighter illumination 
bulb L32 ”, page 392 


> “9.6 Removing and installing DC/AC convertenwith:socket, 42V 
- 230 V U13”, page 397 


> “9.7 Removing and installing 12 V socket 3 U19 ”, page 399 


> “9.8 Renewing 12 V socket 3 U19 ”, page 399 


9.1 Exploded view - cigarette lighter, 12 V 
socket 

> “9.1.1 Exploded view - cigarette lighter, 12 V socket”, 

page 382 


> “9.1.2 Exploded view - cigarette lighter, 12 V socket and 230 V 
socket with USB charger”, page 384 


9.1.1 Exploded view - cigarette lighter, 12 V socket 
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1 - Front ashtray 
Q For cigarette lighter - 
U1- 


2 - Cigarette lighter illumination 
bulb - L28- 


Q For cigarette lighter - 
U1- 


Q Can only be renewed to- 
gether with cigarette 
lighter 

3 - Cigarette lighter - U1- 

Q nemovog and installing 

> page 385 
4 - Cigarette lighter 


5 - 12 V socket U5- 


OQ) Removing and installing 


> “9.3.1 Removing and 


installing-socketilumir 
nation bulb L42 , 12 V 


socket US"! page 387 
6 - Storage compartment 
Q In centre console 


7 - Socket illumination bulb - 
L 


üQ For 12 V socket - U5- 
OQ Removing and installing 


=> page 387 
8 - Nut 
OQ 2Nm 
9 - Cover for luggage compart- 


ment side trim 

10 - 12 V socket 3 - U19- 
Q Removing and installing > page 399 
QO Renewing > page 399 


11 - Mounting with cover 
QO For 12 V socket 3 - U19- 
12 - 12 V socket 4 - U20- 


QO) Removing and installing 
> “9.3.3 Removing and installing socket illumination bulb L42 , 12 V socket 4 U20 ”, page 391 


13 - Cigarette lighter 


14 - Rear cigarette lighter - U9- 
QO) Removing and installing 


> “9.4.1 Removing and installing rear cigarette lighter illumination bulb L32 - rear cigarette lighter U9 ”, 
page 392 


15 - Rear cigarette lighter illumination bulb - L32- 
QO For rear cigarette lighter - U9- 
QO Removing and installing > page 392 
16 - Socket illumination bulb - L42- 
Q For 12 V socket 4 - U20- 
QO) Removing and installing > page 391 
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17 - Mounting 
QO For cigarette lighter and electric socket 
Q Different versions 
18 - Trim 
Q) For centre console 
Q) Different versions 
19 - Socket illumination bulb - L42- 
Q) For 12 V socket 2 - U18- 
Q Removing and installing > page 389 
20 - 12 V socket 2 - U18- 


Q Removing and installing 
> “9.3.2 Removing and installing socket illumination bulb L42 , 12 V socket 2 U18 ”, page 389 


9.1.2 Exploded view - cigarette lighter, 12 V socket and 230 V socket with USB 
charger 


1 - Mounting 
2 - Cover 
Q For USB charger, 230 V 
socket and 12 V socket 
3 - Bolt 
QO 4x 
QO 1.2 Nm 


4 - Bracket S m l a 
Q For AC/DC; fervor a OE A 
with socket, 12 Ve g V ) l 
- U13- è | 
Q Removing and stalling 
=> page 398 
5 - USB charger 


ū Combined as one com- 
ponent with AC/DC con- 
verter with socket, 12 V 
- 230 V - U13- 


6 - DC/AC converter with sock- 
et, 12 V - 230 V - U13- 


QO Removing and installing 
> page 397 


7 - 230 V socket 


ū Combined as one com- 
ponent with AC/DC con- 
verter with socket, 12 V 
- 230 V - U13- 


8 - Cigarette lighter 
9 - Rear cigarette lighter - U9- 


QO Removing and installing : 
ae 


10 - Rear cigarette lighter illumination bulb - L32- 
QO For rear cigarette lighter - U9- 
ü Removing and installing > “9.5 Removing and installing rear cigarette lighter U9 ”, page 394 
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11 - Bolt 
Q 10x 
Q 1.4Nm 
9.2 Removing and installing cigarette lighter 


- U1- 
Special tools and workshop equipment required 


+ Release tool - T40148- 
T40148 


W00-10578 


Removing 


— Remove ashtray (front) > General body repairs, interior; Rep. 
r. 68 ; Centre console; Removing and installing ashtray 
front) . 


— Pry off cover -1- from top of cigarette lighter illumination bulb 
- L28- -arrows-. 


Ag0-10077 


— Release tabs -2- on puller -T40148- must engage in recesses 


in cigarette lighter -3- -arrow-; for this purpose, push threaded 
rod -1- downwards as far as stop. 


Ag90-10090 
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Insert puller - T40148- into cigarette lighter -1- as far as stop. 


— Turn knurled wheel -2- on puller - T40148- clockwise as far as 
stop. 


A90-10043 


* The piston -2- moves upwards and the release tabs -1- on 
puller - T40148- spread apart -arrows-. re 


— Use puller - T40148- to pull cigarette lighter out of illuminated 
ring with cigarette lighter illumination bulb - L28- . / 


Md 


2 


— Release retaining clips" 


- Take cigarette lig it o ut of front ash- 


tray -2-. 


v 
Tak 


raa 


— 


— Guide out electrical wire through mounting. 


Ag0-10140 
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Installing 
Installation is carried out in reverse order; note the following: 


A Caution 


Risk of injury. 


@ After detaching puller - T40148- check that retaining tabs 
for lighter are not bent. 


@ /fretaining tabs are bent they must be bent back to prevent 
lighter. from ejecting. 


— Detach.support -1--from_puller --T40148-.. 
— Push piston downwards and hold in this position. 


— Turn knurled wheel -4- on puller - T40148- anti-clockwise 
-arrow-; this will open release tabs -2- on cigarette lighter -3- 
and puller - T40148- can be removed. 


9.3 Removing and installing socket illumi- 
nation bulb - L42- 

> “9.3.1 Removing and installing socket illumination bulb L42 , 12 

V socket U5 ”, page 387 


> “9.3.2 Removing and installing socket illumination bulb L42 , 12 
V socket 2 U18 ”, page 389 


> “9.3.3 Removing and installing socket illumination bulb L42 , 12 
V socket 4 U20 ”, page 391 


9.3.1 Removing and installing socket illumi- 
nation bulb - L42- , 12 V socket - U5- 

Special tools and workshop equipment required 

@ Release tool - T40148- 


T40148 


Ag0-10091 
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Removing 


Remove centre console storage compartment > General 
body repairs, interior; Rep. gr. 68 ; Centre console; Exploded 
view - centre console . 


Move clear electrical wire -1- at cup holder -2- -arrows-. 


Release tabs -2- on puller -T40148- must engage in recesses 
in 12 V socket -3- -arrow-; for this purpose, push threaded rod 
-1- downwards as far as stop. 


Ag90-10090 


Open cover -1- of 12 V socket and hold in this position. 
Insert puller - T40148- into 12 V socket as far as stop. 


Turn knurled wheel -2- on puller - T40148- clockwise as far as 
stop. 


> © [ A9010130 


The piston -2- moves upwards and the release tabs -1- on 
puller - T40148- spread apart -arrows-. 


Use puller - T40148- to pull 12 V socket out of illuminated ring 
with socket illumination bulb - L42- . 


Unplug electrical connector. 


T 


2 


A90-10087 
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— Release retaining clips -arrows-. 


- Take illuminated ring -1- with socket illumination bulb - L42- 
out of storage compartment -2= in centre console. 


A910140 


Installing 

Installation is carried out in reverse order; note the following: 
— Detach support -1- from puller - T40148- . 

— Push piston downwards and hold in this position. 


— Turn knurled wheel -4- on puller - T40148- anti-clockwise 
-arrow-; this will open release tabs -2- on 12 V socket -3- and 
puller - T40148- can be removed. 


A90-10091 


9.3.2 Removing and installing socket illumi- 
nation bulb - L42- , 12 V socket 2 - U18- 
Special tools and workshop equipment required 


+ Release tool - T40148- 
T40148 


W00-10578 


Removing 


— Release tabs -2- on puller -T40148- must engage in recesses 
in 12 V socket -3- -arrow-; for this purpose, push threaded rod 
-1- downwards as far as stop. T40148 


[Ag0-10090 | 0030 
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— Open cover -1- of 12 V socket and hold in this position. 
— Insert puller - T40148- into 12 V socket -3- as far as stop. 


— Turn knurled wheel -2- on puller - T40148- clockwise as far as 
stop. 


AQ0-10131 


* The piston -2- moves upwards and the release tabs -1- on 
puller - T40148- spread apart -arrows-. re 
— Use puller - T40148- to pull 12 V socket out of illuminated ring / 


with rear cigarette lighter illumination bulb - L32- . 


MLA 


2 


— Release retaining clips -arrows-. 
- Take 12 V socket with illuminated ring -1- out of trim panel 


— Guide out electrical wire through mounting -arrow- and unplug 
electrical wire. 


Ag0-10140 


Installing 
Installation is carried out in reverse order; note the following: 
- Detach support -1- fri 
— Push piston downwe 


— Turn knurled wheel -4 
-arrow-; this will open release tabs -2- on 12 V socket -3- and 
puller - T40148- can be removed. . 
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9.3.3 Removing and installing socket illumi- 


Removing 


nation bulb - L42- , 12 V socket 4 - U20- 


Remove mounting for cigarette lighter and electric socket > 
General body repairs, interior; Rep. gr. 68 ; Centre console; 
Exploded view - centre console . T40148 


Release tabs -2- on puller -T40148- must engage in recesses 
in 12 V socket -3- -arrow-; for this purpose, push threaded rod 
-1- downwards as far as stop. 


Ag0-10090 


Open mounting -3- for cigarette lighter/12 V socket. 
Open cover -4- of 12 V socket and hold in this position. 
Insert,puller- T40148- into 12 V socket -1- as far as stop. 


Turn/knurled wheel -2- on puller - T40148- clockwise as far as 
stop. 


A90-10137 


The piston -2- moves upwards and the release tabs -1- on 
puller - T40148- spread apart -arrows-. 

T40148 
Use puller - T40148- to pull 12 V socket out of illuminated ring 
with bulb. 


A90-10087 
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— Release retaining clips -arrows-. 


- Take 12 V socket with illuminated ring -1- out of mounting 
-2-. 


— Guide out electrical wire through mounting. 


Installing 

Installation is carried out in reverse order; note the following: 
— Detach support -1- from puller - T40148- . 

— Push piston downwards and hold in this position. 


— Turn knurled wheel -4- on puller - T40148- anti-clockwise 
-arrow-; this will open release tabs -2- on 12 V socket -3- and 
puller - T40148- can be removed. 


A90-10091 


9.4 Removing and installing rear cigarette 
lighter illumination bulb - L32- 

> “9.4.1 Removing and installing rear cigarette lighter illumination 

bulbs#@2._~rear. cigarettedighter U9 ”, page 392 

9.4.1 Removing and installing rear cigarette 
lighter illumination bulb - L32- - rear cig- 
arette lighter - U9- 


Removing 


— “Remove mounting for cigarette lighter and electric socket > 
General body, repairs, interior; Repagr: 68 ; Centre.console; 
Exploded view - centre console . T40148 


— Release tabs -2- on puller -T40148- must engage in recesses 
in cigarette lighter -3- -arrow-; for this purpose, push threaded 
rod -1- downwards as far as stop. 


A90-10090 
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c €) €) t) 2 
- Open mounting +3- forcigarette lighter/12 V socket. 


— Release retaining tab -4- and move connector -5- clear on 
mounting. 


— Pull out cigarette lighter -6-. 
— Insert puller - T40148- into cigarette lighter -1- as far as stop. 


— Turn knurled wheel -2- on puller - T40148- clockwise as far as 
stop. 


A90-10136 


* The piston -2- moves upwards and the release tabs -1- on 
puller - T40148- spread apart -arrows-. ands 


/ 
MLA 
1 2 


A90-10087 


— Use puller - T40148- to pull cigarette lighter out of illuminated 
ring with bulb. 


— Release retaining clips -arrows-. 


— Take cigarette lighter with illuminated ring -1- out of mounting 


— Guide out electrical wire through mounting. 


Ag0-10140 


9. Cigarette lighter, socket 393 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


Installing 
Installation is carried out in reverse order; note the following: 


A Caution 


Risk of injury. 


$ After detaching puller - T40148- check that retaining tabs 
for lighter are not bent. 


$ /fretaining tabs are bent they must be bent back to prevent 
lighter from ejecting. 


A90-10091 


— Detach support -1- from puller - T40148- . 
— Push piston downwards and hold in this position. 


— Turn knurled wheel -4- on puller - T40148- anti-clockwise 
-arrow-; this will open release tabs -2- on cigarette lighter -3- 
and puller - T40148- can be removed. 


9.5 Removing and installing rear cigarette 
lighter- U9- 
Special tools and workshop equipment required 
+ Release,tool -T40148- 
T40148 


W00-10578 


Removing 


— Remove cover (rear) for centre console > General body re- 
pairs, interior; Rep. gr. 68 ; Centre console; Exploded view - 
centre console . 


— Release tabs -2- on puller -T40148- must engage in recesses 
in cigarette lighter -3- -arrow-; for this purpose, push threaded 
rod -1- downwards as far as stop. 


Ag90-10090 
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Open mounting -3- for cigarette lighter/220 V socket. 


Release:retaining tab=5- and move connector -4- clear on 
mounting. 


Pullout cigarette lighter -6-. 
Insertipuller - 140148- into cigarette lighter.-1- as:far ‘as stop. 


Turn-knurled'wheel-2- on-:puller = T40148-:clockwise as far as 
stop. 


The piston -2- moves upwards and the release tabs -1- on 
puller - T40148- spread apart -arrows-. 


Use puller - T40148- to pull cigarette lighter out of illuminated 
ring with bulb. 


Remove bolts -arrows-. 


Move AC/DC converter with socket, 12 V - 230 V - U13- 
-item 1- to side. 


A90-10221 


T40148 


/ 
LA 
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- Pull mounting - -1- out of cover feo -2 -arrow B- and disen- 
gage at swivel bearing “arrow 


— Move wiring harnéss™=4* cléarat methiting -3-. 


~~ 
N 


— Release retaining clips -arrows-. 
- Take cigarette lighter with illuminated ring -1- out of mounting 


— Guide out electrical wire through mounting. 


Ag0-10140 


Installing 


Installation is carried out in reverse order; note the following: 


A Caution 


Risk of injury. 


@ After detaching puller - T40148- check that retaining tabs 
for lighter are not bent. 


$ /fretaining tabs are bent they must be bent back to prevent 
lighter from ejecting. 


- Detach support -1- from puller - T40148- . 
— Push piston downwards and hold in this position. 


— Turn knurled wheel -4- on puller - T40148- anti-clockwise 
-arrow-; this will open release tabs -2- on cigarette lighter -3- 
and puller - T40148- can be removed. 
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9.6 Removing and installing DC/AC con- 

verter with socket, 12 V - 230 V - U13- 
> “9.6.1 Removing and installing AC/DC converter with socket, 
12 V - 230 V U13 - country-specific version”, page 397 


> “9.6.2 Removing and installing bracket for AC/DC converter 
with socket, 12 V - 230 V U13 - country-specific version”, 
page 398 


9.6.1 Removing and installing AC/DC con- 
verter with socket, 12 V - 230 V - U13- - 
country-specific version 

Removing 


7. Remove, cover,(rear) for centre console >General, body. re; 
pairs, interior; Rep. gr. 68 ; Centre console; Exploded view - 
centre'console® 


+ ‘Release retaining tabs-3, 6- and move connectors -4) 5-.clear 
on mounting. 


— Remove bolts -arrows-. 


— Take AC/DC converter with socket, 12 V - 230 V - U13- 
-item 2- out of mounting. 


— Move wiring harness -1- clear at mounting. 


— Pull mounting -1- out of cover (rear) -2- -arrow B- and disen- 
gage at swivel bearing -arrow A-. 


— Release retaining tabs -3, 4- and disengage mountings 
-1, 6-. 


-— Disengage cover -2- from mounting -5- -arrow-. 
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— Move USB charger -5- clear. 
— Release retaining tabs -2, 7-. 
— Remove 230 V socket -6- from cover -1-. 


— Guide 230 V socket and USB charger through opening in cov- 
er (rear) -3-. 


— Remove AC/DC converter -4- with 230 V socket and USB 
charger. 


Installing 
Installation is carried out in reverse sequence. 
Tightening torques 


+ > “9.1.2 Exploded view - cigarette lighter, 12 V socket and 
230 V socket with USB charger”, page 384 


A90-10224 


9.6.2 Removing and installing bracket for AC/ 
DC converter with socket, 12 V - 230 V 
- U13- - country-specific version 
Removing 


— Remove cover (rear) for centre console > General body re- 
pairs, interior; Rep. gr. 68 ; Centre console; Exploded view - 
centre console . 


— Remove bolts -3, 4, 6-. 


— Guide bracket -1- out of centring pins -2, 7-, disengage at cov- 
er (rear) -5- -arrows- and detach downwards. 


— If bracket is renewed: 
@ Remove rear cigarette lighter > page 394 . 


+ Remove DC/AC converter with'socketi12 Ve 230 V 
=> page 397. | 


Installing pe: 
Installation is carried out in reverse sequence. 


Tightening torques 
+ > “9.1.2 Explodedviëw “cigarette lighter, 12 Vsocketánd 
230 V socket with er” 
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9.7 Removing and installing 12 V socket 3 - 
U19- 

Removing 

— Remove cover for luggage compartment side trim. 

— Unscrew nut -2-. 

— Remove 12 V socket -1- from luggage compartment side trim 


Installing 
Installation is carried out in reverse sequence. 
Tightening torques 


@ => “9.1.1 Exploded view - cigarette lighter, 12 V socket”, 
page 382 


A90-10132 


9.8 Renewing 12 V socket 3 - U19- 
Special tools and workshop equipment required 
+ Release tool - T40148- 

T40148 


W00-10578 


Removing 


— Release tabs -2- on puller -T40148- must engage in recesses 
in 12 V socket -3- -arrow-; for this purpose, push threaded rod 
-1- downwards as far as stop. T40148 


Ag90-10090 
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— Open cover of mounting,<2-and*holdn'this position. 
— Insert puller - T40148- into 12 V socket -3- as far as stop. 


— Turn knurled wheel=1~onpuller=7:40148- clockwise as far as 
stop. 


A90-10097 


* The piston -2- moves upwards and the release tabs -1- on 


puller - T40148- spread apart -arrows-. Tanda 
— Remove 12 V socket from luggage compartment side trim. / 


— Unplug electrical connector. 
me 


2 


IRO 
1 


Installing 

Installation is carried out in reverse order; note the following: 
— Detach support -1- from puller - T40148- . 

— Push piston downwards and hold in this position. 


— Turn knurled wheel -4- on puller - T40148- anti-clockwise 
-arrow-; this will open release tabs -2- on 12 V socket -3- and 
puller - T40148- can be removed. 


Ag0-10091 
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97- Wiring 


1 Relay carriers, fuse carriers, elec- 
tronics boxes 


> “1.1 Overview of fitting locations - relay carriers, fuse carriers, 
electronics boxes”, page 401 


> “1.2 Removing and installing electronics box”, page 413 


> “1.3 Removing and installing relay and fuse holder in electronics 
box”, page 415 


> “1.3 Removing and installing relay and fuse holder in electronics 
box”, page 415 


> “1.4 Removing and installing suppression filter C24 ”, 
page 419 


> “1.5 Removing and installing wiring junction”, page 420 


> “1.6 Removing and installing fuse holders in dash panel”, page 
423 


> “1.7 Removing and installing relay and fuse carrier behind dash 
panel (driver side)”, page 426 


=> “1.8 Removing and installing relay and fuse holder in luggage 
compartment (right-side)”, page 430 


1.1 Overview of fitting locations - relay car- 
riers, fuse carriers, electronics boxes 


> “1.1.1 Overview of fitting locations - relay carriers, fuse carriers, 
electronics boxes”, page 401 


=> “1.1.2 Overview of fitting locations - relay carriers, fuse carriers 
electronics boxes, vehicles with 3.0 Itr. TDI engine, EA897 gen- 
eration |”, page 403 


=> “1.1.3 Overview of fitting locations - relay carriers, fuse carriers 
electronics boxes (vehicles with high-voltage system)” 


page 405 


=> “1.1.4 Overview of fitting locations - relay carriers, fuse carriers, 
electronics boxes (dash panel)”, page 405 


> “1.1.5 Overview of fitting locations - relay carriers, fuse carriers, 
electronics boxes in luggage compartment (Saloon)”, page 407 


> “1.1.6 Overview of fitting locations - relay carriers, fuse carriers, 
electronics boxes in luggage compartment (Avant)”, page 409 


> “1.1.7 Overview of fitting locations - relay carriers, fuse carriers, 
electronics boxes imtuggage compariment(vehicles with high- 


voltage system - hybrid)’; page 411 


> “1.1.8 Overview of fitting locations =relay carriers, fuse carriers, 
electronics boxes in téqgage’ compartment (vehicles with high- 


voltage system - e-tron)”, page 412 
1.1.1 Overview of fitting locations - relay car- 
riers, fusë carriers, electronics boxes 


Illustration shows left-hand drive vehicle (symmetrically opposite 
for right-hand drive vehicles) 


1. Relay carriers, fuse carriers, electronics boxes 401 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


1 - Nut 
QO) 2x 
QO 3Nm 


2 - Bolt 
QO 4x 
QO 3Nm 


3 - Engine control unit 


4 - Nut 
QO) 2x 
QO 3Nm 


5 - Terminal 30 wiring junction 


Q zamon and installing 
> page 420 


6 - Door disconnector (front 
right) 
Q Overview of fitting loca- 
tions > page 440 


7 - Door disconnector (rear 
right) 
Q Overview of fitting loca- 
tions > page 440 
8 - Main fuse holder 


Q) In luggage compart- 
ment, at battery 


Q Baal cg: and installing 
=> page 432 


9 - Battery 


10 - Door disconnector (rear 
left) 


Q Overview of fitting locations > page 440 
11 - Door disconnector (front left) 
Q Overview of fitting locations > page 440 
12 - Cover 
Q For electronics box (plenum chamber) 
13 - Relay carrier in electronics box (plenum chamber) 
QO Removing and installing > page 415 
Q With fuse holder A - SA- , removing and installing > page 418 
Q With suppression filter - C24- , removing and installing > page 419 
14 - Electronics box (plenum chamber) 
QO Removing and installing > page 413 
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Wiring junction for terminal 30 - TV2- - tightening torques 
1- PTC wirest8°Nm 

2- Jump start socket - U6- , 20 Nm 

3- Nut, 7.5Nm 


4- Nut, 7.5 Nm | L 1 
5- Positive wire (electronics box); 7:5 Nm wae 5 Ar pe 
( ) a a 


6- Battery wire, 18 Nm ig s 4 


AQ7-11267 


Relay carrier and fuse holder in electronics box (plenum chamber) 
- tightening torque 


1- Positive wire, 9 Nm 


2- Electrical wire on reverse side - 9 Nm 


rA 
(t 
Main fuse holder - tightening torque 
1- Electrical wire, 7.5 Nm 
2- Nut, 9 Nm 
3- Nut, 9 Nm 
4- Main fuse holder in luggage compartment 
5- Positive cable to engine, 7.5 Nm 


6- Bolt, 3.5 Nm 


7- Battery isolation igniter - N253- > General body repairs, 
interior; Rep. gr. 69 ; Battery isolation igniter; Removing and 
installing battery isolation igniter 


8- Electrical wire, 18 Nm 


A97-10453 


1.1.2 Overview of fitting locations - relay car- 
riers, fuse carriers, electronics boxes, 
vehicles with 3.0 Itr. TDI engine, EA897 
generation | 


Illustration shows left-hand drive vehicle (symmetrically opposite 
for right-hand drive vehicles) 
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1 - Nut 
QO) 2x 
QO 3Nm 


2 - Terminal 30 wiring junction 


ü Removing and installing 
=> page 420 


3 - Main fuse holder 


QO) In luggage compart- 
ment, at battery 


Q Removing and installing 


prore umchamber).. coo inc 
6--Bolt; 1 unless authorise 
Q 


7 - Fuse holder A - SA- 
Q Removing and installing 
=> page 417 


8 - Relay carrier and fuse hold- 
er in electronics box (plenum 
chamber) 


ü Removing and installing 10 
> page 417 
Q With suppression filter - 
C24- , removing and in- 
stalling > page 419 [aar] 
9 - Bolt 
Q 3 Nm 


10 - Electronics box (plenum chamber) 
Q Removing and installing > page 414 


11 - Grommet 
Q Ensure that item is seated correctly in electronics box 
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1.1.3 Overview of fitting locations - relay carriers, fuse carriers, electronics boxes 
(vehicles with high-voltage system) 


1 - Nut 
Q 7.5Nm 


2 - Electrical wire 


Q To power and control 
electronics for electric 
drive - JX1- 

3 - Nut 
Q 4Nm 


4 - Mounting 
Q For power and control 
electronics for electric 
drive - JX1- 
5 - Nut 
Q 4Nm 


6 - Terminal 30 wiring junction 


OQ Removing and installing 
> page 420 
7 - Nut 
Q 7.5 Nm 
8 - Electrical wire 
Q To terminal 30 wiring 
junction - TV2- 
9 - Nut 
Q 7.5Nm 
10 - Electrical wire 


Q To power steering con- 
trol unit - J500- 


1.1.4 Overview of fitting locations - relay car- 
riers, fuse carriers, electronics boxes 
(dash panel) 


Illustration shows left-hand drive vehicle (symmetrically opposite 
for right-hand drive vehicles) 
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1 - Mounting 

Q Forcontrol unit for head- 
light range control - 
J431- 

üQ Removing and installing 
> “1.7.3 Removing and 
installing mounting for 
relay carrier underneath 
dash panel (driver's 
side), onboard supply 


control unit J519 ” 
429 A 


Ki A 
2 - Headlight range control unit 
- J431- ins < 
Q Exploded view 
=> page 292 


3 - Onboard supply control unit 
- J519- 


Q Removing andiinstalling 
> page 436 
4 - Mounting 


Q For onboard supply con- 
trol unit - J519- and relay 
carrier 


Q Removing and installing 
=> page 429 
5 - Nut 
Q 2x 
Q 3Nm 


6 - Fuse holder C - SC- in dash 
panel (passenger side) 


| 
L 


ü Removing and installing 3 
= page 425 


Q) Fuse carrier, removing 
and installing > page 425 


7 - Central tube (right-side) 
8 - Connector point at A-pillar (right-side) 
Q Overview of fitting locations > page 440 
9 - Connector point at A-pillar (left-side) 
QO With 46-pin connector - T46a- 
Q Overview of fitting locations > page 440 
10 - Central tube (left-side) 
11 - Fuse holder B - SB- in dash panel (driver's side) 
OQ) Removing and installing > page 423 
QO Fuse carrier, removing and installing > page 424 
12 - Relay carrier below dash panel (driver's side) 
OQ) Removing and installing > page 426 
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Relay carrier underneath dash panel (driver's side) with screw 
connection - tightening torques 


1- Electrical wire, 9 Nm 


2- Electrical wire on reverse side - 9 Nm 


Protected by copyright. Coy g for p te or a ! 


permitted unless authorised by AUDI AG. AUDI AG does not guarantee o cept y ili 
1.1.5, ..., Overview of fitting locations - relay carriers, fuse carriers, electronics boxes 
in luggage compartment (Saloon) 


1 - Relay and fuse holder F - 
SF- 


OQ Removing and installing 
> page 430 

Q With fuse holder F - SF-, 
removing and installing 
=> page 431 

Q With 46-pin connector - 
T46b- , overview of fit- 
ting locations 
=> page 440 

2 - Nut 
Q 3Nm 


3 - Mounting frame 
Q For control unit 


4 - Nut 
QO 3Nm 


5 - Convenience system cen- 
tral control unit - J393- 


QO) Removing and installing 
=> General body repairs, 
exterior; Rep. gr. 57 ; 
Central locking system; 
Removing and installing 
convenience system 
central control unit - 
J393- 


6 - Nut 
QO 3Nm 
7 - Trailer detector control unit 
- J345- 
Q Exploded view 
=> page 380 
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8 - Interface control unit for vehicle location system - J843- 


QO Removing and installing > General body repairs, exterior; Rep. gr. 57 ; Central locking system; Overview 
of fitting locations - central locking system 


9 - Not used 


10 - Remote control receiver for auxiliary heater - R64- 


QO Removing and installing > Auxiliary heater, supplementary heater; Rep. gr. 82 ; Further control com- 
ponents 


11 - Retaining frame (top) 
Q For control units 

12 - Nut 
Q 3Nm 

13 - Parking aid control unit - J446- / park assist steering control unit - J791- 
Q Exploded view > page 283 

14 - Aerial amplifier for mobile telephone - R86- 


QO Removing and installing = Communication; Rep. gr. 91 ; Telephone system; Removing and installing 
aerial amplifier for mobile telephone - R86- 


15 - Reversing camera system control unit - J772- 


Q Removing and installing = Communication; Rep. g 91 ; Reversing camera system; Removing and 
installing reversing camera system control unit - J772- 


16 - Nut 
QO 3Nm 
17 - Retaining frame (bottom) 
Q For control units 
18 - Adaptive suspension control unit - J197- 


QO Removing and installing > Running gear, axles, steering; Rep. gr. 43 ; Air suspension; Removing and 
installing adaptive suspension control unit - J197- 


19 - Nut 
QO 3Nm 


20 - Nut 
QO 3Nm 
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1.1.6 Overview of fitting locations - relay carriers, fuse carriers, electronics boxes 
in luggage compartment (Avant) 


1 - Relay and fuse holder F - 
SF- 


QO Removing and installing 
=> page 430 

Q With fuse holder F - SF-, 
removing and installing 
> page 431 

Q With 46-pin connector - 
T46b- , overview of fit- 
ting locations 
=> page 440 

2 - Bracket 
Q For release lever for 


backrest remote release 
mechanism 


3 - Bolt 
Q Tightening torque > 
General body repairs, 
interior; Rep. gr. 72; 
Rear seats; Exploded 
view - locking mecha- 
nism 


4 - Convenience system cen- 
tral control unit - J393- 


OQ Removing and installing 
=> General body repairs, 
exterior; Rep. gr. 57; 
Central locking system; 
Removing and installing 
convenience system 
central control unit - 
J393- 


5 - Mounting frame _ — io 
Q For contrôl unit ~~ |} * 
6 - Bolt | {VA'A "A 7 
Q Tightening torques" Gènéralbódy repairs, interior; Rep. gr. 72 ; Rear seats; Exploded view - locking 
mechanism 
7 - Nut 
Q 3Nm 
8 - Trailer detector control unit)~ J345- 
QO Exploded view > page 380 


9 - Interface control unit for vehicle location system - J843- 


QO Removing and installing > General body repairs, exterior; Rep. gr. 57 ; Central locking system; Overview 
of fitting locations - central locking system 


10 - Remote control receiver for auxiliary heater - R64- 


QO) Removing and installing > Auxiliary heater, supplementary heater; Rep. gr. 82 ; Further control com- 
ponents 


11 - Retaining frame (top) 
üQ For control units 


12 - Nut 
OQ 3Nm 
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13 - Parking aid control unit - J446- / park assist steering control unit - J791- 
QO Exploded view > page 283 
14 - Aerial amplifier for mobile telephone - R86- 


QO Removing and installing = Communication; Rep. gr. 91 ; Telephone system; Removing and installing 
aerial amplifier for mobile telephone - R86- 


15 - Reversing camera system control unit - J772- 


QO Removing and installing = Communication; Rep. gr. 91 ; Reversing camera system; Removing and 
installing reversing camera system control unit - J772- 


16 - Nut 
QO 3Nm 


17 - Retaining frame (bottom) 
Q For control units 


18 - Adaptive suspension control unit - J197- 


QO Removing and installing > Running gear, axles, steering; Rep. gr. 43 ; Air suspension; Removing and 
installing adaptive suspension control unit - J197- 


19 - Nut 
QO 3Nm 


20 - Nut 
QO 3Nm 
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1.1.7 Overview of fitting locations - relay carriers, fuse carriers, electronics boxes 
in luggage compartment (vehicles with high-voltage system - hybrid) 


1 - Positive wire 
ū To main fuse holder on 910 1112 
battery - A- 


n 9Nm 
2 - Vehicle starter battery 
switch-over relay - J580- 
QO Darebaety and installing 
> page 433 
3 - Nut 
Q 2x 
Q 3Nm 
4 - Wiring junction - TV1- 
OQ) Removing and installing 
=> page 421 
5 - Positive wire 
QO To second battery - A1- 
n 9Nm 


6 - Battery isolation relay - J7- 
OQ Removing and installing 
=> page 434 
7 - Electrical wire 
Q To terminal 30 wiring 
junction - TV2- 
8 - Nut 
OQ 9Nm 
9 - Nut 
Q 7.5Nm 


10 - Earth cable 
11 - Nut 


Q 7.5Nm 
12 - Positive wire 
Q To relay and ; (right-side) 


13 - Current bar 
14 - Nut 

Q 9Nm pern e uthorisec \ \ AUDIA jog I auar; ra Ti liability 
15 - Nut witn resi t to the l t of 1 (0) t doi J€ ( rie ) JL AG 

OQ 9Nm 


16 - Cover 
Q For wiring junction - TV1- 
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1.1.8 Overview of fitting locations - relay carriers, fuse carriers, electronics boxes 
in luggage compartment (vehicles with high-voltage system - e-tron) 


1 - Body 
2 - Bolt 
Q 3.5Nm 


3 - Positive wire 
Q To second battery - A1- 
Q 4.5Nm 


4 - Battery isolation relay - J7- 
ü Removing and installing 
=> page 434 
5 - Wiring junction - TV1- 
Q Removing and installing 
> page 422 
6 - Electrical wire 
Q) To terminal 30 wiring 
junction - TV2- 
7 - Nut 
QO 7.5Nm 


8 - Electrical wire 


Q Allocation > Current 
flow diagrams, Electri- 
cal fault finding and Fit- 
ting locations 


ûn Nut: 7.5 Nm 


9 - Electrical wire 
Q Allocation > Current 
flow diagrams, Electri- 
cal fault finding and Fit- 
ting locations 
Q Nut: 7.5 Nm . 
10 - Body 


11 - Bracket 

Q For wiring junction - TV1- 
12 - Nut 

QO 2x 

Q 3.5Nm 
13 - Nut 

Q 3.5Nm 
14 - Nut 

Q 9Nm 
15 - Cover 

Q For wiring junction - TV1- 
16 - Nut 

QO 9Nm 
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17 - Current bar 


18 - Positive wire 
Q To main fuse holder on battery - A- 


ü Nut: 7.5 Nm 
1.2 Removing and installing electronics box 
> “1.2.1 Removing and installing el nics box” e 41 


> “1.2.2 Removing and installing electronics box - vehicles with 
3.0 Itr. TDI engine (EA897 generation 1)”, page 414 


1.2.1 Removi i ing electronics box 

Removing 

— Disconnect h ignition switched off 
=> page 12. 


J 


- Remove filler neck for, washer fluid reservoir = page 112... 


— Release fastener,-arrow-, detach engine. control unit -trianda o, 
move to one side with wiring attached. 


[a] Note 


with respect to the correctness of informat this d 
Disregard -item 2-. ‘ [2310500 ] 


\ = 


E E 
av 


E N 


— Remove bolts -arrows- and detach cover -1- for electronics 
box (plenum chamber). 


— Unplug electrical connectors -1- and remove nut -2- for elec- 
trical wiring. 


— Release fasteners -arrows-, detach relay carrier with fuse 
holder -3- and place to one side. 


ra 
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— Remove nuts -1, 4- and disengage electronics box (plenum 
chamber) -5- from studs. 


— Lift out electronics box (plenum chamber); to do so, push out 
rubber grommet -2- from inside to outside and guide out wiring 
harness -3-. 


Installing 

Installation is carried out in reverse order; note the following: 
— Install relay and fuse holder > page 415 . 

Tightening torques 


@ = “1.1.1 Overview of fitting locations - relay carriers, fuse car- 
riers, electronics boxes”, page 401 


1.2.2 Removing and installing electronics box 
- vehicles with 3.0 ltr; TDl.engine (EA897 | | 
vem generation. |) AUI D | tai 
Removing | 
- Disconnect earth cable from battery with ignition switched off 
=> page 12. 


— Remove bolts -arrows- and detach cover -1- for electronics 
box. 


- Release fasteners -arrows-, detach relay carrier with fuse 
holder -1-, move clear and place on engine. 
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— Remove bolt -arrow-. 

— Lift out electronics box -1-. 

Installing 

Installation is carried out in reverse sequence. 
Tightening torques 


@ = “1.1.2 Overview of fitting locations - relay carriers, fuse car- 
riers, electronics boxes, vehicles with 3.0 Itr. TDI engine, 
EA897 generation |”, page 403 


A97-11900 


1.3 Removing and installing relay and fuse 
holder in electronics box 


> “1.3.1 Removing and installing relay carrier and fuse holder in 
electronics box rar chamber)”, page 415 


> “1.3.2 Removing and installing relay carrier and fuse holder in 
electronics box (plenum chamber) - vehicles with 3.0 Itr. TDI en- 


gine (EA897 generation |)”, page 417 


> “1.3.3 Removing and installing fuse holder A SA in plenum 
chamber electronics box”, page 418 


1.3.1 Removing and installing relay carrier 
and fuse holder in electronics box (ple- 
num chamber) 

Removing 
~ Disconnect earth cable from battery with ignition switched off 
\2 page 12), 


© Remove filler neck for washer fluid reservoir > page 112. 


— Release fastener -arrow-, detach engine control unit -1- and 
move to one side with wiring attached. 


(å) Note 


Disregard -item 2-. Fi y [A220508 | 


— Remove bolts -arrows- and detach cover -1- for electronics 
box (plenum chamber). 
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— Unplug electrical connectors -1- and remove nut -2- for elec- 
trical wiring. 


— Release fasteners -arrows-, detach relay carrier with fuse 
holder -4- and place to one side. 


— Remove nut -3- for electrical wiring. 


ae 5s 
int ag DA 
A 


— Release retaining clip -arrow-, press out fuse holder A 
-item 2- towards rear and disengage from relay carrier -1-. 


Protected by copyright. Copying for private or commer l purt 
- Releasé rétaining Clip and press oft additional fuse holder °° 
“2. with respect to the correctness of information in this documer 


— Release retaining clips -arrows- and pull relay -1- and control 
units out of relay carriers. 


A97-10873 
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— Release retaining clips -arrows- and press relay carrier -3- to- 
wards rear out of retainer -4-. 


— Release retaining clip -2- and press connector contact -1- out 
of retainer. 


Installing 
Installation is carried out in reverse order; note the following: 


— Connect battery. Steps required: vehicles without high-voltage 
system > page 13 , vehicles with high-voltage system 


> page 14. f 
Tightening torques 
@ = Fig. “Relay carrier and fuse holder in electronics box (ple- 

num chamber) - tightening torque” , page 


@ => “1.1.1 Overview of fitting locations - e carriers, fuse car- 
riers, electronics boxes”, page 401 


1.3.2 Removing and installing relay carrier 
and fuse holder in electronics box (ple- 
num chamber) - vehicles with 3.0 Itr. TDI 
engine (EA897 generation |) 


Removing 


— Disconnect earth cable from battery with ignition switched off 
=> page 12. 


—\ Remove bolts -arrows- and detach cover -1- for electronics 
box. 


— Release fasteners -arrows-, detach relay carrier with fuse 
holder -1-, move clear and place on engine. 
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- Release retaining clip -arrow-, press out fuse holder A 
-item 2- towards rear and disengage from relay carrier -1-. 


A97-10872 


— Release retaining clip and press off additional fuse holder 


— Release retaining clips -arrows- and pull relay -1- and control 
units out of relay carriers. 


A97-10873 


— Release retaining clips -arrows- and press relay carrier -3- to- 
wards rear out of retainer -4-. 


— Release retaining clip -2- and press connector contact -1- out 
of retainer. 


Installing 

Installation is carried out in reverse order; note the following: 
— Connect battery. Steps required > page 13. 

Tightening torques 


@ = Fig. “Relay carrier and fuse holder in electronics box (ple- 
num chamber) - tightening torque” , page 403 


@ > “1.1.2 Overview of fitting locations - relay carriers, fuse car- 
riers, electronics boxes, vehicles with 3.0 Mr. TDI engine, 
EA897 generation |”, page 403 


1.3.3 Removing and installing fuse holder A - 
SA- in plenum chamber electronics box 
Removing 


— Remove relay carrier and fuse holder and move to one side 
(leave relay carrier and fuse holder connected) > page 415. 


— Release retaining clip -arrow-, press out fuse holder A 
-item 2- towards rear and disengage from fuse holder -1-. 


A97-10872 
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— Release captive fastener and pull it off fuse carrier. 
— Remove fuses from fuse carrier. 


— Release retaining clips -arrows- and detach cover for fuse 
carrier. 


| A97-10014 


— Detach retaining strip -1- for connectors -arrow- and take con- 
nectors out of socket. 


[a] Note 


Exact assignment of contacts can be found in applicable current 
flow diagram => Current flow diagrams, Electrical fault finding and 
Fitting locations. 


Installing 
Installation is carried out in reverse sequence. A97-10015 
14 Removing and installing suppression fil- 
ter - €24- 
Removing 


=d Remove relay carrier and fuseholder and move toone side 
(leave relay holders and fuse holders attached) > page 415. 


—__Unplug electrical connector -2-. 

— lf fitted, cut through cable tie(s). 

— Detach suppression filter -1-. 

Installing 

Installation is carried out in reverse sequence. 


AQ7-11268 
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1.5 Removing and installing wiring junction 
> “1.5.1 Removing and installing terminal 30 wiring junction TV2 
”, page 420 


> “1.5.2 Removing and installing terminal 30 wiring junction 2 
TV22 - vehicles with high-voltage system”, page 420 


> “1.5.3 Removing and installing wiring junction TV1 - vehicles 


with high-voltage system (hybrid)”, page 421 

> “1.5.4 Removing and installing wiring junction TV1 - vehicles 

with high-voltage Siete (eron, DAOA 422 

1.5.1 Removing and installing terminal 30 wir- 
ing junction - TV2- 


Removing 


— Disconnect earth cable from battery with ignition switched off 
=> page 12. 


- Remove body brace > „Running gear, axles, steering; Rep. 
gr’ 40 ; Suspension strut, Upper links; Removing and installing 
body brace . 


— Release catch -arrow.A- and open cover -arrow B-. 


a 


A10-11368 |. 


- Unscrew electrical wiring -2, 3,5, 6, 7, 8-. 
— Unplug electrical connector -1-. 


— Unscrew nuts -arrows- and detach wiring junction from plenum 
chamber partition panel. 


Installing 
Installation is carried out in reverse order; note the following: 


— Connect battery. Steps required: vehicles without high-voltage 
system > page 13 , vehicles with high-voltage system 
> page 14. 


Tightening torques 


@ = Fig. ““ Wiring junction for terminal 30 -TV2- - tightening tor- 


ques” , page 403 


1.5.2 Removing and installing terminal 30 wir- 
ing junction 2 - TV22- - vehicles with 
high-voltage system 


A WARNING 


Observe safety precautions when working on vehicles with 
high-voltage system > page 7. 
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Removing 


— Disconnect earth cable from batteries with ignition switched 
off > page 12. 


— Hybrid: Detach coolant expansion tank and move to side with 
coolant hose attached. 


— Release retaining spring -2- and open flap -1-. 

— Disconnect electrical wiring -3, 4, 5-. 

— Remove nuts -arrows-. 

— Remove wiring junction -6-. 

Installing 

Installation is carried out in reverse order; note the following: 
— Connect battery. Steps required > page 12. 

Tightening torques 


@ = “1.1.3 Overview of fitting locations - relay carriers, fuse car- 
riers, electronics boxes (vehicles with high-voltage system)” 


page 405 


1.5.3 Removing and installing wiring junction 
- TV1- - vehicles with high-voltage sys- 
tem (hybrid) 

Removing 

— Disconnect earth cable from battery with ignition switched off 

=> page 13. 


— Remove supply air duct for drive battery > Heating, air con- 
ditioning; Rep. gr. 87 ; Battery cooling module . 


— Release retaining spring -2- and open flap -1- above wiring 
junction. 


— Disconn 


ERY 


- Move wiring'ju upwards as possible. 


— Remov 
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- Disconnect electrical wiring -2, 3-. 
— Remove positive cables -1, 4-. 

— Detach wiring junction. 

— If wiring junction is renewed: 


@ Remove vehicle starter battery switch-over relay - J580- 
=> page 433. 


@ Remove battery isolation relay - J7- > page 434 . 

+ Remove fuse. 

Installing 

Installation is carried out in reverse order; note the following: 


- Connect batteries. Steps required > page 14. 


Tightening torques 
@ = “1.1.7 Overview of fitting locations - relay carriers, fuse car- 


riers, electronics boxes in luggage compartment (vehicles with 
high-voltage system - hybrid)”, page 411 


1.5.4 Removing and installing wiring junction 
- TV1- - vehicles with high-voltage sys- 
tem (e-tron) 

Removing 

— Remove battery tray for second battery > page 32. 


- Release retaining spring and open flap -4- above wiring junc- 
tion. 


— Unbolt electrical wiring -1, 2, 3- and move clear. 


— Remove nut -2- and bolt -3-. 
- Move clear electrical wiring -4-. 
- Detach wiring junction -1- as far as possible. 
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— Disconnect electrical wiring -2, 3-. 

— Detach positive cable -1-. 

— Detach wiring junction. 

— If wiring junction is renewed: 

@ Remove battery isolation relay - J7- > page 434 . 
+ Remove fuse. 

Installing 


Installation is carried out in reverse order; note the following: 


— ‘Connect batteries. Steps required > page 16. 


Tightening torques 


@ = “1.1.8 Overview of fitting locations - relay carriers, fuse car- 
riers, electronics boxes inluggage compartment (vehicleswith 
high-voltage system ~- e-tron)” -page.412 


1.6 Removing and installing fuse holders in 
dash panel 


> “1.6.1 Removing and installing fuse holder B SB with fuse car- 
rier in dash panel (driver's side)”, page 423 


> “1.6.2 Removing and installing fuse carrier in dash panel (driv- 
er's side)”, page 424 


> “1.6.3 Removing and installing fuse holder C SC with fuse car- 
rier in dash panel (passenger side)”, page 425 


> “1.6.4 Removing and installing fuse carrier in dash panel (pas- 

senger side)”, page 425 

1.6.1 Removing and installing fuse holder B - 
SB- with fuse carrier in dash panel (driv- 
er's side) 


Removing 


Illustrations show left-hand drive vehicle (symmetrically opposite 
for right-hand drive vehicles). 


— Remove dash panel cover (driver side) > General body re- 
pairs, interior; Rep. gr. 68 ; Storage compartments/covers/trim 
a Removing and installing dash panel cover (driver 
side) . 


— Release retaining clip -arrow A- and swivel out fuse holder B 
-item 2- on central tube -1- for dash panel -arrow B-. 
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— Release retaining clip -1- -arrow- and press fuse carriers 
-2, 3, 4- out of fuse holder B towards rear. 


— Remove fuse holder B. 
Installing 
Installation is carried out in reverse sequence. 
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1.6.2 Removing and installing fuse carrier in 
dash panel (driver's side) 


Removing 


Illustrations show left-hand drive vehicle (symmetrically opposite 
for right-hand drive vehicles). 


— Disconnect earth cable from battery with ignition switched off 
=> page 12. 

— Remove dash panel cover (driver side) > General body re- 
pairs, interior; Rep. gr. 68 ; Storage compartments/covers/trim 


panels; Removing and installing dash panel cover (driver 
side) . 


— Release retaining clip -1- -arrow- and press fuse carriers 
-2, 3, 4- out of fuse holder B towards rear. 
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— Release captive fastener and pull it off fuse carrier. 
— Remove fuses from fuse carrier. 


- Release retaining clips -arrows- and detach cover for fuse 
carrier. 
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— Detach retaining strip -1- for connectors -arrow- and take con- 
nectors out of socket. 


[a] Note 


Exact assignment of contacts can be found in applicable current 
flow diagram = Current flow diagrams, Electrical fault finding and 
Fitting locations. 

Installing 


Installation is carried out in reverse order; note the following: | A97-10015 


— Connect battery. Steps required: vehicles without high-voltage 
system = page 13 , vehicles with high-voltage system 


=> page 14. 


1.6.3 Removing and installing fuse holder C - 
SC- with fuse carrier in dash panel (pas- 
senger side) 

Removing 


Illustrations show left-hand drive vehicle (symmetrically opposite 
for right-hand drive vehicles). 


— Remove dash panel cover (side) = General body repairs, in- 
terior; Rep. gr. 70 ; Dash panel; Removing and installing dash 
panel_cover (side),.< 


— Release retaining clip -4- in direction of -arrow C- and press 
fuse carriers -2, 5- out of fuse/holder C towards rear. 


— Release retaining clip -arrow A- and swivel out fuse holder C 
-item 1- in direction of -arrow B- on central tube -3- for dash 
panel. 


— Remove fuse, holder.C. 
Installing 
Installation is carried out in reverse sequence. 


1.6.4 Removing and installing fuse carrier in 
dash panel (passenger side) 
Removing 


— Disconnect earth cable from battery with ignition switched off 
> page 12. 


— Remove fuse holder C > page 425. 
— Release captive fastener and pull it off fuse carrier. 
— Remove fuses from fuse carrier. 


— Release retaining clips -arrows- and detach cover for fuse 
carrier. 
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— Detach retaining strip -1- for connectors -arrow- and take con- 
nectors out of socket. 


a Note 


Exact assignment of contacts can be found in applicable current 
flow diagram = Current flow diagrams, Electrical fault finding and 
Fitting locations. 

Installing 


Installation is carried out in reverse order; note the following: | A97-10015 


— Connect battery. Steps required: vehicles without high-voltage 
system = page 13 , vehicles with high-voltage system 


> page 14. 
1.7 Removing and installing relay and fuse 


carrier behind dash panel (driver side) 


> “1.7.1 Removing and installing relay carrier underneath dash 
anel (driver's side)”, page 426 


> “1.7.2 Removing and installing fuse holder D SD ”, page 428 
> “1.7.3 Removing and installing mounting for relay carrier un- 


derneath dash panel (driver's side), onboard supply control unit 
J519 ”, page 429 


1.7.1 Removing.and installing relay carrier un- 
derneath dash panel (driver's side) 


Special tools and workshop equipment. required 


+ Protective cap for cable connector - VAS 6223/9- from fibre- 
optic conductor repair set - VAS 6223A- VAS 6223.A 
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Removing 


Illustrations show left-hand drive vehicle (symmetrically opposite 
for right-hand drive vehicles). 


(å) Note 


Protective cap prevents contamination of or mechanical damage 
to end face of fibre optic cable which would impair light transmis- 
sion. 


_ Release retaining clips -arrows- and pull relay -1- and control 


Remove footwell vent (driver side) > Heating, air conditioning; 
Rep. gr. 87 ; Air duct system; Removing and installing footwell 
vent (driver side) . 


Disconnect electrical wiring -1, 2- at relay carrier. 


Release retaining spring -4- and swivel relay carrier -6- down- 
wards out of mounting. 


If fitted, unplug electrical connector -5-. 


Unplug connector for fibre optic cable -3- and move clear. 


Seal open connector plug -2- of fibre optic cable with protective 
cap for cable connector - VAS 6223/9- -item 1-. 


Release retaining clip -arrow- and press fuse holder D 
-item 2- out of relay carrier -1- towards rear. 


A97-10872 


Release retaining clip and press off additional fuse holder 


units out of relay carriers. 
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- Release retaining clips -arrows- and pull relay carrier -2- out 
of relay/fuse holder -item 1- towards rear. 


a Note 


Exact assignment of contacts can be found in applicable current 
flow diagram > Current flow diagrams, Electrical fault finding'and 
Fitting locations. 


Installing 
Installation is carried out in reverse sequence. 
Tightening torques 


@ = Fig. “Relay carrier underneath dash panel (driver's side 
with screw connection - tightening torques” , page 407 


1.7.2 Removing and installing fuse holder D - 
SD- 


Removing 


— Disconnect earth cable from battery with ignition switched off 
=> page 12. 


— Remove dash panel cover (driver side) > General body re- 
pairs, interior; Rep. gr. 68 ; Storage compartments/covers/trim 
panels; Removing and installing dash panel cover (driver 
side) . 


— Release retaining clip -arrow- and press fuse holder D 
-item 2- out of relay carrier -1- towards rear. 


— Release captive fastener and pull it off fuse carrier. 
— Remove fuses from fuse carrier. 


— Release retaining clips -arrows- and detach cover for fuse 
carrier. 
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fs -arrow- and take con- 


Exact assignment of contacts can be found in applicable current’ 
flow diagram = Current flow diagrams, Electrical.fault finding and 
Fitting locations. 

Installing 


Installation is carried out in reverse order; note the following: | A97-10015 


— Connect battery. Steps required: vehicles without high-voltage 
system > page 13 , vehicles with high-voltage system 
> page 14. 


1.7.3 Removing and installing mounting for 
relay carrier underneath dash panel 
(driver's side), onboard supply control 
unit - J519- 

Removing 

— Remove onboard supply control unit > page 436 . 

— Remove control unit for headlight range control > page 293 . 


— Remove dash panel vent (left-side) > General body repairs, 
interior; Rep. gr. 70 ; Dash panel; Removing and installing 
dash panel vent . 


— Slide through extension -2- from socket wrench set between 
air duct -3- and dash panel. 


— Remove nuts -4, 5-. 
— Pull mounting -6- off studs. 


— Push mounting towards inside of vehicle to disengage retain- 
ing pin -1- on mounting at side guide on A-pillar -arrow-. 


Le 
— Release retaining tabs -3- -arrow A- and disengage mounting 


for control unit for headlight range control -1- from mounting 
-2- -arrow B-. 
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Installing 
Installation is carried out in reverse order; note the following: 


— Engage retaining pin -1- on mounting -3- at side guide on A- 
pillar -arrow-. 


— Tighten nuts -2-. 
Tightening torques 


@ = “1.1.4 Overview of fitting locations - relay carriers, fuse car- 
riers, electronics boxes (dash panel)”, page 405 


holder infigaaae compartment (right- 
side) ; iht i ı whole, is n 
> “1.8.1 Removing and. installing fuse holder F SF in tugga ju | ny liabilit 


compartment (right-side)”, pa |e 430 


> “1.8.2 Removing and installin fuse: carrier in si age com art- 


ment (right-side)”, page 431 


> “1.8.4 Removing and installing vehicle starter battery switch- 
over relay J580 - hybrid”, page 433 


> “1.8.5 Removing and installing battery isolation relay J7 ”, page 
434 


1.8.1 Removing and installing fuse holder F - 
SF- in luggage compartment (right-side) 


Removing 


“a. 
- Disconnect earth cable from battery with ignition switched off — / 
Pe >, 


YA 


> page 12. 
- Remove luggage compartment side trim (right-side). 


- Unscrew nut -3-. Ji SN 


á 
s 


- Cut through cable tie -4- to move clear wiring harness -5-. By 


- Guide relay and fuse holder F -item 2- out of body -1- 
-ar©rows-. 


| A97-11247 
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— Remove mounting for 46-pin connector - T46b- > page 442 . 


— Release retaining clip in direction of -arrow- and press fuse 
carrier -2- out of relay and fuse holder F -item 1- towards rear. 
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— Release retaining clips -arrows- and pull relay carrier -2- out 
of relay and fuse holder F -item 1- towards rear. 


— Detach relay and fuse holder F. 


(å) Note 


Exact assignment of contacts can be found in applicable current 
flow diagram => Current flow diagrams, Electrical fault finding and 
Fitting locations. 


Installing 


Installation is carried out in reverse order; note the following: 


— Connect battery. Steps required: vehicles without high-voltage 
system > page 13 , vehicles with high-voltage system 
=> page 14. 


Tightening torques 


@ = “1.1.5 Overview of fitting locations - relay carriers, fuse car- 
riers, electronics boxes in luggage compartment (Saloon)”, 


page 407 

@ = “1.1.6 Overview of fitting locations - relay carriers, fuse car- 
riers, electronics boxes in luggage compartment (Avant)”, 
page 409 


1.8.2 Removing and installing fuse carrier in 
luggage compartment (right-side) 
Removing 


- Disconnect earth cable from battery with ignition switched off 
> page 12. 


— Remove relay and fuse carrier F in luggage compartment 
(right-side); relay holders remain attached > page 430 . 


— Release captive fastenerand, pull"it,offfuse carrier. 
— Remove fuses from fuse carrier. 


- Release retaining clips -arrows=and detach cover for fuse 
carrier. 
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- Detach retaining strip -1- for connectors -arrow- and take con- 
nectors out of socket. 


a Note 


Exact assignment of contacts can be found in applicable current 
flow diagram = Current flow diagrams, Electrical fault finding and 
Fitting locations. 

Installing 


Installation is carried out in reverse order; note the following: | A97-10015 


— Connect battery. Steps required: vehicles without high-voltage 
system > page 13 , vehicles with high-voltage system 


=> page 14. 


1.8.3 Removing and installing main fuse hold- 
er in luggage compartment 
Removing 


— Take hold of grip to lift luggage compartment floor covering 
and fold it towards front. 


- Vehicles with high-voltage system - hybrid: Remove front ex- 
haust air duct for drive battery > Heating, air conditioning; 
Rep. gr. 87 ; Battery cooling module . 


- e-tron: Open flap in luggage compartment floor. 
— Take out tool kit -1-. 
— Pull off cover over positive battery terminal. 


— Slacken off nut -1- several turns and disconnect battery clamp 
of positive cable together with main fuse holder from battery 
terminal. 


- Releaseretaining spring -3-and open cover -2- over main fuse 
holder -arrow-. 
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— Unbolt electrical wiring -1, 5, 6, 8-. 


[a] Note 


Disregard items -2 and 3-. 


— Remove battery isolation igniter - N253- -item 7- > General 
body repairs, interior; Rep. gr. 69 ; Battery isolation igniter; 
Removing and installing battery isolation igniter . 


— Take out main fuse holder -4-. 


[a] Note 


Exact assignment of contacts can be found in applicable current 
flow diagram => Current flow diagrams, Electrical fault finding and 
Fitting locations. 
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Installing 
Installation is carried out in reverse sequence. 
Tightening torques 
»MainstdSe, holder - tightening torque™ , page 403 


1.8.4 Removing and installing vehicle starter 
battery switch-over relay - J580- - hybrid 

Removing 

-p Remove wiring junction.= page: 421. 


—\ Use-asmall screwdriver to:release retaining tabs.-arrows-;and 
remove cover -2- from wiring junction -1-. 


— Unscrew nut -3-. 


- Take vehicle starter battery switch-over relay -2- out of wiring 
junction -1-. 


Installing 

Installation is carried out in reverse sequence. 

Tightening torques 

@ = “1.1.7 Overview of fitting locations - relay carriers, fuse car- 
riers, electronics boxes in luggage compartment (vehicles with 


high-voltage system - hybrid)”, page 411 
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1.8.5 Removing and installing battery isola- 
tion relay - J7- 

Removing 

— Remove wiring junction > page 420 . 


— Use a small screwdriver to release retaining tabs -arrows- and 
remove cover -2- from wiring junction -1-. 


— Remove nuts -2, 5-. 
— Detach connecting bar -1-. 


— Release retaining tabs -arrows- and take battery isolation re- 
lay -4- out of wiring junction -3-. 


Installing ; 
Installation is carried outin reverse sequence. 
Tighteningtorques = | 


@ =“1.1 Overview i j 
ers, electronics boxes”, page 40 
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2 Control units 


> “2.1 Overview of fitting locations - control units”, page 435 
S. 2 Exploded view - -data pus diagnostic interface”, 


] b” 
S A 4 Removing ‘ane installing garage door operation control 


unit”, page 437 
=> “2.5 Removing and installing data bus diagnostic interface J533 
”, pager437: 
2.10 Overview of fitting locations - control 
units 


Illustration shows left-hand drive vehicle (symmetrically opposite 
for right-hand drive vehicles) 


1 - Garage door operation con- 
trol unit - J530- 


OQ Removing and installing 
=> page 437 
2 - Radiator grille 
3 - Nut 
Q 2x 
QO 3Nm 


4 - Mounting 
Q For onboard supply con- 
trol unit - J519- and relay 
carrier 
Q arab and installing 
=> page 429 
5 - Onboard supply control unit 
- J519- 
Q Removing and installing 
=> page 436 


6 - Relay carrier below dash 
panel (driver's side) 


7 - Headlight range control unit 
- J431- 
8 - Mounting 


Q Forcontrol unit for head- 
light range control - 
J431- 
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2.2 Exploded view - data bus diagnostic interface 


X : Connector for fibre optic ca- 
le 


Q Cover with protective 
cap for wiring harness 
connector - VAS 
6223/9- . 

2 - Electrical connector 
Q For data bus diagnostic 
interface - J533- 
3 - Nut 
Q 2Nm 
4 - Nut 
QO 2Nm 


5 - Data bus diagnostic inter- 
face - J533- 


Q Removing and installing 


> page 437 
A90-10182 
2.3 Removing and installing onboard supply 
control unit - J519- 
Protected by cop ge Copyine nat yr private or commercial purposes, in part or in whole, is not 
- If control unit is being renewed select fun eplace” for AG 


corresponding cor Fania Guided Fault g” or “Guit ^ not guarantee or accept any liability 
ded Functions” mode =, irhatok mation in this doc yright by AUDI AG 


Removing 


- Disengage relay carrier underneath dash panel (driver's side 
at mounting (with relay and additional fuse holders connected 


=> page 426. 
— Unplug electrical connectors -1, 2, 5, 6, 7-. 
— Unplug electrical connectors -3, 4-. 


| Cia 


ENS — 
| 
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— Unplug electrical connector by pressing catch -1- and moving 
retaining clip in direction of -arrow-; then detach connector. 


— Release retaining spring -1- and take onboard supply control 
unit -2- downwards out of mounting -arrow-. 


Installing 
Installation is carried out in reverse order; note the following: 


— Install relay carrier underneath dash panel (driver's side) 
=> page 426. 


» 


z == 
A97-11271 | 
i eeu: 


2.4 Removing and installing garage door 
operation control unit 


Removing 


— Remove lock carrier cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (front); Removing and installing attach- 
ments . 


— Release retaining tab -4- -arrow- and remove control unit -2- 
from mounting -3-. 


— Unplug electrical connector -1-. 
Installing 
Installation is carried out in reverse sequence. 


2.5: Removing and installing data bus diag- 
nostic interface- J533- A 


Special tools and workshop equipment required 
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@ Protective cap for cable connector - VAS 6223/9- from fibre- 
optic conductor repair set - VAS 6223A- VAS 6223A 
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— If control, unit is being renewed, select “Replace” function for 
corresponding control unit in “Guided Fault Finding” or “Gui- 
ded Functions” > Vehicle diagnostic tester. 


Removing 


— Remove rear seat bench > General body repairs, interior; 
Rep. gr. 72; Rear seats; Removing and installing seat bench/ 
individual seats . 


— Fold back front section of insulating mat. 
— Remove nuts -arrows- if fitted. 
— Pull data bus diagnostic interface -3- off studs. 


— Unplug electrical connector -5- and connector -4- for fibre optic 
cable. 


[a| Note 


/f the earth wire -1- is above the mounting for the data bus diag- 
nostic interface, as shown in the illustration, it must first be dis- 
connected from the earth connection -2-. 


— Seal open connector plug -2- of fibre optic cable with protective 
cap for cable connector - VAS 6223/9- -item 1-. 


(å Note 


Protective cap prevents contamination of or mechanical damage 
to end face of fibre optic cable which would impair light transmis- 
sion. 
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— Unplug electrical connector by releasing catch -1- and moving 
retaining clip in direction of -arrow-. 


Installing 
Installation is carried out in reverse order; note the following: 


Data bus diagnostic interface - J533- must be re-encoded if it has 
been renewed = Vehicle diagnostic tester. 


Tightening torques 


@ = “2.2 Exploded view - data bus diagnostic interface” 
page 436 


+è = Current flow diagrams, Electrical fault finding and Fitting lo- 
cations 
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3 Connectors 


> “3.1 Overview of fitting locations - connectors”, page 440 


=> “3.2 Removing and installing CAN separating connector’, page 
441 


=> “3.3 Unplugging door disconnector”, page 442 


> “3.4 Removing and installing connector point at A-pillar (left- 
side)”, page 443 

=> “3.5 Removing and installing connector point at A-pillar (right- 
side)”, page 444 

3.1 Overview of fitting locations - connectors 


1 - Door disconnector (front 
left) 


Q Unplugging 
=> page 442 


2 - Door disconnector (front 
right) 
Q Unplugging 
=> page 442 


3 - Connector point at A-pillar 
(right-side) 
Q Removing and installing 
=> page 444 
4 - Door disconnector (rear 
right) 
Q Seo 
=> page 44 
5 - 46-pin connector - T46b- 
Q Removing and installing 
=> page 441 


6 - Relay and fuse holder F - 
SF- 


7 - Door disconnector (rear left) 
Q Unplugging 
=> page 443 


8 - Connector point at A-pillar 
(left-side) 


QO Removing and installing 
=> pageri : 
9 - 46-pin connector - T46a- | 
Q Remongg ae installing 
> page 441 ~~ o 
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3.2 Removing and installing CAN separat- 
ing connector 

=> “3.2.1 Removing and installing CAN separating connector (left- 

side) - 46-pin connector T46a “ypage441 


> “3.2.2 Removing and installing CAN separating connector (lug- 
gage compartment) - 46-pin connector T46b ”, page 441 


> “3.2.3 Removing and installing mounting for CAN aratin 
connector”, page 449 


3.2.1 Removing and installing CAN separat- 
ing connector (left-side) - 46-pin con- 
nector - T46a- 


Removing 


— Remove sill panel trim (front) > General body repairs, interior; 
Rep. gr. 70 ; Passenger compartment trim panels; Removing 
and installing sill panel trim . 


— Press in retaining tabs -1- and release retaining clip -arrow-. 
— Unplug electrical connector -2-. 


[a] Note 


Exact assignment of contacts can be found in applicable current A97-10210 | 
flow diagram = Current flow diagrams, Electrical fault finding and 
Fitting locations. 

Installing 


Installation is carried out in reverse sequence. 


3.2.2 Removing and installing CAN separat- 
ing connector (luggage compartment) - 
46-pin connector - T46b- 

Removing 

— Remove cover for luggage compartment side trim (right-side). 

— Press in retaining tabs -1- and release retaining clip -arrow-. 

— Unplug electrical connector -2-. 


FE) not 


Exact assignment of contacts can be found in applicable current 
flow diagram => Current flow diagrams, Electrical fault finding and 
Fitting locations. AGT-19219 | 


Installing 
Installation is carried out in reverse sequence. 


3. Connectors 44 1 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


3.2.3 Removing and installing mounting for 
CAN separating connector 
Removing 


— CAN separating connector ich e Remove connector 
point at A-pillar (left-side) > page 443 


— CAN separating connector (luggage compartment): Remove 
relay and fuse carrier in luggage compartment (right-side) 
=> page 430. 


— Move locking lever -2- to “open” position -arrow-. 


— Press release tab -1- and press out mounting -3- for connector 
towards rear. 
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Installing 

Installation is carried out in reverse order; note the following: 
— Move locking lever -1- on mounting to “closed” position. 

* The two markings -arrows- must face each other. 
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3.3 Unplugging door disconnector 
=> “3.3.1 Unplugging door disconnector (front)”, page 442 
=> “3.3.2 Unplugging door disconnector (rear)”, page 443 


3.3.1 Unplugging door disconnector (front) 
Procedure 
— Open door. 


— Release catch in direction of -arrow A- and detach door dis- 
connector -1- towards the outside -arrow B-. 


A97-10473 
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3.3.2 Unplugging door disconnector (rear) 
Procedure 

— Open front door. 

— Release catch of rear door in direction of -arrow A-. 


— Pull off door disconnector -1- as far as possible outwards 
-arrow B-. 


[eror J 


— Push catch -3- downwards again. 


— Swivel door disconnector -1- forwards -arrow- and detach from 
connection -2-. 


P| A97-10932 


3.4 Removing and installing connector point 
at A-pillar (left-side) 
Removing 


— Disconnect earth cable from battery with ignition switched off 
=> page 12. 
— Remove sill panel trim (front) = General body repairs, interior; 


Rep. gr. 70 ; Passenger compartment trim panels; Removing 
and installing sill panel trim . 


— Push retaining clip in direction of -arrow- and disengage con- 
nector point -3- from A-pillar. 


Stor - T46a- 


Disregard -item 1-. 
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— Release retaining clip and press off additional fuse holder 


— Release retaining clips -arrows- and pull relay -1- and control 
units out of relay carriers. 


A97-10873 


— Release retaining clips -arrows- and press relay carrier -3- to- 
wards rear out of retainer -4-. 


— Release retaining clip -2- and press connector contact -1- out 
of retainer. 


(å) Note 


Exact assignment of contacts can be found in applicable current 
flow diagram > Current flow diagrams, Electrical fault finding and 
Fitting locations. 


AQ7-10874 


Installing 
Installation is carried out in reverse order; note the following: 


— Connect battery. Steps required: vehicles without high-voltage 
system > page 13 , vehicles with high-voltage system 


=> page 14. 
3.5 Removing and installing connector point 


at A-pillar (right-side) 
Removing 


- Disconnect earth cable from battery with ignition switched off 
> page 12. 


- Remove sill panel trim (front) > General body repairs, interior; 
Rep. gr. 70 ; Passenger compartment trim panels; Removing 
and installing sill panel trim . 


— Push retaining clip in direction of -arrow- and disengage con- 
nector point -1- from A-pillar. 


- Unclip fuse holder -2- from connector point. 


| ] i 
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— Release retaining clips -arrows- and pull relay carrier -2- out 
of connector point -item 1- towards rear. 


[a] Note 


Exact assignment of contacts can be found in applicable current 
flow diagram = Current flow diagrams, Electrical fault finding and 
Fitting locations. 

Installing 

Installation is carried out in reverse order; note the following: 


— Connect battery. Steps required: vehicles without high-voltage 
system page 135,vehicles with high-voltage system 
> page 14. 


3:6, Repairing electrical wiring harnesses 
and electrical connectors 


> ‘Electrical system; General information; Rep. gr. 97; Repairing 
wiring harnesses and connectors; Repairing, wiring-harnesses 
and > Electrical system; General information; Rep. gr. 97 ; Re- 
pairing wiring harnesses and-connectors; Repairing connector 
housings and electrical connectors 
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4 Releasing and dismantling connector 
housings 
> Electrical system; General information; Rep. gr. 97 ; Repairing 


wiring harnesses and connectors; Releasing and dismantling 
connector housings 
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5 Cleaning contact surfaces 


> Electrical system; General information; Rep. gr. 97 ; Contact 
surface cleaning set - VAS 6410- 
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6 Repairing aerial wires 


> Electrical system; General information; Rep. gr. 97 ; Repairing 
wiring harnesses and connectors; Repairing aerial wires 
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7 Fibre optic cables 


> Electrical system; General information; Rep. gr. 97 ; Repairing 
wiring harnesses and connectors; Repairing fibre optic cables 


7. Fibre optic cables 449 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Electrical system - Edition 02.2019 


8 Vehicle diagnostic, testing and infor- 
mation systems 


> Electrical system; General information; Rep. gr. 97 ; Vehicle 
diagnostic, testing and information systems 
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